
Pantone 534 Blue
Pantone 123 Yellow

Pantone 485 Red
Pantone 123 Yellow

Pantone 534 Blue

Black Rich Black - 
20/20/20/100

Blue -  100/80/30/5
Yellow - 0/27/100/0

Red - 10/100/100/5
Yellow - 0/27/100/0

Blue -  100/80/30/5

Only if you REALLY need them:
Pantone 534 Blue -  100/80/30/5
Pantone 485 Red - 10/100/100/5
Pantone 123 Yellow - 0/27/100/

THE RIGHT SOURCE 
THE RIGHT SOLUTIONS

Contact us at 1-800-561-8187 
or info@reedinstruments.com
www.reedinstruments.com

TECHNICAL DATAMILLI-OHMMETER

•	4	terminal	input	for	high	accuracy	of	low	
resistance

•		Measuring	Range:	0.1mΩ	to	2000Ω,		
5	ranges

•		Large	LcD	display
•		LsI	circuitry	provides	high	accuracy,		

reliabilityand	durability
•		Zero	adjustment
•		Built-in	overload	protection
•		4-wire	with	2	Kelvin	clips	included
•		Dimensions:	6.3	x	4.7	x	3.3"
•		Weight:	1.5	lbs

K5090.................................. Milli-ohmmeter,.110V
K5090-230V........................Milli-ohmmeter,.230V
CERTIMO1......Accredited.Calibration.Certificate

FEATURES

ORDERING INFORMATION


