
Pantone 534 Blue
Pantone 123 Yellow

Pantone 485 Red
Pantone 123 Yellow

Pantone 534 Blue

Black Rich Black - 
20/20/20/100

Blue -  100/80/30/5
Yellow - 0/27/100/0

Red - 10/100/100/5
Yellow - 0/27/100/0

Blue -  100/80/30/5

Only if you REALLY need them:
Pantone 534 Blue -  100/80/30/5
Pantone 485 Red - 10/100/100/5
Pantone 123 Yellow - 0/27/100/

THE RIGHT SOURCE 
THE RIGHT SOLUTIONS

Contact us at 1-800-561-8187
or info@reedinstruments.com
www.reedinstruments.com

TECHNICAL DATAANEMOMETER

• Measuring Units: m/s, kph, mph, fpm and 
knots

• Data hold, Record (Max/Min)
• Integral vane design for one hand operation
• Push button operation
• Pocket-sized
• Includes battery

Air Velocity Range: 80 to 5910 fpm; 0.4 to 30.0 
m/s; 0.9 to 67 mph; 1.4 to 108 km/h; 0.8 to 58.3 
knots

Resolution: 1 fpm; 0.1 m/s, 0.1 mph; 0.1 km/h; 
0.1 knot

Dimensions: 156 x 60 x 33 mm
Weight: 160g

LM-81AM ................ Rotating Vane Anemometer
CA-52A ....................................Soft Carrying Case
CERTIAN1 ......Accredited Calibration Certificate

FEATURES

ORDERING INFORMATION

SPECIFICATIONS


