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700 Series Pressure
Calibration Modules

Best accuracy available in handheld 
pressure modules
• 0.025 % reference uncertainty 
• Rugged, chemical resistant packaging
• Temperature compensated using proprietary micro-technology

linearized output
• Digital communication to calibrators, no analog losses or errors
• Broad selection of ranges

Models Range/ Range (approx)/ Reference Highside Low side Fitting
resolution resolution uncertainty media media material

(23 ± 3 °C)
Differential
Fluke 700P00 1 in. H2O/0.001 0.25 kPa/0.0002 0.300 % Dry Dry 316 SS
Fluke 700P01* 10 in. H2O/0.01 2.5 kPa/0.002 0.200 % Dry Dry 316 SS
Fluke 700P02 1 psi/0.0001 6900 Pa/0.7 0.150 % Dry Dry 316 SS
Fluke 700P22 1 psi/0.0001 6900 Pa/0.7 0.100 % 316 SS Dry 316 SS
Fluke 700P03 5 psi/0.0001 34 kPa/0.001 0.050 % Dry Dry 316 SS
Fluke 700P23 5 psi/0.0001 34 kPa/0.001 0.025 % 316 SS Dry 316 SS
Fluke 700P04 15 psi/0.001 103 kPa/0.01 0.025 % Dry Dry 316 SS
Fluke 700P24* 15 psi/0.001 103 kPa/0.01 0.025 % 316 SS Dry 316 SS
Gage
Fluke 700P05* 30 psi/0.001 207 kPa/0.01 0.025 % 316 SS N/A 316 SS
Fluke 700P06* 100 psi/0.01 690 kPa/0.07 0.025 % 316 SS N/A 316 SS
Fluke 700P27* 300 psi/0.01 2070 kPa/0.1 0.025 % 316 SS N/A 316 SS
Fluke 700P07 500 psi/0.01 3400 kPa/0.1 0.025 % 316 SS N/A 316 SS
Fluke 700P08 1000 psi/0.1 6900 kPa/0.7 0.025 % 316 SS N/A 316 SS
Fluke 700P09* 1500 psi/0.1 10 M Pa/0.001 0.025 % 316 SS N/A 316 SS
Absolute
Fluke 700PA3 5 psi/0.0001 34 kPa/ 0.050 % 316 SS N/A 316 SS
Fluke 700PA4* 15 psi/0.001 103 kPa/ 0.050 % 316 SS N/A 316 SS
Fluke 700PA5 30 psi/0.001 207 kPa/ 0.050 % 316 SS N/A 316 SS
Fluke 700PA6 100 psi/0.01 690 kPa/ 0.050 % 316 SS N/A 316 SS
Vacuum
Fluke 700PV3 -5 psi/0.0001 -34 kPa/0.001 0.040 % 316 SS Dry 316 SS
Fluke 700PV4 -15 psi/0.001 -103 kPa/0.01 0.040 % 316 SS Dry 316 SS
Dual
Fluke 700PD2 ±1 psi/0.0001 ±6900 Pa/0.7 0.150 % 316 SS Dry 316 SS
Fluke 700PD3 ±5 psi/0.0001 ±34 kPa/0.001 0.040 % 316 SS Dry 316 SS
Fluke 700PD4 ±15 psi/0.001 ±103 kPa/0.01 0.025 % 316 SS Dry 316 SS
Fluke 700PD5 -15/30 psi/0.001 -100/207 kPa/0.01 0.025 % 316 SS N/A 316 SS
Fluke 700PD6 -15/100 psi/0.01 -100/690 kPa/0.07 0.025 % 316 SS N/A 316 SS
Fluke 700PD7 -15/200 psi/0.01 -100/1380 kPa/0.1 0.040 % 316 SS N/A 316 SS
High
Fluke 700P29* 3000 psi/0.1 20.7 M Pa/0.001 0.050 % C276 N/A C276
Fluke 700P30 5000 psi/0.1 34 M Pa/0.001 0.050 % C276 N/A C276
Fluke 700P31 10000 psi/1 69 M Pa/0.007 0.050 % C276 N/A C276

Fluke Process
Calibrators in
this guide displaying this
symbol are Pressure Enabled
units and display readings
from these Precision 700
Series Pressure Modules.

Each pressure module
includes NIST traceable 
certificate, metric adapter
and instruction sheet.

* Intrinsically safe version available for use with 718Ex and 725Ex.
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