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ADT901A QJ o ADT912A \ si’ ADT914A =
-6 ~ 6Bpsi - -14 ~ 60psi LN -14 ~ 375psi 3 ‘\1‘.
(-0.4 ~ 0.4bar) Ny (-0.95 ~ 4bar) ¢ (-0.95 ~ 25bar)
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ADT916 ADT917 ADT918 L B
-14 ~ 600psi -14 ~ 1,000psi -14 ~ 1,500psi 3

(-0.95 ~ 40bar)

(-0.95 ~ 70bar)

(-0.95 ~ 100bar)

ADT919A
-14 ~ 2,000psi
(-0.95 ~ 140bar)

ADT920
-14 ~ 3,000psi
(-0.95 ~ 200bar)

ADT925
-12.5 ~ 6,000psi
(-0.85 ~ 400bar)

ADT927
-12.5 ~ 10,000psi
(-0.85 ~ 700bar)

ADT928
0 ~ 15,000psi
(0 ~ 1,000bar)

ADT936
-12.5 ~ 15,000psi
(-0.85 ~ 1,000bar)

ADT937
-12.5 ~ 15,000psi
(-0.85 ~ 1,000bar)

ADT938
-12.5 ~ 15,000psi
(-0.85 ~ 1,000bar)

ADT946
0 ~ 15,000psi
(0 ~ 1,000bar)

ADT949
-12.5 ~ 40,000psi
(-0.85 ~ 2,800bar)

ADT959
0 ~ 40,000psi
(0 ~ 2,800bar)

ADT960
0~60,000psi
(0~4,200bar)
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ADT901A 3 -6 ~ 6 psi -0.4 ~ 0.4bar 0.001mbar 1.6kg
ADT912A e -95% ~ 60psi -95% ~ 4bar Air 0.001mbar 2.8kg
ADT914A 3 -95% ~ 375psi -95% ~ 25bar Air 0.1mbar 1.5kg
ADT916 Ed -95% ~ 600psi -95% ~ 40bar Air 0.1mbar 2.7kg
ADT917 3 -95% ~ 1,000psi -95% ~ 70bar Air 0.1mbar 2.7kg
ADT918 2 -95% ~ 1,500psi -95% ~ 100bar Air 0.1mbar 2.7kg
ADT919A e -95% ~ 2,000psi -95% ~ 140bar Air 0.1mbar 6.5kg
ADT920 3 -95% ~ 3,000psi -95% ~ 200bar Air 0.1mbar 6.5kg
ADT925 S -85% ~ 6,000psi -85% ~ 400bar Qil/Water @ - 1.7kg
ADT927 Y -85% ~ 10,000psi -85% ~ 700bar Oil/Water O - 3.2kg
ADT928 Y 0 ~ 15,000psi 0 ~ 1,000bar Oil/Water ™ - 3.9kg
ADT936 Eaat -85% ~ 15,000psi -85% ~ 1,000bar Oil - 16kg
ADT937 L -85% ~ 15,000psi -85% ~ 1,000bar Qil @ - 16kg
ADT938 Y -85% ~ 15,000psi -85% ~ 1,000bar Water - 16kg
ADT946 R 0 ~ 15,000psi 0 ~ 1,000bar Mineral Oil / Water - 13kg
ADT949 S -85% ~ 40,000psi -85% ~ 2,800bar Oil - 16kg
ADT959 Y 0 ~ 40,000psi 0 ~ 2,800bar Oil - 13kg
ADT960 e 0 ~ 60,000psi 0 ~ 4,200bar Oil - 13kg
[1] Qilo| 7|2 MB=Lt Water 28 Al M8 7ks.  [2] Phosphoric acid fluid(@Mt) 2 Skydrol oil AL 7ts.
7|1Z AHlo|x]
ADT681 +d = £:0.02%, 0.05%, 0.1%,
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Digital Pressure Gauge ot ;:l &8 ~60,000psi (4,200ban)
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