TESSOL  technical Library Bodet

TIME SERVER: NETS/ILON 9
PRESENTATION

Compact and modular, the Netsilon time server combines the accuracy of a
master clock with the secure approach of data networks:
« Very high precision internal clock with its 0CX0 quartz.
« Priority order for the different synchronisation references (input).
+ Modular design allowing a wide variety of input/output signals (up to 4
expansion cards).
+ Network security management: Enable/disable encryption, authentication,
and access protocols.
+ Alarm information available as SNMP traps and email.
Warranty: 3 years.
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COMPLIANCE

+ Directive LVD 2014/35/EU
« Directive EMC 2014/30/EU
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REFERENCE SIGNALS
A ' AR l . ») .
- GNSS (6PS-GLONASS-GALILEO-BeiDoul) “NTP
INPUES .. = [P1Il?
- NTP
- IRIG
-NTP -NTP
OUEPULS .o - 10 MHz - PTP
- PPS - IRIG
SPECIFICATIONS
TYPICAL VALUES OF THE 0CXO0 QUARTZ
10 MHZ FREQUENCY OUTPUT
Accuracy (average after 24h when GPS )........coccorierieeresencnnncnns 1x10-1
Medium Tgrm_Stability (without GPS after 2 weeks of GPS 1x10°%/day
SYNCAIONISAtION.....ciiiietce e
Short Term Stability (Allan Deviation]
1x10°t
1x10°°
-125
-145
@1 kHz... -155

Signal waveform and levels........ccoevreneninenssscscse e

Sine wave, +13 dBm/50 ohm, BNC

Holdover after 24h (after 2 weeks of GPS synchronisation at constant
temperature)

1PPS OUTPUT

Accuracy to UTC (1 sigma locked t0 GPS)......cccvurueerererererueeserenenanas

Signal waveform and [eVels.........ccoccrererercrececece e

+50 ns

+15 s
TTL (SV_ 150 ohm, BNC

MECHANICAL CHARACTERISTICS

Metal case - 1 Urack - 19"

From 0°Cto +50°C

0-90 % RH without condensation
IP20

2.5kg

See illustration below
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>
o TIME SERVER: NETS/ILON 9
Q0
3
© ELECTRICAL CHARACTERISTICS
(%]
c AC only : 100-240V~ / 50-60Hz / 1.9-0.8A
[¢]
o or DC only : 22-30V===/ 3.2-1.9A
= POWET SUPPLY coovuerieriiiece e or AC+DC | Redundant power supplies, FANLESS
8 or AC+AC | characteristics, above.
ﬁ CONSUMPLION..etrurertecereeeeeseesesssesessssesesssse s ssaseasssesesssassnsesnanes 20 W (without option card)
. Alarm IN
ALArM INPUL....c e Dry contact Input, potential-free contact
[IN< 10 mA
Alarm OUT
ALarm OULPUL...ceee e Relay NC-NO-C.
Maximum current : 1A/50V===, 1A/ 30V~
T — 100,000 hours
COMMUNICATIONS
Network port RJ45,10/100/1000 BASE-T
Configuration serialinterface.........ccocvverienicercncincccc RS232, DB connector
Front panel USB socket (Enable/Disable] for saving and updating software
PANEL coeiictrce Keybosrdllackable] andlIEDscrean for network configuration

NETWORK CHARACTERISTICS

PROTOCOLS
Conforms with RFC 1305 and 5905. Supports Unicast, Broadcast,

NTP V2, V3, VA ....eeeeeeeeeieeieeeieeeeeeeeeeesseesesessssssssssssssssnssanssssasesannes Multicast, Anycast, MDS authentication + integrity, peering and
Autokey.

Number maximum of NTP requests per second

(AWLEthernet ports combined.......ccoeeeruererererenererer e 7000

Maximum number of NTP clients (typicall......ccccovvrrciceiririsincnne 32000

SNTP V3, VA ottt Conforms with RFC 1768, 2030, 4330 and 5905.

TIME PROTOCOLE ... Conforms with RFC 868.

DAYTIME PROTOCOLE ...t Conforms with RFC 867.

COMMUNICATION

Conforms with RFC 2616 (signed certificates management)
SSH V1.3, SSH V1.5, SSH v2 (openSSH)

[Pv4, IPv6 : Dual stack
802.10 standard (single / multi)

DHCPv4, DHCPvB, Autoconf 8§ Slaac

Mail forwarding

SUPERVISION
Alarm.... ... SNMP traps, email and relay contact
SNMP L. vl (RFC 1157), v2c (RFC 1901-1908) and v3 (RFC 3411-3418)

£33 £5] o N Event log service over UDP, TCP or TLS-secured protocols
Relay contact/External input ........cocevciniiencincnncce Sending and receiving of alarms
SECURITY FEATURES
+ Enable/disable protocols, + DES and AES encryption,
+ Authentication via 802.1x protocol, + SHA-1, MDS authentication,
+ Redundancy via LACP protocol, + SSL/TLS: securing exchanges via computer network,

- Protection by single authentication (login + password] or - SCP:secured copy of Netsilon files in SSH session,
authentication via LDAP / LDAPS [over SSL) / Radius, » SFTP: secured transfer of Netsilon files in SSH session.
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g TIME SERVER: NETS/ILON 9
Q
E REFERENCES
£ * 907 910...cumeeeineseseness s ssss s nsssaenes NETSILON 9 AC
£ © 907 91Lcioeeeeeeeeesensnenneees s s NETSILON 9 DC
_ © 907 912...oueeeeeeeteeee st aaeees NETSILON 9 AC+DC
§ * 907 913 NETSILON 9 AC+AC
= EXPANSION CARDS
- 907920 ... . NETWORK CARD (RJ45) (2 ports]

¢ 907 921 ..ot NETWORK CARD (SFP) (2 ports)

© 907 922 ... s PTP CARD (RJ45+SFP+SMA) (1x connector of each]
© 907 930....eiiirieee s IRIG OUTPUT CARD (x2 outputs)

® 907 947 IRIG INPUT CARD (x1 input]

ACCESSORIES

® 907 970, s Bodet GNSS synchronisation antenna

® 907 972 s Bodet Secure GNSS synchronisation antenna

© 907 975, Surge protector

® 907 976 Interface GNSS for standard RF antenna

EXPANSION CARDS

NETWORK CARD (RJ4S) NETWORK CARD (SFP)

Number of ports.. . 2 Number of ports... e 2
Connector type.......cceueueeeee RJ45, 10/100/1000 BASE-T Connector type......ccoueuueee SFP - Giga Ethernet
NTP requests/sec (max]..... 7000 (AU Ethernet ports combined) Standards.......coeeeecicacens Compatible SX/LX
Management..........ccccceenue. IPvd, IPv6 NTP requests/sec (max)... 7000 (All Ethernet ports combined)
L0 Eerrerrerrrrerrerrerrerrerrerre anycast, multicast, unicast Managemen " [Pv4, IPv6
Max N0 of Cards .. 2, max. 5 ports (1 Eth0 standard + 2x Mode....oiiiiiiins anycast, multicast, unicast.
on 2 option cards] Max no of cards............... 2, that is 4 ports SFP max.
Number of ports............. 1 Number......cccevuerunne 2 outputs

Automatic selection of master or slave BNC (IRIG AM & DCLS)

Operation.....cccoevecveeens mode (1 or 2 steps) Connectors type....... Pluggable screw terminal (DCLS-RS422)
Time resolution............. +8ns Formats supported...
Master mode capacit Up to 32 slaves in unicast at the rate of Format - Modulation type - Carrier Frequency - Coded Expressions
Pacty- 158 frames per second A-0,1-0,3-0,1,2,3,4,5,86,7
Management................. IPv4, IPv6 B-01-02-01,234586,7
i . E-01-01,2-0,1,234,5,6,7
Mode...ccoerreerrcreereeeeaes multicast, unicast 6G-0,1-0,4-1256
Connector type... Gigabit SFP/RJI4S combo port + AFNOR NF S 87-500 ANNEX A
Max no of card............. 1 Max no of cards........ 4, that is 8 outputs max.
Standapeees—— |IEEE-1588 V2
IRIG INPUT CARD
Number.....cocveereruenae linput
Connectors tvpe BNC (IRIG AM & DCLS)
YpE. Pluggable screw terminal (DCLS-RS422)
Formats supported...
Format - Modulation type - Carrier Frequency - Coded Expressions
A-0,1-0,3-0,1,234,56,7
B-0,1-02-0,1234,58,7
E-01-012-01.234,5687 8
6-01-04-125,6 N
+AFNOR NF S 87-500 ANNEX A =
Max no of cards........ 1 2
g BDdEt J Non-contractual document. © 2023, Bodet Time & Sport. All rights reserved.
E‘ >> www.bodet-time.com <« a/y
[11]
P 2 Bodet Netsilon 9 HIO|E{A|E - K| ZAL {2 AtZQLICH AFL2 H AL ALof| et HAE 4 QUL ch
0
=
— We measure, we calibrate, we validate. FEE - www.tessol.com TS-TL-BDT-010 4/ 4

KOLAS 2|2/ a 7|2 - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-BDT-010

