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Synchronise every moment

Bodet is a French family company founded in 1868. It has earned a reputation for its
expertise in time management, building on its primary activity of tower clock restoration
as Bodet Campanaire. Over the years, the company has expanded its time precision
know-how to apply it to sports scoreboards, industrial clocks, sound systems, as well
as time and attendance management. Thus, alongside Bodet Campanaire, the entities
Bodet Sport, Bodet Time and Kelio were founded.

Now managed by the fifth generation of the Bodet family, the company continues to
grow both in France and internationally, focussing on innovation to create a range of
high-tech products designed and manufactured in France. Bodet's products offer
time synchronisation and distribution to many players within the public administration,
education, health, industry and transport.

Bodet Time also provides telephone assistance in many languages. Our technical
experts help our clients set up the products and perform functional and technical
software updates.
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The biggest selection
on the market

Information about time is essential to any activity.

Time must not simply be displayed: it must be reliable,
precise, and synchronised. And since each organisation
is unique, Bodet offers a wide range of clocks that can
suit any need:

Ranges
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PROFIL
Time display for all

This classic range includes analogue clocks for
indoor and outdoor use with an understated,

timeless design. STYLE

Customisable time display

This range of digital LED clocks with
a clean, modern style
is designed for indoor use.

HMT/HMS LED

Outdoor time display

These digital LED clocks are robust and designed for outdoor
environments and large indoor spaces.

CRISTALYS & OPALYS
LCD time display

These two ranges of stylish digital clocks
are perfect for indoor environments.

TS-TL-BDT-028
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How to choose a
clock?

Above all, a clock must display time in an easy-to-read way that is appropriate for its environment.
Its display mode, features, and synchronisation mode also need to be considered.

~ The market

e

Whether in factories, production workshops, logistics platforms,
school environments, healthcare facilities, train stations, or airports,
our solutions can meet any need.

Time synchronisation

Time synchronisation delivers identical time information to a network of clocks
located within one or more buildings via a master clock or a time server. The chosen
synchronisation mode will depend on the existing technical installation, the number of
rooms and the surface area of the buildings on your site.

Display mode

Several different display modes are available: analogue, LED, and LCD. Some clocks can be
customised to display additional information such as seconds, the date, the day of the week, the
temperature, or custom text.

Reading distance

There is a wide range of clock sizes to suit all kinds of places, such as offices,
airport concourses, or train station platforms. To make sure that the time is easy to read, a
wide range of digit heights and dial diameters is available.

A few reference points:
Office, classroom: 20 m Train station platform: 80 m
Entrance hall: 30 m Stadium/car park: 150 m

The environment

Inside or outside, each clock is designed to fit into its environment. Outside, clocks are subject to different constraints

such as extreme temperatures and extreme weather events, impacts, pressure cleaners, and rain.

Design

The clock's style is an important factor to take into account so that it can fit in harmoniously
in any establishment. This is why Bodet offers several types of displays, colours,

materials, and markings. Not to mention our custom creations.

If you want a bespoke creation, contact us.
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u The Profil 700 range displays the essentials. The time is easy and quick to read.
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Profil 730 OP Profil 730 & 730 W Profil 740 Profil 750, 760 & 780

¢ IKO7 /KO8 / IK10 protection depending on models and options
¢ Withstands heavy tropical rain, IP 54 as standard / IP 65 as an option (Profil 7300F, 750, 760 & 780)

Product .

¢ Withstands cleaning products with a stainless steel bezel and a tempered glass lens

advantages (Profil 730, 7300P & 740) or PMMA (730W).

¢ Recess-mountable model available in order to prevent dust deposit and observe hospital strict
hygiene standards (Profil 7300P), to be integrated into the control panel.

s LED lighting on option (Profil 740, 750, 760 & 780)

Characteristics

Synchronisations Dials PROFIL PROFIL PROFIL PROFIL PROFIL PROFIL PROFIL

@ @* @ Three marking options 730 730W 7300P 740 750 760 780
S Dial

‘*, % 6 D O i g 80cm  30om  30cm  40cm  50cm  60cm  80cm
4 6: =. .}. Gt K e
CPS NTP figures notches DIN

@ Bezels Readnd " 90m  20m  20m  35m  50m  60m  80m
distance

*DHF and WIFI: 730 and 740 only
**GPS: 750, 760, and 780 only

~
* 4

O stainless steel: Profil 730 / 740

© Aluminium: Profil 760 / 760 / 780 Display Hours, minutes, seconds '
- Mounting
2 2
O White stainless steel: Profil 730W options Wall Recessed Wall

Indoor

Use Indoor or Outdoor

1. On option: seconds
2.0n option: mast / ceiling
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Profil 900"

The analogue classic

Education Industry Transport

With its understated, timeless design, the Profil 900 is Bodet's most
popular clock. Many facilities choose this model because it offers all
the types of synchronisation and a wide range of dial sizes.
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Profil 930 Profil 940 Profil 960
PrOduct ¢ Reading distance: from 20 to 60 m
a dva nt ag es ¢ Reinforced fibreglass manufacture (IKO8 - Profil 960)
¢ Available in a double-sided version
¢ Various attachment methods (wall, ceiling, mast)
Characteristics
Synchronisations Dials PROFIL PROFIL PROFIL
Three marking options 930 940 960
@ @ @ Qial 30cm 40cm 60 cm
diameter

figures notches  DIN
T Reading 20m 35m 60m

) distance
* WIFI: all except profil 960
**GPS: 960 outdoor only Bezels
Display Hours, minutes, seconds
Mountin
Hnting Wall 2
options
- o Aluminium** Indoor
4 Use Indoor
or Outdoor

** Qutdoor models only in white 1 Onoot "
. Un option: seconds

2.0n option: mast / ceiling / single- or double-sided
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Profil 930 L"°

An eCOIOQ ical clock Education Industry Transport

The Profil 930 L clock is innovative as it is a 100% standalone solution.
Powered by natural and artificial light, it is easy to install since no wiring
is required for power and the synchronisation is made via Bodet DHF
radio waves.
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Profil 930 L

e 100% recycled material, version with black background

Product

adva ntages e This model operates using a light energy source such as sun or artificial light

The organic solar cells are completely re-usable

e The clock stores its energy without using any batteries

* The clock has a radio synchronisation. Therefore no wiring is required.

Characteristics
Synchronisations Dials PROFIL
Two marking options 930L
©0
diameter sOcm
figures  notches
Reading 20m
distance
Bezels
Display Hours, minutes

\ O white @ sieck Mqunting Wall?
options

Use Indoor

1.0n option: mast / ceiling / single- or
double-sided

|

212 Bodet AEI2 5S OP E2 M - H|Z=AL /2 X2 QL|CEH AFEL HZ=AFAEO| w2 HAE! 4= Q& L|Ct
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Style

Simple and modern

Style digital clocks make telling time easy with their digital display
(hours/minutes). The clocks are easy to use with a clean, modern design.

Public buildings  Education Industry
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Style 5

Style 10

Product advantages

e Five LED colours to choose from (red, green, yellow, blue, and white)

Four levels of adjustable brightness

e Easy to read with a matt finish that removes glare.

e An energy-saving mode that can be scheduled for a specific time slot

e K10 protection (optional)

Characteristics

Synchronisations LED colours STYLES STYLE7 STYLE10

mm@ammEm 2.

@ @ % . Red O Green O Yellow Ispiay heig

@ @
NTP

- m Reading 20m 30m 40m

distance
. Blue O White
Option ) Hours, minutes, date, temperature,
_— Display
week number
Mountin
uning Wall
options
¢
Recess
mounting o [ ] o
IK10 protective casing for Style 5 (as an option)
Waterproof ® Y
(as an option)
Use Indoor

1.0n option: mast / ceiling / single- or double-sided
IK10 protective glass for Style 5

= Bodet AEtH 5S OP E2 M - M|ZEAL #E K2 LICEH A2 R Z=AF AP 2 HEE 5= AE LT
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Style S/

Optimised time management

These precise and complete models display the hours, minutes and

seconds too. These features allow you to measure speaking time during Public buildings  Audiovisual
meetings, the time spent on a task, to control processes, or start a
countdown to an event.
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Style 5S Style 7S Style 10S Style 7 Ellipse

STYLE STYLE STYLE STYLE

Product advantages 5 75 10s 7E

. . . . Display
¢ Displays additional information: seconds, height 5cm 7cm 10em 7cm

date, temperature

& Game clock function (counting up, counting down) Sg?grig% 20m 30m 40m 30m
with Style and Style OP keyboard (except Style 7 Ellipse)

Hours, minutes, seconds, date, temperature,

Display week number
Characteristics Mounting .
options
Synchronisations LED colours
Recess

mounting [ ] [ ]
(as an option)

. Red O Green O Yellow . Blue O White

Use Indoor
NTP

1.0On option: mast / ceiling / single- or double-sided

Health: when each ‘ — =
second counts

Style 7S OP*, Style 5S OP*, Style OP keyboard: these models are perfectly
suited to the healthcare sector. These clocks' design helps hospitals and clinics to
respect the strictest standards of hygiene and to precisely time each surgical act, - ,ﬁ
such as anaesthesia, surgery or operation. = I o
v
|
v

Product advantages

¢ Stainless steel bezel and tempered glass lens to make operating rooms
easier to clean

¢ Recess-mountable models to avoid dust build-up
¢ Game clock function (Style OP keyboard) to count time up or down

*LED colours: red or green
Available in Impulse, AFNOR and NTP

TS-TL-BDT-028
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Style Date®

A complete display

This range of clocks shows the time as well as other
information. It offers a very complete display system.

Style 7 Date Style 10 Date Style 10S Date

Logistics Administration Industry Transport
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¢ Three types of attachment STYLE STYLE STYLE

Prod uct available: wall, mast, or ceiling 7Date  10Date 10S Date
¢ Simultaneous display of the date
advantages A i Display height [ZGm | 10em " | 10em
and time
¢ Other information possible: )
day of the week, alternating languages Reading 30m 40m 40m

¢ Optional IK10 protective glass for

protection against impacts (Recess- Hours, minutes, date, day

mounted Style 7 Date) Display of the week, temperature  + S8Conds
Characteristics — ™
options
Synchronisations Option
Recess
@ @ % mounting o
(as an option)
== Wat f
000 ezt B
NTP
LED colours Use Indoor
- n m - m 1.0n option: mast / ceiling / single- or double-sided
IK10 protective glass for
. Red O Green O Yellow . Blue O White recess-mounted Style 7 Date .
1 1
Industry: clocks
adapted to the sector

The Style 7 Date and Style 10S Date clocks have been developed for
the environments specific to food processing and manufacturing, etc.
Product advantages

¢ Recess-mounted version to limit dirt build-up
(Style 7 Date only)

¢ Waterproof version (IP55) to withstand splashes of water
while cleaning facilities (Style 7 Date only)

TS-TL-BDT-028
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World Style o8

An international clock

This range of clocks displays several time zones and shows the time in several
cities around the world simultaneously (up to seven cities). Perfect for companies
and airports with an international audience.
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NEW YORK PARIS Y NEW YORK LONDON PARIS

World Style

NEW YORK SAQ PAULO LONDON PARIS NAIROBI TOKYO SYDNEY

Prod uct ¢ Option of selecting cities from around the world

advantages * oonshov3.4.56or7 cies

¢ Choice of five LED colours

¢ Adjustable brightness

Characteristics

Synchronisations LED colours

5690
NTP
@ Red Qocreen Ovelow @ Bue O White

GLOBAL

Display height 5cm

Reading

distance 20m

Display From 3 to 7 cities
|

Mounting

options Wall

Use Indoor

212 Bodet AEI 55 OP H2A - H|ZAL 212 A2 QILICH A2 FIZAL ALRO]| et

TS-TL-BDT-028
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HMT LED

For perfect readibility
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The HMT LED range of clocks is suitable for the most demanding climatic conditions, such
as humidity and extreme temperatures. It combines all the technical performance needed to
fit into outdoor and large indoor spaces such as airports, train stations, car parks, shopping
centres, factories and stadiums.

HMT LED

¢ Waterproof (IP54)
PrOdUCt ¢ Robust (IKO7 for better protection against impacts)
adva ntageS ¢ Count up/countdown mode

¢ Automatic display brightness adjustment
¢ Easy-to-read time thanks to anti-glare protection

¢ Temperature display (from -99° to +99°) : in Celcius (°C) or Fahrenheit (°F)

Characteristics

Synchronisations LED colours HMT HMT HMT HMT HMT

10 15 20 25 45
A A

@ red O velow D|§play 10cm 15¢cm 20 cm 25cm  45cm
height
O White Readi
eading 40m | 60m  90m  120m  200m
distance

Display Hour, minutes, date, temperature
gﬂp(z;r:isng Mast, ceiling, double sided Wall
Waterproof [ )

Use Qutdoor

Y= Bodet AEIU 5S OP H2 M - M[ZALZ A=A L|CE A2 ®|ZAL APHOl| w2t HEE 5= ASLCH

TS-TL-BDT-028
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HMS LED :

A clock for transport

The clocks in the HMS LED range, specifically intended for the transport
sector, are often put to the test. Between the sun, high temperatures, rain,
ice, cold, and impacts, they are designed to withstand all kinds of weather
conditions.
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HMS LED

PrOd uct & Comprehensive display (hours, minutes, seconds, temperature)
adva nta ges ¢ Additional optional functions (count up or countdown game clock)

Casing that resists dust, water splashes and external impacts

Equipped with tropicalised electronic boards (to prevent rust, humidity and mould)

e Temperature display (from -99° to +99°) : in Celcius (°C) or Fahrenheit (°F)

Characteristics

Synchronisations LED colours HMS HMS HMS HMS

10 15 25 45
A BE

@ e O velow Display 10cm 15cm 25cm 45cm
height
OWhne Readi
eacing 40m | 60m  120m  200m
distance
Disola Hours, minutes, seconds, date, tempera-
play ture, week number
Mounting Mast, ceiling, Wall
options double sided
Waterproof o
Use Outdoor
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Cristalys @
FOI' mU"IifunCtion displays Industry  Education  Audiovisual Administration

At once remarkable and understated, this range of clocks fits into any
environment. You can regularly find them in meeting rooms, offices, and
reception halls in businesses and public administrations.

>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

Bociet [

Cristalys 7 Cristalys 14 Cristalys Date Cristalys Ellipse
PI‘Od u ct s Easy to read with high contrast
a dV a I‘lt a g es ¢ Low energy consumption
¢ Many display possibilities depending on the model, such as multilingual or numerical
date, year, day and week number, ambient temperature, names of cities or places, or event
countdowns
¢ Batteries last more than three years on battery-powered models
Characteristics
Synchronisations Casing colours CRIS. CRIS. CRIS. CRIS.
7 14 ELLIPSE DATE
@ @ @ O Auminium O white Display Fam 14.cm 7em
height
@
Reading 30m 60m 25m 30m
distance
Hours, minutes, + seconds +day
Displa: date, temperature* and custom
pey and week number texts GlTewEE
Mognting Wall
options
Recess
mounting [ J
(option)
Use Indoor
*E Cristalys 7
‘ 1vg%es:)ti;:'?nyass\/ceiling/ table support
©
N
5
g —-—.il.
r_' 12 Bodet AEIY 55 OP E2 M - M|EAL 12 K2 QL|CE A2 ®|Z=AF APROf| et HAE! 4 A&LCt.
")
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Opalys
Clocks to set the time to your d ay Heafthcare  Logisties  Industry  Administration

Opalys is a range of indoor clocks with clean lines. Its backlit LCD screen
softly shows the time. It has a fixed or alternating mode to broadcast a
variety of information throughout the day.
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Opalys 14 Opalys Date Opalys Ellipse

PI‘Od u ct ¢ LCD display with a wide reading angle (160°)
e Easy to see in large, poorly lit, or dark spaces
advantages . . o
¢ Anti-theft locking system with provided wall support
¢ Many display possibilities depending on the model, such as multilingual or numerical
date, year, day and week number, ambient temperature, names of cities or places, or event
countdowns
Characteristics
Synchronisations Casing colours OPA. OPA. OPA. OPA.
7 14 ELLIPSE DATE
D00 T
o Aluminium Display 7cm 14 cm 7cm
height
o
Reading 30m  60m 25m 30m
distance
Disol CIHours, minutes, + Zeconds +day
isplay ate, temperature* and custom
and week number texts @i el
Moynting Wall?
options
= s - Recess
y Uepa mounting [ ]
— alldd > (option)
| & ;‘E Use Indoor
; *except Opalys 7
= - - : : N 1.0n option: mast / ceiling / table support
© e - — -
N )
o 1
i =:
[a]
= -
P 2 Bodet AEtU 5SOP B2 - H|ZAL {&2 XtEYULICH A2 M| Z=AF AL ol et A E 4 QUL Ch
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What s
synchronisation?

Synchronisation is the stage that occurs before time distribution when
the master clock or time server retrieves a very precise time from
satellites (GPS, Galileo, Beidou, GLONASS) or land antennas (DCF).

The master clock or time server receives the UTC message and distributes the
information to the clocks. During the summer/winter time changeover, it transmits the
synchronisation time message after applying the time difference.

Bodet's two solutions

Master clocks Time servers

Master clocks distribute a precise, Time servers transmit extremely precise
reliable time to the other clocks. time information to devices connected

The Sigma software installed on a PC tothe IT network, including clocks.

configures the master clock to distribute  Netsilon's on-board web server allows

the time to the clocks. you to configure the time server. Supervised

This web server is accessible to

authorised users from any computer on ti me

the IT network.

distribution

In addition to providing synchronisation,

supervised time distribution allows

you to configure, track the status of

and receive alerts from a remote fleet
. Netsilon 7,9, 11 of clocks through the IT network.

It operates with any SNMP-
compatible software that receives
the messages sent by the supervised
clocks: battery faults, alarm faults,
impacts, etc.

Benefits

- Supervision through an IT network
allows you to send as well as receive
data. On many models, this same
cable is used to provide power.

- Since the SNMP protocol is a standard,
clock tracking integrates into any
supervisory system.

- There is no limit to the number of
clocks that can be synchronised.

- A maintenance operation can be
initiated as soon as a problem appears
for an optimal reaction time.

we measure, we calibrate, we validate. @E|E - www.tessol.com TS-TL-BDT-028 16 / 20
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Time distribution

Time distribution consists of synchronising a network of clocks within one
or more buildings via a master clock or a time server.

NTP: Ethernet Cable or Wi-Fi
When connected to the IT network, slave clocks receive the NTP (Network Time Protocol) time
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message from the master clock or time server. Clocks can use a wired or Wi-Fi connection to
the network. The time message is sent periodically (Multicast) or on request (Unicast).
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110 - 240V AC
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DHF wireless

The master clock automatically synchronises the slave clocks
with a standard (NFS 87-500-C) 869 MHz radio time message.
If there is radio disturbance, the group continues to work on its own time basis.
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Free-field coverage: 1km

Coverage inside buildings is limited by the structure and number of walls that the radio signal needs to pass through (100-200 m).
The coverage zone can be extended using secondary transmitters. The number of slave clocks is unlimited.
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Time code/AFNOR

Time code distribution, also called AFNOR code, sends a complete time message over a wired
line. This method of distribution is widely used in large installations (train stations, airports) and
those that require long distances of cables (NFS 87-500 standard).
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PROFIL CRISTALYS OPALYS STYLE WORLD STYLE HMS/HMT LED PROFIL
INDOOR OUTDOOR

ELV 24vVDC Antenna 110-240V AC

AFNOR LINE: 2 wires, no screen. Up to 30 km

(50 clocks max.)

ELV POWER LINE: 2 wires. Depending on the number of
clocks and the length of the line.

110-240 VAC

Impulse

The master clock sends electrical impulses every minute to the slave clocks on a distribution line.
This method of distribution is often used in small and medium-sized installations.

PROFIL CRISTALYS OPALYS STYLE HMS/HMT LED PROFIL

INDOOR OUTDOOR
|

LR14 1.5V JCNEERY

ELV 24V DC

Antenna 110-240V AC

24V MINUTE LINE: 2-wire cable.

The diameter is determined according to the
number of slave clocks and the length of the
line

110-240V AC
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