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Fittings and Adapter for pressure connection
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Model 1555 pneumatic filter, 250 bar, 1/4 NPT male into 1/4 NPT
female
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Model 1551 adapter kits, based on 1/4 NPT male, Model 1556 hydraulic filter, 700bar, 1/4 NPT male to 1/4 NPT
includes 38pcs adapters and 70pcs seals female

Plug

Connector

Upper cover

. Drain Port

. Bottom cover

Model 1552 pneumatic flexible hose, -1bar to 1

bar, 1/4NPT male to 1/4NPT hand tight female Model 1557 Qil-gas isolator, 700 bar, ®45mm x 95mm
quick connector

Plug

- Connerctor for UUT

Water inlet port

Upper Cover

Lower Cover

Bottom connector

Model 1553 pneumatic flexible hose, -1 bar.to 40 Model 1558 Oil-water isolator, 700 bar, ®77mm x 155mm,
bar, 1/4 NPT male to 1/4 NPT female hand tight 120ml volume, 0.5mm diaphragm thickness
quick connector
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Model 1554 hydraulic flexible hose, 0 to 700bar, Model 1560 barometer chamber, pressure ranges -100kPa to
1/4NPT male to 1/4NPT female hand tight quick 250kPa abs, internal size 165mm x 178 depth, outlet connector
1/8 NPT, 5.6kg net weight.
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