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Custom Temperature
Calibration Baths

Can’t find a standard calibration
bath that meets your needs?

We can build a custom bath to
fit your unique requirements
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Three examples of
custom baths we’ve built

Customize:

e Dimensions: taller, wider, deeper, different shape
¢ Temperature range: hotter, colder, more focused
» Speed: faster heat and cool rates

And much more... just ask us.

Fluke Calibration temperature baths provide an optimal
temperature environment with unsurpassed stability and
uniformity. Our baths are used around the globe in
industries such as aerospace, defense, oceanography,
energy, sensor and semiconductor manufacturing.

If our standard size bath models don't match your needs,
we can build a high quality, reliable custom bath that
meets your specific requirements.

Please visit our web site to request a
custom bath sales consultation or quote:

www.flukecal.com/custombaths

Fluke Calibration. Precision, performance, confidence.
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PO Box 9090, PO Box 1186, 5602 BD
Everett, WA 98206 U.S.A. Eindhoven, The Netherlands

Web access: http://www.flukecal.eu
For more information call:
In the U.S.A. (877) 355-3225 or Fax (425) 446-5116
In Europe/M-East/Africa +31 (0) 40 2675 200 or Fax +31 (0) 40 2675 222
In Canada (800)-36-FLUKE or Fax (905) 890-6866
From other countries +1 (425) 446-5500 or Fax +1 (425) 446-5116
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