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This manual contains proprietary information, which is protected by
copyright. All rights are reserved. No part of this manual may be
photocopied, reproduced or translated to another language without
prior written consent of Good Will company.

The information in this manual was correct at the time of printing.
However, Good Will continues to improve products and reserves the
rights to change specification, equipment, and maintenance
procedures at any time without notice.

Good Will Instrument Co., Ltd.
No. 7-1, Jhongsing Rd., Tucheng Dist., New Taipei City 236, Taiwan.

Y= GW Instek PFR Series Programming Manual - H|ZAL @12 XI2JLICE AFF2 MZAF ARZ | w2t HEE o ASLICE

TS-TL-GWI-062

— We measure, we calibrate, we validate. PEHE - www.tessol.com TS-TL-GWI-062 2 /150
KOLAS = H|Zelwd7|et - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

TESSOL  echnical Library GW Instek

% GUWINSTEK Table of Contents
’ Table of Contents

SAFETY INSTRUCTIONS ..ceniiiitiiiieeei ettt eeeeeeaeees 4

GETTING STARTED ....ciuiiiiiiiiiiiiiiicciiretce e 8

PFR-100 Series OVErview ........cccevevviiiiniiniinniinennnens 9

AP PEATANCE et 12

Configuration Settings ........oovviiiiiiiiniiiiiiiiineeeeeiie 19

REMOTE CONTROL ...cuviiuiiiiiiiiiiiiniiiiinneeiiceneeenseaenens 26

Interface Configuration......cccoooeviiiiiiiiiniiiiiiinnn, 28

Socket Server Examples .......ccoovviiiiiiiiiiiiiiinee 66

Command SyntaX........cooevuuiiiiinneeeiiiiiiiiiiieee e, 70

Command List ...cooeuiiiiiiiiiiiiiieiii e 73

Status Register Overview ........coooiiiiiiiin 125

Error List oo 138

APPENDIX ..ttt et e e et eeeeee e e eenenaaeas 146

PFR-100 Default Settings .....c.cuovveiiiiiiiniiiiiiiinneeeens 146

Error Messages & Messages.........uuuueeeeeeeeeiennnnnnnns 148

LED ASCII Table Character Set......cccccoeveeviiiiinneeenn. 149

)10 = GO PPN 150

3

Ml
4>

Y= GW Instek PFR Series Programming Manual - H|ZAL @12 XI2JLICE AFF2 MZAF ARZ | w2t HEE o ASLICE

N
(]
T
3
(&
A
7
(]
-

— We measure, we calibrate, we validate. PEHE - www.tessol.com TS-TL-GWI-062 3/150

KOLAS Zr|3¢lung7|2 - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-GWI-062

TfSSﬂl Technical Library

GYINSTEK PFR-100 Programming Manual

SAFETY INSTRUCTIONS

This chapter contains important safety
instructions that you must follow during
operation and storage. Read the following before
any operation to insure your safety and to keep
the instrument in the best possible condition.

Safety Symbols

These safety symbols may appear in this manual or on the
instrument.

A Warning: Identifies conditions or practices that
WARNING  6u1d result in injury or loss of life.

A Caution: Identifies conditions or practices that
CAUTION  ould result in damage to the PFR-100 or to other
properties.

DANGER High Voltage

Attention Refer to the Manual

Protective Conductor Terminal

Earth (ground) Terminal

+ ® > B
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GYINSTEK SAFETY INSTRUCTIONS
E\/ Do not dispose electronic equipment as unsorted
municipal waste. Please use a separate collection

— facility or contact the supplier from which this

instrument was purchased.

Safety Guidelines

General « Do not place any heavy object on the PFR-100.

Guideline « Avoid severe impact or rough handling that

A leads to damaging the PFR-100.
CAUTION

« Do not discharge static electricity to the PFR-
100.

« Use only mating connectors, not bare wires, for
the terminals.

« Do not disassemble the PFR-100 unless you are
qualified.

Power Supply AC Input Voltage Rating : 100Vac-240Vac +/-

10%
A WARNING | Frequency: 47Hz to 63Hz

e Do NOT replace the detachable MAINS supply
cord by inadequately RATED cords.

o Suitable supply cord set shall use with the
equipment:
-Mains plug: Shall be national approval;
-Mains connector: C13 type;

o Cable:
-Length of power supply cord: less than 3 m;
-Cross-section of conductors: at least 0.75 mm?2;

o Cord type:
-Shall meet the requirements of IEC 60227 or
IEC 60245 (e.g.: HO5VV-F, HO5RN-F) or national

approval.

o The power switch that is included in the
instrument is not considered a disconnecting

rie
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device. The mains plug is used as the
disconnecting device. Do NOT position the
equipment so that it is difficult to disconnect the
appliance inlet or power plug.
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o To avoid electrical shock connect the protective
grounding conductor of the AC power cord to
an earth ground.

Cleaning the PFR-
100

Disconnect the power cord before cleaning.

o Use a soft cloth dampened in a solution of mild
detergent and water. Do not spray any liquid.

» Do not use chemicals containing harsh material
such as benzene, toluene, xylene, and acetone.

Operation o Location: Indoor, no direct sunlight, dust free,
Environment almost non-conductive pollution (Note below)

o Relative Humidity: 20%~ 80% (no condensation)
o Altitude: <2000m

o Temperature: 0°C to 40°C

» Mains supply voltage fluctuations: +/-10 %

o Overvoltage category: OVCII

o If the equipment is used in a manner not
specified by the manufacturer, the protection
provided by the equipment may be impaired.

o LAN, RS232/RS485, USB, and GPIB ports are
only to be connected to the circuits which are
separated from mains supply by double /
reinforce insulation.

(Pollution Degree) EN61010-1 specifies the pollution degrees and

their requirements as follows. The PFR-100 falls under degree 2.

Pollution refers to “addition of foreign matter, solid, liquid, or
gaseous (ionized gases), that may produce a reduction of dielectric
strength or surface resistivity”.

e Pollution degree 1: No pollution or only dry, non-conductive
pollution occurs. The pollution has no influence.

e Pollution degree 2: Normally only non-conductive pollution
occurs. Occasionally, however, a temporary conductivity caused
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by condensation must be expected.

e Pollution degree 3: Conductive pollution occurs, or dry, non-
conductive pollution occurs which becomes conductive due to
condensation which is expected. In such conditions, equipment
is normally protected against exposure to direct sunlight,
precipitation, and full wind pressure, but neither temperature
nor humidity is controlled.
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Storage o Location: Indoor
environment o Temperature: -20°C to 70°C

« Relative Humidity: 20 to 85% (no condensation)

Disposal Do not dispose this instrument as unsorted
municipal waste. Please use a separate collection
E\/ facility or contact the supplier from which this
— instrument was purchased. Please make sure

discarded electrical waste is properly recycled to
reduce environmental impact.
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G ETTING STARTED

This chapter describes the power supply in a
nutshell, including its main features and front /
rear panel introduction. After going through the
overview, please read the theory of operation to
become familiar with the operating modes,
protection modes and other safety considerations.

PFR-T00 Series Overview ........cccccoviiiiiiiiiiiiinniinnn 9
Series HNEUP cecuviiiiiiiiicccieirccet e 9
Main Features ... 9
ALCCESSOTIES ..t 10
AP PEATANCE . .ttt 12
Front Panel......ccciicniccecceeceeecenens 12
DiSPIAY ALCA...cceieiiiiciiciicirce s 15
Rear Panel. ... 17
Configuration Settings .......ccoevviiiviiiiiiiiiieeeiiiiieeeeeees 19
Setting Normal Function Settings.........cccoeeecuviviniicniviniccnennes 19
Setting Power On Configuration Settings ..........ccoeveevvureveuennn. 21
Configuration Table.........ccooviiiiiiniiiincces 22
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Series lineup

The PFR-100 series consists of 2 models, covering a number of
different current, voltage and power capacities:

Model name Operation Voltage Operation Current Rated Power
PFR-100L 0-50V 0-10A 100W
PFR-100M 0-250V 0-2A 100W

Main Features

Performance « Variable voltage and current combinations with
5 times of coverage ratio of its range within the
rated power.

« Constant voltage/constant current with
automatic crossover.

e Active Power Factor correction.

 Universal Input Voltage 85 - 265Vac, continuous
operation.

» Natural convection cooling.

Features o Preset memory function.
o Output ON/OFF delay function.

o CV, CC priority start function. (prevents
overshoot with output ON)

« Adjustable voltage and current slew rates.

 Bleeder circuit ON/OFF setting. (to prevent
over-discharging of batteries)

o OVP, OCP, AC FAIL, OPP and OTP protection.
e Supports test scripts.
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o Web server monitoring and control. (The
function is activated when connecting to LAN
Interface)

» Analog monitor output.

» Remote sensing to compensate for voltage drop
in load leads.

e Built-in front panel and rear panel output
terminal.

e Built-in USB, RS232/485 and LAN interface.

» External analog control function.

Interface

o Optional GPIB interface.

Accessories

Before using the PFR-100 power supply unit, check the package
contents to make sure all the standard accessories are included.

Standard  Part number  Description Qty.
Accessories
CD-ROM User manual, Programming manual 1
Power Cord 1
GTL-134 Test leads for rear panel, 1.2m, 10A, 1
16AWG
PFR-001 Binding Posts Terminal Accessory Kit 1

(Output terminal cover x 1, Socket x
1, Protection Cover x 2, Short Bar x 1)

GTL-104A Test leads for PFR-100L (Binding 1
Posts Terminal), Tm, 10A

PFR-002 European Type Jack Terminal 1
Accessory Kit (Output terminal cover
x 1, Socket x 1, Protection Cover x 2,
Short Wire x 1)

GTL-105A Test leads for PFR-100M, 1m, 3A 1

GTL-204A Test leads for PFR-100L (European 1
Type Jack Terminal), Tm, 10A
10
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GRA-431-J-100 Rack mount adapter (JIS) with AC 100V
GRA-431-J-200 Rack mount adapter (JIS) with AC 200V
GRA-431-E-100 Rack mount adapter (EIA) with AC 100V
GRA-431-E-200 Rack mount adapter (EIA) with AC 200V
GTL-258 GPIB Cable, 2000mm

PSU-232 RS-232 Cable with DB9 Connector Kit. It
includes RS-232 cable with DB9 connector,
RS-485 used master cable (gray plug), slave
cable (black plug) and end plug terminal.

PSU-485 RS-485 Cable with DB9 Connector Kit. It
includes RS-485 cable with DB9 connector,
RS-485 used master cable (gray plug), slave
cable (black plug) and end plug terminal.

GTL-246 USB Cable (USB 2.0 Type A- Type B Cable,
4P)
Factory Installed Part number Description
Options
PFR-GPIB GPIB interface
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Appearance

Front Panel

S
GYINSTEK Muti-Range DC Powier Supply  VOllage

PFR100L 0:50V/0-10A 100W MA)@

Display Area —{

2200 ¢

NI

Display Area The display area shows setting values, output
values and parameter settings. The function LEDs
below show the current status and mode of the
power supply. See page 15 for details.

Voltage @
1. Voltage Knob 7= Used to set the voltage value or select
\ ’ a parameter number in the Function
N7/  settings.

2. Current Knob Current Used to set the current value or
— change the value of a Function
parameter.

12
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Function Function Used to configure the various
Button (@ ) functions.
M1
M1 Button (+Shift) Used to recall the M1 setup.
(+Shift and hold) Used to save the
current setup to M1.
Test Button TEST Used to run customized scripts for
(@) testing.
M2
M2 Button (+Shift) Used to recall the M2 setup.
(+Shift and hold) Used to save the
current setup to M2.
Set Button SET Used to set and confirm the output
(@) voltage and output current.
M3
M3 Button (+Shift) Used to recall the M3 setup.
(+Shift and hold) Used to save the
current setup to M3.
Shift Button Used to enable the functions that are
@@  written in blue characters below
( @@ ) certain buttons.
PWR_DSPL
PWR_DSPL (Long push) Displays the output
power on the voltage meter or current
meter. Press the Voltage knob for
V /W, Press the Current knob for
A/W.
Lock/Local Used to lock all front panel buttons
Button Lock/Local other than the Output Button or it
(am) switches to local mode.
Unlock
Unlock (Long push) Used to unlock the front
Button panel buttons.
13
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8. PROT Button PROT Used to set and display OVP, OCP

(@ ) andUVL.

ALM_CLR
ALM_CLR (Long push) Used to release
Button protection functions that have been
activated.
9. Output Output Used to turn the output on or off.
Button
10. Power Switch Used to turn the power on/ off.
o |

11. USB A Port USB A port for data transfer, loading
< test scripts etc.

12 Output —— GND ] DC output terminal for PFR-
terminal [ (© In 100M is European Type Jack
T wax zsoviza /ow Terminal.
The max. output is
250V/2A/100W

)} DC output terminal for PFR-

J 100L is Binding Posts
Terminal or European Type

Jack Terminal.

The max. output is

50V/10A/100W

14
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oo

@R

@g;

AEEEE

ALM ERR LAN M1 M2 M3 RUf(

N W = kS
DO AR

@gé

13. VSR LED

14. CV LED

15. RMT LED

16. ALM LED

17. DLY LED

18. CCLED

19. ISR LED

20. ERR LED

21. LAN LED

22. M1 LED

-+ ISO/IEC 17025

Y= GW Instek PFR Series Programming Manual - H|ZAL 212 Xt2 LT AFQE

Lights up when CV Slew Rate Priority is
enabled.

Lights in green during constant voltage mode.
Lights in green during remote control.

Lights in red when a protection function has
been activated.

The Output On/Off Delay indicator LED.
Lights in green during constant current mode.

Lights up when CC Slew Rate Priority is
enabled.

Lights in red when an error has occurred.

Lights up when the LAN remote connection is
established.

Lights in green when the memory value are
being recalled or saved.
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o 23. M2 LED Lights in green when the memory value are
o

24. M3 LED Lights in green when the memory value are
being recalled or saved.

25. Vor W LED Display Voltage or Watt unit.

26. RUN LED Lights up when a Test Script has been
activated.

27. Aor W LED Display Current or Watt unit.

28. Voltage Meter  Displays the voltage or the parameter number
of a Function parameter.

29. Current Meter  Displays the current or the value of a Function

parameter.
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Rear Panel

®

A 'Analog control
protection cover

®©

=
3
®

A

Q—®

®©
ﬁ

RS232
1 RS485

® @

o §§ AC lﬂéﬂl\/\l
B— | o
CE O — o
1. USB USB port for controlling the PFR-100 remotely.
2. LAN Ethernet port for controlling the PFR-100
remotely.
AN For the device produced after April 2022, the LAN
ote

interface will be changed to a standard interface. But
the status of the actual supplied products needs to be
confirmed by contacting the business windows of
each district.

3. Remote-OUT RJ-45 connector that is used to daisy chain power
supplies with the Remote-IN port to form a
communication bus.

17
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4. Remote-IN  Two different types of cables can be used for
RS232 or RS5485-based remote control.
PSU-232: RS232 cable with DB9 connector kit.
PSU-485: RS485 cable with DB9 connector kit.
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5. GPIB GPIB connector for units equipped with IEEE
programming option. (Factory Installed Options)

6. External analog remote control connector.

7. .
Ground Connectors for grounding the output.
Screw

8. Output It uses a 10 pin connector and a plug for the
Terminals output and sense terminal connections. If

operation current is over 8A, please use two or
three port and wire to balance the current flow.

9 Line Voltage AC inlet.

Input
18
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Configuration Settings
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Setting Normal Function Settings

The Normal Function settings, F-01~F-61, F-71~F-
78 and F-88~F-89 can be easily configured with the
Function key.

o FEnsure the load is not connected.
» Ensure the output is off.

« Function settings F-90~94 can only be viewed.

A Function setting F-89 (Show Version) can only be
Note viewed, not edited.

Configuration settings F-90~ F-94 cannot be edited
in the Normal Function settings. Use the Power On
Configuration settings. See page 19 for details.

Steps 1. Press the Function key. The Function
function key will light up. (e )

2. The display will show F-01 on the top and the
configuration setting for F-01 on the bottom.

S

1M
o

-
-
-y

-~

)

3. Rotate the Voltage knob to change m
the F setting. &

Range F-00~F-61, F-70~EF-78,
F-88~F-94

19
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o 4. Use the Current knob to set the et o
. <>
d parameter for the chosen F setting. // \~
’ Y,

Nt/

Press the Voltage knob to save the =35>
configuration setting. ConF willbe "
displayed when it is configuring. I,

I
o _nn 1 —
I o
- _ _
[
Exit Press the Function key again to exit Function
the configuration settings. The (e )
Function key light will turn off.
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Setting Power On Configuration Settings
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Background The Power On configuration settings can only be
changed during power up to prevent the
configuration settings being inadvertently
changed.

e Ensure the load is not connected.

» Ensure the power supply is off.

Steps 1. Hold the Function key whilst
turning the power on.

E““’—'MlﬂFTEK om0 sy Vo

2. The display will show F-90 on the top and the
configuration setting for F-90 on the bottom.

a

\§

3. Rotate the Voltage knob to change m

the F setting. ’,—‘\
Range F-90~ F-94 ‘ ’
\‘_//
4. Use the Current knob to set the Current o
parameter for the chosen F
setting.
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5. Press the Voltage knob to save the =3
configuration setting. ConF will e
be displayed when successful. ‘II-

(>
F-30 —
_

- Qe

&~ )
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Exit Cycle the power to save and exit the configuration
settings.

Configuration Table

Please use the configuration settings listed below when applying
the configuration settings.

Normal Function
Settings

Output ON delay time ~ F-01 0.00s~99.99s

Output OFF delay time  F-02 0.00s~99.99s

0 = CV high speed priority (CVHS)
1 = CC high speed priority (CCHS)
2 =CV slew rate priority (CVLS)

3 = CC slew rate priority (CVLS)
0.1V/s ~ 100.0V/s (PFR-100L)
0.1V/s ~ 500.0V/s (PFR-100M)
0.1V/s ~ 100.0V/s (PFR-100L)
0.1V/s ~ 500.0V/s (PFR-100M)
0.01A/s ~ 20.00A/s (PFR-100L)
0.001A/s ~ 4.000A/s (PFR-100M)
0.01A/s ~ 20.00A/s (PFR-100L)
0.001A/s ~ 4.000A/s (PFR-100M)
Bleeder circuit control F-09 0=OFF, 1=0N, 2=AUTO
Buzzer ON/OFF control F-10 0=OFF 1=0ON

Detection Time of OCP  F-12 0.0 ~ 2.0 sec

Setting  Setting Range

V-1 mode slew rate select F-03

Rising voltage slew rate F-04

Falling voltage slew rate F-05

Rising current slew rate  F-06

Falling current slew rate  F-07
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0 = OFF (The limit function of
Current Setting Limit .13 current setting is disabled.)
(I-Limit) 1 =ON (The limit function of current
setting is enabled.)

0 = OFF (The limit function of
Voltage Setting Limit F14 voltage setting is disabled.)
(V-Limit) 1= ON (The limit function of voltage
setting is enabled.)

Memory Recall Display  F-15 0=0OFF, 1=0ON

Measurement Average

Setting F-17  0=Low, 1 =Middle, 2 = High

0:Lock Panel, Allow Output OFF

Lock Mode F-19 1:Lock Panel, Allow Output ON/OFF

USB/GPIB Settings

Front panel USB status  F-20 0 = None, 1 = Mass Storage

Rear panel USB status  F-21 0 = None, 1 = Linking to PC

GPIB Address F-23 0~30
Show GPIBavaillable 55 0_No GPIB, 1= GPIB is available
status
0 = Disable, 1 = RS232, 2 = RS485,
Interface Select F-29 3 = USB-CDC / NO Mass Storage,
4 = GPIB, 5 = LAN SOCKET, 6 = LAN
WEB
LAN Settings
MAC Address-1 F-30 0x00~0xFF
MAC Address-2 F-31 0x00~0xFF
MAC Address-3 F-32 0x00~0xFF
MAC Address-4 F-33 0x00~0xFF
MAC Address-5 F-34 0x00~0xFF
MAC Address-6 F-35 0x00~0xFF
DHCP F-37 0=OFF, 1=0N
IP Address-1 F-39 0~255
IP Address-2 F-40 0~255
IP Address-3 F-41 0~255
IP Address-4 F-42 0~255
Subnet Mask-1 F-43 0~255
Subnet Mask-2 F-44 0~255
Subnet Mask-3 F-45 0~255
Subnet Mask-4 F-46 0~255
23
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Gateway-1 F-47 0~255

Gateway-2 F-48 0~255

Gateway-3 F-49 0~255

Gateway-4 F-50 0~255

DNS address-1 F-51 0~255

DNS address-2 F-52 0~255

DNS address-3 F-53 0~255

DNS address-4 F-54 0~255

Web Password :

Enable/Disable F-60 0 = Disable, 1 = Enable

Web Enter Password F-61 0000~9999

UART Settings
0=1200, T = 2400, 2 = 4800,

UART Baud Rate F-71 3 =9600, 4 =19200, 5 = 38400,
6=57600, 7=115200

UART Data Bits F-72 0 =7 bits, 1 = 8 bits

UART Parity F-73 0= None, 1 =0dd, 2 = Even

UART Stop Bit F-74 0 =1 bit, 1 =2 bits

UART TCP F-75 0 = SCPI

UART Address F-76 00 ~ 30

UART Multi-Drop control F.77 0~ Disable, 1 = Master, 2= Slave,
3 = Display information
Displayed parameter: AA-S

UART Multi-Drop status F-78 AA: 00~30 (Address),
S: 0~1 (Off-line/On-line status).

System Settings

Factory Default F.38 0 = None

Configuration 1 = Return to factory default settings
0, 1 = Version

Show Version F.89 2,3, 4,5 =Build date (YYYYMMDD)

6, 7 = Keyboard CPLD Version
8, 9 = Analog-Control CPLD Version

Power On Configuration Settings*

F-90

0 = Panel control (local)
1 = External Voltage control
2 = External Resistance control-

CV Control Rising L2
3 = External Resistance control-
Falling [
24
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E 0 = Panel control (local)
o 1 = External Voltage control
é CC Control F.o] 2= E)ftgrnalléResistance control-
? Rising
- 3 = External Resistance control-
Falling [
0 = Safe Mode (Output OFF at
startup)
Power ON Output F.92 1 = Force Mode (Output ON at
startup)

2 = Auto Mode (Status before last
time Power OFF)
0 = High ON, 1 = Low ON,

External Output Logic F.94

Control 2 = Disable
Special Function
Special Function F-00 0000 ~ 9999
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REMOTE CONTROL

This chapter describes basic configuration of
IEEE488.2 based remote control.

Interface Configuration ......cccooovviiiiiiiiiiiiiiiinn, 28
USB Remote Interface ..o 28
ConfIguIation......c.cucuiiiiniiiii s 28

USB CDC Function Check.......cccoeuvviniicinininiccicininiaas 29

GPIB Remote Interface.....oocevviicciiiviniicciiiniicccsccnee 36
ConfIGUIAtION.....vieiiiciiieieee s 36

GPIB Function Check ......ccceeviicicinniiceeiccenne, 37

UART Remote Interface ......cccvvivicciiivinicccniniiccciiccnee 41
Configure UART ..., 41

UART Function ChecK......ccoviiuvieininiviiencnricieien. 44

Multiple Unit CONNECON. ....cuivieiiieiiiiiiiiiieiiees 45
Legacy Multi-Drop mode ......ccceuvveuvieenecnnicricrreenn, 45

Multi-Drop Mmode.....ceeeericiniceieieeeeeereeeeeeeenne 50

Multiple units Function Check......ccooevuviiiiniciricininnnn. 53

Configure Ethernet ConNection.......cvvevvicuviiieinicniccnsieeninens 57

Web Server Configuration.........cccveeivicenicesinineisicninnes 57

Web Server Remote Control Function Check.............. 58

Sockets Server Configuration .........ccveeeevecrveeueerecunences 60

Socket Server Function Check ..o, 61

Socket Server Examples ......ccoooviiiiiiiiiiiiniiiee 66
Visual Basic Example ..o, 66

CH+ Bxample...iicciicccns 67
LabVIEW EXample ....cccceivviiiiiiniicciniiccceesccenes 09
Command SYNtaX ......oeeeeuiiiiiiineiiiiin e 70
Command List ... 73
Status Register Overview ........ccocoviiiiiiiiinnnn 125
Introduction to the Status RegiSters .......ccovieuvicuricrriniucncnen. 125

The Status REIStErs......cooeuviiviiiiiniiiiiiiiiiceccecenes 127
Questionable Status Register GIoup .......cccccvvicineivicincininians 128
Operation Status Register Group.......ccccevveceivvinicccininicenne 132
Standard Event Status Register GLroup .......ccoeeuveevenicnricnenee 134
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Status Byte Register & Service Request Enable Register....... 136

Error List oo 138
COMMANA FLTOLS 1ttt ettt et e st eereeeseeeeeeeeeene 138

EXECULION BATOIS uiiiiiiiiiieeeeeeeteeeee ettt ettt ssareeseanes 142

Device Specific EL1Ors ..o 144

QUELY ELTOLS ottt 145
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Interface Configuration

USB Remote Interface

A When using the USB Remote Interface, The USB port
Note on the front panel will become disabled and fail to be
used.

Configuration

USB PC side connector Type A, host
Configuration
PFR-100 side Rear panel Type B, slave
connector
Speed 1.1 (full speed)
USB Class CDC (communications device
class)
Steps 1. Connect the USB cable to the rear
panel USB B port. @
<
2. Set the Function setting F-29 Page 8
(Interface port). F-29 = 3 (USB-
CDCQ).

3. Check to see that the USB is detected by PFR-
100. The F-21 setting indicates the rear USB port

F-21 = 0 Indicates the rear USB port is not detected.
F-21 =1 Indicates the rear USB port is available.

28
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4. The RMT indicator will turn on when a remote
connection has been established.

v
L4

RMT in\dicator
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USB CDC Function Check

Background To test the USB CDC functionality, National
Instruments Measurement and Automation
Explorer can be used. This program is available on
the NI website, www.ni.com., via a search for the
VISA Run-time Engine page, or “downloads” at
the following URL, http:/ /www.ni.com/visa/

Requirements Operating System: Windows XP, 7, 8,10

Functionality 1. In case of Window 7 64 bits, once the USB Cable

check was connected to PC correctly for a while
(around 1 min). It may show below message at
the lower right area of display.

_'_E Driver Software Installation @
Device driver software was not successfully installed
CDC-W1234567 xNo driver found

What can I do if my device did not install properly?

Close

2. Open the “Run” dialog box by pressing and
holding the Windows key and then press the R
key (“Run”).

29
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3. Type devmgmt.msc and click “OK”.

_ Type the name of a program, folder, document, or
5 Inkernet resource, and Windows will open it for you.

I 0K H Cancel ][ Browse, ., ]

4. The Device Manager will show up CDC-
WXXXXXX on “Other Devices”.

= Device Manager =N =R

File Action View Help
@@= m| i

a = tester-PC

b % Batteries

> -JM Computer

b g Disk drives
» -5 Display adapters

> iy DVD/CD-ROM drives

> ’l}a‘ Human Interface Devices

g IDE ATA/ATAPI controllers

» 22 Keyboards

--B Mice and other pointing devices
-l Maoniters

b -EF Network adapters

4 |5 Other devices

b Processors

b -8 Sound, video and game controllers
b M| Systemn devices

b i Universal Serial Bus controllers

30
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5. Select the CDC-WXXXXXX and click the right
button of mouse to “Update Driver Software”.
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24 Device Manager EI@
Eile Action View Help
&= |m HEl .

a2 tester-PC

b 3 Batteries

> {8 Computer

:> - Disk drives

» B, Display adapters

> I—L".l DVD/CD-ROM drives

>-E§, Human Interface Devices

s -Lg IDE ATAJATAPI controllers

-2 Keyboards

--Lu! Mice and other pointing devices
- B Monitors

¥ Metwork adapters

Other devices

-

C

| i Copsasc
B D Proce<| Update Driver Software... I
b -% Sound Disable
b1 Syste Uninstall
>--i Univer
Scan for hardware changes
Properties

6. Select “Locate and install driver software
manually.”

Q 1L Update Driver Software -

How do you want to search for driver software?

= Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

>

Locate and install driver software manually.

Cancel
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9
c
L
o 7. Indicate the driver folder to the system and
2 then press “Next”.
n
(2]
w
- =
@ | Update Driver Software -

Browse for driver software on your computer

Search for driver software in this location:

- Browse...

[#] Include subfolders

2 Let me pick from a list of device drivers on my computer

This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.
And this folder should consist of below 2 files.
=i gw_pfrcat D 027201813:32
1] gw_pfrinf /02720161331
A The USB driver of PFR-100 can be downloaded from
Note download area of PFR-100 on the GW Instek website

http://www.gwinstek.com/en-
global/Support/download

8. Windows 7 will install the driver for a while.

==
u [l Update Driver Software - PEL-2000
Installing driver software...
32
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=
1=
o 9. If everything works fine, you may get below
2 message. And the COM53 is the USB CDC
@ ACM port of PFR-100.
o
=
i Update Driver Software - CDC-W1234567 (COMS3)
Windows has successfully updated your driver software
‘Windows has finished installing the driver software for this device:
- CDC-W1234567
e

10. Double check the “Device Manager”. The port
should like below.

=y Device Manager EI@
File Action Niew Help
& @B HE & @ ss

4 % tester-PC

b 3 Batteries

b 1M Computer

:» - Disk drives

».B Display adapters

> i) DVD/CD-ROM drives

;-ﬁﬁ Human Interface Devices

> - IDE ATA/ATAPI controllers
b Keyboards

b --!3 Mice and other pointing devices
» B Monitors

b -¥ Metwork adapters

475 Ports (COM & LPT)

I‘ ? COC-\1234567 (COMIT) I

Processors

b -%| Sound, video and game controllers
> -{M System devices
- i Universal Serial Bus controllers

Steps 1~10 are for the USB CDC Driver
installation.

33
N
©
5
=
()
I_—‘ Y= GW Instek PFR Series Programming Manual - H|ZAL @12 XI2JLICE AFF2 MZAF ARZ | w2t HEE o ASLICE
7))
-
— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-GWI-062 33 /150

KOLAS = XSl w3 7|2 - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-GWI-062

rfssal Technical Library

GYINSTEK PFR-100 Programming Manual

11. Start the NI Measurement and Automation
Explorer (MAX) program. Using Windows,
press:

Start>All Programs>National
Instruments>Measurement & Automation

Measurement & Automation Explorer

Initiakizing
e A N7 NATIONAL
©1999-2015 National Instruments. Al rights reserved. J¥ INSTRUMENTS

12. From the Configuration panel access;
My System>Devices and Interfaces>Network
Devices

13. Click Open VISA Test Panel.

s s R A e
File Edit View Took Help - —
8 s W Qe
S Data Neighborhood

4 @ Devices and Interfaces

& ASRLL:INSTR "COMY Settings
& ASRL2:INSTR "COM2!
& ASRL52-INSTR "COMS Narme coms3

&5 ASRLS3. OMS3"

= ASRLIC Pt Port Binding coms3
4 Network Devices Port Desenption PFR
- !
W Scales Status Present
51 Software
2 M Divers VISA Resource Name ASRLSIINSTR

B8 Remote Systers

14. Click the Configuration icon,
15. Click on I/ O Settings.

16. Make sure the Enable Termination Character
check box is checked, and the terminal
character is \n (Value: xA).
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17. Click Apply Changes.
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Retum Data
SET

Standard Settings Tesmination Methods - ,:’l‘;"“ Teminstion ¥
Suppress End On Reads No Error

Timeout (ms)

d Writes

2000 s 7) Send End On Writes
¥ Ensble Terminstion Character
End Mode For Reads
Termchar -

ol End Mode For Writes
None -
@ Normal
Termination Character Value
4832 Strings Line Feed - \n - A

Emor Replacement Character
«0 eii

T e

18. Click the Input/Output icon.

19. Enter *IDN? in the Select or Enter Command
dialog box if it is not already.

20. Click the Query button.

21. The *IDN? query will return the Manufacturer,
model name, serial number and firmware
version in the dialog box.

GW-INSTEK,PFR-100L,TW1234567,01.01.12345678

- - .
Basic VO @ Return Data
Read Operation

No Error

Select or Enter Commgad, | DN?\n G
frd . BytestoRead
-| (1028 &

Wiite Query Read Read Status Byte Clear

View mixed ASCI/hexadecimal -
(2} GW-INSTEK PFR-100L(L+G), TW1234567,01.08 20180207 =

Copy to Clipboard | Clear Buffer
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GPIB Remote Interface
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Configuration

To use GPIB, the optional GPIB option (GW Instek part number:
PFR-GPIB) must be installed. This is a factory installed option and
cannot be installed by the end-user. Only one GPIB address can be
used at a time.

Configure GPIB 1. Ensure the PFR-100 is off before proceeding.

2. Connect the GPIB cable (GW Instek part
number: GTL-258) from a GPIB controller to the
GPIB port on the PFR-100.

3. Turn the PFR-100 on.

4. Press the Function key to enter the Page 8
Normal configuration settings.

5. Set the following GPIB settings.
F-29=4 Enable the GPIB port

F-23 =0~30 Set the GPIB address (0~30)

6. Check to see that the GPIB option is detected by
the PFR-100. The F-25 setting indicates the GPIB
port status.

F25-0 Indicates that the GPIB port is not

detected.
Indicates that the GPIB port is
F-25=1 :
available.
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7. The RMT indicator will turn on when a remote
connection has been established.
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RMT |nd|cator

e Maximum 15 devices altogether, 20m cable

GPIB constraints length, 2m between each device

« Unique address assigned to each device
o Atleast 2/3 of the devices turned On

» No loop or parallel connection

GPIB Function Check

Background To test the GPIB functionality, National
Instruments Measurement and Automation
Explorer can be used. This program is available on
the NI website, www.ni.com., via a search for the
VISA Run-time Engine page, or “downloads” at
the following URL, http:/ /www.ni.com/visa/

Requirements Operating System: Windows XP, 7, 8

Functionality 1. Start the NI Measurement and Automation
check Explorer (MAX) program. Using Windows,
press:

Start>All Programs>National
Instruments>Measurement & Automation
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Measurement & Automation Explorer

Initializing
oo 1S W7 NATIONAL
©1999-2015 National Instruments. Al rights reserved J¥ INSTRUMENTS

2. From the Configuration panel access;

My System>Devices and Interfaces>GPIB

3. Press Scan for Instruments.

—~
72 GPIB-USE-HS "GPIBO" - Measurement & Automation Explorer ( \
file Edit View Tools Help v
4 B My System H 3 Refresh | 15 4, Scan for Instruments
- 3 Data Neighbarhoad .
4 &) Devices and jomdaces (< L
ASRLL OM1" Settings
AsRL2: Om2" GPIB Inte
@ ASRL10:D "LpT1" Name GPIBO Basics
GPIB-USB-HS "GPIB0" Vendor National Instruments
> 4 Network Devices
4 Scales Model GPIB-USB-HS
» & Software Serial Number 015D2C2C
- (fi M Drivers
> B8 Remote Svstems Status Present

4. Select the device (GPIB address of PFR-100) that
now appears in the System>Devices and
Interfaces > GPIB-USB-HS “GPIBX” node.

5. Click on the VISA Properties tab on the bottom.

6. Click Open Visa Test Panel.
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©

3]

c

c

[3) 7N\

& i “GPIBO:B:ANSTR” - I & san Explorer 6 =
Fle Edit View Took Help

o 4 B My System b oo ¥ Rafrash | 5| Open VISA Test Pansl |

(0] @ Data Neighborhood ——

wn 4 @ Devices and Interfaces = (€L

n ASALLANSTR €O (@) sewosnsta

= W ASRL2:INSTR "COYf :';!‘ do you

- Device Type: GFIE Instrument. o7

w ASRLLO:INSTR "L
4 W GPIB-USE-HS "GPIBO”
0 Instrument 0 "GPIBO:B:NSTR" | ISA Afes on My System
4 Metwork Devices

Ad Scales
5] Softwars Dvices Stala
Wl V1 Drivers Thiz device iz werking properly

B8 Remote Systems

[ ke
=] Settings [ vica ;M—.ies el Artributes

7. Click on Configuration.

8. Click on the GPIB Settings tab and confirm that
the GPIB settings are correct.

: £5-INSTR - VISA Test Panel 4 . )
Sl Configuration E Input/Output Advanced NIVOTace  Help F
‘ 8 > GPIB Settings | /O Sattings | View Attributes Retur Data

Address Settings No Eror
' GPIB Primary Address GPIB Secondary Address
e No Secondary Address. -

State Information

€nable Unaddressing RS
ine State

@ Enable Readdressing Asserted -

Refosh || Apply Changes .|

9. Click on the I/O Settings tab.

10. Make sure the Enable Termination Character
check box is checked, and the terminal
character is \n (Value: xA).

11. Click Apply Changes.
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¢4 GPIBO-8-INSTR - VISA Test Panel

GPIB Settings. | VO Settings | View Attributes

-0 8- 8-

[ =
NiOTrace  Help

Retum Data

Standard Settings

Termination Methods

No Error

GW Instek
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Timeout (ms)

f o0 ¥} Send End On Writes

J Enable Termination Character

Value
A

VO Protocol

Termination Character

Line Feed - \n -

@ Normal

High Speed

I Refresh [ Apply Misnges

12. Click on Input/Output.
13. Click on the Basic I/O tab.

14. Enter *IDN? in the Select or Enter Command drop
down box.

15. Click Query.

16. The *IDN? query will return the Manufacturer,
model name, serial number and firmware
version in the dialog box.

GW-INSTEK,PFR-
100L,TW1234567,01.01.12345678

Raturn Data

‘ i 3} Basic U0 | Line Control | @
Read Dperation

Select or Enter N7 = Mo Eror

DT -] Bytesto Read
. [1024

(Resd StatusByts| | Clear |
g Viw mixe d ASCI/hexadecimal [=]
6 G INSTEE PFR-100L, TW1234567,00.01. 12345678 |

~

Wite | [ Quey

Copyto Clipboard | [Clear Buffer
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A For further details, please see the programming
Note manual, available on the GW Instek web site @
www.gwinstek.com.
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UART Remote Interface

Configure UART

Overview The PFR-100 uses the IN & OUT ports for UART
communication coupled with RS232 (GW Instek
Part number: PSU-232) or RS485 adapters (GW
Instek part number: PSU-485).

The pin outs for the adapters are shown below.

RS 232 cable with |DB-3 Remote IN Port(RJ-45) Remark

DB9 & RJ-45 Connector
hiel . .
shielded Pin No. Name Pin No. Name
connectors form
PSU-232 Housing Shield <@=p>Housing Shield
connection kit ) RX D7 0 Twisted
3 TX =3 RX pair
5 SG =P SG
\ ]
[
9 6 (DB-9) (RJ-45)
41
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E RS 485 cable with DB-9
E DBY & RJ-45 Connector Remote IN Port(R]-45) Remark
a shielded Pin No. Name Pin No. Name
A connectors form
. PSU-485 Housing Shield <@=p>Housing Shield
connection kit TXD- €=p6 RXD- Twisted
8 TXD+ @=P3 RXD+ pair
1 SG =P SG
Twisted
pair
To use RS485-2W, User’s DB-9 Connector
please refer to RS485-2W (PSU-485 RS485 cable with
this wiring DB9 connector)
Name Pin No. Name
Housing Shield
DATA+ 4—E 8 TXD+
4 RXD+
SG N e il SG
DATA- <-E: 9 TXD-
5 RXD-
5 1
A AN
a=0
=
9 6 (DB-9)
42
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o Steps 1. Connect the RS232 serial cable
2 (include in the PSU-232 connection " [::| .
& kit) or RS485 serial cable (include oS
. in the PSU-485 connection kit) to "
the Remote IN port on the real 1
panel.

Connect the other end of the cable
to the PC.

2. Press the Function key to enter the Page 8
Normal configuration settings.

Set the following UART settings:
Interface port:

F-29=10r2 1 _Rs232 or 2 = RS485
Set the baud rate:

F7120~7 0=1200, 1=2400, 2=4800, 3=9600,
4=19200, 5=38400, 6=57600,
7=115200

F-72=0o0r1 Data bits: 0=7 or 1=8

F-73=0-~2 Parity: 0 = none, 1 = odd, 2 = even

F-74=0o0r1 Stop bits: 0=1,1=2

F-75=0 TCP: 0 = SCPI

F-76 = 0-30 UART ac.idress for multi-unit remote
connection.

Multi-Drop control

F-77 =0~3 0 = Disable, 1 = Master, 2 = Slave, 3
= Display Information
Multi-Drop status display Displayed

e parameter: AA-S

F-78 = 0-30 AA: 0~30 (Address),
S: 0~1 (Off-line/On-line status).
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3. The RMT indicator will turn on when a remote

connection has been established.

~
‘Q
-.l
‘s
‘~
<

-
§~
-

‘-
--
>

RMT mdlcator

UART Function Check

Functionality
check

Invoke a terminal application such as Realterm.

To check the COM port No, see the Device
Manager in the PC. For WinXP; Control panel —

System — Hardware tab.

Run this query command via the terminal
application after the instrument has been
configured for either RS232 or RS485 remote

control (page 41).

SCPI commands

Command or response
*IDN?

GW-INSTEK,PFR-100L, TW1234567,
01.01.12345678

Return the manufacturer, model, serial
number, and firmware version in the
above format.

Manufacturer: GW-INSTEK
Model: PFR-100L

Serial number: TW1234567
Firmware version: 01.01.12345678

Status

Typing
Return

Note
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Multiple Unit Connection
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The PFR-100 power supplies can have up to 31 units daisy-chained
together using the 8 pin connectors (IN OUT ports) on the rear
panel. The first unit (master) in the chain is remotely connected to a
PC using RS232 or RS485 (Legacy Multi-Drop mode), or USB, GPIB
or LAN (Multi-Drop mode). Each subsequent unit (slave) is daisy-
chained to the next using a R5485 local bus. The OUT port on the
last terminal must be terminated by the end terminal connector.

There are two modes for controlling multiple units. In the first
mode (Legacy Multi-Drop mode), The PC is only allowed to use
RS232 or RS485 to connect to the first device, and all UART
parameters must be executed in this mode configuration. The
remote command supports teh SCPI commands or TDK legacy
commands.

In the second mode (Multi-Drop mode), the PC is allowed to
connect to the first unit using USB-CDC/GPIB/LAN. In this mode,
you only need to specify the Multi-Drop parameter. Remote
commands only supports SCPI commands. For these two modes,
each unit is assigned a unique address, which can then be
controlled independently of the host PC.

Legacy Multi-Drop mode

Operation 1. Connect the first unit’s IN port to a PC via
RS232 or RS485 serial cable.

e Use the serial cables supplied in the PSU-
232 or PSU-485 connection kit.

2. Plug in intermediate connector to the OUT port
on the first unit then using the slave serial link
cable (black plug) to connect intermediate
connector to the IN port of the second unit.

45
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3. Connect all the remaining Unit - EX i
ni

units in the same fashion RS Ageip3; | connector
until all the units have been OUTE—
IN

daisy-chained together.

Slave serial link

Unit #2 | caple (black plug)
RS 485/232

ouT —
IN

Slave serial link
cable (black plug)

Unit #1
RS 485/232

Intermediate
connector

4. Terminate the OUT port of the last unit with
the end terminal connector included in the
PSU-232 or PSU-485 connection kit.

5. Press the Function key to enter the Page 8
Normal configuration settings for

the master unit.

Set the following settings:

Configure the master unit as you
F-29=1-~3 normally would for RS232 or RS485
remote control, see page 41.

Set the baud rate (set all units the

F-71=0~7 same). See page 41.
F-72=1 Set to & data bits.
F-73=0 Parity to none.
F-74=0 1 Stop bit.

F-75=0

Set the UART TCP to SCPI.
F-75=00r1 F-75=1

Set the UART TCP to TDK (emulation

mode).
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E Set the address of the master unit. It
o F-76 = 00-30 must be a unique address identifier.

A F-77=0 Disable Multi-Drop mode.

6. Press the Function key to enter the Page 8
Normal configuration settings for
the slave(s).

Set the following settings:

F-29=2 Set the slave unit to RS485.
Set the baud rate (make all units,
F-71 =0~7 including the master, the same baud).
See page 41.
F-72 =1 Set to 8 data bits.
F-73=0 Parity to none.
F-74=0 1 Stop bit.
F-75=0
Set the UART TCP to SCPI.
F-75=1
F.75 — O] Set the UART TCP to TDK (emulation
mode).

Set the uart tcp (make all units,
including the master, the same uart
tep).

F-76 — 00~30 Set‘ the address 'ofeaq? slave to a
unique address identifier

F-77=0 Disable Multi-Drop mode.

7. Multiple units can now be operated at the same
time. See the programming manual or see the
function check below for usage details.
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% Slave serial link  [RS-485 slave serial link pin assignment

E cable with RJ-45 8 pin Connector 8 Pin Connector

0 shielded (IN) (R)-45) (OUT) (RJ-45)

PSU-232 or PSU-
485 connection Housing Shield <P Housing Shield

kit 1 SG <P 1 SG
6 TXD - <P 6 TXD -
3 TXD + <P 3 TXD +
5 RXD - <) 5 RXD -
4 RXD + =P 4 RXD +
1 8 1 8

@ (RJ-45) @ (RJ-45)
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E Diagram of
e Intermediate %:[
é connector
ﬁ Intermediate Intermediate connector
connector from g pin (Male) 8 Pin (Female)

PSU-232 or PSU-

485 connection
kit. Housing Shield P Case Shield

1 SG =P SG

Pin No. Name Pin No.Name Remarks

6 TXD - €= 6 TXD - Internal paralleled
3 TXD + €= 3 TXD +by 120 ohm
5 RXD - =5 RXD - Internal paralleled
4 RXD+ =P 4 RXD +by 120 ohm
Diagram of End
terminal
connector
End terminal End terminal connector

connector from 8 pin Connector
PSU-232 or PSU-

. Pin No. Remarks
485 connection
kit. 3
Internal shorted
7
4 Internal shorted
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Multi-Drop mode

Operation 1.

50

All units must be powered down before
starting the Multi-Drop mode configuration.

Connect the first unit’'s LAN, USB or GPIB port
toa PC.

Plug in intermediate connector to the OUT port
on the first unit then using the mater serial link
cable (gray plug) to connect intermediate
connector to the IN port of the second unit.

Connect all the remaining
units between the OUT port
and the IN port with the e In
slave serial link cable (black i |-
plug) supplied in the PSU-
232 or PSU-485 connection kit
until all the desired units outfi ! |-
have been daisy-chained N
together.

- End terminal
Unit #N - =0c S0mna
RS 485/232

Slave serial link

Unit #2 | caple (black plug)
RS 485/232

Master serial link
cable (gray plug)

Unit #1
RS 485/232

ouT

B [intermediate connector

UsB
=

Terminate the OUT port of the last unit with the
end terminal connector included in the PSU-
232 or PSU-485 connection kit.

Power up all slave units.

Set the addresses of all slave units using the F-
76 parameter.
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Set the address of the master unit.
F-76 = 00~30 It must be a unique address
identifier.
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8. Set the Multi-Drop setting parameter (F-77) to
Slave for all slave units.
F-77=2 Set the Multi-Drop setting to slave.

9. Power up the master unit.

10. Set the addresses of the master units using the
F-76 parameter.
Set the address of the unit. It must

F-76=0~30 be a unique address identifier.

11. You can check the slaves” addresses by using
the F-77 parameter on the master unit.
Display on each slave units the
configured address. This can show

F-77=3 if identical addresses have been
assigned individually to each slave
units.

12.Set the Multi-Drop setting parameter (F-77) to
Master.
Set the Multi-Drop setting to

F-77 =1
master.

13. You can display the status of each slave unit by
using the F-78 parameter.
Displayed parameter: AA-S
F-78 = 0~30 AA: 0~30 (Address),
S: 0~1 (Off-line/On-line status).

14. Multiple units can now be operated using SCPI
commands. See the programming manual or
see the function check below for usage details.
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% Slave serial link |[RS-485 slave serial link pin assignment

E cable with RJ-45 g pin Connector 8 Pin Connector

0 shielded (IN) (R)-45) (OUT) (RJ-45)

i connectors from

PSU-232 or psy. Fin No.. Name Pin No.  Name

485 connection Housing Shield <P Housing Shield

kit 1 SG P SG
6 TXD - <P 6 TXD -
3 TXD + <+ 3 TXD +
5 RXD - <P 5 RXD -
4 RXD + P 4 RXD +
1 8 1 8

@ (RJ-45) @ (RJ-45)

Master serial link |RS-485 master serial link pin assignment

cal?le with RJ-45 8 pPin Connector 8 Pin Connector
shielded (IN) (R)-45) (OUT) (R)-45)

connectors from |_. .
PSU-232 or psy- LN No. - Name Pin No. ~ Name

485 connection Housing Shield <@=P» Housing Shield

kit 1 SG <> SG
6 TXD - <P 5 RXD -
3 TXD + <P 4 RXD +
5 RXD - <P 6 TXD -
4 RXD + R TXD +
1 8 1 8

@ (RJ-45) @ (RJ-45)
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E Diagram of
e Intermediate
0 connector
E Intermediate Intermediate connector
connector from 8 pin (Male) 8 Pin (Female)
PSU-232 or I.DSU- Pin No. Name Pin No.Name Remarks
485 connection
kit. Housing Shield = Case Shield
1 SG |1 SG
6 TXD - @=P6 TXD - Internal paralleled
3 TXD + <=3 TXD + by 120 ohm
5 RXD - <@=p>5 RXD - lInternal paralleled
4 RXD + =P 4 RXD +by 120 ohm
Diagram of End
terminal
connector
End terminal End terminal connector

connector from 8 pin Connector

PSU-232 or I?SU- Pin No. Remarks
485 connection

. 3
kit. Internal shorted

7
4
o Internal shorted

Multiple units Function Check

Functionality Invoke a terminal application such as Realterm.
check
To check the COM port No, see the Device
Manager in the PC. For WinXP; Control panel —
System — Hardware tab.

Below shows examples using the Legacy Multi-
Drop mode and the Multi-Drop mode.
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Legacy Multi-
Drop mode

When using SCPI commands or TDK GENESYS
legacy commands, each unit can be individually
controlled using the unique address identifiers.
For this function check, we will assume that the
master unit is assigned to address 8, while a slave
is assigned address 11.

Run this query command via the terminal
application after the instruments have been
configured for multi-unit control with Legacy
Multi-Drop mode. See page 45.

SCPI commands

Command or response Status
INST:SEL 8 Typing
*IDN? Typing
GW-INSTEK,PFR- Return
100L,TW1234567,01.01.12345678

Selects the unit with address 8 and Note
returns its identity string.

INST:SEL 11 Typing
*IDN? Typing
GW-INSTEK,PFR- Return
100M,TW1234567,01.01.12345678

Selects the unit with address 11 and Note

returns its identity string.

TDK GENESYS
legacy commands

(Because the terminal character used by the TDK
GENESYS legacy command is CR instead of LF,
the terminal characters are specifically listed
below)

Command or response Status
ADR 8\r Typing
OK\r Return
54
H 2! GW Instek PFR Series Programming Manual - ®ZAt @12 Xt2JL|Ch AP H|ZEAF APHOl| wf2p HAEE 3 Y&L|CH
— We measure, we calibrate, we validate. @HZE - www.tessol.com TS-TL-GWI-062

KOLAS Zr|3¢lung7|2 - ISO/IEC 17025

GW Instek

54 /150


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

TESSOL  echnical Library GW Instek

s GUINSTEK REMOTE CONTROL
£ IDN? \r Typing
) GW-INSTEK, PFR- Return
§ 100L,TW1234567,01.01.12345678
. Selects the unit with address 8 and Note
returns its identity string.
ADR 11\r Typing
OK\r Return
IDN? \r Typing
GW-INSTEK,PFR- Return
100M,TW1234567,01.01.12345678
Selects the unit with address 11 and Note

returns its identity string.

A TDK commands do not use LF (line feed) codes to
Note terminate commands. See the TDK GENESYS user
manual for further information.

Multi-Drop mode When using the Multi-Drop mode, the entire SCPI
command list developed for the PFR-100 can be
used. Each unit can be individually controlled
after a slave unit has been selected. For this
function check, we will assume that the master
unit is assigned to address 0, while a slave is
assigned address 5.

Run this query command via the terminal
application after the instruments have been

configured for multi-unit control with Multi-Drop
mode. See page 44.

INST:SEL 0
*IDN?

GW-INSTEK,PFR-100L, TW1234567,
01.01.12345678
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f: Selects the unit with address 0 and returns its
g identity string.
(0]
@ INST:SEL 5
*IDN?

GW-INSTEK,PFR-100M,TW1234567,
01.01.12345678

Selects the unit with address 5 and returns its
identity string.

INST:SEL 6

Selects the unit with address 6 (not configured
in our example). An error is displayed on the
master front panel.

SYST:ERR?
Settings conflict

Query the system errors. “Settings conflict” is
returned.

INST:STAT?
33,0

Returns the active units and master unit in the
bus.

33=0b100001

The units at address 0 and address 5 are on-
line.

0

Master device's address is 0.

A For further details, please see the programming
Note manual, available on the GW Instek web site @
www.gwinstek.com.
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Configure Ethernet Connection

The Ethernet interface can be configured for a number of different
applications. Ethernet can be configured for basic remote control or
monitoring using a web server or it can be configured as a socket
server.

The PFR-100 series supports both DHCP connections so the
instrument can be automatically connected to an existing network
or alternatively, network settings can be manually configured.

Parameters DHCP Enable/Disable MAC Address (display only)
Subnet Mask IP Address
DNS Address Gateway

Web Enter Password Web Password
Enable/Disable

Web Server Configuration

Configuration This configuration example will configure the PFR-
100 as a web server and use DHCP to
automatically assign an IP address to the PFR-100.

1. Connect an Ethernet cable from the LAN
network to the rear panel Ethernet @

port.

2. Press the Function key to enter the Page 8
Normal configuration settings.

Set the following LAN settings:
Interface port select & Turn

F-29=6
LAN (Web) on
F-37=1 Enable DHCP
F-60=0o0r1 Set to 0 to disable web password,
set to 1 to enable web password.
57
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F-61 = 0000
~9999

Set the web password

3. The LAN indicator will turn on when a
network cable is plugged in.

cv
v

LAN

e
™ -

L3
-

L
>

A It may be necessary to cycle the power or refresh the
Note web browser to connect to a network.

Web Server Remote Control Function Check

Functionality Enter the IP address of the power supply in a web
check browser after the instrument has been configured
as a web server.

The web server allows you to monitor the function
settings of the PFR-100.

You can check the IP address by checking F-39 to

F-42.
F-39 = AAA IP Address part 1 of 4
F-40 = BBB IP Address part 2 of 4
F-41 = CCC IP Address part 3 of 4
F-42= DDD IP Address part 4 of 4
http:// AAA.BBB.CCC.DDD
58
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The web browser interface appears.

PFR-100 Series Web Control Pages Visit Qur Site  *Support  *Countact Us

Thanks For Your Using. Use the left menu to select the features you need.
More How-to. Please refer to user

System Information

Manufacturer © GW-INSTEK

TW1234567

GW-INSTEK PFR-100L

01.01.12345678
ostam P-1234367

. [)[eas“,en,en,] IP Adress 192.168.0.103

Subnet Mask : 255.255.255.0

Gateway © 192.168.0.1

0000

MAC Adress | 00-11-22-AA-BB-02

oN

R el TCPIPO::192.168.0.103::2268:: SOCKET
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*

. [“‘velcome Page]

. [.\'er\\'ork Conﬁgumlion]

. [Normal Function]

: |8 |2
AUHE
g%
HNE

. [Po“'er On Conﬂguralion]

Copyright 2017 € Good Will Instrument Co., Ltd All Rights Reserved

The web browser interface allows you to access the

following:

« Network configuration settings
e Measurement setting

« Normal Function setting

« Power On Configuration setting
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Sockets Server Configuration

Configuration This configuration example will configure the PFR-
100 socket server.

The following configuration settings will manually
assign the PFR-100 an IP address and enable the
socket server. The socket server port number is
fixed at 2268.

1. Connect an Ethernet cable from the LAN

network to the rear panel Ethernet
port.

2. Press the Function key to enter the Page 8
Normal configuration settings.

Set the following LAN settings:
Interface port select & Turn

F29=>5 LAN (Socket) on
F-37=0 Disable DHCP
F-39=172 IP Address part 1 of 4
F-40=16 IP Address part 2 of 4
F-41=5 IP Address part 3 of 4
F-42=133 IP Address part 4 of 4
F-43 = 255 Subnet Mask part 1 of 4
F-44 = 255 Subnet Mask part 2 of 4
F-45=128 Subnet Mask part 3 of 4
F-46= 0 Subnet Mask part 4 of 4
F-47=172 Gateway part 1 of 4
F-48 =16 Gateway part 2 of 4
F-49 =21 Gateway part 3 of 4
F-50 =101 Gateway part 4 of 4
60
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Socket Server Function Check

Background To test the socket server functionality, National
Instruments Measurement and Automation
Explorer can be used. This program is available on
the NI website, www.ni.com., via a search for the
VISA Run-time Engine page, or “downloads” at
the following URL, http:/ /www.ni.com/visa/

Requirements Operating System: Windows XP, 7, 8

Functionality 1. Start the NI Measurement and Automation
check Explorer (MAX) program. Using Windows,
press:

Start>All Programs>National
Instruments>Measurement & Automation

Measurement & Automation Explorer

Initiakizing

Version 15.3 \%’,’N,\I‘U‘\"%L
p INSTRUMENTS

©1999-2015 National Instruments. Al rights reserved.

2. From the Configuration panel access;

My System>Devices and Interfaces>Network
Devices

3. Press Add New Network Device>Visa TCP/IP
Resource...
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. o~
23 Network Devices - Measurement & Automation Exp( 3 ‘)
File Edit View Tools Help

4 Ed My System
» @ Data Neighborhood
4 &F Devices and Interfaces

ASRI "COomM1"
AS| "COM2"
ww ASR R"LPTL"
3 GPIE-U¥E-HS "GPIEQ"

4 Network Devices
» 4d Scales
» &1 software
» il V1 Drivers

« B RBamnta Quetame

4, Add Network Device ~

Product Name Hostna
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4. Select Manual Entry of Raw Socket from the
popup window.

r M
74 Create Mew ... M

k. Choose the type of LAN resource you want to add. Ymm"gh“-
f |
B i

Chooze the type of TCPAR resource you wish to add

() Auto-detect of LAM Instument

Lse this option to select from a list of ¥1-11 LAN /L=
instruments detected on your local subnet.

() Manual Entry of LAM [nstrument

4 & this option if pour W<l-11 LAN/L instrument is on
other network.

Use this option to communicate with an Ethemel device
over a specific port number

L = — )|

o

Enter the IP address and the port number of the
PFR-100. The port number is fixed at 2268.

6. Click the Validate button.

7. A popup will appear if a connection is
successfully established.

8. Click Next.

62

= GW Instek PFR Series Programming Manual - M[ZAF 212 Xt2 QLICH AFES H|Z=AL AFFOl| what HAE 2~ A&LCh

TS-TL-GWI-062

— We measure, we calibrate, we validate. ElE - www.tessol.com TS-TL-GWI-062 62 /150
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

TESSOL  technical Library GW Instek

GUWINSTEK REMOTE CONTROL

74 Create New ..

Enter the TCPAP addhess of your YISA network resours in the
form of s s, the hestname of the deviee, or a
computer@some domain

- HDS@P address
nation lorer

- ﬁaz.wsémm
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y opene¥/a VISA session to Port Number

12.168.0.101:2268:50CKET" |'2253 Validate

-

®

%4
< Back ][ Mext > ][ Finish ][ Cancel

9. Next configure the Alias (name) of the PFR-100
connection. In this example the Alias is:
PFR_DC1

10. Click finish.

- .
% Croate New 8=

Specify an alias for this resource (optional). ym"érml

“fou can specify an alias for this device. An dlias is a logical name
for @ device that makes it easier to identify your instrument

Use aliases in your cods when opening sessions to devices
without speciving their full VIS4 resource stings.

You may assign of change the alias at a later time through the
sliss edtor or by clicking on the device ta rename it

Type in the alias you want to assign to this device or leave the

alias field blank to not as: jias o this device.
Resource MName: 92.168.0101::2268::50CKET
Alias: PFR_DC1

@ |

hi] [Cheae] s ] (o)
= 2

- ——— —

11. The IP address of the PFR-100 will now appear
under Network Devices in the configuration
panel. Select this icon now.

12. Click Open VISA Test Panel.
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7% TCPIP0:192.168.0.101:2268:SOCKET "PFR_DC1" - Measurement & Automation
- —— .

File Edit View Tools Help
4 B My System H ¥ Refresh | %] Open VISA Test Panel
> [@l Data Neighborhood
4 &9 Devices and Interfaces
ASRL1:INSTR "COM1" Settings
ASRL2:1 \COomM2"
= Asmw@fﬂ" Name PER_DCL
b GPIB-U BO"
4 4 Network DWices Hostname 192.168.0.101
&5 TCPIP0:-192.168.0.101::2268:5 IPvd Address 192.168.0.101

13. Click the Configuration icon,
14. Click on I/O Settings.

15. Make sure the Enable Termination Character
check box is checked, and the terminal
character is \n (Value: xA).

16. Click Apply Changes.

TCPAP Settings VO Settngs  View Attnbutes Return Data
Standard Settings Termination Methods i,;:}é:asble Termination to
No Emror
Timeout (ms)
2000

Refresh || Apply Changes

17. Click the Input/Output icon.

18. Enter *IDN? in the Select or Enter Command
dialog box if it is not already.

19. Click the Query button.

20. The *IDN? query will return the Manufacturer,
model name, serial number and firmware
version in the dialog box.

64

Y= GW Instek PFR Series Programming Manual - H|ZAL @12 XI2JLICE AFF2 MZAF ARZ | w2t HEE o ASLICE

— We measure, we calibrate, we validate. PEHE - www.tessol.com TS-TL-GWI-062

KOLAS 2| Z¢/a 7|2 - ISO/IEC 17025

GW Instek

64 /150


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

TESSOL  technical Library GW Instek

GUWINSTEK REMOTE CONTROL

GW-INSTEK,PFR-100L,TW1234567,01.01.12345678

3 TCPIPG:192.168.0.101: 225&--5@ Test Panel [E=aE—
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Configuration E Input/Output Advanced NIOTrace  Help INSTRUMENTS
[(Besicvo | @ Retum Dats
Read Operation

Salact o Entar ‘DN = VISA: (Hex 0x3FFFO005) The:
specified termination character
DNAn +| Bytesto Read was resd
_| |1024 |2

Winte Query | Read |  [Read StatusByte | Clear
9 View mixed ASCI/hexadecimal [«
O | GW-INSTEK PFR-100L. TW1234567,01.01. 12345678\ -1

Copyto Clipboard | [Cleas Buffer |

A For further details, please see the programming
Note manual, available on the GW Instek web site @
www.gwinstek.com.
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: Socket Server Examples

O

- Visual Basic Example ..o, 66
CH+ Example ..o 67
LabVIEW Example ... 69

Visual Basic Example

Background The following visual basic programming example
uses the VISA COM 3.0 Type Library. The
example will connect to the PFR-100 using the IP
address of 172.15.5.133 over port 2268. The
program will send the *IDN? to the PFR-100, print
the return string and then close the connection.

References - YBAPIoject E3 I

frvailable References: (04

Visual Basic For Applications :I Cancel
Microsoft Excel 11.0 Object Libracy —_—
CLE Automation

Microsoft Office 11.0 Object Libracy Browse, .,
Micmsnft FIIID’H.S 21 Dh'ect Libra

T Telpes COM Comoonent T Type L0 ﬂ
[4% EADIURE Frotocol 1.0 Tape Library

berobat fecess 2.0 Type Libracy Priarity Help |
AeroBrokerLib J —
AcrolEHelper 1.0 Tyvpe Libracy

AcrolEHelperihim 1.0 Tvpe Libracy

bctive DE Type Library

Acrobat Access 3.0 Tvpe Libracy

iiernBrokerLib hd

] B

] I [ IIiIIiIIiIIiIIiIIiI

—VIZL COM 2.0 Type Library

Location: CAProgram Files\TVI Foundationh W TE A0V isaComb3 lobkd gr 411
Language:  Standard
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‘Create VIEA ResourceManager ohject
Oim tm &= New VizaComlib _ResourceManager
Dim accessMode Az VisaComLib.accessMode
Dim =erial A= Btring
Dim timelut A= Integer
Dim optiondtring Az String
Dim pzw Az Vizalomlih.IMezsage
Dim pzwcom &z ViszaComLib _Formatted 10483
Dim pzwsfc dz VisaComlib_ IAswncMessaze

Frivate Sub CommandButtonl Click()
acceszMode = VisaComlib . accessMode NO_LOCE

timelut = 0

optiomitring =
"Connect to the PEW

set pzw = . Open("TCPIPO: (172 165 133::2268: ROCEET", _
accessMode,
timeQut, _
optionatring)

set pzwsfoc = paw

pawsfc _TerminationCharacterEnabled = True

"Duery the System Identify Name
paw WriteBtring ("*IDONT" & «hLf)

Worksheets("Sheetl" ) Cells(l, 5) = paw Read3tring(256)

"Cloze the communication
paw . Cloze

End Sub

C++ Example

Background The following program creates a connection to the
PFR-100 and sets the voltage to 3.3 volts and the
current 1.5 amps. The voltage and current reading
is then read back and the connection is closed.

A Add visa32.lib to the project library when building the
Note following sample program.

67
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#include "stdio.h"

#include “string.h"

#include “visatype.h”

#include “visa.h"

#define IPaddr "172.16.20.181"
int main{int argc, char= argv[])
{
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YiSession defaultRm, instr;
// Create UISA ResourceManager nhject
UViStatus status = viOpenDefaultRH{&defaultRm);
if {status < UI_SUCCESS)
{
/f Initialization error
return -1;
H
UiChar rsc[256];
SprintF(rSC, “TCPIPA:%s5::2268::SO0CKET", IPaddr);
UViAccessMode accessHode = UI_HO_LOCK;
UillInt32? timeout = 8;
/f Connect the device
viOpen{defaultRm, rsc, accesstode, timeout, &instr);
/% Set the timeout for message-based communication *xf
status = viSetfAttribute(instr, UVI_ATTR_THO_UALUE, 5808);
status = wviSetfattribute(instr, UI_ATTR_TERHMCHAR, 10);
status = viSetattribute{instr, UI_ATTR_TERHMCHAR_EHN, UI_TRUE);
UillInt32 count;
/f Set the Uoltage to 3.3, Current to 1.5
ViBuf buf = (ViBuf)'":wolt 3.3;:curr 1.5wn";
virite{instr, buf, (UilInt32)strlen{{ViPChar)buf}), &count};

// Query the Uoltage, and Current
buf = (UiBuF)":apply?\n";
status =viWrite{instr, huf, (VilInt32)strlen{{ViPChar)buf}), &count);
ViChar result[257];
status =viRead{instr, (ViPBuf)result, 256, &count});
if (status=VI_SUCCESS_TERM_CHAR)
{

result[count] = 8;

printf("Voltage(V), Current{A)= %sin", result);
relse

printf(“Errorin’);

/f Close the device
viCtlose{instr);
yiClose{defaultRm);

return 8;
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LabVIEW Example

Background The following picture shows a LabView
programming example for the PFR-100.

PFR Examples vi Front Pane] *

TCPIPO:172.16.5.133::3268: SOCKET

4

Joeo0  oeon
fvone 10 |
rone 10 |

£
Jio o

?
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Command Syntax

) I[EEE488.2 Partial compatibility
Compatible
Standard SCPI, 1999 Partial compatibility
Command SCPI commands follow a tree-like structure,
Structure organized into nodes. Each level of the command

tree is a node. Each keyword in a SCPI command
represents each node in the command tree. Each
keyword (node) of a SCPI command is separated
by a colon (:).

For example, the diagram below shows an SCPI
sub-structure and a command example.

MEASure MEASure:SCALar.CURRent:DC?
|
SCALar
P

VOLTage CURRent POWer

| | |
DC DC DC

Command types There are a number of different instrument
commands and queries. A command sends
instructions or data to the unit and a query
receives data or status information from the unit.

Command types

Simple A single command with/without
a parameter

Example *IDN?
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Query A query is a simple or compound

command followed by a question
mark (?). A parameter (data) is

returned.
Example meas:curr:dc?
Compound Two or more commands on the

same command line. Compound
commands are separated with
either a semi-colon (;) or a semi-
colon and a colon (;:).

A semi-colon is used to join two
related commands, with the
caveat that the last command
must begin at the last node of the
first command.

A semi-colon and colon are used
to combine two commands from

different nodes.

Example meas:volt:dc?;:meas:curr:dc?

Command Forms Commands and queries have two different forms,
long and short. The command syntax is written
with the short form of the command in capitals
and the remainder (long form) in lower case.

The commands can be written in capitals or lower-
case, just so long as the short or long forms are
complete. An incomplete command will not be

recognized.

Below are examples of correctly written
commands.

VA
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Long form STATus:OPERation:NTRansition?
STATUS:OPERATION:NTRANSITION?
status:operation:ntransition?

Short form STAT:OPER:NTR?
stat:oper:ntr?
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Square Brackets Commands that contain square brackets indicate
that the contents are optional. The function of the
command is the same with or without the square
bracketed items, as shown below.

Both “DISPlay:MENU[:NAME]?” and
“DISPlay:MENU?” are both valid forms.

Command APPLY 1.5,5.2 1. Command header
Format 2. Space
1 5 345 3. Parameter 1
4. Comma (no space
before/after comma)
5. Parameter 2
Parameters Type Description Example
<Boolean> Boolean logic 0,1
<NR1> integers 01,23
<NR2> decimal 0.1,3.14,85
numbers
<NR3> floating point ~ 4.5e-1, 8.25e+1
<NRf> any of NR1,2,3 1,1.5,4.5e-1

<block data> Definitive length arbitrary block

data. A single decimal digit
followed by data. The decimal
digit specifies how many 8-bit

data bytes follow.
Message .
38 LF Line feed code

Terminator
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Command List
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Abort Command ABORL . 77
Apply Commands APPLy .................................................................................... 77
Display :DISPlay:MENU[:NAME] ....cccccecevimiincceririccnennns 78
Commands :DISPlay[: WINDow|: TEXT:CLEAf .....cccoevviiiirriincinns 78
:DISPlay[:WINDow|: TEXT[:DATA] ..cceovvivrierricrrinne 79

:DISPIay:BLINK ....cocooviiiiiiiiiccicincccceccees 79

Initiate :INITiate:CONTinuous[: TRANSIENt] .ceoevrrreeererririririennne 80
Commands :INITiate[:IMMediate]:NAME .....ccccocoevmmemerernicrnenes 80
:INITiate[:IMMediate] [: TRANSIEN] .cvvvrvreecrerriricecrcreneneee 81

Instrument ANSTIUmMeENnt:SCAN . 82
Com mands INSTIUMENESELECE coviiviiiiceceecteceeeteceeeteceeeeereere e 82
INSTrument:STATE ... 82
ANSTrument:DISPlay ... 83

Measure :MEASure [SCALar] :ALL [DC] .......................................... 84
Commands :MEASure[:SCALar|:CURRent[:DCJ ....cccoevveuervircnnee 84
:MEASure[:SCALar]:VOLTage[:DC]......cccccoeviiiinnnnnnnns 84
:MEASure[:SCALat]:POWet[:DC] ....ccocevvivnicrricrenne 85

Output :OUTPut:DELay:ON......ccccouviiiiniiiccecceeeciennes 86
Commands :OUTPut:DELay:OFF ..o 86
(OUTPUttMODAE ... 87
:OUTPut[:STATe][:IMMediate] ......cocoeererrnierereiriicecnnnen 87

:OUTPut[:STATe|: TRIGgered......cccouvviviniiriiiriinincnnes 87
:OUTPut:PROTection:CLEAf ... 88
:OUTPut:PROTection: TRIPped .....cccvveuviircinicriciinnee 88
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£ Sense SENSe:AVERAE:COUNE ..o 89
2 Commands
= Status :STATus:OPERAHON[EVEN] ..oovveeeeeeeveeeeeseeses oo 90
Commands :STATus:OPERation: CONDItON ..o 90
:STATus:OPERation:ENABIE ..o 91
:STATus:OPERation:PTRansition....oceveveeeeererererieeeeenenenee 91
:STATus:OPERation:NTRaNSItHON ..cvevvereeererieiririeieieiiees 91
:STATus:QUEStionable:EVENL] ..ccccvvvnccicrnccee 91
:STATus:QUEStionable: CONDItION ...cvvvvvverererirecieieiieee 92
:STATus:QUEStionable:ENABIe ..o 92
:STATus:QUEStionable:PTRansition ......eeeveeveeeeereeenennnee 92
:STATus:QUEStionable:NTRansition .......cccevevercecueene 92
:STATus:QUEStionable:INSTrument:
ISUMmary<n>[EVEN] ...cocoecvireeriricneireeereeneeneene 93
:STATus:QUEStionable:INSTrument:
ISUMmary<n>:CONDItiON ......cccovrriiimririciririeiiciiicians 93
:STATus:QUEStionable:INSTrument:
ISUMmary<n>:ENABIe ......cccccccovuviiniiiiiiiiicinns 93
SSTATUS:PRESEE .., 94

Source [:SOURce]:CURRent[:LEVel][:IMMediate]

Commands [FAMPLIEUAE] oot eseseenes 96
[:SOURce]:CURRent[:LEVel]: TRIGgered
[FAMPLIEUAE] oo 97
[:SOURce]:CURRent:LIMit: AUTO....ccouevviicicreiricnee 97
[:SOURce]:CURRent:PROTection:DELay ...................... 98
[:SOURce]:CURRent:PROTection[:LEVel] .....cccvuunnes 98
[[SOURce]:CURRent:PROTection: TRIPped................... 99
[:SOURce]:CURRent:SLEWrate:RISIng ......ccvvvviviinnnnnee 99
[:SOURce|:CURRent:SLEWrate:FALLINgG.........c.cceuuunee. 99
[[SOURCE:MODEZ? ... 100
[:SOURce]:VOLTage[:LEVel][:IMMediate]
[FAMPLIUAE]..cooveiieieciciiiriicicieirineceeeeceene s 100
[:SOURce]:VOLTage[:LEVel]: TRIGgered
[FAMPLItUE] ..o 101
[[SOURce]:VOLTage:LIMit: AUTO ..o 101
[:SOURce]:VOLTage:LIMit:LOW .......cccccviiriviiinnnne. 102
[:SOURce]:VOLTage:PROTection[:LEVel] .................. 102
[:SOURce]:VOLTage:PROTection: TRIPped................ 103
[:SOURce]:VOLTage:SLEWrate:RISIng.........ccocuvvrnnnes 103
[:SOURce]:VOLTage:SLEWrate:FALLING ........c.ceueeee 104
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Z System SYSTem:BEEPer[:IMMediate] .....ocoveveeeeerereeerereeereerenees 106

o Commands :SYSTem:CONFigure:BEEPer[:STATE] ....ovvvvvvrre 106

- :SYSTem:CONFigure:BLEeder[:STATe]....cccouvvvvcnnes 107

:SYSTem:CONFigure:CURRent:CONTrol................... 107

:SYSTem:CONFigure:VOLTage:CONTrol .................. 108

:SYSTem:CONFigure:OUTPut:PON[:STATe¢] ............ 108

:SYSTem:CONFigure:OUTPut:EXTernal:MODE...... 109

:SYSTem:COMMunicate:ENABIe.....coovvvvevireirienee 109

:SYSTem:COMMunicate:GPIB[:SELF|:ADDRess...... 110

:SYSTem:COMMunicate: LAN:IPADdress......cccevenenee. 110

:SYSTem:COMMunicate: LAN:GATEway ........c.ccuu.... 111

:SYSTem:COMMunicate:LAN:SMASK .....ccccvvrerrirunnne 111

:SYSTem:COMMunicate:LAN:MAC......ccocoevveverrennnee 111

:SYSTem:COMMunicate: LAN:DHCP ........ccoeernnneee. 112

:SYSTem:COMMunicate:LAN:DNS .....ccooovvereeiiie. 112

:SYSTem:COMMunicate:RLSTAte ..c.cceveveeeeenerieieinenen 112

:SYSTem:COMMunicate: TCPip: CONTYol ................... 113
:SYSTem:COMMunicate:SERial[:RECeive]

TTRANSMItBAUD .o 113
:SYSTem:COMMunicate:SERial[:RECeive]

TTRANSMIEBITS oo 114
:SYSTem:COMMunicate:SERial[:RECeive]

TTRANSMIEPARILY oo 114
:SYSTem:COMMunicate:SERial[:RECeive]

TTRANSMIESBITS oo 115

:SYSTem:COMMunicate:MULTidrop: CONTrol......... 115

:SYSTem:COMMunicate:USB:FRONt:STATe............. 115

:SYSTem:COMMunicate:USB:REAR:STATe............... 116

SSYSTem:ERROL . 116

SYSTem:KILOCK .t 116

SYSTem: KEYLockiMODE ..o 116

:SYSTem:ERROGENABIC ... 117

SSYSTEM:PRESEt .. 117

:SYSTem:VERSION ..o 117

:SYSTem:REBOOL ..o 117

Trigger TRIGger:OUTPut:SOURCE.......covviiiiiiiiciiciiciaes 118

Commands TRIGger:OUTPut[:IMMediate] ......ccccouevererrvrinicucreunnnn. 118

TRIGger[:TRANsient]:SOURCeE ......cccovvurivrriiviciiincnnes 118

‘TRIGger[:TRANSsient|[:IMMediate].........ccocvuriuerreernnnes 119

Trigger Command Examples ..., 119
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Z Common HCLS ettt 121
o Commands KESE woeovvvvooieeessesssssssssssssssssssssssssssssssssssssssssssssssssssssssssons 121
= FESR oo 122
FIDIN oo 122
HOPC ettt 122
FRCL oot 123
FRET o 123
ESAV ot 123
HSRE ettt 123
ESTB oot 124
FTRG et 124
FIST ot 124
FWAL o 124
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g Abort Command

O

g ABORE ettt 77

:ABORt Set

Description The :ABORt command will cancel any triggered
actions.

Syntax :ABORt

Apply Commands
TN 2o 77

Set

:APPLy

Description The apply command sets the voltage and current
at the same time.

Syntax :APPLy
{<NRf>(V)[MINimum|MAXimum[,<NRf>(A)|MINimu
m|MAXimum]}

Query Syntax :APPLy?

Parameter/ <NRf>(V) Voltage setting.

Return parameter MINimum Minimum voltage level
MAXimum  Maximum voltage level
<NRf>(A) Current setting.

MINimum Minimum voltage level
MAXimum  Maximum voltage level
Example APPL MIN, MIN

Sets the current and voltage to the minimum
settings.
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Display Commands

:DISPlay:MENU[NAME] ....ccceoovviiiiiiriiiinniccce, 78
:DISPlay[:WINDow]: TEXT:CLEAf ......ccoevvrnnne 78
:DISPlay[: WINDow]: TEXT[:DATA] .cccccevvierviiririciane 79
DISPIay:BLINK ..o, 79
Set
:DISPlay:MENU[:NAME]
Description The DISPlay MENU command selects a screen
menu or queries the current screen menu.
Syntax :DISPlay:MENU[:NAME] <NR1>
Query Sytax :DISPlay:MENU[:NAME]?
Parameter/ <NR1> Description
Return parameter 0 Measure voltage & current
1~-2 Not Used
3 Set Menu
4 OVP / OCP Menu

5~99 Not Used.
100~199 F-00~99 Menu.
200~229 F100~F129 Menu.

Example DISP:MENU:NAME 0
Sets the display to the Voltage/Current display screen.

:DISPlay[:WINDow]: TEXT:CLEar Set
Description Clears the text on the main screen from
the :DISPlay[:WINDow].:TEXT[:DATA] command.
Syntax :DISPlay[:WINDow]:TEXT:CLEar
78
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E Set

; :DISPlay[:WINDow]:TEXT[:DATA]

O

i Description Sets or queries the data text that will be written to

the display. Writing to the display will overwrite

data that is currently on the screen. Overwriting a
display area with a shorter string may or may not
overwrite the screen. The string must be enclosed
in quotes: “STRING”. Only ASCII characters 20H
to 7EH can be used in the <string>.

Syntax :DISPlay[:WINDow]: TEXT[:DATA] <string>

Query Syntax :DISPlay[:WINDow]: TEXT[:DATA]?

Parameter/ <string> ASCII character 20H to 7EH can be used to in

Return parameter the string parameter. The string must be
enclosed in quotes: “STRING”

Example DISP:WIND:TEXT:DATA “STRING”

Writes STRING to the display.

Query Example  DISP:WIND:TEXT:DATA?
“STRING”

Returns the text data string on the screen.

Set
:DISPlay:BLINk
Description Turns blink on or off for the display. Blink is set to
OFF by default.
Syntax :DISPlay:BLINk {<bool>|OFF|ON}
Query Syntax :DISPlay:BLINk?
Parameter OFF |0 Turns blink OFF
ON | 1 Turns blink ON
Return parameter <bool> Returns the blink status.
Example DISP:BLIN 1
Turns blink ON.
79
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g Initiate Commands
O
i :INITiate: CONTinuous[:TRANSIENt] .ccocerrreervecrerrerennee 80
:INITiate[:IMMediate]:INAME ......ccccovmmiiinnncccrennn. 80
:INITiate[:IMMediate] [ TRANSIENt] .coorrreerererriricecrerennee 81
Set
:INITiate:CONTinuous[:TRANsient]
Description This command continuously initiates software
triggers for the transient or output triggers.
Syntax :INITiate:CONTinuous[:TRANsient]
Query Syntax {<bool>|OFF|ON}
:INITiate:CONTinuous[:TRANsient]?
Parameter OFF |0 OFF
ON|1 ON
Return parameter O OFF
1 ON
Example INIT:-TRAN 1
Turns on the continuous trigger.
:INITiate[:IMMediate]: NAME Set
Description The INITiate command starts the TRANSsient or
OUTPut trigger.
Syntax :INITiate[:IMMediate]:NAME {TRANsient|OUTPut}
Parameter TRANSient Starts the TRANSsient trigger.
OUTPut Starts the OUTPut trigger.
Example INITiate:NAME TRANient
Starts the TRANSient trigger.
80
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fv :INITiate[:IMMediate][:TRANsient] Set

@)

i Description This command controls the enabling of output

triggers. When a trigger is enabled, a trigger
causes the specified action to occur. If the trigger
system is not enabled, all triggers are ignored.

Syntax :INITiate[:IMMediate][: TRANSsient]
Example INIT

81
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Instrument Commands

AINSTrument:SCAN ... 82
AINSTrument:SELECt ... 82
INSTrUMENnt:STATE oo 82
AINSTrument:DISPlay ..., 83

:INSTrument:SCAN Set

- Links the units which could be scanned from system
D t
escription when using Multi-Drop mode.
Syntax :INSTrument:SCAN
Set

:INSTrument:SELect

Description Specifies the address of the unit to which
communication will be established when using
the Multi-Drop mode.

Syntax :INSTrument :SELect {<NR1>}

Query Syntax :INSTrument :SELect?

Parameter <NR1> The address of the unit to be selected (0~30).

Return parameter <NR1>  The currently selected address.

Example :INST:SEL?
>30
The currently selected address is 30.

:INSTrument:STATe

Description Displays the status (on-line/off-line) of each slave
unit and the address of master unit, when using
the Multi-Drop mode.

Query Syntax :INSTrument:STATe?

82
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Return parameter <NR1>,<NR1> 0~2147483647. 0~30
(2147483647=2"31-1)

First value:
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Each bit of the binary value
corresponds to a unit from 0 to 30
(LSB to MSB). The bit will be set to
1 when the corresponding unit is
on-line.

Second value:

This value represents the master
address.

Example :INST:STAT?
33,0

33=0b100001
The units at address 0 and address 5 are on-line.
0

Master device's address is O.

:INSTrument:DISPlay Set

Description Displays information (configured address) for all
slave units when using the Multi-Drop mode.

Syntax :INSTrument:DISPlay
Example :INST:DISP

&3
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Measure Commands

:MEASure
:MEASure
:MEASure
:MEASure

:SCALar
:SCALar
:SCALar
:SCALar

(ALLEDClcicceecececcenes 84
:CURRent[:DCJ ..c.covvvvvriiiiiirircnnnes 84
:VOLTage[:DCJ ...cccoevvvviiiiiiinns 84
POWer[:DCJ v 85

—
e e e

:MEASure[:SCALar]:ALL[:DC]

Description Takes a measurement and returns the average
output current and voltage

Syntax :MEASure[:SCALar]:ALL[:DC]?

Return parameter "+0.0000,+0.0000"  <voltage><current>
Returns the voltage (V) and
current (A), respectively.

:MEASure[:SCALar]:CURRent[:DC]

Description Takes a measurement and returns the average
output current

Syntax :MEASure[:SCALar]:CURRent[:DC]?

Return parameter "+0.0000" Returns the current in amps.

:MEASure[:SCALar]:VOLTage[:DC]

Description Takes a measurement and returns the average
output voltage.

Syntax :MEASure[:SCALar]:VOLTage[:DC]?

Return "+0.0000" Returns the voltage in volts.

84
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:MEASure[:SCALar]:POWer[:DC]

Description Takes a measurement and returns the average
output power.

Syntax :MEASure[:SCALar]:POWer[:DC]?
Return "+0.0000" Returns the power measured in watts.

85
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Output Commands

:OUTPut:DELay:ON.....c.coiiiiiiiiccccces 86
:OUTPut:DELay:OFF ... 86
:OUTPuttMODE ... 87
:OUTPut[:STATe|[:IMMediate] .....cccevvrreerererrrnicecrerennnn. 87
:OUTPut[:STATe: TRIGgered.....cvvevveiericrrcrerecrenens 87
:OUTPut:PROTection:CLEAr ..., 88
:OUTPut:PROTection: TRIPped.......cccoviueuvicmvicrviincnane 88
Set
:OUTPut:DELay:ON
Description Sets the Delay Time in seconds for turning the
output on. The delay is set to 0.00 by default.
Syntax :OUTPut:DELay:ON {<NR2>|MINimum|MAXimum}
Query Syntax :OUTPut:DELay:ON?
Parameter <NR2> 0.00~99.99 seconds, where 0=no delay.
Return parameter "0.00"  Returns the delay on time in seconds until

the output is turned on.

Set
:OUTPut:DELay:OFF
Description Sets the Delay Time in seconds for turning the
output off. The delay is set to 0.00 by default.
Syntax :OUTPut:DELay:OFF {<NR2> |[MINimum|MAXimum}
Return Syntax :OUTPut:DELay:OFF?
Parameter <NR2> 0.00~99.99 seconds, where 0=no delay.
Return parameter "0.00"  Returns the delay off time in seconds until
the output is turned off.
86
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% Set
; :OUTPut:MODE
O
i Description Sets the PFR-100 output mode. This is the
equivalent to the F-03 (V-I Mode Slew Rate Select)
settings.
Syntax :OUTPut:MODE {<NR1>|CVHS|CCHS|CVLS|CCLS}
Return Syntax :OUTPut:MODE?
Parameter CVHS | 0 CV high speed priority
CCHS | 1 CC high speed priority
CVLS | 2 CV slew rate priority
CCLS | 3 CCslew rate priority
Return parameter <NR1>  Returns the output mode.
Set
:OUTPut[:STATe][:IMMediate]
Description Turns the output on or off.
Syntax :OUTPut[:STATe][:IMMediate] { <bool> | OFF | ON }
Query Syntax :OUTPut[:STATe][:IMMediate]?
Parameter OFF | 0 Turns the output off.

ON |1 Turns the output on.

Return parameter <bool> Returns output status of the instrument.

Set
:OUTPut[:STATe]:TRIGgered
Description Turns the output on or off when a software trigger
is generated.
Syntax :OUTPut[:STATe]:TRIGgered { <bool>|OFF|ON }
Query Syntax :OUTPut[:STATe]:TRIGgered?
Parameter OFF |0 Turns the output off when a software trigger

is generated (*TRG).
ON |1  Turns the output on when a software trigger
is generated (*TRG).

Return parameter <bool> Returns output trigger status of the
instrument.
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fv :OUTPut:PROTection:CLEar Set

@)

i Description Clears over-voltage, over-current and over-

temperature (OVP, OCP, OTP) protection circuits.
It also clears the shutdown and sense protection
circuit. The AC failure protection cannot be

cleared.
Syntax :OUTPut:PROTection:CLEar
:OUTPut:PROTection:TRIPped
Description Queries the unit to see if a protection circuit has
been tripped.
Syntax :OUTPut:PROTection:TRIPped?
Return <boolean> 0 =No protection error

1 = A protection error had occurred

88
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; Sense Commands

O

: :SENSe:AVERAZE:COUNE .....oooeeeeeeeeeee oo 89

Set
:SENSe:AVERage:COUNt
Description Sets or queries the level of smoothing for the
average setting.

Syntax :SENSe:AVERage: COUNt

{<NR1>|LOW|MIDDIe|HIGH}

:SENSe:AVERage:COUNt?

Parameter LOW |0 Low setting
MIDDIle |1 Middle setting
HIGH |2  High setting
Return Parameter <NR1> Returns the average setting.

Return Syntax

89
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’ Status Commands
O
2 For an overview of all the status registers, their associated register
. contents and the system diagram, please see the status overview on
page 124
:STATus:OPERation[:EVENT] ..o 90
:STATus:OPERation:CONDItON ... 90
:STATus:OPERation:ENABIE ..o 91
:STATus:OPERation:PTRansition ....c.ceceeeeeeverererererencrenenes 91
:STATus:OPERation:NTRansition .....c.ceeeeeevevererererercreenes 91
:STATus:QUEStionable[:EVENL] ...c.ccoovvicrinnccieine. 91
:STATus:QUEStionable: CONDItON....cvoeeeereiiiiinnes 92
:STATus:QUEStionable: ENABIe.......ccovieeiriicienne. 92
:STATus:QUEStionable:PTRansition ........cccevevvececuennnne. 92
:STATus:QUEStionable:NTRansition .......c.cevevececeennenee. 92
:STATus:QUEStionable:INSTrument:
ISUMMary<n>[EVEN oo 93
:STATus:QUEStionable:INSTrument:
ISUMmary<n>:CONDItiON......coevrriiririiriiciiicnee. 93
:STATus:QUEStionable:INSTrument:
ISUMmary<n>:ENABIle.......cccccoeviennniccrriccnnn 93
SSTATUS:PRESEL . 94
:STATus:OPERation[:EVEN{]
Description Queries the Operation Status Event register and
clears the contents of the register.
Syntax :STATus:OPERation[:EVENt]?
Return <NR1> Returns the bit sum of the Operation Status
Event register.
:STATus:OPERation:CONDition
Description Queries the Operation Status register. This query
will not clear the register.
Syntax :STATus:OPERation:CONDition?
90
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Return <NR1> Returns the bit sum of the Operation
Condition register.
Set
:STATus:OPERation:ENABIe
Description Sets or queries the bit sum of the Operation Status
Enable register.
Syntax :STATus:OPERation:ENABle <NR1>
Query Syntax :STATus:OPERation:ENABIe?
Parameter <NR1> 0~32767
Return parameter <NR1>  0~32767
Set
:STATus:OPERation:PTRansition
Description Sets or queries the bit sum of the positive
transition filter of the Operation Status register.
Syntax :STATus:OPERation:PTRansition <NR1>
:STATus:OPERation:PTRansition?
Parameter <NR1> 0~32767
Return parameter <NR1>  0~32767
Set
:STATus:OPERation:NTRansition
Description Sets or queries the bit sum of the negative
transition filter of the Operation Status register.
Syntax :STATus:OPERation:NTRansition <NR1>
Query Syntax :STATus:OPERation:NTRansition?
Parameter <NR1> 0~32767
Return parameter <NR1>  0~32767
:STATus:QUEStionable[:EVENT{]
Description Queries the bit sum of the Questionable Status

Event register. This query will also clear the
contents of the register.
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Query Syntax :STATus:QUEStionable[:EVEN{]?
Return parameter <NR1>  0~32767

:STATus:QUEStionable:CONDition

Description Queries the status (bit sum) of the Questionable
Status register. This query will not clear the
register.

Query Syntax :STATus:QUEStionable:CONDition?
Return parameter <NR1>  0~32767

Set
:STATus:QUEStionable:ENABIle
Description Sets or queries the bit sum of the Questionable
Status Enable register.
Syntax :STATus:QUEStionable:ENABle <NR1>
Query Syntax :STATus:QUEStionable:ENABIe?
Parameter <NR1> 0~32767
Return parameter <NR1>  0~32767
Set
:STATus:QUEStionable:PTRansition
Description Sets or queries the bit sum of the positive
transition filter of the Questionable Status register.
Syntax :STATus:QUEStionable:PTRansition <NR1>
Return Syntax :STATus:QUEStionable:PTRansition?
Parameter <NR1> 0~32767
Return parameter <NR1>  0~32767
Set
:STATus:QUEStionable:NTRansition
Description Sets or queries the negative transition filter of the

Questionable Status register.

92

Y= GW Instek PFR Series Programming Manual - H|ZAL @12 XI2JLICE AFF2 MZAF ARZ | w2t HEE o ASLICE

— We measure, we calibrate, we validate. ElE - www.tessol.com TS-TL-GWI-062
KOLAS = H|Zelwd7|et - ISO/IEC 17025

GW Instek

92/150


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

TESSOL  echnical Library GW Instek

s GUINSTEK REMOTE CONTROL
% Syntax :STATus:QUEStionable:NTRansition <NR1>

; Query Syntax :STATus:QUEStionable:NTRansition?

§ Parameter <NR1> 0~32767

Return parameter <NR1>  0~32767

:STATus:QUEStionable:INSTrument:

ISUMmary<n>[:EVEN]
Description Queries the bit sum of the Questionable

Instrument Summary Status Event register. This
query will also clear the contents of the register
(Multi-Drop mode).

Query Syntax :STATus:QUEStionable:INSTrument:ISUMmary
<n>[:EVENt]?

Parameter <n> 1,20r3

Return parameter <NR1>  0~32767

:STATus:QUEStionable:INSTrument:

ISUMmary<n>:CONDition
Description Queries the status (bit sum) of the Questionable

Instrument Summary Status Condition register.
This query will not clear the register (Multi-Drop

mode).

Query Syntax :STATus:QUEStionable:INSTrument:ISUMmary<n>:
CONDition?

Parameter <n> 1,20r3

Return parameter <NR1>  0~32767

:STATus:QUEStionable:INSTrument: Set
ISUMmary<n>:ENABIe
Description Sets or queries the bit sum of the Questionable

Instrument Summary Status Enable register.
(Multi-Drop mode).

93
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% Syntax :STATus:QUEStionable:INSTrument:ISUMmary
= <n>:ENABle <NR1>
§ Query Syntax :STATus:QUEStionable:INSTrument:ISUMmary
= <n>:ENABle?
Parameter <n> 1,20r3

<NR1> 0~32767
Return parameter <NR1>  0~32767

:STATus:PRESet Set

Description This command resets the ENABIe register, the
PTRansistion filter and NTRansistion filter on the
Operation Status and Questionable Status
Registers. The registers/filters will be reset to a
default value.

Default Register/Filter Values Setting
QUEStionable Status Enable 0x0000
QUEStionable Status Positive Transition 0x7FFF
QUEStionable Status Negative Transition 0x0000

QUEStionable Instrument Summary1 Ox7FFF
Status Enable

QUEStionable Instrument Summary?2 Ox7FFF
Status Enable

QUEStionable Instrument Summary3 Ox7FFF
Status Enable

Operation Status Enable 0x0000
Operation Status Positive Transition Ox7FFF

Operation Status Negative Transition 0x0000
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Summary: The Questionable Status Enable
registers and the Operation Status Enable registers
are both reset to 0.
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The Questionable Status and Operation Status
Positive Transition filters are all set high (0x7FFF)
and the Negative Transition filters are all set low
(0x0000). I.e., only positive transitions will be
recognized for the Questionable Status and
Operation Status registers.

Syntax :STATus:PRESet
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; Source Commands
0
o [:SOURCce]:CURRent[:LEVel|[:IMMediate]
. [FAMPLIEUAE] creeeveeeeeeeeeeeeessseesessseesessseeesssseessssseee 96
[:SOURce]:CURRent[:LEVel]: TRIGgered
[FAMPLItUAE] .o 97
[:SOURce]: CURRent:LIMit: AUTO....cccevrieerrcrrcienennn. 97
[[SOURce]:CURRent:PROTection:DELay ..........cccc..... 98
[[SOURce]:CURRent:PROTection[:LEVel]........ccc.c.c.... 98
[:SOURce]: CURRent:PROTection: TRIPped .................. 99
[:SOURce]:CURRent:SLEWTrate:RISIng .......cccevviiniennnne. 99
[:SOURce]:CURRent:SLEWrate:FALLIng.........ccccvuueee. 99
[[SOURCE|:MODER?......cccoviiirieiricriieieeeeeeenennes 100
[:SOURce|:VOLTage[:LEVel|[:[IMMediate|
[FAMPLITUAE] vt eieseiessesenneseseneees 100
[:SOURce]:VOLTage[:LEVel]:-TRIGgered
[FAMPLIEUAE] vt neeeieeseseneees 101
[:SOURce|:VOLTage: LIMit: AUTO .....cccovuviiivicrriinnes 101
[:SOURce]:VOLTage: LIMit:LOW ......ccccovuviiiviiiiiinninnns 102
[:SOURce]:VOLTage:PROTection[:LEVel] .................. 102
[:SOURce]:VOLTage:PROTection: TRIPped................. 103
[:SOURce]:VOLTage:SLEWrate:RISing........cccccovvvuneeee. 103
[:SOURce|:VOLTage:SLEWrate:FALLING .......covnnnnes 104
[:SOURce]:CURRent[:LEVel][:IMMediate] Set
[:AMPLitude]
Description Sets or queries the current level in amps. For

externally set current levels (from the analog
control connector) the set current level is returned.

Syntax [:SOURCce]:CURRent[:LEVel][:IMMediate][:AMPLitude]
{<NR2>(A)|MINimum|MAXimum}

Query Syntax [:SOURCce]:CURRent[:LEVel][:IMMediate][:AMPLitude]
?

Parameter/Return <NR2>  0~105% of the rated current output level.
parameter MIN Minimum current level.
MAX Maximum current level.

9
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Example SOUR:CURR:LEV:IMM:AMPL?
38.000

Returns the current level in amps.
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[:SOURce]:CURRent[:LEVel]:TRIGgered Set

[:AMPLitude]

Description Sets or queries the current level in amps when a
software trigger has been generated.

Syntax [:SOURCce]:CURRent[:LEVel]:TRIGgered[:AMPLitude]

{<NR2> (A)| MINimum|MAXimum}
Query Syntax [:SOURCce]:CURRent[:LEVel]:TRIGgered[:AMPLitude]?

Parameter <NR2> 0%~105% of the rated current output in
amps.
MIN Minimum current level.
MAX Maximum current level.
Return Parameter <NR2> Returns the current level.
Example SOUR:CURR:LEV:TRIG:AMPL?
38.000
Returns the maximum possible current level in amps.
Set
[:SOURCce]:CURRent:LIMit:AUTO
Description Enables or disables the limit on the current
setting.
Syntax [:SOURce]:CURRent:LIMit:AUTO {<bool>|OFF|ON}
Query Syntax [:SOURce]:CURRent:LIMit:AUTO?
Parameter OFF | 0 Disable the setting current limit

ON |1  Enable the setting current limit

Return parameter <bool> Returns the setting in <bool> format.

Example SOUR:CURR:LIM:AUTO 0

Disables the current limit.
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Set
[:SOURce]:CURRent:PROTection:DELay

Description Sets the Delay Time for OCP in seconds for
turning the output off. The delay is set to 0.1 by
default.

Syntax [:SOURCce]:CURRent:PROTection:DELay

{<NR2>|MINimum|MAXimum}
Query Syntax [:SOURce]:CURRent:PROTection:DELay?

Parameter <NR2> 0.1~2.0 seconds, where 0=no delay
MAX The maximum allowed delay time
MIN The minimum allowed delay time
Return parameter <NR2> Returns the delay time in seconds
Example SOUR:CURR:PROT:DEL MAX

Sets the current protection delay to the maximum.

Set
[:SOURce]:CURRent:PROTection[:LEVel]

Description Sets or queries the OCP (over-current protection)
level in amps.
Syntax [:SOURce]:CURRent:PROTection[:LEVel] {<NR2>(A)

[IMINimum|MAXimum}

Query Syntax [:SOURce]:CURRent:PROTection[:LEVel]?
Parameter <NR2> Current protection level.

Minimum: Depend on the unit type:
if Irated * 0.1 > 5A, then minimum = 5A,

else minimum = Irated * 0.1
Maximum: Irated *1.1

MIN Minimum current level.

MAX Maximum current level.
Return parameter <NR2> Returns the current protection level.
Example SOUR:CURR:PROT:LEV?

+5.000

Returns the minimum possible current level in amps.
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[:SOURce]:CURRent:PROTection:TRIPped

Description Returns the state of the current protection circuits.

Query Syntax [:SOURCce]:CURRent:PROTection:TRIPped?

Return parameter <bool> Returns protection status.

Example SOUR:CURR:PROT:TRIP?

>0

The protection circuit has not been tripped.

Set

[:SOURce]:CURRent:SLEWrate:RISing
Description Sets or queries the rising current slew rate. This is

only applicable for CC slew rate priority mode.
Syntax [:SOURce]:CURRent:SLEWrate:RISing

{<NR2>(A)|MINimum|MAXimum}
Query Syntax [:SOURce]:CURRent:SLEWrate:RISing?

Parameter <NR2> Per step is between 0.001A/msec and rated
current divided by 100 msec.
MIN Minimum rising current slew rate is
0.001A/msec.
MAX Maximum rising current slew rate is rated

current divided by 100msec.

Return parameter <NR2> Returns the step current in amps.

Example SOUR:CURR:SLEW:RIS?
0.950
Sets the rising current slew rate to 0.950 A/ms.

Set
[:SOURCce]:CURRent:SLEWrate:FALLing

Description Sets or queries the falling current slew rate. This is
only applicable for CC slew rate priority mode.
Syntax [:SOURce]:CURRent:SLEWTrate:FALLing

{<NR2>(A)|MINimum|MAXimum}
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Query Syntax [:SOURce]:CURRent:SLEWrate:FALLing?
Parameter <NR2> Per step is between 0.001A/msec and rated
current divided by 100 msec.
MIN Minimum falling current slew rate is
0.001A/msec.
MAX Maximum falling current slew rate is rated

current divided by 100msec.
Return Parameter <NR2> Returns the step current

Example SOUR:CURR:SLEW:FALL MAX

Sets the falling current slew rate to the maximum.

[:SOURce]:MODE?
Description Returns the status of the output mode (CC, CV,
Off) of the power supply.

The interface will return “CV” if the supply is in
Constant Voltage Mode, “CC” if the supply is in
Constant Current Mode or “OFF” if the supply
output is off.
Query Syntax [SOURce]:MODE?
Return parameter <string> Returns the output state as a string, “CC”,
“CV”,”OFF”

Example :SOUR:MODE?
>CC

The power supply is currently in CC mode.

[:SOURce]:VOLTage[:LEVel][:IMMediate] Set

[:AMPLitude]
Description Sets or queries the voltage level in volts.
Syntax [:SOURce]:-VOLTage[:LEVel][:IMMediate][:AMPLitude]

{<NR2>(V)[MINimum|MAXimum}

Query Syntax [:SOURce]:VOLTage[:LEVel][:IMMediate][:AMPLitude]?
Parameter <NRf>  0~105% of the rated output voltage in volts.
MIN Minimum voltage level
MAX Maximum voltage level
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E Return parameter <NR2> Returns the voltage level in volts

e Example SOUR:VOLT:LEV:IMM:AMPL 10

o Sets the voltage level to 10 volts.
[:SOURce]:VOLTage[:LEVel]:TRIGgered Set
[:AMPLitude]
Description Sets or queries the voltage level in volts when a

software trigger has been generated.

Syntax [:SOURce]:VOLTage[:LEVel]:TRIGgered[:AMPLitude]

{<NR2>(V)[MINimum|MAXimum}
Query Syntax [:SOURce]:VOLTage[:LEVel]:TRIGgered[:AMPLitude]?

Parameter <NR2> 0%~105% of the rated voltage output in volts.
MIN Minimum current level.
MAX Maximum current level.

Return parameter <NR2> Returns the voltage level.

Example SOUR:VOLT:LEV:TRIG:AMPL 10

Sets the voltage level to 10 volts when a software
trigger is generated.

Set
[:SOURCce]:VOLTage:LIMit:AUTO
Description Sets whether to limit the voltage setting so that it
does not exceed the OVP setting or become lower

than the UVL setting.

If you enable the limit when the OVP setting is
lower than the voltage setting, the OVP setting
will be set to 105 % of the voltage setting.

If you enable the limit when the UVL setting is
higher than the voltage setting, the UVL setting
will be set equal to the voltage setting.

Syntax [:SOURce]:-VOLTage:LIMit:AUTO {<bool>|OFF|ON}
Query Syntax [:SOURce]:VOLTage:LIMit:AUTO?
Parameter OFF |0 Disable the limit setting

ON |1 Enable the limit setting
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E Return parameter <bool> Returns the setting in <bool> format.

e Example SOUR:VOLT:LIM:AUTO 0

o Disables the limit setting.

. Set
[:SOURCce]:-VOLTage:LIMit:LOW
Description Sets or queries the under voltage (UVL) trip point.

Syntax [:SOURce]:VOLTage:LIMit:LOW
<NR2> (V)|MINimum|MAXimum

Query Syntax [:SOURce]:-VOLTage:LIMit:LOW?
Parameter/Return <NR2>

0 ~ the present setting voltage

MIN Minimum allowed voltage level
MAX Maximum allowed voltage level
Example SOUR:VOLT:LIM:LOW MAX

Sets the UV> level to its maximum.

Set
[:SOURce]:VOLTage:PROTection[:LEVel]

Description Sets or queries the overvoltage protection level.

Syntax [:SOURce]:-VOLTage:PROTection[:LEVel]
{<NR2>(V)[MINimum|MAXimum}

Query Syntax [:SOURce]:VOLTage:PROTection[:LEVel]?

Parameter/Return <NR2> " \finimum: Depends on the unit type:

if Vrated * 0.1 > 5V, then Minimum = 5V,
else Minimum = Vrated * 0.1
Maximum: Vrated * 1.1

MIN Minimum OVP level

MAX Maximum OVP level

Example SOUR:VOLT:PROT:LEV MAX

Sets the OVP level to its maximum.
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[:SOURCce]:-VOLTage:PROTection:TRIPped
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Description Sets or queries the overvoltage protection level.

Query Syntax [:SOURce]:VOLTage:PROTection:TRIPped?

Return parameter <bool>
0 Protection not tripped
1 Protection tripped

Example SOUR:VOLT:PROT:TRIP?
>0

Indicates that the OVP protection has not been
tripped.

Set
[:SOURCce]:VOLTage:SLEWrate:RISing

Description Sets or queries the rising voltage slew rate. This is
only applicable for CV slew rate priority mode.

Syntax [:SOURce]:VOLTage:SLEWrate:RISing
{<NR2>(V)|MINimum|MAXimum}

[:SOURce]:VOLTage:SLEWrate:RISing?
Parameter <NR2> Per step is between 0.001V/msec and rated
voltage divided by 100msec.
MIN Minimum rising voltage slew rate is
0.001V/msec.
MAX Maximum rising voltage slew rate is rated
voltage divided by 100msec.
Return parameter <NR2> Returns the slew rate in V/msec.

Example SOUR:VOLT:SLEW:RIS MAX

Sets the rising voltage slew rate to its maximum.

Query Syntax

103

Y= GW Instek PFR Series Programming Manual - H|ZAL @12 XI2JLICE AFF2 MZAF ARZ | w2t HEE o ASLICE

TS-TL-GWI-062

— We measure, we calibrate, we validate. FEE - www.tessol.com TS-TL-GWI-062 103 /150
KOLAS = H|Zelwd7|et - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

TESSOL  echnical Library GW Instek

% GYINSTEK PFR-100 Programming Manual
E Set
; [:SOURCce|:VOLTage:SLEWrate:FALLing
@)
g Description Sets or queries the falling voltage slew rate. This is
only applicable for CV slew rate priority mode.
Syntax [:SOURCce]:VOLTage:SLEWrate:FALLing

{<NR2>(V)|MINimum|MAXimum}
Query Syntax [:SOURce]:VOLTage:SLEWrate:FALLing?

Parameter <NR2> Per step is between 0.001V/msec and rated
voltage divided by 100msec.
MIN Minimum falling voltage slew rate is
0.001V/msec.
MAX Maximum falling voltage slew rate is rated

voltage divided by 100msec.
Return parameter <NR2> Returns the voltage slew rate in V/msec

Example SOUR:VOLT:SLEW:FALL MIN

Sets the falling voltage slew rate to its minimum.
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System Function Command
:SYSTem:BEEPer[:IMMediate].....cococuevevrnecrerernnerccennn 106
:SYSTem:CONFigure:BEEPer[:STATe] ..o 106
:SYSTem:CONFigure:BLEeder[:STATe]....cccouevviucnnnes 107
:SYSTem:CONFigure:CURRent: CONTTrol................... 107
:SYSTem:CONFigure:VOLTage:CONTrol .................. 108
:SYSTem:CONFigure:OUTPut:PON[:STATe] ............ 108
:SYSTem:CONFigure:OUTPut:EXTerna:MODE ..... 109
:SYSTem:COMMunicate:ENABIe .....coovevevereeereinnee, 109
:SYSTem:COMMunicate:GPIB[:SELF|:ADDRess...... 110
:SYSTem:COMMunicate: LAN:IPADdress.................... 110
:SYSTem:COMMunicate: LAN:GATEway ........c.ccccuue. 111
:SYSTem:COMMunicate: LAN:SMASK ......ccooevevevennee. 111
:SYSTem:COMMunicate:LAN:MAC........coveveeerenee. 111
:SYSTem:COMMunicate: LAN:DHCP. ..., 112
:SYSTem:COMMunicate: LAN:DNS ..o, 112
:SYSTem:COMMunicate:RLSTate ...cveveveeeeeriereerenee, 112
:SYSTem:COMMunicate: TCPip:CONTTrol ................... 113
:SYSTem:COMMunicate:SERial[:RECeive]
TTRANSMIGBAUD oo 113
:SYSTem:COMMunicate:SERial[:RECeive]
TTRANSMItBITS oo 114
:SYSTem:COMMunicate:SERial[:RECeive]
TTRANSMIEPARIY oo 114
:SYSTem:COMMunicate:SERial[:RECeive]
TTRANSMUESBITS. .o 115
:SYSTem:COMMunicate: MULTidrop:CONT'rol......... 115
:SYSTem:COMMunicate:USB:FRONt:STATe............. 115
:SYSTem:COMMunicate:USB:REAR:STATe............... 116
:SYSTemM:ERROL ..ottt 116
:SYSTem:KLOCK .ottt 116
SYSTem:KEYLockiMODE ..., 116
:SYSTem:ERROLG:ENABIe. ..., 117
:SYSTem:PRESEt ..o 117
:SYSTem:VERSION ..o 117
:SYSTemM:REBOOL ... 117
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E Set

g :SYSTem:BEEPer[:IMMediate]

O

g Description This command causes an audible tone to be

generated by the instrument. The duration time is
specified in seconds.

Syntax :SYSTem:BEEPer[:IMMediate]
{<NR1>|MINimum|MAXimum}
Query Syntax :SYSTem:BEEPer[:IMMediate]?[MINimum|MAXimum]
Parameter <NR1> 0 ~ 3600 seconds.
MINimum  Sets the beeper time to the minimum (0
seconds)
MAXimum  Sets the beeper time to the maximum
(3600 seconds)
Return parameter <NR1> Returns the remaining beeper duration

time in seconds or returns the maximum
or minimum beeper time in seconds (for
the [MINimum | MAXimum] query
parameters).

Example 1 :SYST:BEEP 10
**after a 2 second wait**
:SYST:BEEP?
>8

The first command turns the beeper on for 10
seconds. After 2 seconds the SYST:BEEP? query
returns the remaining beeper time (8 seconds).

Example 2 :SYST:BEEP? MAX

>3600

Returns the maximum settable beeper time in

seconds.

Set

:SYSTem:CONFigure:BEEPer[:STATe]
Description Sets or queries the buzzer state on/ off.
Syntax :SYSTem:CONFigure:BEEPer[:STATe]

{<bool>|OFF|ON}
Query Syntax :SYSTem:CONFigure:BEEPer[:STATe]?
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Parameter OFF |0 Turns the buzzer off.

ON |1 Turns the buzzer on.
Return parameter <bool>  Returns the buzzer status.

Set

:SYSTem:CONFigure:BLEeder[:STATe]
Description Sets or queries the status of the bleeder resistor.
Syntax :SYSTem:CONFigure:BLEeder[:STATe]
Query Syntax {<NR1>|OFF|ON|AUTO}

:SYSTem:CONFigure:BLEeder[:STATe]?
Parameter OFF |0 Turns the bleeder resistor off.

ON |1 Turns the bleeder resistor on.

AUTO | 2 Turn the AUTO mode on.

Return parameter <NR1> Returns bleeder resistor status.

Set
:SYSTem:CONFigure:CURRent:CONTrol

Description Sets or queries the CC control mode (local control
(panel), external voltage control, external
resistance control). This setting is applied only
after the unit is reset.

Syntax :SYSTem:CONFigure:CURRent:CONTrol
{ <NR1>|NONE|VOLTage|RRISing|RFALling}

Query Syntax :SYSTem:CONFigure:CURRent:CONTrol?

Parameter <NR1> Description
0| NONE Local (Panel) control
1| VOLTage External voltage control
2 | RRISing External resistance control; 10kQ =
Io max*, 0kQ = Io min.
3 | RFALling External resistance control; 10kQ =
Io min*, 0kQ = Io max.
Return Parameter <NR1> Returns the current control
configuration.
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Set
:SYSTem:CONFigure:VOLTage:CONTrol
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Description Sets or queries the CV control mode (local control
(panel), external voltage control, external
resistance control). This setting is applied only
after the unit is reset.

Syntax :SYSTem:CONFigure:VOLTage:CONTrol
{ <NR1>|NONE|VOLTage|RRISing|RFALling}

Query Syntax :SYSTem:CONFigure:VOLTage:CONTrol?

Parameter <NRT> Description
0| NONE Local (Panel) control
1| VOLTage External voltage control
2 | RRISing External resistance control; 10kQ or
5kQ =Io max*, 0kQ = Io min.
3 | RFALling External resistance control; 10kQ or
5kQ = Io min*, 0kQ = Io max.
Return Parameter <NRT1> Returns the current control
configuration.

Set
:SYSTem:CONFigure:OUTPut:PON[:STATe]

Description Sets the output state at power-on. This is the
equivalent to the F-92 (Output Status when Power
ON) power on configuration settings. These
settings only apply after the unit has been reset.

Syntax :SYSTem:CONFigure:OUTPut:PON[:STATe]
{<NR1>|{SAFE|OFF}|{FORCe|ON}|AUTO}

Return Syntax :SYSTem:CONFigure:OUTPut:PON[:STATe]?

Parameter SAFE | OFF | O The PFR-100 turns on in the same
state the unit was in prior to the
previous shut down. The output is
set to off (default).

FORCe |ON |1  The PFR-100 turns on in the same
state the unit was in prior to the
previous shut down. The output is

set to on.
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AUTO | 2 The PFR-100 turns on in the same
state the unit was in prior to the
previous shut down, but with the
same output on/ off setting.

Return parameter

0 The power on output setting is
“SAFE” or “OFF”.

1 The power on output setting is
“FORCe” or “ON”.

2 The power on output setting is
“AUTO”.

:SYSTem:CONFigure:OUTPut:EXTernal Set

:MODE

Description

Sets the logic used to turn the output on or off
when using an external contact. This is the
equivalent to the F-94 (External Output Logic
Control) power on configuration settings.

This setting is only applied after the unit has been
reset.

Syntax

Return Syntax

:SYSTem:CONFigure:OUTPut:EXTernal:MODE
{<NR1>|LOW|HIGH|DISABLE}
:SYSTem:CONFigure:OUTPut:EXTernal:MODE?

Parameter

HIGH |0  Active high
LOW | 1 Active low
DISable | 2 External control is not performed.

Return Parameter <NR1> Returns external mode of the instrument.
Set
:SYSTem:COMMunicate:ENABIe
Description Enables/Disables GPIB, USB or other remote
interfaces such as Sockets and the Web Server.
This setting is only applied after the unit has been
reset. Only one interface can be enabled at the
same time.
Syntax :SYSTem:COMMunicate:ENABle{<bool>
|OFF|ON,RS232|RS485|USBCDC|GPIB|SOCKets|WEB}
109
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Query Syntax :SYSTem:COMMunicate:ENABIle?
{RS232|RS485|USBCDC|GPIB|SOCKets|WEB}

Parameter 1 OFF | 0 Disables the selected interface.

ON |1 Enables the selected interface.
Parameter 2 RS232 Select RS232

RS485 Select RS485

USBCDC Select USB-CDC

GPIB Select GPIB

SOCKets Select Sockets

WEB Select the web server
Return Parameter <bool> Returns the status of the selected mode.
Example SYST:COMM:ENAB 1,USBCDC

Turns the USB-CDC interface on.
Query Example  SYST:COMM:ENAB? USBCDC

]
Queries the USB-CDC state, returns 1 (USB-CDC is
on).

:SYSTem:COMMunicate:GPIB[:SELF] Set

:ADDRess

Description Sets or queries the GPIB address. Note: the setting
will only be valid after the power has been cycled.

Syntax :SYSTem:COMMunicate:GPIB[:SELF]:ADDRess
<NR1>

Query Syntax :SYSTem:COMMunicate:GPIB[:SELF]:ADDRess?
Parameter/Return <NR1>  0~30

Example SYST:COMM:GPIB:SELF:ADDR 15
Sets the GPIB address to 15.

Set
:SYSTem:COMMunicate:LAN:IPADdress

Description Sets or queries LAN IP address. Note: the setting
will only be valid after the power has been cycled.
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Syntax :SYSTem:COMMunicate:LAN:IPADdress <string>

Query Syntax :SYSTem:COMMunicate:LAN:IPADdress?
Parameter/Return <string> LAN IP address in string format ( “address”)
Applicable ASCII characters: 20H to 7EH
Example SYST:COMM:LAN:IPAD “172.16.5.111"
Sets the IP address to 172.16.5.111.
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Set
:SYSTem:COMMunicate:LAN:GATEway

Description Sets or queries the Gateway address. Note: the
setting will only be valid after the power has been
cycled.

Syntax :SYSTem:COMMunicate:LAN:GATEway <string>

Query Syntax :SYSTem:COMMunicate:LAN:GATEway?

Parameter/Return <string> Gateway address in string format (“address”)
Applicable ASCII characters: 20H to 7EH

Example SYST:COMM:LAN:GATE “172.16.0.254”
Sets the LAN gateway to 172.16.0.254.
Set
:SYSTem:COMMunicate:LAN:SMASk
Description Sets or queries the LAN subnet mask. Note: the
setting will only be valid after the power has been
cycled.
Syntax :SYSTem:COMMunicate:LAN:SMASk <string>

Query Syntax :SYSTem:COMMunicate:LAN:SMASk?
Parameter/Return <string> Subnet mask in string format ( “mask”)
Applicable ASCII characters: 20H to 7EH
Example SYST:COMM:LAN:SMASk “255.255.0.0”
Sets the LAN mask to 255.255.0.0.

:SYSTem:COMMunicate:LAN:MAC
Description Returns the unit MAC address as a string. The

MAC address cannot be changed.
Query Syntax :SYSTem:COMMunicate:LAN:MAC?
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Return parameter <string> Returns the MAC address in the following
format “FF-FF-FF-FF-FF-FF”
Example SYST:COMM:LAN:MAC?
02-80-AD-20-31-B1
Returns the MAC address.

Set
:SYSTem:COMMunicate:LAN:DHCP
Description Turns DHCP on/off. Queries the DHCP status.
Note: the setting will only be valid after the power
has been cycled.
Syntax :SYSTem:COMMunicate:LAN:DHCP
{<bool>|OFF|ON}
Query Syntax :SYSTem:COMMunicate:LAN:DHCP?
Parameter OFF |0 DHCP off
ON|1 DHCPon
Return parameter <bool> Returns the DHCP status.
Set
:SYSTem:COMMunicate:LAN:DNS
Description Sets or queries the DNS address. Note: the setting
will only be valid after the power has been cycled.
Syntax :SYSTem:COMMunicate:LAN:DNS <string>

Query Syntax :SYSTem:COMMunicate:LAN:DNS?

Parameter/Return <string> DNS in string format ( “mask”)
Applicable ASCII characters: 20H to 7EH
Example SYST:COMM:LAN:DNS “172.16.1.252”
Sets the DNS to 172.16.1.252.

Set
:SYSTem:COMMunicate:RLSTate
Description Enables or disables local/remote state of the
instrument.
Syntax :SYSTem:COMMunicate:RLSTate
{LOCal|REMote|RWLock}
Query Syntax :SYSTem:COMMunicate:RLSTate?
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Parameter/Return LOCal  All keys are valid. This instrument is
parameter controlled by the front panel controls.
REMote All keys are invalid, except for the [local] key
and the ability to turn the output off.
RWLock All keys are invalid. The instrument can only
be controlled remotely.

Example :SYST:COMM:RLST LOCAL
Sets the operating mode to local.

:SYSTem:COMMunicate:TCPip:CONTrol

Description Queries the socket port number.

Query Syntax :SYSTem:COMMunicate:TCPip:CONTrol?

Return parameter <NR1> 0000 ~ 9999

Example SYST:COMM:TCP:CONT?
>2268

Returns the socket port number.

:SYSTem:COMMunicate:SERial[:RECeive] Set

:TRANsmit:BAUD

Description Sets or queries the UART baud rate. Note: the
setting will only be valid after the power has been
cycled.

Syntax :SYSTem:COMMunicate:SERial[:RECeive]: TRANsmit

Query Syntax :BAUD <NR1>
:SYSTem:COMMunicate:SERial[:RECeive]: TRANsmit
:BAUD?

Parameter/Return <NR1> 2400, 4800, 9600, 19200, 38400, 57600,

115200

Example SYST:COMM:SER:TRAN:BAUD?

>2400

Returns the baud rate settings.
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:SYSTem:COMMunicate:SERial[:RECeive] Set

:TRANsmit:BITS

Description Sets or queries the UART number of data bits.
Note: the setting will only be valid after the power
has been cycled.

Syntax :SYSTem:COMMunicate:SERial[:RECeive]: TRANsmit

Query Syntax :BITS <NRT1>
:SYSTem:COMMunicate:SERial[:RECeive]: TRANsmit
:BITS?

Parameter/Return <NR1>

parameter 0 7 bits
1 8 bits

Example SYST:COMM:SER:TRAN:BITS?
>1
Indicates that 8 data bits are used for the UART
connection.

:SYSTem:COMMunicate:SERial[:RECeive] Set

:TRANsmit:PARity

Description Sets or queries the parity of the UART connection.
Note: the setting will only be valid after the power
has been cycled.

Syntax :SYSTem:COMMunicate:SERial[:RECeive]: TRANsmit

Query Syntax :PARity <NR1>
:SYSTem:COMMunicate:SERial[:RECeive]: TRANsmit
:PARity?

Parameter/Return 0 None

parameter
1 Odd
2 Even

Example SYST:COMM:SER:TRAN:PARity?
>1
Indicates that odd parity is used for the UART
connection.
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fv :SYSTem:COMMunicate:SERial[:RECeive] Set

o :TRANsmit:SBITs
Description Sets or queries the number of stop bits used for

the UART connection. Note: the setting will only
be valid after the power has been cycled.

Syntax :SYSTem:COMMunicate:SERial[:RECeive]: TRAN smit

Query Syntax :SBITs<NR1>
:SYSTem:COMMunicate:SERial[:RECeive]: TRANsmit
:SBITs?

Parameter/Return 0 1 stop bit

parameter 1 2 stop bits

Example SYST:COMM:SER:TRAN:SBITs?
>1
Indicates that one stop bit is used for the UART
connection.

:SYSTem:COMMunicate:MULTidrop

:CONTrol
Description Queries the Multi-Drop Control state.
Query Syntax SYST.COMM:MULT:CONT?
Return parameter 0 <NR1>Disable
1 <NR1>Master
2 <NR1>Slave

:SYSTem:COMMunicate:USB:FRONt:STATe

Description Queries the front panel USB-A port state.

Query Syntax :SYSTem:COMMunicate:USB:FRONt:STATe?

Return parameter 0 <NR1>Absent

1 <NR1>Mass Storage
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:SYSTem:COMMunicate:USB:REAR:STATe

Description Queries the rear panel USB-B port state.

Query Syntax :SYSTem:COMMunicate:USB:REAR:STATe?

Return parameter 0 <NR1>Absent
1 <NR1>Connected to the PC

:SYSTem:ERRor

Description Queries the error queue. The last error message is
returned. A maximum of 32 errors are stored in
the error queue.

Query Syntax :SYSTem:ERRor?

Return parameter <string> Returns an error code followed by
an error message as a single string.

Example SYSTem:ERRor?

-100, “Commeand error”

Set

:SYSTem:KLOCk
Description Enables or disables the front panel key lock.
Syntax :SYSTem:KLOCk {<bool>|OFF|ON }
Query Syntax :SYSTem:KLOCk?
Parameter OFF | 0 Panel keys unlocked

ON |1  Panel keys locked
Return parameter <bool> Returns the key lock status.

Set
:SYSTem:KEYLock:MODE
Description Sets or queries the keylock mode. This setting is
the equivalent to the F-19 function setting.
Syntax :SYSTem:KEYLock {<bool>|OFF|ON}

Query Syntax :SYSTem:KEYLock?
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Parameter/Return 0 | OFF Panel lock: allow output off.
parameter 1| ON  Panel lock: allow output on/ off.
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:SYSTem:ERRor:ENABIe Set

Description Clears the Error Queue and enables all error
messages to be placed in the System Error Queue.

Syntax :SYSTem:ERRor:ENABIe

:SYSTem:PRESet Set
Description Loads the default settings.

Syntax :SYSTem:PRESet

:SYSTem:VERSion
Description Returns the version of the PFR-100 SCPI version.

Query Syntax :SYSTem:VERSion?

Return <string> Returns the SCPI version as a string.
Query Example ~ SYST:VERS?

>1999.9
:SYSTem:REBoot Set
Description Reboots the PFR-100 system.
Syntax :SYSTem:REBoot
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Trigger Commands

TRIGger:OUTPut:SOURCE......coviicciiiviicciciciicns 118
TRIGger:OUTPut[:IMMediate] ......cccoovemviimruierricrnnee 118
TRIGger[: TRANSsient]:SOURCE .....ccccoverviirviriciricrnee 118
‘TRIGger[:TRANSsient|[:IMMediate].........cocovuvvrrrinnrnnee 119
Trigger Command Examples .....c.ooceveenecinncnvenicrneenens 119
Set

:TRIGger:OUTPut:SOURCce

Description Sets or queries the trigger source of the output
trigger.

Syntax :TRIGger:OUTPut:SOURce

{BUS|IMMediate|EXTernal}
Query Syntax ‘TRIGger:OUTPut:SOURCce?

Parameter/ BUS Output trigger is generated by the bus.
Return parameter IMMediate Output trigger is immediately generated.
Example ‘TRIGger:OUTPut:SOURCce?

Sets the output trigger source to EXT.

:TRIGger:OUTPut[:IMMediate] Set
Description Generates an immediate trigger for the output
trigger system.

Syntax ‘TRIGger:OUTPut[:IMMediate]
Example :TRIG:OUTP

Set
:TRIGger[:TRANsient]:SOURce
Description Sets or queries the source of the transient trigger.
Syntax :TRIGger[:TRANsient]:SOURce

{BUS|IMMediate|EXTernal}
Query Syntax :TRIGger[:TRANsient]:SOURce?
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E Parameter/ BUS Transient trigger is generated by the bus.
o Return parameter IMMediate Transient trigger is immediately
. generated.
o Example :TRIG:SOUR?
EXT

Sets the transient trigger source to EXT.

:TRIGger[:TRANsient][:IMMediate] Set

Description Generates an immediate trigger for the transient
trigger system.

Syntax :TRIGger[:TRANSsient][:IMMediate]

Example :TRIG

Trigger Command Examples

1. The transient system for the trigger in immediate mode.

Example 1 TRIG:TRAN:SOUR IMM
CURR:TRIG MAX
VOLT:TRIG 5

INIT:NAME TRAN <==The current changes to
the maximum, and the
voltage changes to 5V.

2. The transient system for the trigger in BUS mode.

Example 2 TRIG:TRAN:SOUR BUS
CURR:TRIG MAX
VOLT:TRIG 5
INIT:NAME TRAN

TRIG:TRAN (or *TRG) <==The current changes
to the maximum, and the
voltage changes to 5V.
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3. The output system for the trigger in immediate mode.
Example 3 TRIG:OUTP:SOUR IMM
OUTP:TRIG 1

INIT:NAME OUTP <==The output changes
to ON.
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4. The output system for the trigger in BUS mode.

Example 4 TRIG:OUTP:SOUR BUS
OUTP:TRIG 1
INIT:NAME OUTP

TRIG:OUTP (or *TRG) <==The output changes
to ON.
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IEEE 488.2 Common Commands
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KCLS o 121
KESE o 121
KESR s 122
KIDN Lo 122
KOPC i 122
FRCL o 123
FRET e 123
ESAV s 123
FSRE .o 123
KETB s 124
FIRG o 124
KIST o 124
WAL o 124

*CLS Set

Description The *CLS command clears all the event registers,
including the status byte, event status and error
queue.

Syntax *CLS

Set

*ESE

Description Sets or queries the Standard Event Status Enable
register.

Syntax *ESE <NR1>

Query Syntax *ESE?

Parameter <NR1> 0~255

Return parameter <NR1>  Returns the bit sum of the Standard Event
Status Enable register.

121
N
©
5
=
()
I_—‘ Y= GW Instek PFR Series Programming Manual - H|ZAL @12 XI2JLICE AFF2 MZAF ARZ | w2t HEE o ASLICE
7))
-
— We measure, we calibrate, we validate. EHE - www.tessol.com TS-TL-GWI-062 121/150

KOLAS = XSl w3 7|2 - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-GWI-062

rfssal Technical Library

GYINSTEK PFR-100 Programming Manual
*ESR
Description Queries the Standard Event Status (Event)

register. The Event Status register is cleared after

it is read.
Query Syntax *ESR?

Return parameter <NR1>  Returns the bit sum of the Standard Event
Status (Event) register and clears the register.

*IDN
Description Queries the manufacturer, model name, serial

number, and firmware version of the PFR-100.
Query Syntax *|DN?

Return parameter <string> Returns the instrument identification as a
string in the following format:

GW-INSTEK,PFR-100L,TW123456,01.00.20110101
Manufacturer: GW-INSTEK

Model number : PFR-100L

Serial number : TW123456

Firmware version : 01.00.20110101

Set
*OPC
Description The *OPC command sets the OPC bit (bit0) of the

Standard Event Status Register when all current
commands have been processed.

The *OPC? Query returns 1 when all the
outstanding commands have completed.

Syntax *OPC

Query Syntax *OPC?

Return parameter 1 Returns 1 when all the outstanding
commands have completed.
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*RCL Set

Description Recalls the contents stored in memory slot M1, M2
or M3.

Syntax *RCL {<NR1>|MAX|MIN}

Parameter <NR1> 0,1, 2 (as memory M1, M2, M3)
MIN Recalls the M1 memory contents.
MAX Recalls the M3 memory contents.

*RST Set

Description Performs a device reset. Configures the unit to a
known configuration (default settings). This
known configuration is independent of the usage
history.

Syntax *RST

*SAV Set

Description Saves the settings into memory slot M1, M2 or M3.

Syntax *SAV {<NR1>|MIN|MAX}

Return parameter

<NR1> 0,1,2 (as memory M1, M2, M3)
MIN Saves the M1 memory contents.
MAX Saves the M3 memory contents.

Set

*SRE

Description Sets or queries the Service Request Enable register.
The Service Request Enable register determines
which registers of the Status Byte register are able
to generate service requests.

Syntax *SRE <NRT>

Query Syntax *SRE?

Parameter <NR1> 0~255

KOLAS = XSl w3 7|2 - ISO/IEC 17025
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Return parameter <NR1>  Returns the bit sum of the Service Request
Enable register.

*STB

Description Queries the bit sum of the Status Byte register
with MSS (Master summary Status) replacing the
RQS bit (bit 6).

Query Syntax *STB?
Return parameter <NR1> Returns the bit sum of the Status Byte
register with the MSS bit (bit 6).

*TRG Set

Description The *TRG command is able to generate a “get”
(Group Execute Trigger). If the PFR-100 cannot
accept a trigger at the time of the command, an
error message is generated (-211, “Trigger

ignored”).
Syntax *TRG
*TST
Description Executes a self test.
Query Syntax *TST?
Return parameter 0 Returns “0” if there are no errors.
<NR1> Returns an error code <NR1> if there is an
error.
*WAI Set
Description Prevents any other commands or queries from

being executed until all outstanding commands
have completed.

Syntax *WAI
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Status Register Overview

To program the PFR-100 power supply
effectively, the Status registers need to be
understood. This chapter explains in detail how
the Status registers are used and how to
configure them.
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Enable Register ... 136

Introduction to the Status Registers

Overview The status registers are used to determine the
status of the power supply. The status registers
maintain the status of the protection conditions,
operation conditions and instrument errors.

The PFR-100 Series have a number of register
groups:

Questionable Status Register Group
Standard Event Status Register Group
Operation Status Register Group
Status Byte Register

Service Request Enable Register

Service Request Generation
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Error Queue

Output Buffer
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The next page shows the structure of the Status
registers.
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§ The Status Registers
O
0
w0
w
[
Questionable Status Register
Condition|PTR/NTP| Event Enable
OV (Over-Voltage, 0 0 0 | — 0
OC (Over-Current) 1 1 1 | — 1
Not Used| 2 2 2 - 2
POW (AC Power Offf 3 3 3 —» 3
OT (Over-Temperature) 4 4 4 | — 4 (;ldlf‘l);r(
Not Used| 5 5 5 - 5
Not Used| 6 6 6 - 6
Not Used| 7 7 7 - 7
VL (Voltage-Limit) 8 8 8 | — 8
CL (Current-Limit) 9 9 9 | — 9
Not Used 10 10 10 | — 10
Error Que
SD (Shutdown Alarm 11 11 11— 11
Power-Limil 12 12 12 —m 12
SA (Sense Alarm 13 13 13— 13
I1S(Instrument Summary, 14 14 14 | — 14
NotUsed 15 15 15 —m 15 Service
Status Request
Enable
Standard Event Status ReByiE:;er Register
Register g
0 L 0
Event Enable
1 L 1
OPC (Operation Complete) 0 | — 0
ERR 2 L 2
RQC (Request Control 1 | — 1
L~ —»QUES 3 » 3
QUE (Query Error) 2 [ 2
L—» MA 4 > 4
DDE (Device Dependent Error) 3 | 3
. » ESB 5 L 5
EXE (Execution Error, 4 - 4
RQS 6 6 |MSS 6
CME (Command Error) 5 - 5
OPER 7 L 7
URQ (User Request) 6 - 6
PON (Power On 7 [ 7
A
Service
Operation Status Register G:Z:fusén i
Condition|PTR/NTP| Event Enable
CAL (Calibration mode; 0 0 0 - 0
Not Used 1 1 1 - 1
Not Used 2 2 2 - 2
Not Used 3 3 3 | 3
Not Used 4 4 4 - 4
G (Waiting for Trigger) 5 5 5 | 5
Not Used 6 6 6 - 6
Not Used 7 7 7 - 7
CV (Constant Voltage Mode 8 8 8 |—m 8
Not Used 9 9 9 - 9
CC (Constant Current Mode) 10 10 10 | — 10
OND (Output ON Delay; 11 11 11— 11
OFD (Output OFF Delay) 12 12 12 |—m{ 12
NotUsed 13 13 13— 13
PR (Program Running; 14 14 14— 14
NotUsed 15 15 15  —m 15
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Questionable Status Register Group

Overview The Questionable Status Register Group indicates
if any protection modes or limits have been
tripped.

Questionable Status Register

Condition PTR/INTP Event Enable

o o 0 | 0 & 0
oc 1 &)= 1
NotUsed| 2 2w 2 —+»@- 2
PO 3 » 3 |—» 3 @) 3
o 4 w4 bl 4 il e@)e 4
NotUsed 5 |—m 5 |—m 5 5
NotUsed 6 |—w 6 —» 6 [— 11l 1l @ e—— " 5
NotUsed 7 |—» 7 | 7 —+—+++++»Q 7
0 T ;

cf 9 |—» 9 |—» o & 9

so| 11 | 11 | 11 —l—l—l—l—l—l—l—l—l—l—b 11

o

PU 12 —® 12 —® 12 12

s| 14— 14 |—w 14 14
NotUsed 15 |—m| 15 |—»| 15 : & 15

T
STATus:QUEStionable:CON Dition‘.{ STATus:QUEStionable:E’

STATus:QUEStionable:ENABIle <NRf>
STATus:QUEStionable:ENABle?

< -

ENt?

STATus:QUEStionable:NTRansition <NRf>
STATus:QUEStionable:NTRansition?
STATus:QUEStionable:PTRansition <NRf>
STATus:QUEStionable:PTRansition?

Py

- —— — — — — —
- —— — — — — —
- ——————————|—
- — — — ——— — — — [~
- — — — ——— — — — [~
- — — — ——— — — — [~

[l e it
- — — — ——— — — — [~

b P
- —— ———— — — — [~
- — — — ——— — — — [~
- — — — — —.
- — — — — —

8
Sl ———— |-
58
o

'

To Status Byte Register

Event Bit # Bit Weight
OV (Over-Voltage) 0 1

Over voltage protection has been
tripped

OC (Over-Current) 1 2

Over current protection has been
tripped

POW (AC Power Off) 3 8
AC power switch is off

Bit Summary
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E OTP(Over Temperature 4 16
e Protection)
g Over temperature protection has
= been tripped
VL (Voltage Limit) 8 256
Voltage limit has been reached
CL (Current Limit) 9 512
Current limit has been reached
SD (Shutdown Alarm) 11 2048
PL (Power-Limit) 12 4096
SA (Sense Alarm) 13 8192
IS (Instrument Summary) 14 16384
Condition The Questionable Status Condition Register
Register indicates the status of the power supply. If a bit is

set in the Condition register, it indicates that the
event is true. Reading the condition register does
not change the state of the condition register.

PTR/NTR Filters The PTR/NTR (Positive/Negative transition)
register determines the type of transition
conditions that will set the corresponding bit in the
Event Registers. Use the Positive transition filter to
view events that change from false to positive, and
use the negative transition filter to view events
that change from positive to negative.

Positive Transition 0—1

Negative Transition 1-0

Event Register =~ The PTR/NTR Register will dictate the type of
transition conditions will set the corresponding
bits in the Event Register. If the Event Register is
read, it will be cleared to O.
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Enable Register ~ The Enable register determines which Events in
the Event Register will be used to set the QUES bit
in the Status Byte Register.
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S
2 Instrument The Instrument Summary Registers indicate if the
d Summary protection mode or limit of any of the instruments
" . . . .
@ Registers connected in Multi-Drop mode has been tripped.
=
ISUM3
CONDITION EVENT ENABLE
[ o F—0— o —® 0
sesl 1 f——O— 1 e 1
R 2 F——O—— 2 ® 2
sr0f 3 F——O— 3 & 3
of 4 |——O—— 4 4
f s F——0Q—— s 5
f 6 F——0— ¢ : 6
of 7 F——0O— 7 : 7
f 8 F——GQ— s : 8
of o F——0O——~ 9 : D 9
of 10 F——0O—— 1 ® 10
of 1 F——0O—— n ® 1
f 2 ——0—— 1 G 12
f B F—0Q—— B B 13
of 4 p——0Q—— u : B 14
of 15 F——0O—]_1s : ; —— ©—{_15
STAT:QUESINST:ISUM3:COND? STAT:QUES:INST:ISUM3L.EVEN]? E E E E E : STAT:QUES:INST:ISUM3:ENAB <NRf>
H H + v+ + + STAT:QUESINST:ISUM3:ENAB?
| Logical OR |
ISUM2
CONDITION EVENT. ENABLE
somy[ 0 O— 0 —® 0
srou| 1 O— 1 0 1
ses| 2 f——0—— 2 ©] 2
sjoel 3 F——O—— 3 & 3
s 4 f——(O— 4 : © 4
swf|] 5 f——O—— s ; 0 5
seay] 6 f——O— 6 : ® 6
e 7 f—O—— 7 : 0 7
s 8§ b——O— 3 T ® 8
e 9 f——(O—— 9 : B 9
se| 10 f——O—— 10 : - ®: 10
s 11 [——O— 1 i C 11
k| 12 ——O—— 1 ; ® 12
sl 13 F——O— 13 : & 13
sef 14 f——0O—— 1 : C 14
s 00— : ; 15
STAT:QUES!INST:ISUM2:COND? STAT-QUES:INST:ISUMZL.EVEN]? H | STAT:QUESINST:ISUMZENAB <NRf>
v + + STAT:QUES:INST:ISUM2:ENAB?
| Logical OR |
[
ISUM1
CONDITION EVENT ENABLE
s 0 ——0O— o0 —® 0
s 1 F——O—— 1 (@ 1
s 2 F——O—— 2 e (© 2
sjf 3 fF——O—— 3 & 3
seg| 4 f——O—A 4 ® 4
sl 5 F——O— s 0 5
sje| 6 F——O—— 6 ® 6
R 17— O—— 7 : (& 7
| 8 F——0O—A 3 I —© 8
ksl 9 f——O— o : ; < 9
skl 10 F——GO—— 10 : : © 10
sraif 11 f——O—— 11 : & 1
seo] 1 f——O—— g 12
seal 13 f——O—— 13 : = 13
seagl 14 f——O—— 1 : ' ' 14
of 15 F——0O——1 15 : ; — 15
STAT-QUESINSTISUMICOND? STATQUESINSTISUMILEVEN] | : {11 STATQUESINSTISUMLENAB <NRE>
H v + v ¢ +  STAT:QUES:INST:ISUMLENAB?

v
| Logical OR |

To Instrument Summary in Questionable Condition register (bit 14)
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Operation Status Register Group

Overview The Operation Status Register Group indicates the
operating status of the power supply.

Operation Status Register

Condition PTRINTP Event Enable
cal o —w 0o b 0 |[»@& 0
Not Used 1 - 1 - &)
NotUsed 2 |—@ 2 [—p 2 ﬁ‘—k&# 2
Notused 3 | — 3 [—» 3 |——1 &)= 3
NotUsed 4 |—m 4 [—m 4 —o—o—o—b@: 4
wid 5 | 5 L 5 111 1+&= 5
Notused 6 |—m 6 |—m 6 —%&%&5*.4— 6
NotUsed 7 |—mf 7 |—m 7 &) 7
e Iy Wy :
Notused O | 9 | o il 1l lpR)e— ] 9
cd 10 |—» 100 | 10 ﬁ—f—f—f—f—f—f—f—f—k 10
oND 11— 11 |—m 11 L ! ! - @)e— 1
oFp 12 | 12 |—» 12 —¢—¢—¢—¢—¢—¢—¢—¢—¢—¢—¢—» 12
NotUsed 13 |—» 13 |—m 13 13
PR 14 |—m{ 14 |—m 14 } } } } } } } } %@4— 14
NotUsed 15 |—m| 15 [ 15 : — ‘ 1‘5

T T ‘
STATus:OPERation:CONDition? STATus:OPERation:EVENt?

STATus:OPERation:NTRansition <NRf>
STATus:OPERation:NTRansition?
STATus:OPERation:PTRansition <NRf>
STATus:OPERation:PTRansition?

To Status Byte Register

Bit Summary Event Bit # Bit Weight
CAL (Calibration mode) 0 1

Indicates if the PFR-100 is in
calibration mode.

WTG (Waiting for trigger) 5 32

Indicates if the PFR-100 is waiting
for a trigger.

CV (Constant voltage mode) & 256
Indicates if the PFR-100 is in CV
mode.
CC (Constant current mode) 10 1024
Indicates if the PFR-100 is in CC
mode.
132
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OND (Output ON Delay) 11 2048
Indicates if Output ON delay time
is active
OFD (Output OFF Delay) 12 4096
Indicates if Output OFF delay
time is active
PR (Program Running) 14 16384

Indicates if a Test is running

Condition
Register

The Operation Status Condition Register indicates
the operating status of the power supply. If a bit is
set in the Condition register, it indicates that the
event is true. Reading the condition register does
not change the state of the condition register.

PTR/NTR Filters

The PTR/NTR (Positive/Negative transition)
register determines the type of transition
conditions that will set the corresponding bit in the
Event Registers. Use the Positive transition filter to
view events that change from false to positive, and
use the negative transition filter to view events
that change from positive to negative.

0—1
1—0

Positive Transition

Negative Transition

Event Register

The PTR/NTR Register will dictate the type of
transition conditions will set the corresponding
bits in the Event Register. If the Event Register is
read, it will be cleared to 0.

Enable Register

rie
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The Enable register determines which registered
Events in the Event Register will be used to set the
OPER bit in the Status Byte Register.
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Standard Event Status Register Group
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Overview The Standard Event Status Register Group
indicates if any errors have occurred. The bits of
the Event register are set by the error event queue.

Standard Event Status Register
Event Enable
ord 0 0
RQQ
QUE
DDE

1
2
3
5
6

CME

i i
URQ &)
PON 7 ] ] ® 7
| T
I
I

*ESE <NRf>

o|la|s|lw|N]|e

epbs

To Status Byte Register

Bit Summary Event Bit # Bit Weight
OPC (Operation complete) 0 1

The OCP bit is set when all
selected pending operations are
complete. This bit is set in
response to the *OPC command.

RQC (Request control) 1 2

QUE (Query Error) 2 4

The Query Error bit is set in
response to an error reading the
Output Queue. This can be
caused by trying to read the
Output Queue when there is no
data present.

DDE (Device Dependent Error) 3 8

Device specific error.
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EXE (Execution Error) 4 16

The EXE bit indicates an
execution error due to one of the
following: illegal command
parameter, parameter out of
range, invalid parameter, the
command didn’t execute due to
an overriding operation
condition.

CME (Command Error) 5 32

The CME bit is set when a syntax
error has occurred. The CME bit
can also be set when a <GET>
command is received within a
program message.

URQ (User Request) 6 64

PON (Power On) 7 128

Indicates the power is turned on.

Event Register ~ Any bits set in the event register indicate that an
error has occurred. Reading the Event register will
reset the register to 0.

Enable Register ~ The Enable register determines which Events in
the Event Register will be used to set the ESB bit in
the Status Byte Register.
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Status Byte Register & Service Request Enable Register
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Overview The Status Byte register consolidates the status
events of all the status registers. The Status Byte
register can be read with the *STB? query and can
be cleared with the *CLS command.

Output
Buffer
Error Que
Service
Status Request
Byte En;ble
Register Register
From 0 > @ 0
Questionable ‘
Status Register 1 4? 1
ERR_ 2 | —— @& 2
—» QUEY 3 3
From Standard —® MAV__ 4 | —————11 (&) 4
Event Status ——— ESB 5 5
Register Msy 6 | [ 6
T
From Operation *STB? } } } } } } } *SRE <NRf>
Status Register VVV**V * *SRE?
—{ Logical OR ]
Bit Summary Event Bit # Bit Weight
ERR (Error Event/Queue) 2 4
If data is present in the Error
queue, the ERR bit will be set.
QUES (Questionable Status 3 8

Register)

The summary bit for the

Questionable Status Register

group.

MAV (Message Available) Thisis 4 16

set when there is data in the
Output Queue waiting to be read.
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% (ESB) Event Summary Bit. The 5 32
e ESB is the summary bit for the
é Standard Event Status Register
g group.
MSS Bit 6 64

The MSS Bit is the summary of
the Status Byte Register and
Service Request register (bits 1-5,
7). This will be set to 1.

OPER (Operation Status Register) 7 128

OPER bit is the summary bit for
the Operation Status Register

Group.
Status Byte Any bits set in the Status byte register acts as a
Register summary register for all the three other status

registers and indicates if there is a service request,
an error in the Error Queue or data in the Output

Queue. Reading the Status Byte register will reset
the register to 0.

Service Request  The Service Request Enable Register controls
Enable Register ~ which bits in the Status Byte Register are able to
generate service requests.
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: Error List

:

- Command EIfOrs ... 138
Execution Brors. ... 142
Device Specific Effofs.....coiiiieicniceiciines 144
QUELY EITOLS (oo 145

Command Errors

Overview An <error/event number> in the range [ -199 , -
100 ] indicates that an IEEE 488.2 syntax error has
been detected by the instrument’s parser. The
occurrence of any error in this class shall cause the
command error bit (bit 5) in the event status
register (IEEE 488.2, section 11.5.1) to be set. One of
the following events has occurred:

An IEEE 488.2 syntax error has been detected by
the parser. That is, a controller-to-device message
was received which is in violation of the IEEE
488.2 standard. Possible violations include a data
element which violates the device listening formats
or whose type is unacceptable to the device.

An unrecognized header was received.
Unrecognized headers include incorrect device-
specific headers and incorrect or unimplemented
IEEE 488.2 common commands.

Events that generate command errors shall not
generate execution errors, device-specific errors, or
query errors; see the other error definitions in this

chapter.
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Error Code Description

-100 Command  This is the generic syntax error for devices that

Error cannot detect more specific errors. This code
indicates only that a Command Error as defined in
IEEE 488.2,11.5.1.1.4 has occurred.
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-102 Syntax error An unrecognized command or data type was
encountered; for example, a string was received
when the device does not accept strings.

-103 Invalid The parser was expecting a separator and

separator encountered an illegal character; for example, the
semicolon was omitted after a program message
unit, MEAS:VOLT:DC?:MEASCURR:DC?

-104 Data type  The parser recognized a data element different

error than one allowed; for example, numeric or string
data was expected but block data was
encountered.

-108 Parameter =~ More parameters were received than expected for

not allowed the header; for example, the KLOCk command
only accepts one parameter, so receiving
SYSTem:KLOCk 1,0 is not allowed.

-109 Missing Fewer parameters were recieved than required for

parameter the header; for example, the KLOCk command
requires one parameter, so receiving KLOCKk is not
allowed.

-111 Header A character which is not a legal header separator

separator error  was encountered while parsing the header; for
example, no white space followed the header, thus
*SRE?2 is an error.

-112 Program The header contains more that twelve characters
mnemonictoo  (see IEEE 488.2,7.6.1.4.1).
long

139

TS-TL-GWI-062

— We measure, we calibrate, we validate. FEE - www.tessol.com TS-TL-GWI-062 139 /150



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-062

rfssnl Technical Library

GYINSTEK PFR-100 Programming Manual

-113 Undefined  The header is syntactically correct, but it is
header undefined for this specific device; for example,
*XYZ is not defined for any device.
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-114 Header The value of a numeric suffix attached to a
suffix out of range program mnemonic, see Syntax and Style section
6.2.5.2, makes the header invalid.

-115 Unexpected The number of parameters received does not

number of correspond to the number of parameters expected.

parameters This is typically due an inconsistency with the
number of instruments in the selected group.

-120 Numeric This error, as well as errors -121 through -129, are

data error generated when parsing a data element which
apprears to be numeric, including the nondecimal
numeric types. This particular error message
should be used if the device cannot detect a more
specific error.

-121 Invalid An invalid character for the data type being parsed

character in was encountered; for example, an alpha in a

number decimal numeric or a “9" in octal data.

-128 Numeric A legal numeric data element was received, but the

data not allowed device does not accept one in this position for the
header.

-131 Invalid suffix The suffix does not follow the syntax described in
IEEE 488.2,7.7.3.2, or the suffix is inappropriate for
this device.

-141 Invalid Either the character data element contains an
character data  invalid character or the particular element received

is not valid for the header.

-148 Character A legal character data element was encountered
data not allowed where prohibited by the device.
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-151 Invalid string
data

-158 String data
not allowed

-160 Block data
error

-161 Invalid block
data

-168 Block data
not allowed

-178 Expression
data not allowed

# = GW Instek PFR Series Programming Manual - & ZAt
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A string data element was expected, but was
invalid for some reason (see IEEE 488.2,7.7.5.2); for
example, an END message was received before the
terminal quote character.

A string data element was encountered but was
not allowed by the device at this point in parsing.

This error, as well as errors -161 through -169, are
generated when parsing a block data element. This
particular error message should be used if the
device cannot detect a more specific error.

A block data element was expected, but was
invalid for some reason (see IEEE 488.2, 7.7.6.2); for
example, an END message was received before the
length was satisfied.

A legal block data element was encountered but
was not allowed by the device at this point in

parsing.

A legal expression data was encountered but was
not allowed by the device at this point in parsing.

141
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Execution Errors

Overview An <error/event number> in the range [ -299 , -
200 ] indicates that an error has been detected by
the instrument’s execution control block. The
occurrence of any error in this class shall cause the
execution error bit (bit 4) in the event status
register (IEEE 488.2, section 11.5.1) to be set. One of
the following events has occurred:

A <PROGRAM DATA> element following a
header was evaluated by the device as outside
of its legal input range or is otherwise
inconsistent with the device’s capabilities.

A valid program message could not be properly
executed due to some device condition.

Execution errors shall be reported by the device
after rounding and expression evaluation
operations have taken place. Rounding a numeric
data element, for example, shall not be reported as
an execution error. Events that generate execution
errors shall not generate Command Errors, device-
specific errors, or Query Errors; see the other error
definitions in this section.

Error Code Description

-200 Execution  This is the generic syntax error for devices that

error cannot detect more specific errors. This code
indicates only that an Execution Error as defined in
IEEE 488.2,11.5.1.1.5 has occurred.
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-201 Invalid while Indicates that a command is not executable while

in local the device is in local due to a hard local control
(see IEEE 488.2, 5.6.1.5); for example, a device with
a rotary switch receives a message which would
change the switches state, but the device is in local
so the message cannot be executed.

-203 Command  Indicates that a legal password-protected program
protected command or query could not be executed because
the command was disabled.

-211 Trigger Indicates that a GET, *IRG, or triggering signal

ignored was received and recognized by the device but
was ignored because of device timing
considerations; for example, the device was not
ready to respond. Note: a DT0 device always
ignores GET and treats *TRG as a Command Error.

-213 Init ignored Indicates that a request for a measurement
initiation was ignored as another measurement
was already in progress.

-220 Parameter  Indicates that a program data element related error

error occurred. This error message should be used when
the device cannot detect the more specific errors
described for errors -221 through -229.

-221 Settings Indicates that a legal program data element was

conflict parsed but could not be executed due to the
current device state (see IEEE 488.2, 6.4.5.3 and
11.5.1.1.5.).

-222 Data out of Indicates that a legal program data element was

range parsed but could not be executed because the
interpreted value was outside the legal range as
defined by the device (see IEEE 488.2, 11.5.1.1.5.).

-224 |llegal Used where exact value, from a list of possibles,
parameter value was expected.
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Device Specific Errors
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Overview An <error/event number> in the range [ -399 , -
300 ] or[1,32767 ] indicates that the instrument
has detected an error which is not a command
error, a query error, or an execution error; some
device operations did not properly complete,
possibly due to an abnormal hardware or
firmware condition. These codes are also used for
self-test response errors. The occurrence of any
error in this class should cause the device-specific
error bit (bit 3) in the event status register (IEEE
488.2, section 11.5.1) to be set. The meaning of
positive error codes is device-dependent and may
be enumerated or bit mapped; the <error
message>string for positive error codes is not
defined by SCPI and available to the device
designer.

Note that the string is not optional; if the designer
does not wish to implement a string for a
particular error, the null string should be sent (for
example, 42,""). The occurrence of any error in this
class should cause the device-specific error bit (bit
3) in the event status register (IEEE 488.2, section
11.5.1) to be set. Events that generate device-
specific errors shall not generate command errors,
execution errors, or query errors; see the other
error definitions in this section.

Error Code Description

-310 System error Indicates that some error, termed “system error”
by the device, has occurred. This code is device-
dependent.

-320 Storage fault Indicates that the firmware detected a fault when
using data storage. This error is not an indication
of physical damage or failure of any mass storage

element.
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Query Errors

Overview An <error/event number> in the range [ -499 , -
400 ] indicates that the output queue control of the
instrument has detected a problem with the
message exchange protocol described in IEEE
488.2, chapter 6. The occurrence of any error in this
class shall cause the query error bit (bit 2) in the
event status register (IEEE 488.2, section 11.5.1) to
be set. These errors correspond to message
exchange protocol errors described in IEEE 488.2,
section 6.5. One of the following is true:

An attempt is being made to read data from the
output queue when no output is either
present or pending;

Data in the output queue has been lost.

Events that generate query errors shall not
generate command errors, execution errors, or
device-specific errors; see the other error
definitions in this section.

Error Code Description

-400 Query error  This is the generic query error for devices that
cannot detect more specific errors. This code
indicates only that a Query Error as defined in
IEEE 488.2,11.5.1.1.7 and 6.3 has occurred.
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APPEN DIX

PFR-100 Default Settings

The following default settings are the factory configuration settings

for the power supply.

Initial Settings Default Setting

Output Off

LOCK 0 (Disabled)

Voltage ov

Current 0A

OVP 1.1 X Vrate

OCP 1.1 X Irate

Mojiel e ier Settin Default Settin
Settings & &

Output ON delay time  F-01 0.00s

Output OFF delay time  F-02 0.00s

V-l ode slew sate select F-03 0 = CV high speed priority
100.0V/s (PFR-100L)
500.0V/s (PFR-100M)
100.0V/s (PFR-100L)
500.0V/s (PFR-100M)

Rising Voltage slew rate F-04 (
(
(

20.00A/s (PFR-100L)
(
(
(

Falling Voltage slew rate F-05

Rising Current slew rate F-06 4.000A/s (PFR-100M)

20.00A/s (PFR-100L)

4.000A/s (PFR-100M)

Bleeder ON/OFF control F-09 1=0N

Buzzer ON/OFF control F-10 1=0N

Detection Time of OCP  F-12 0.0 sec

0 = OFF (The limit function of
current setting is disabled.)

0 = OFF (The limit function of
voltage setting is disabled.)
Memory Recall display ~ F-15 0= OFF

Falling Current slew rate F-07

Current Setting limit F-13

Voltage Setting limit F-14
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£ Megsurement average .. 0 = Low
2 setting
2 Lock Mode F-19 0:Lock Panel, Allow Output OFF
2 USB / GPIB setting Setting  Default Setting
. GPIB address F-23 8
LAN setting Setting  Default Setting
DHCP F-37 1=0N

Web password

enable/disable F-60 1=Enable

UART setting Setting  Default Setting

UART Baudrate F-71 7=115200

UART Data Bits F-72 1 =8 bits

UART Parity F-73 0 =None

UART Stop Bit F-74 0=1 bit

UART TCP F-75 0 =SCPI

Powgr On Configuration Setting  Default Setting

setting

CV Control F-90 0 = Panel control (local)
CC Control F-91 0 = Panel control (local)
Power ON Output F.92 0 = Safe Mode (Output OFF at

startup)

External Output Logic F.94 0 = High ON

Control
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Error Messages & Messages

The following error messages or messages may appear on the PFR-
100 screen during operation.

Error Messages

Description

OHP

Over temperature protection

SENSE ALARMI1 Sense Alarm1

SENSE ALARM?2 Sense Alarm2

AC AC fail

OVP Over voltage protection

OCP Over current protection

OPP Over Power Protection

SHUT DOWN Force shutdown

Err 00T USB mass storage is not present
Err 002 No (such)file in USB mass storage
Err 003 Empty memory location

Err 004 File access error

Err 005 File is too large

Err 007 Slave occurs Off-line (Multi-Drop mode)

Normal Messages

Description

MSG 001

External control of output. Output off (F-94=0,
High=on)

MSG 002

External control of output. Output off (F-94=1,
Low=o0n)

Communication
Interface Messages

Description

USB ON

Rear USB port connected to PC

USB OFF Rear USB port disconnected from PC

MS ON Mass storage plugged into front USB port
MS OFF Mass storage removed from front USB port
148
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E

¢ LED ASCII Table Character Set

(0]

7 Use the following table to read the LCD display messages.

. 0o 1 2 3 4 5 6 7 8 9 A B C D
= = R Y I e = w /I |
g 1 2 349567 88A6TC 4
E F G H | J K L M N O P Q R
- - - - N = 7
EFLH O JE L AR o P Y9 -
S T U VvV W X Y Z ( ) + - ,
U o - oo - C b A
J C O 9 44 C 3 - = = =9 - _
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