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Welcome to MadgeTech Cloud Services

Compact, accurate and affordable, MadgeTech data loggers can measure and record data for a variety of parameters. Now, with
the addition of MadgeTech Cloud Services, monitoring data from around the world is easier than ever. With MadgeTech Cloud
Services, a wireless data logging system can securely transmit real-time data to be viewed on any internet or data enabled
device such as a computer, tablet or mobile device.
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9 Getting Started with
(&)

» Madgelech Cloud Services

Creating a Logging into aQ, MadgeTech
MadgeTech Cloud MadgeTech Cloud Cloud Services
Se rViCES ACCO u nt Real-Time Data. Anytime. Anywhere. Se rVi ces
MadgeTech Cloud Sef ‘ Email Address

1. Go to cloud.madgetech.com. 1. Go to cloud.madgetech.com.
2. Click Create an Account. Sign Lip I FREE todayl 2. Login using the MadgeTech Cloud
3. Fill out all of the required fields i i Services account email and

and click Sign Up to create a free password.

@ Save my password
account.

4. An email notification will be sent.
Click the Verify Your Account link in
the email to complete setup. Account Credentials

3. Once logged in, the browser will
display the summary of loggers.

Supported Web
Browsers

CREATE AN ACCOUNT

« Chrome

« Safari
Learn More

« Firefox
+ Edge
« Opera

MADGETECH
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‘ Setting up MadgeTech Cloud Services

with the RFC1000 Cloud Relay

The RFC1000 Cloud Relay allows data from MadgeTech wireless loggers to be sent directly to a
MadgeTech Cloud Services account, eliminating the need for a central PC and MadgeTech 4 Software.
With the RFC1000 Cloud Relay, real-time data can easily be transmitted to the MadgeTech Cloud,
where it can be viewed from any Internet enabled device.

System Requirements

+ MadgeTech wireless data logger(s). Data loggers must be running in real-time recording mode.
+ MadgeTech RFC1000 Cloud Relay

+ MadgeTech Cloud Services account

« Ethernetjack for Internet access

+ Electrical outlet

MADGETECH
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‘ Setting up MadgeTech Cloud Services

with the RFC1000 Cloud Relay

Claiming a Data Logger

. Verify that the data loggers are in wireless transmission mode.

Claiming an RFC1000 Cloud Relay

1. From the navigation menu, select Manage Relays. 1
2. Click the Claim a Relay button. 2
3. Enter the RFC1000 Cloud Relay Serial Number and Claim Key (located on the side 3. Select an RFC1000 Cloud Relay listed under My Relays.
label on the device enclosure). It may take 1-2 minutes for the RFC1000 Cloud 4. Any MadgeTech wireless data loggers on the same network and within range will be
Relay to sync to the MadgeTech Cloud Services account. listed under Unclaimed Loggers.
4. Once synced, the device will be shown in the My Relays list. 5. Click the Claim button next to the data loggers you would like to claim. It may take
1-2 minutes for the wireless data logger to sync.
6. Once synced, the data logger will appear under Loggers Claimed by this Relay.
7. This page also displays the Relay settings and Reboot Relay and Release Relay buttons.

. From the navigation menu, select Manage Relays.

MadgeTech
—

Cloud Services

MANAGE RELAY Q06622

SETTINGS

e g
BRG] e

LastContact L minute 3 seconds ago
MACAddress  BEZTiebiEbideTy
RFCI0/Revision/Channel 107D / 3.0 /25
RFC/Relay Time Offset.  -00:00:01. 5850000
LastBook 37 minutes ago
MextReboot 22 minutes

CLAIMARELAY Rebootintenval Houty B
ol il 3 LOGGERS CLAIMED BY THIS RELAY
ease enter the relay’s seria
numer and cmn—yu key: Q) Foms  TRACTEMR RFTCTempa00oh.
6} e sTaman RFRHTomp2000A
& e Hementnr ElementHT
2 UNCLAIMED LOGGERS.
O — e o]
g0 s —— [~ e ]
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é Madgelech Cloud Services Overview

Main Navigation

E The main navigational menu can be accessed by selecting the icon located at the top left of the screen.

mlienhart@madgetech.com

Summary: Homepage of the MadgeTech Cloud Services account. Shows data logger Groups, Status, Data, Alerts and
Download Data options.

Summary

Manage Relays: Claim or release an RFC1000 Cloud Relay.

Logger Settings: Shows Running, Stopped, Disconnected or Inactive data loggers. Show or hide the data loggers on the
cloud. Display information about the data loggers including the Model, Serial Number, Cloud D, Signal Strength, Battery
LDEESES St Ee Life, Status, Display Options and more. Change data logger Name and Group, Release data loggers, and Start and Stop
data loggers. Assign alerts and contacts to data loggers.

Manage Relays

Manage Alerts Manage Alerts: Create and manage Alert rules and contacts.

Group Loggers: Add, delete and rename data logger Groups. Define a group by assigning data loggers, alerts and subgroups.

Preferences: Select unit preferences and the time format.
Account Management: Add and maintain account information. Add, edit and delete users and manage their access rights.

Preferences

User Information: Add and maintain user and password information.

Group Loggers

Email Support: Sends an email to MadgeTech Support.

Logout: Logs the user out of their MadgeTech Cloud Services account.
Preferences

Account Management

User Information

Email Support

Logout

A MADGETECH

WE BUILD DATA LOGGERS
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é MadgeTech Cloud Services Overview

Summary Page

MadgeTech
@ = Cloud Services

Navigation Menu e SUMMARY Full Screen Mode

Summary Page Views ALL LOGGERS ALL GROUPS
Data Refresh Status

BULK DOWNLOAD Bulk Download Data

COLLAPSE ALL

NOT GROUPED

There are no loggers in "Not Grouped"'

Logger Group HEADQUARTERS LOGGERS: 6
Logger Connected to the MadgeTech 4 Software —F#F—Fe ] amirrru1 S min 195 32c085 Time Passed Since Last Reading
Logger Subgroup —:!i%om LOGGERS: 3
Logger Claimed by a RFC1000 Cloud Relay — P warehouse min 185500 n-
of o Warahouse2 4min4sssec 49,1 Se+1—Data Value
Alert b Temperature Above 70°F for 1 reading

Logger Settings

& £
sl /\\—/_’ W—Data Graph
Download Data o 3 S -
. é 10.0
De{ete Data W 5:00p B8:00p 11:00p 2:00a 5:00a B8:00a 11:00a
Y/5/2018 Y/5/2018 Y/5/2018 Y/6/2018 Y/bjL018 Y/ej2018 Y/6jL018
@ Warehouse 3 o»—Logger Stopped
FLOOR2 LOGGERS: 2
c@) Smokehouse 2 25.5sec 4B.H§
@ Smokehouse 3 1minstssec 1370.0 ¢ ae—Data Trend
A MADGETECH
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é MadgeTech Cloud Services Overview

Summar\/ page MadgeTech
. @ (oud Services
Running Data Loggers

On the Summary screen, data loggers that are currently recording in real-time will e SUMMARY
have the Time Passed Since Last Reading and Data Value listed.

ALL LOGGERS ALL GROUPS COLLAPSE ALL BULK DOWNLOAD

+ Display a Graph by clicking in the data logger row.
+ View the Logger Settings by clicking on the data logger name. TRORE S

- For data loggers with more than one channel, users can shuffle through the e e e S

parameters by clicking on the current reading value. HEADQUARTERS LOGGERS: 4
« Click on the displayed graph to enhance to a larger view.
FLOOR 1 LOGGERS: 2
Stopped Data Loggers @ WarEhaise e apiet oo i RF gt ¢ i e
Data loggers that are Stopped but still cloud enabled, will display the Stopped @ warehousea
icon on the Summary screen.
' FLOOR2 LOGGERS: 2
i @) Srrickehiiisn2 o wectising s s whbBE Feading: Plkise i inid PesaR ISGR6E 2)
Inactive Data Loggers [ o,
If a data logger is Inactive, too much time has passed without a reading. No @ smokehouse3 smins6Tsec 25.34 ¢ ¥
88! p g s
readings have been received in a half hour or more.
Disconnected Data Loggers
Data loggers that are Disconnected are not communicating with either the
Relay or the MadgeTech 4 Software.
MADGETECH
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“_ MadgeTech Cloud Services Overview

Summary Page

Bulk Data Download Download/Delete Data
Users are able to bulk download data from multiple data loggers as a csv file (that Clicking on a data logger within the Summary screen will provide the user with a real-
can be read by spreadsheet software such as Excel and Google Sheets). time graph view of the data. To the left of the graph, there are three additional options:
1. Click Bulk Download. + Logger Settings: View and manage claimed data loggers.
2. Select the checkbox next to each logger you would like to download data for or » Download Data: Download data as an .xls file.

click Select All to download data for all loggers. « Delete Data: Delete recorded data.

3. Click the Continue button.
4. Select First Reading, Last Reading and One File or Multiple Files.
5. Click the Download button.

DOWNLOAD READINGS
SELECT LOGGERS FOR DATA DOWNLOAD

[~ First Reading:
Please select the checkbox next to each logger
youwould like to download data for:

Mon, Feb 6 2017 14:35:40

[Type [Downicad

arTCTemazo00n Last Reading
iementir )
s vl 2 LOgger Setti ngs Thu, Sep 6 2018 0B:57:51
[prrcremascon |
- Download Data
D I te Dat 69,403 readings
,. elete Data
'CANCEL SELECT ALL
= e
A MADGETECH
V oy madgetech.com | 9

2! MadgeTech MadgeTech Cloud User Guide - ®ZAt {2 XtZL|C AFF2 MZEAL AP o] mhat HAE 4 AL

TS-TL-MDT-045

— We measure, we calibrate, we validate. FEE - www.tessol.com TS-TL-MDT-045 9/23
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-MDT-045

TESSOL  technical Library MadgeTech

>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

“_ MadgeTech Cloud Services Overview

Manage Relay

The Manage Relays section allows users to add and manage RFC1000 Cloud Relays Once a Relay is claimed, users can:

and claim and release Data Loggers. + View the Relay’s Settings.

1. Click Claim A Relay to add a new Relay. « Setthe Relay’s Name.
2. Enterthe Relay’s serial number and claim key located on the Relay. « Change the Relay’s Reboot Interval.
3. Click Claim. It may take 1-2 minutes for the RFC1000 Cloud Relay to sync to the + Reboot and Release the Relay.

MadgeTech Cloud Services account. + Claim and Release data loggers.

-0 MadgeTech

Cloud Services

MANAGE RELAY Q06622

SETTINGS
P sin 385 o)

Last Contact 1 minute 3seconds ago
MACAddress  b&:27:ebifbude:7h
RFC ID/Revision/Channel  10FD / 3.0.K/ 25
RFC/Relay Time Offset  -00:00:01.5850000
LastBoot 37 minutes ago
NextReboot 22 minutes

CLAIMARELAY
RebootInterval  Houny B

Please enter the relay's serial R T BT
number and claim key:

& eoms  mkTRFTCTEMP RFTCTemp2000A

©  emau  wKTRFRNS RFRHTeMp2000A

©F Qa2 ElementiT Element-HT

S
) PB2SET MKT-RFVOLT RFVoIR2000A
PRSI 1VTMS RFTCTemp2000A I
A MADGETECH
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é MadgeTech Cloud Services Overview

Logger Settings

The Logger Settings section allows the user to toggle the visibility of connected data loggers by clicking the Hide
or Show button on the right side. This will change how the data loggers are displayed on the Summary page.
Clicking the gear icon to the left of the data logger will show detailed information:

Manage Alerts: Add alerts and contacts to the data logger.

Release Logger: Release data logger from the Relay.
+ Cloud ID: Cloud ID number for that data logger.

Model: The type of data logger.

Serial: The data logger’s serial number.
+ Name: Display/change the name of the data logger.

Group: Display/change the group.
Display Using: Toggle between displaying the Name or Serial number on the Summary page.

« Visibility: Hide/Show data logger.

CalDate: Date the logger was last calibrated.

Status: Indicates if the data logger is Running, Stopped, Disconnected or Inactive.
Started: Shows the date and time the logger was started.

Channel: Indicates the wireless channel the data logger is using.

# Rdg: Indicates the number of recorded readings.

Rdg Rate: Indicates the frequency with which readings are being recorded by the data logger (only present with
the use of the RFC1000 Cloud Relay).

# Rdgs in Graph: Display/change the number of readings shown in Graph on Summary page.

Host: Indicates hosting device to which the data logger is connected.
« Signal: Indicates the signal strength (only present with the use of the RFC1000 Cloud Relay).
Battery: Indicates the battery life of the data logger (only present with the use of the RFC1000 Cloud Relay).

MADGETECH
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& P snorrosez
& P vanrones
i) HIDE ALL
& P sroreroses
DISCONNECTED
© @ sromenoese 3 cager et F rgeotis (=
© P warrone
e
I U ———————— @
-4y MadgeTech
@ (l0ud Services
SETTINGS FOR 'Smokehouse 2
T

LOGGERSETTINGS:

GowdiD 7078

Model  RFRHTemp2000A

Sersl PaaI
Mame | sookeoused
el re2 B
oisplaysiog (e [IETED
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[

ua warng [ ]
] 1omord e

P ——
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é MadgeTech Cloud Services Overview

Logger Settings

Starting a Data Logger

1. Fromthe Navigation menu, select Logger Settings.
2. Within the Logger Settings screen, click on a data logger you would like to start.

3. Within the Status row, click the Start button. It may take 1-2 minutes for the data
logger to sync to the MadgeTech Cloud Services account.

4. Once synced, the data logger will start recording.

Stopping a Data Logger
1. From the Navigation menu, select Logger Settings.
2. Within the Logger Settings screen, click on a data logger you would like to stop.

3. Within the Status row, click the Stop button. It may take 1-2 minutes for the data
logger to sync to the MadgeTech Cloud Services account.

MADGETECH

— We measure, we calibrate, we validate.

=)

LOGGER SETTINGS
Cloud ID
Model
Serial
Name
Group
Display Using
visibility
CalDate
Status
Last Contact
Started
Channel
#Rdgs
Rdg Rate
#Rdgs in Graph
Host.
Signal

Battery

MadgeTech
@ (oud Services

=7
Lw

SETTINGS FOR 'Smokehouse 2"

MANAGE ALERTS

2079 RELEASE LOGGER

RFRHTemp2000A
Pa9344
Floor 2 )

Wed, Aug 10 2016
Running STOP
1second ago
May 3 2018 10:42:31a
25
69,403
10 seconds
1000 [
@ Cloud Relay 'Marketing Relay' (s/n Q06622) Connected

92%
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Manage Alerts

Creating an Alert Rule
1. From the Navigation menu, go to Manage Alerts.
2. Click Create.

3. The Create New Alert Rule dialog box will pop up
prompting the user to select from the following:

+ No Readings

+ Channel Threshold

+ Battery Level
4. Fill out the appropriate fields
5. Click Create to save your alert.

MADGETECH

* MadgeTech MadgeTech Cloud User Guide - H

i
MO

CREATE NEW ALERT RULE
MadgeTech =
- C|UUd SEFV\CE’S Alert Type e Readings B

For | | :| minutes

e ALERT MANAGEMENT

Temperature Above 70°F for 1 reading m Alert Type  Channel Threshola [
Battery Level below 10% m Whert Lichamnel) e

(Triggen)  =| (uni) =
Ne Readings for 5 minutes ﬂ for [= [cawiten 3]
Humidity Above 60%RH for 2 readings W

ALERT CONTACTS m CREATE NEW ALERT RULE

B9 James AlertType saveryevel [
B Michelle Bl %
B Michelle's Phone
ADD ALERT CONTACT Adding an Alert Contact
Name | person nar Text and email alert notifications can be sent to one or multiple contacts.
Address  Emai o Sws 1. Click the Add button next to Alert Contacts.
SMS an be sent using the format 2. Fill out the fields.
<phonenumber-@<smsgateway.com> -
Click here for a ist of SS gateways + Name: Fill in the name of the contact.
+ Address: Fill in the email or SMS email to have the alert texted.
CANCEL
- 3. Click Create to save your contacts.
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Assigning Alerts to Data Loggers

Once Alert Rules have been created, you may then assign these alerts to claimed Once an Alert Rule has been assigned to a data logger, you may then assign contact(s)
data loggers. and Enable or Disable alerts.
1. Select the data logger from the Summary page to open the Logger Settings. 1. Clickthe Alertin the My Alerts list to expand the options for that Alert.
2. Click the Manage Alerts button. 2. Click the Include Contact button and select a contact(s) for who will receive alert
3. Click the Add button. notifications.
4. Select an Alarm Rule within the list. 3. Click the Enable button to make the Alert active for that data logger.
MadgeTech
@ (/oud Services
&3
ALERTS FOR SMOKEHOUSE 3
MY ALERTS
Temperature Above 70°F for 1 reading
CONTACTS
AVAILABLE ALERTS No Contacts selected
Battery Level below 10%
Mo Readings for 5 minutes
Humidity Above 60%RH for 2 readings
MADGETECH
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“_ MadgeTech Cloud Services Overview

Group Loggers

Once data loggers have been claimed, you may then assign them to Groups and
Subgroups as well as add Alerts to Groups.
Add a Logger Group

1. Select Group Loggers from the navigation.

2. Click the main Add button on the right side of the page. Make sure all Groups are
collapsed for the Add button to be clickable.

3. Fillout the fields for both the Logger Group Name and Logger Group Description.

Both fields must be filled out to save the Group.
4. Click the Save button.

MADGETECH
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LOGGER GROUPS

E_ DISPLAY CHILD DATA

LOGGER GROUPS
NAME DESCRIPTION PARENT GROUP
) 7 NotGrouped Loggers not assigned to a group

ADD LOGGER GROUP
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“_ MadgeTech Cloud Services Overview

Managing Groups

Once a Logger Group has been created, you may then add data loggers, alerts and Deleting Groups

subgroups fot. To delete a Group, click the Trash Can icon in the Group’s row. All loggers in that Group

1. Click the arrow to the left of the Group name to expand that group. You can only will be moved to Not Grouped.
have one Group expanded at a time.

2. To add a data logger to a Group, click the Add button in the Loggers row and select
the data logger from the list.

3. Toadd anAlert to a Group, click the Add button in the Alerts row and select the Alert
from the list.

4. Toadd a Subgroup to a Group, click the Add button in the Subgroups row and type
in the Logger Group Name and Logger Group Description in the fields. Both fields
must be filled out to save the Subgroup.

.‘ MadgeTech
@ (oud Services

LOGGER GROUPS
DELETE LOGGER GROUP?

[_] DISPLAY CHILD DATA
— Do you want to delete the logger group:

Headquarters - All Loggers?

NAME DESCRIPTION

v @ Headquarters All Loggers

’ LOGGERS: 0 IN THIS AND SUBGROUPS

=
m
P ALERTS:0 IN THIS AND SUBGROUPS [ oD |

’ SUBGROUPS: 0IN THIS AND SUBGROUPS.

MADGETECH
AW madgetech.com | 16
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é MadgeTech Cloud Services Overview

Preferences MadgeTech
The Preferences section allows the user to change the display units for each @ Cloud Services
compatible parameter and the time format. The time format can either be a 12 hour A
or 24 hour clock. e LREEERENCES
Note: The time displayed is based upon the remote user’s location, not the location of UNITS
the data logger. e o
Humidity %RH
Pressure ﬂ bar | Pa | kPa MPa
Pulses Pulses
Current A
co2 ppm
Voltage mv
TC Temp G
RTD Temp "
TIME
Format 24 hour
A%m madgetech.com | 17
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a‘- MadgeTech Cloud Services Overview

Account Management

The Account Management page shows the Account Information for the MadgeTech Adding Additional Users

Cloud Services account.
1. From the Account Management page, click on the Add button in the Users section

to bring up the Adding A User dialog box.

MadSETeCh 2. Fillin the fields for the user’s Name, Company, Address and Phone. Note that some
@ (loud Services fields are required.
e ) 3. Select the User’s Security: Admin, Logger Admin, Read-only, Inactive.
ACCOUNT MANAGEMENT

ACCOUNT INFORMATION

ADDING A USER

Created Wed Sep 052018
Company  MadgeTech Name First (required) Last (required)
Address 6 Warner Road Company Company Nam Both first name & last name are required
Address Addressi
ddress2
“ § ddress3
Warner
NH 03278
Phone 603-456-2011 —
try Email required
Email miienhart@madgetech com
Contact Phone Email (required
USERS Security | Read-only o
NAME EMAIL LOGIN STATUS SECURITY LEVEL
CANCEL
{85 Lienhart, Michelle miienhart@madgetech.com Active
A MADGETECH
V' oy madgetech.com | 18
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a‘_ MadgeTech Cloud Services Overview

User Information Email Support
The User Information page shows the information for the current user. From this The Email Support button allows the user to contact MadgeTech for any support or
page, the user can update their name, company, address, phone, email or password. technical questions. Enter the subject for the email and click the Create button. This will

launch the user’s default email carrier.

-‘ MadgeTech

Cloud Services

e MICHELLE LIENHART

USER INFORMATION
Name Michelle Lienhart

Company MadgeTech

Address 2551
Prov/s ostal Co
Contact 603-456-201 miienhart@madgetech.com
EMAIL SUPPORT
Password | sessesss Canfirm New Password
Please enter your message for support:
Subject
A MADGETECH
V' oy madgetech.com | 19
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Setting Up Madgelech Cloud Services
with the Madgelech 4 Software

MadgeTech Cloud Services can be used with the PC-based Getting Started
MadgeTech 4 Software with no additional equipment
required. Data is sent from the MadgeTech 4 Software to your  MadgeTech 4 Software

Logging into the MadgeTech Cloud Services in the

MadgeTech Cloud Services account, where data can be viewed 1. open the MadgeTech 4 Software.

2. Click the File tab, and then click the Options button located at the bottom of the menu.
3. Click the Cloud tab located on the left sidebar.
4

. Signin using the MadgeTech Cloud Services account email and password and click
System Requirements the Log in button.

on any Internet enabled device.

+ MadgeTech wireless data logger(s). Data loggers must be running in real-time
recording mode.

@X MadgeTech Cloud Services

+ MadgeTech RFC1000 wireless transceiver.

+ MadgeTech Cloud Services account. Ernail Providing instant access to your

« APCwith Internet access, running the latest version of the MadgeTech Software. : tata fromyany Srtomet cnabied
Password: device!
Iforgot my password + View Data From Anywhere
+ Access Data Instantly & Securely

+ Quick & Easy Setup
+ World Class Support

MADGETECH
AW madgetech.com | 20
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Enabling a data logger for MadgeTech Cloud Services

MadgeTech wireless data loggers must be enabled to send data to the cloud.

1. Inthe MadgeTech 4 Software, L
select the data logger to connect
to the MadgeTech Cloud. Multiple

devices can be selected, by

holding the CTRL or Shift key and

either selecting additional devices

or pressing the arrow keys. .
2. Onthe Device tab, in the Control

group, click Enable Cloud

Qb ehow elaimed vinebess devic s

Progress

Monitoring. Users can also right-
click on the device and select
Enable Cloud Monitoring in the context menu.

3. Inthe Connected Devices panel, there is a Cloud column. If the Cloud column is not
visible, right click on any of the other columns and a drop down menu will appear
with other column options. Make sure the Cloud option is selected and a check
mark is visible.

4. If adataloggeris cloud enabled and is running in real-time, the Cloud icon will be
colored. If the data logger is cloud enabled but stopped or not running in real-time,
the cloud icon will appear gray. If the data logger is not connected to the cloud at all,
there will be no icon in the Cloud column.

MADGETECH
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MadgeTech

Enabling/Disabling Data Loggers
within the MadgeTech 4 Software

Disabling a data logger from MadgeTech Cloud Services

1. Inthe MadgeTech 4 Software, T — ——
select a Cloud enabled data e “‘““.”""“‘
logger. Multiple devices can be 7

selected, by holding the CTRL
or Shift key and either selecting

P Seoichby: | Mo prefesence

I Vode it — re—
additional devices or pressing o wmne  wbess |
the arrow keys. i i ot

2. On the Device tab, in the - g o
Control group, click Disable - E—

Cloud Data

Cloud Monitoring. Users can
also right-click on the device and
select Disable Cloud Monitoring in the context menu.

3. Inthe Connected Devices panel, once the data logger is disabled from the cloud,
the cloud icon in the cloud column will disappear.

Viewing Cloud Data

There are several options for viewing and monitoring cloud data.

1. From a mobile device, scan the QR code in the Cloud Options menu within the
MadgeTech 4 Software.

2. Inthe MadgeTech 4 Software, on the Device tab, in the Control group, click View
Cloud Data. Users can also right-click on a cloud enabled device and select View
Cloud Data in the context menu. This will display the cloud data in a web browser
on the local PC.

3. Inthe Cloud Options menu within the MadgeTech 4 Software, click the link on the
bottom of the Cloud tab.

4. Godirectly to cloud.madgetech.com in a web browser. No software required.

madgetech.com | 21
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a‘- MadgeTech Cloud Services Troubleshooting

Why is my data not showing up in the cloud interface?

If you are unable to view data, confirm that the logger has been successfully enabled for
cloud monitoring and is actively logging in real-time.

I am monitoring data loggers in a different time zone. Which time zone is the
cloud displaying?
Cloud data is displayed on remote devices with the recipient’s local time zone.

| started my device in real-time, shut down my computer, and now the cloud is
saying the data logger is disconnected. Why can | not see my data?

If a logger was configured for cloud viewing using MadgeTech 4 Data Logging Software,
the software must be up and running on the central PC in order to transmit data to the
MadgeTech Cloud.

My reading rate is set to 15 seconds. Why is my cloud data not refreshing that fast?

MadgeTech Cloud Services is set to refresh every 60 seconds. However, expanding the
graph will display each reading taken at the user selected reading rate.

I am recording with a multi-parameter device. How do | view the other parameters?
Clicking on the current reading will scroll through the various parameters being recorded.

| want to view my data in Fahrenheit, not Celsius. Can | change this?
Yes. Users can customize display units on the Preferences page.

Why is the Group Add button on the Logger Groups page not clickable?
All the Groups must be collapsed in order for the Group Add button to be active.

Why am | not seeing the change | just made?

Changes are entered in your browser which go to the web server, to the Cloud Relay (or
MT4) and then to the logger. After the logger has made your changes, then the changes
are in turn recorded by the website. The round trip of changes takes some time.
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For further information on the
MadgeTech Cloud Services,
please contact us:

a

(603) 456-2011

support@madgetech.com

@

madgetech.com
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A MADGETECH

A WE BUILD DATA LOGGERS

6 Warner Road, Warner, NH 03278
(603) 456-2011
info@madgetech.com
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