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Manual MSR BudgetLine Data Loggers

Reusable PDF data loggers for temperature and humidity.
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This quick start guide will help you to configure data loggers and generate PDF/Excel/CSV reports of recorded readings from it.
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MSR63 temperature data logger (-30...+70 °C) MSR83 temperature data logger (-30...+70 °C)
MSR64 temperature & humidity data logger (-30...+70 °C | 0...98 % RH) MSR84 temperature & humidity data logger (-30...+70 °C | 0...98 % RH)

MSR BudgetLine: reusable low-cost data loggers for transport and storage

Reusable PDF data loggers for cost-effective monitoring of temperature and humidity values during transport and storage.

Features:
e high measuring accuracy, DIN12830 / 21 CFR Part 1- compliant o fast data transfer and evaluation on PC
e secured START and STOP buttons e auto generated PDF report | Excel | CSV | email
e clear status and alarm LEDs, battery indicator e low battery indication
e 6-point calibration certificate included e battery life approx. 1 year, replaceable battery
© MSR Electronics GmbH, 2020-03-09. Alle Rechte vorbehalten. 3

utn

Y= MSR MSR84 MSR BudgetLine Ii 7% - MZAL Z A= UL|CH AFL2 H|ZAL APHO]| Tf2t HE

TS-TL-MSR-012

— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-MSR-012 3/15
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-MSR-012

Technical Library MSR

TESSOL

>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

MSR Electronics GmbH « Mettlenstrasse 6 « CH-8472 Seuzach « Switzerland
Phone. +41 52 316 25 55 « info@msr.ch « www.msr.ch « www.datalogger.shop

HI-1r N

Requirements

To use the MSR BudgetLine data loggers, you will require a PC with an active USB port. PC requirements: Windows 10.

Connect Data Logger

MSR BudgetLine data loggers are available with integrated USB 2.0 A-Type plug. Hence, no additional hardware or cable is required to connect the logger
with a PC. Note:The logger will be STOPPED automatically after 10 seconds when connected with a PC. You can also STOP the logger manually by pressing
the STOP button continuously for 5 seconds until the Red LED is on.

Open Data Logger USB drive «PDF_Logger» that contains soft copy of the Quick Start Guide Calibration Certificate « CXXXXXXXXXX.pdf» and
«Ul4Report» — to get a report of recorded readings in PDF / Excel / CSV formats.

a | W H= Manage PDF_LOGGER (E)
Home Share View Application Tools
« v 4 & » PDF_LOGGER (E:)
Mame Date modified Type Size
#r Quick access
g LOG 07-07-202111:10 INR Fite 1KB
@ OneDrive & C7242100001 06-07-2021 12:35 Microsoft Edge P... 55 KB
-07-2021 10:3 Applicati 476
I This PC I UdReport 06-07-2021 10:36 Application 6 KB
1% UReportlibrary.dil 06-07-2021 10:35 Apphcation exten... 93 KB
= PDF_LOGGER (E) Eﬁ Quick Start Guide 31-12-2020 17:41 Microsoft Edge P... 207 KB
o Network & PdfSharp. Charting-gdi.dil 05-02-201902:51 Application exten... 92 KB
- %] PdfSharp-gdi.dil 05-02-2019 02:51 Application exten... 572 KB
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Configuring Data Logger

Connect the data logger to the PC, open the data logger folder «PDF_LOGGERY, double-click on Ul4Report and

click on Configuration window at the top on top LOG
G C7242100001
i ‘ > [@ UldReport
& vireport 1.0

= . Ul4ReportLibrary.dil
; -
— e @ Quick Start Guide

i
User Description B PdfSharp.Charting-gdi.dll

ooger oerval  [R® ey [ [ PdfSharp-gdi.dil

Start After o oAy " win

Alarm
Temp High None O Single @ Cumulative

Temp Low g None O Single @ Cumulative

Temperature Unit _.,C Az Confirmation Window
Time Zone f Current data in device will be permanently lost.

Device Password 5
O None @ Enable “7 single use lagger will not be reconfigured again.

Total Logging Period  FESEVEryTFTYV

2 it yorm i cioek it ok R ok okttt [ m

et

Enter User Description, Logger Interval, Start After (delay start time), Alarm Limit, Alarm Delay Time, Alarm Type, Temperature Unit, Time Zone, Device
Password (optional), User Email (optional) and click on Configure.
By configuring the data logger the last recorded readings saved in its internal memory will be erased automatically. Click Yes to continue.
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I8 confirmation Window - | X

Device Confirmation Message =

o New data is loaded in the device,

Please validate data in configuration screen before removing
the device.

New data is loaded in the device. Please validate
data in configuration screen before removing the
device. Click OK.

Verify the set parameters and click Close or
Print to get a printout of the confirmation window.

Important Note:-

Check below LED indications just after disconnecting Logger from USB comport of PC

Do Not Use Logger if LED indications are not as listed above or Red LED is ON for once after disconnecting Logger

Close

Just after disconnecting the data logger, the green and the red LED will start flickering and then the green LED will be ON for a second indicating the
configuration of the logger has completed successfully.

Check if configuration is completed successfully:
MSR BudgetLine loggers with display will continuously indicate current reading only (START | STOP | RUN | OKAY will not be shown on the display).
Press «START» button on the data logger once; twice blinking of the green LED will indicate that the configuration is completed successfully.

Note: FailSafe Logging will be automatically started after the configuration of the data logger. This helps the receiver to get recorded readings
from the logger even if the sender forgets to press the START button while activating the data logger.

© MSR Electronics GmbH, 2020-03-09. Alle Rechte vorbehalten. 6
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START Data Loggers MSR63, MSR64 el -

st LED : LED

INDICATION gl;\ﬁﬂ INDICATION

2.0 A-TYPE TAMPERPROOF &
USB CONNECTION ROBUST CASE 2.0 A-TYPE TAMPERPROOF &

USB CONNECTION ROBUST CASE

Check the status of the logger:
Press the START button once and check the LED indication:

LED Indication Data Logger Status

green LED flashes twice waiting to START (press START button for 5 seconds to START)
green LED flashes once STARTED (in delay start mode)

green LED flashes once recording — OK (no alarm condition)

red LED flashes once recording — alarm condition

red LED flashes twice STOPPED

yellow LED flashes twice low battery

START the data logger:

Keep the START button pressed continuously for 5 seconds until the green LED flashes, followed by a flashing of the red and green LED»s. Once the red
and green LED»s stop flashing you may check the status by pressing the START button again for once which will flash the green LED for once confirming the
MSR data logger has been started successfully.

Note: Do not use the data logger if no LED is ON or if the red LED flashes twice after pressing the START button. Replace the battery if the yellow
LED flashes twice. Avoid using the logger without battery replacement.
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START Data Loggers MSR83, MSR84 - e
TAMPERPROOF &
ROBUST CASE
LED
INDICATION
2.0 A-TYPE "

USB CONNECTION

Check the status of the data logger: During recording [RUN] & Stop [STOP] mode, press the START button once to view MIN | MAX | AVERAGE values.

Display Indication:

LCD Indication Data Logger Status

Only Current Reading not started

START waiting to START recording (in delay start mode)
RUN started recording

STOP recording is stopped

OK no alarm condition

NOT OK LO | HI alarm condition

Lo VOLT low battery

START the data logger:

Initially, the current reading will be shown on the display before starting the data logger. Keep the START button pressed continuously for 5 seconds to start
the logger. The green LED and the red LED will start flickering confirming the logger has been started successfully. The display will indicate START until the
delay start time is over. After completion of the delay start time, the display will indicate RUN and the current reading confirming logger has been started
successfully.

Note: Do not use the data logger if START is not shown on the display or if the LED is not ON after pressing the START button for 5 seconds.
«Lo VOLT» on the display indicates low battery. Avoid using logger without battery replacement.
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Multi-Function
LCD Display

NOT OK [X]

MIN  MAX

oK M START

e H HH

AVERAGE VoLT

RUN SsTOP

Logger

¢ 10

START

oK sTOP

230

Waiting to START
Press START button continuously
for 5 seconds to start logger.

Logger is STARTED
Logger is waiting till
delay start time is completed.

Logger is in STOP mode
Press STOP button continuously
for 5 seconds to stop the logger.

Logger is in recording mode

oK

RUN
Alarm n
Status Ll =

NOT OK [X] l n
LO ALARM °

RUN RUN

NOT OK [X] I r' NOT 0K [X] l n
*c LO ALARM C:
HI ALARM ' . L' HIALARM ' . Ll

OK - No Alarm Condition

Low Alarm Condition

High Alarm Condition Low & High Alarm Condition

oK

JEED]

oK

215

AVERAGE

Min/Max/Avg Values oaed s

During recording or Stop ' -l .
Mode, press START button l l C

once to view all values. -

MIN
Minimum

Low Battery Indication oK sTop

Avoid using the logger '

without battery
replacement. L D

voLT

Maximum

Average
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Precautions for Sender

e Store the data logger in a cool and dry place.

e Don’texpose the data logger to direct sunlight and avoid condensation forming inside the unit.

e Alittle pre-cooling is advisable in case of lower temperature application.

e Don't use the data logger if START is not shown on the display or if the LED is not ON after pressing the START button for 5 seconds.

START OK RUN
E 3 ﬂ‘c E 3 ﬂ'c
Waiting to START Logger is STARTED Logger is in recording mode
Press START button continuously Logger is waiting till
for 5 seconds to start the logger. delay start time is completed.

e «Lo VOLT» on display / yellow LED flashes indicates low battery. Avoid using the data logger without battery replacement.

oK STOP

Lo

voLT

e Record the complete details (serial number of data logger, start data & time) prior to starting the logger.

e Place the data logger as close to the application as possible.

o Never allow the data logger to remain loose, especially during transit.

e Frequent rattling may reset the logger.

e Clearly mark the box containing the loggers so that it is easily identified at the end of the measurement period

© MSR Electronics GmbH, 2020-03-09. Alle Rechte vorbehalten 10
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Precautions for Receiver

« Identify the box containing the data logger.
* Note down the time when the logger is removed from the box.
e Check LCD / LED indications.

¢ 10

Logger is in recording mode Logger is in STOP mode
Press STOP button continuously for 5
seconds to stop the logger.

e Inform the sender immediately if NO LCD/LED indications are found at the time of receipt/removed from the box and do not try to connect the data
logger with a PC.

e Press the STOP button for 5 seconds (until the display indicates STOP) to stop the logger.

e The data logger will be automatically stopped after 10 seconds when connected with the USB port of a PC.

e Before connecting it with the USB port of a PC, allow the logger to come to room temperature.

e Retrieve the recorded data from the logger as your first priority.

o After stopping, when the logger is connected for the first time to the USB port of the PC, both LEDs (green and red) will start flickering, indicating the
report generation of the recorded data is in process. Do not disconnect the logger until both LEDs (green and red) are ON continuously, which
indicates the report of the recorded data is ready.

e Once the report of the recorded data is generated, whenever the logger is connected to the USB port of the computer, both LEDs (green and red) are
ON continuously, which indicates the data logger is in stop mode and the report of the recorded data is already generated.

e Plug the logger on the USB port, open the folder «PDF_Logger» and double click on «Ul4Report». This will open «Ul4Report 1.0». Now select your
required «Report Format» - PDF | Excel | CSV and click on «Process Report». Your selected report format will be automatically saved in the default
location «C:\Documents\UI4Report\data». You may also choose your location to save the report or send to a third party by adding their email ID.

e Don'’t remove the USB cap or connect until the logger comes to room temperature.

e Don't retry connecting the logger if the report generation process is not started/completed after connecting the logger with the PC in the first attempt.

e Don't open the casing of the data logger or remove the battery. Doing this may delete the recorded readings from the logger permanently.

© MSR Electronics GmbH, 2020-03-09. Alle Rechte vorbehalten 1
o
o
o
0
=
I_—‘ HE MSR MSR84 MSR BudgetLine DiF - HZAL JE AHEAL|CEH AP H[Z=AF AP0 mf2t HEE 4 JAELIC
7))
-
— We measure, we calibrate, we validate. EHE - www.tessol.com TS-TL-MSR-012 /15

KOLAS = XSl w3 7|2 - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-MSR-012

>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-MSR-012

Tfssal Technical Library MSR

MSR Electronics GmbH « Mettlenstrasse 6 + CH-8472 Seuzach + Switzerland
Phone. +41 52 316 25 55 « info@msr.ch « www.msr.ch « www.datalogger.shop

HI-1r N

STOP Data Logger

To stop recording, press the «<STOP» button continuously for 5 seconds until the red LED is ON.
Note: Logger will be automatically STOPPED after 10 seconds when connected with the USB port of a PC.

Report Generation

MSR BudgetLine data loggers are available with integrated USB 2.0 A-Type plug. Hence, no additional hardware or cable is required to connect the logger
with the PC. After stopping, when the logger is connected for the first time to the USB port of the computer, both LEDs (green & red) will start flashing to show
the report generation is in process. Do not disconnect the logger until both LEDs (green and red) are ON continuously, which indicates the report is
ready. Once the report is generated, whenever the logger is connected to the USB port of the computer, both LEDs (green & red) are ON continuously, which
indicates the data logger is in stop mode and the report is already generated.

Open data logger USB drive «PDF_Logger» that contains soft copy of the Quick Start Guide and the Calibration Certificate « CXXXXXXXXXX.pdf» and
«Ul4Report» — to get a report of the recorded readings in PDF / Excel / CSV formats.

& | 0= Manage PDF_LOGGER (E)
Home Share View Application Tools
« “ 4 & * PDF_LOGGER (E)
Marne Date modified Type Size
7 Quick access
B os INR Fite 1 KB
@, OneDrive LE C7842100001 Microsaft Edge P... 35 KB
D6-07-2021 10:3 e 17K
I This PC -UldRepod D 021 136 Application o KB
Ul4ReportLibrary.dil 06-07-2021 10:35 Application exten... 95 KB
we PDF_LOGGER (E:) [E Cuick Start Guide 31-12-2020 17:41 Microsoft Edge P... 207 KB
db Network PdfSharp.Charting-gdi.dll 03-02-201902:51 Application exten... 92 KB
i %] PdfSharp-gdi.dll 05-02-2019 02:51 Application exten... 572 KB
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Process Report — PDF / EXCEL / CSV Format

Double-click on UI4Report shown in the drive «PDF_Logger» to open the «Ul4 Report 1.0» window.

UlReport 10
I8 uirep

Report Format: Select your required report format (PDF or Excel or CSV).
Report Action:
o Default Location: This will open a report of recorded readings in your selected format and save it in the default location
C:\Users\{User}\Documents\UI4Report\data
e Choose Your Location: This will open a report of recorded readings in your selected format and save it in your specified location.
e Send Report by Email: This will send an email of the selected report format of recorded readings to the email ID specified.
e Click on Process Report to perform the selected action.
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Report Analysis

Selected report format of recorded data will be automatically opened and saved at your selected location just after clicking «Process Report».
SU— =i

MSR 83 Report L oK H
Davice Information: Q ‘ Q
S e S |
Davice Sep INfOmaTon.
o i T Alarm Status
o i 2O 1 e oma o e
i Low e ek, oy 1 2
Summary & S i osrantiupep L OK H

St T TIBAID (T AZAO AM

Statistical Data ot e )
Racorded Data information: LOW ngh
T —— peep—r— prp—— Alarm Alarm
- — -4

M Tapen e No Alarm

0,
User Descrigtion: MSR 83 2001 | Sevai Wumber: TRIZO00S0Y {Logger Imerval: 00 W04 Min Sr Date Time c
o LIS e
o 1 4-JUN-2019 16hr: 16min 245
2 4-JUN-2019 16hr:17min - 208 po_dings with Alarm Limits
& 3 4-JUN-2019 16hr: 18min 187
4 4-JUN-2019 16hr: 19min 154
. 5 4-JUN-2019 16hr:20min 126
Graphical View . e g 6  4-JUN-2019 16hr21min 126 Readings Below Low Alarm Limit
H SRS S S 7  4-JUN-2019 16hr:22min  13.0
8 4-JUN-2019 16hr:23min 200
9 4-JUN-2019 16hr: 24min 204
10 4-JUN-2019 16hr: 25min  20.8
11 4.JUN-2019 16hr: 26min 216
@ 12 4-JUN-2019 16hr: 27min  27.2
oty S A G mwo emea mRma 13 4-JUN-2019 16hr: 28min 27.7 Readings Above High Alarm Limit
e 14 4-JUN-2019 16hr: 29min  28.6
e~ LT
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Contact Us:

We are pleased that you are using our data loggers. If you have any questions, please contact the sales office where you purchased your MSR BudgetLine
data logger. More than 90 MSR sales partners in over 50 countries worldwide are available to provide you with competent advice.

MSR Electronics GmbH
Mettlenstrasse 6
CH-8472 Seuzach, Switzerland

info@msr.ch « www.msr.ch « www.datalogger.shop
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