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Part No.

XTHA-2MS0-XH

1/4" male High Pressure x male Quick-test XT, S.S.
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Connect any Quick-test XT hose to any HIP,
Autoclave Engineers, Butech, Maxpro or Parker
high pressure connection

XTHA-2MS0-XH

Specs/Attributes

Country of origin USA

Has Check Valve No

Materials Stainless Steel

Max Operating 225 °F /105 °C
Temperature

Max Pressure 10000 PSI / 700 bar / 70 MPa

Min Operating 0°F/-18°C
Temperature

Seal Materials Teflon, Viton

Wrench Size 5/8 In
16 mm

Connector End 1 9/16-18 (1/4" HM4) Male High Pressure
Connector End 2 Male Quick-test XT
Dimensions H: 1.88 in (4.78 cm) x W: 0.63 in (1.6 cm)

Ralston Instruments Inc. | ralstoninst.com | Toll Free 800-347-6575 | Phone 440-564-1430 | Fax 440-564-1480

o
M
S
0
|
fox #12: Ralston Instruments XTHA-2MSO-XH EIO|EJA|E(BR) - FMIEAF #I& AIZALICE AFS2 FZAF APEO]| a2t HEE 5
P ALct,
n
-
— We measure, we calibrate, we validate. EHZ - www.tessol.com TS-TL-RLS-030 1/1

KOLAS 2|2/ a 7|2 - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-RLS-030

