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Ralston Instruments

Part No.

QTVF-0005

Shut-off valve - 1/4" MNPT x 1/4" FNPT with male QT test
port, S.S.
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Install between a pressure gauge and the
process and isolate the process from the gauge
to perform a calibration of the gauge. After
completing the calibration open the valve and
place the gauge on-line, all without blowing
down the system.

QTVF-000S
Specs/Attributes

TS-TL-RLS-035

Country of origin
Harmonized Code
Has Block Valve
Has Vent Valve
Materials

Max Operating
Temperature

Max Pressure
Max Vacuum

Min Operating
Temperature

Seal Materials

Connector End 1
Connector End 2
Connector End 3

Dimensions

USA
8481.20.0080
Yes

Yes

Stainless Steel
225 °F /105 °C

3000 PSI / 200 bar / 20 MPa
0.00 InHg / 0.0 kPa
0°F/-18°C

Buna-N, Delrin, Teflon

1/4" Male NPT (ASME B1.20.1)
1/4" Female NPT (ASME B1.20.1)
Male Quick-test

H: 2.6 in (6.6 cm) x W: 2.5 in (6.35 cm)
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— We measure, we calibrate, we validate.
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025
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