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Part No.

XTHA-KIT3

Kit containing 1/8" MNPT, 1/4" MNPT, 1/4" FNPT stainless
steel Quick-test XT adapters
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Add this kit to any hand pump or nitrogen
control product to offer connection options for
most pressure references

XTHA-KIT3

Included Items

« Reference Connection - 1/8" male NPT x female Quick-test XT, S.S. (XTHA-1MSA)

« Reference Connection - 1/4" male NPT x female Quick-test XT, S.S. (XTHA-2MSA)

« Reference Connection - 1/4" female NPT x female Quick-test XT, stainless steel (XTHA-2FSA)

Reference Connection xTHA-2FsA

Country of origin USA
Has Check Valve No
Materials Stainless Steel

Max Operating 225 °F /105 °C
Temperature

Max Pressure 10000 PSI / 700 bar / 70 MPa

Min Operating 0°F/-18°C
Temperature

Wrench Size 3/41In
19 mm

Connector End 1 1/4" Female NPT (ASME B1.20.1)
Connector End 2 Female Quick-test XT
Dimensions H: 1.52 in (3.86 cm) x W: 0.75 in (1.91 cm)
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— We measure, we calibrate, we validate. EHZE - www.tessol.com TS-TL-RLS-064 1/1
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025
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