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TS-TL-RLS-105

Ralston Instruments

Part No.

QTHA-BLBO-2F-2F

Block & bleed valve - 1/4" female NPT inlet x 1/4" female

NPT outlet, brass

Keep a calibration system pressurized with a
fluid or gas while venting the pressure from
the device being calibrated

Specs/Attributes

Country of origin
Harmonized Code
Has Block Valve
Has Vent Valve
Materials

Max Operating
Temperature

Max Pressure
Max Vacuum

Min Operating
Temperature

Seal Materials
Connector End 1
Connector End 2

Dimensions

USA
8481.20.0080
Yes

Yes

Brass

225 °F /105 °C

3000 PSI / 200 bar / 20 MPa
0.00 InHg / 0.0 kPa
0°F/-18°C

Buna-N, Delrin, Teflon

1/4" Female NPT (ASME B1.20.1)

1/4" Female NPT (ASME B1.20.1)

H: 3.57 in (9.07 cm) x W: 2.31 in (5.87 cm)

QTHA-BLBO-2F-2F
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— We measure, we calibrate, we validate.
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025

FEIE -

2! Ralston Instruments QTHA-BLB0-2F-2F HIO|E{A|E(H &) - RIZAL ¢ 2 RtZ2IL|CH AFF2 M| ZEAF AP Of| mh2f HAE 2
&

www.tessol.com

TS-TL-RLS-105 1/1


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-RLS-105

