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Part No.

XTHA-2FS0

1/4" female NPT x male Quick-test XT Adapter, S.S.
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Connect to pressure gauges, pressure
transmitters and pressure calibrators to 10,000

psi

XTHA-2FS0
Specs/Attributes

Country of origin USA
Has Check Valve No
Materials Stainless Steel

Max Operating 225 °F /105 °C
Temperature

Max Pressure 10000 PSI / 700 bar / 70 MPa

Min Operating 0°F/-18°C
Temperature

Seal Materials Teflon, Viton

Wrench Size 3/41n
19 mm

Dimensions H: 1.56 in (3.96 cm) x W: 0.75in (1.91 cm)

Ralston Instruments Inc. | ralstoninst.com | Toll Free 800-347-6575 | Phone 440-564-1430 | Fax 440-564-1480

2! Ralston Instruments XTHA-2FSO G|O|E{A|E(FE) - MZEAL (2 K2 L T ALES B|ZAL AFHO]| w2t A Sl 4= Ql&LCt

TS-TL-RLS-138

— We measure, we calibrate, we validate. EZE - www.tessol.com TS-TL-RLS-138 1/1
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-RLS-138

