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Part No.

QTHA-KIT29

Ralston Quick-test Metric Connection Kit
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Kit to connect to male and female metric
fittings

s
Ralston lnstrument

ra|stoninst.(0m

QTHA-KIT29
Included Items
« Female 12x1.5 - 12 x 1.5 mm female quick-connect x male Quick-test, S.S. (QTHA-MFS0-1215-QD)
« Female 20x1.5 - Metric Female x Male Quick-test adapter, Brass (QTHA-MFB0-2015)
* Male 14x1.5 - Male M14 x 1.5mm x Male Quick-test adapter, brass (QTHA-MMB0-1415)
« Male 20x1.5 - Male M20 x 1.5mm x Male Quick-test adapter, brass (QTHA-MMB0-2015)
« Hose - Quick-test 6900 psi hose, brass hose ends, 1 m (3.3 ft) long (QTQT-HOS-1m)
« Bag - Zippered bag to hold hose and adapters, nylon (SM-0084)

Female 12x1.5 QTHA-MFS0-1215-QD
Country of origin USA
Has Check Valve No
Materials Stainless Steel

Max Operating 225 °F /105 °C
Temperature

Max Pressure 5000 PSI / 350 bar / 35 MPa

Min Operating 0°F/-18°C
Temperature

Seal Materials Buna-N, Teflon

Connector End 1 1215 Female Metric Parallel Thread
Connector End 2 Male Quick-test

Dimensions H: 1.67 in (4.24 cm) x W: 0.94 in (2.39 cm)
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Female 20x1.5 QTHA-MFB0-2015

Country of origin USA

Dimensions A 0.00 In / 0.00 mm
Dimensions B 0.00 In / 0.00 mm

Has Check Valve No

Materials Brass

Max Pressure 5000 PSI / 350 bar / 35 MPa
Seal Materials Buna-N

Connector End 1 Male Quick-test
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Male 14x1.5 QTHA-MMBO-1415

Country of origin USA
Has Check Valve No
Materials Brass

Max Operating 140 °F / 60 °C
Temperature

Max Pressure 5000 PSI / 350 bar / 35 MPa

Min Operating 0°F/-18 °C
Temperature

Seal Materials Buna-N

Wrench Size 5/8 In
16 mm

Connector End 1 14 x 1.5 Male Metric
Connector End 2 Male Quick-test
Dimensions H: 1.56 in (3.96 cm) x W: 0.62 in (1.57 cm)

Male 20x1.5 QTHA-MMB0-2015

Country of origin USA
Has Check Valve No
Materials Brass

Max Operating 140 °F / 60 °C
Temperature

Max Pressure 5000 PSI / 350 bar / 35 MPa

Min Operating 0°F/-18°C
Temperature

Seal Materials Buna-N

Wrench Size 1.063 In
27 mm

Connector End 1 20 x 1.5 Male Metric
Connector End 2 Male Quick-test
Dimensions H: 1.86 in (4.72 cm) x W: 1.06 in (2.69 cm)

Hose QTQT-HOS-1m
Burst Pressure 27000 PSI / 1860 bar / 185 MPa
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Hose QTQT-HOS-1m

Color Silver
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Country of origin USA

Fluid Media Air,Inert Gas,Natural Gas,Petroleum Based Oil,Water
Hose Length 1m/ 3.28 ft

Inner Diameter 0.08 In / 3.00 mm

Length 1.00m / 3 ft3in

Materials Brass

Max Operating 140 °F / 60 °C
Temperature

Max Pressure 6900 PSI / 475 bar / 48 MPa
Max Vacuum -30.00 InHg / -101.6 kPa
Media Compatibility Air, Inert Gas, Natural Gas, Petroleum Based Qil, Water

Min Operating -40 °F / -40 °C
Temperature

Minimum Bend Radius 1.00 In / 26 mm
Outer Diameter 0.20In / 6.00 mm
Type Qr

Bag sm-0084

Materials Zippered Nylon

Country of origin USA

Weight 3 0z / 85 grams

Dimensions H: 6 in (15.24 cm) x W: 1in (2.54 cm) x D: 7 in (17.78 cm)

Ralston Instruments Inc. | ralstoninst.com | Toll Free 800-347-6575 | Phone 440-564-1430 | Fax 440-564-1480

2! Ralston Instruments QTHA-KIT29 G|O|E{A|E(FE) - MZAL LE RIZL|CE AFEFS ®|ZAFAPEOf w2t HAE 4 A&L|Ct.

TS-TL-RLS-176

— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-RLS-176 3/3
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-RLS-176

