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% SUUﬂdUJﬂtef Let’s get started Pipe and liquid parameter selection and input screens

Begin by wiring power—use the wire color codes shown below (for your supplied connecting cable)
After your flowmeter is powered, download the SoundWater Orcas app to your Bluetooth enabled i0S™ o

Q U | C k Sta r.t G u I d e Android™ mobile device from the App Store™ or Google Play™

Connecting cable . i
wire color codes: &
Welcome to SoundWater Cypress CM™. [ gm—
For Optional 4-20mA& Pulse |~ "
This guide shows you how to download the Orcas app and helps you set it up and B rotvses
connect to the Cypress CM Flowmeter to start taking measurements 2 puse location

yunits Display (=) Pipe & Liner @ Liquid «< Outputs

(NPN type open drain)
h (1.2W max)
. . > - W 4 Power ground OV

5 4-20mA Active Toggle between Drag and drop Select PipeType, | select Liquid Type | Select the Outputs
o) Output 9 (f:lz""r:?teyf”' 9 Add your 0 Setup your metric and the measurement | Size and Wall and Temperature | menu to setup any
4 Wi . location. location. imperial units of | types that you rely | Thickness from from pre-loaded | optional hardware
2 For Optional our pre-loaded
] MODBUS RTU / RS-485 At launch the app Launching the app Drill down through measure onmost o cispley Toran o0 domt % "M“;Zf;‘“ﬂés
g B NotUsed will find any nearby lands you on the the Required parameter Select Flow Rate, O the main coe your oxact s e
1 2 Rsass beta ) Cypress flowmeters. locations screen. Begin | selections and choose Volume, and sereen pipe type, select o e
@ = Select the flowmeter by tapping on the add from the pre-loaded Velocity from a similar pipe, outputs.
A ; 3 ;ﬁ”ﬁ'ﬁj” oe you want to connectto | location (+) button. pipe types, pipe our pre-loaded e ard ol The image above
G MA0E I ¢ from the list The app always beging | dimensions, and fluid parameter values hiekoess, Then. at displays the
-, M 4 Power ground OV '€ 8PP aIWeYS DEGINS |\ bases. or add custom s MODBUS RTU
t‘. £ 5 RS485 Data (-) with this screen at values. the bottom of the setup options.
g - launch making it easy to | Give your location a screen, you may
4 access previously saved | name, then save. Each manually edit the
location settings. location’s settings can pipe dimensions
be stored in the Orcas to your specific
app, ready for reuse. configuration
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Parameters all set! | i Preparing and mounting the sensor Measure flow!
Now set your transducer spacing. i e (3]
Refer back to the
With your location parameters completely defined the app will now show (1) Cover the entire bottom Rest the transducer on Orcas App to get your
a transducer spacing at the bottom of the screen. Use this value to set the o = face of each transducer the pipe—it self aligns! flow measurements
position of transducers on the Cypress flowmeter. = Begin by gently rotating and retracting the with the coupling gel.
e 3 Or, wire the MODBUS

tall thin silver knobs until they stop.

RTU output to any
PLC/SCADA system
to record flow.

4" ABS sch40

within the pipe. ]
| =

Unlock the movable |
transducer with | 4
a slight counter-
clockwise turn

of the short- e
wide knob. =

H

Once unlocked,
slide the transducer
to the indicated
measurement on

7 the integrated ruler, -
and lock in place (4]

with a clockwise Be sure that the two flowmeter parts are aligned axially with matching color ﬂ
turn of the short- (5)

(ie., black ends on same side, and white ends on same side).

Support
Email SoundWater Technologies

Transducer spacing wide knob.
BEFORE fully securing the straps, be sure to orient the two flowmeter parts Rotate the tall thin silver knobs clockwise to press @t Support@soundwatertech.com

180 degrees apart. Simply aligning by eye is sufficient—but do your best! the transducers firmly against the pipe. or call 1-509-899-7838
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