>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-SPS-006

TESSOL  technical Library SpotSee

SpetsSee

Thermax® Temperature Indicators

Thermax irreversible 2= X|A| A= S5 A4} ¥i3) 7] &3 7|¥to 2 g 7hashal FAIAQ 2= 2y

g3 224Uk,
ol AINAL A7 A4 Lm0l RS Aukt ML S G PR 2 7S 3t
257t 323 hRE| 3§ Hopo] A§F & YEUTh

7R3 £ 4ol 924 £2 A7 0482 7999 Agu
%

B

(o]

SF SAISA o Al R Aol BAelo] /1% A O2 g 49
sutt

=] .

THERMAX ® 4 L. RANGE J.
249°C  260°C  280°C  290°C

500°F 536°F
CENTERS TURN BLACK AT RATING SHOWN
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49 54 60 65

489 500 536 554 °F
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°F 99 104 111 115 120 129 140 144 149 160

°C 37 40 44 46 49 54 60 62 65 71
10 LEVEL SPECIFICATIONS
°F 171 180 190 199 210 219 230 241 250 261

B Size: 2.00” x 0.7” (51x18mm)
°c 77 82 88 93 99 104 110 116 121 127
Scale: °F and °C

°F 270 280 289 300 309 320 331 340 351 360 . .
c °C 132 138 143 149 154 160 166 171 177 182 Type: Vertical, Self Adhesive
Units/Packs: 10
°F 370 379 390 399 410 421 435 450 466 480

°C 188 193 199 204 210 216 224 232 241 249

99 104 109 115 120 129 140 149
37 40 43 46 49 54 60 65
160 171 180 190 199 210 219 230
71 77 82 88 93 99 104 110
241 250 261 270 280 289 300 309
116 121 127 132 138 143 149 154
320 331 340 351 360 370 379 390
160 166 171 177 182 188 193 199
399 410 421 435 450 466 480 489 500
204 210 216 224 232 241 249 254 260

8 LEVEL SPECIFICATIONS
Size: 2.00” x 0.7” (51x18mm)
Scale: °F and °C

Type: Vertical, Self Adhesive
Units/Packs: 10

8 91 93 99 104 108
29 33 34 37 40 42
111 115 120 129 140 144
44 46 49 54 60 62
149 160 171 180 190 199
65 71 77 82 8 93
210 219 230 241 250 261
99 104 110 116 121 127
270 280 289 300 309 320
132 138 143 149 154 160
331 340 351 360 370 379
166 171 177 182 188 193
390 399 410 421 435 450
199 204 210 216 224 232
466 480 489 500 536 554

THERMAX LEVEL 6 MINI STRIPS
Size: 47" x 1.26” (12x32mm)
Scale: °F and °C

Type: Horizontal, Self Adhesive
Units/Packs: 10

241 249 254 260 2

489 500 536 554 °F
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°F 99 111 120 129
°C 37 44 49 54
°F 140 149 160 171
°C 60 65 71 77
°F 180 190 199 210
°C 82 8 93 99
°F 219 230 241 250
°C 104 110 116 121

EE. THERMAX ® 4 L. RANGE J. THERMAX LEVEL 4 STRIPS
29°C 2600 2800 290C Size: 0.91”x1.77” (23x45mm)

°C 127 132 138 143 ) .
Type: Horizontal, Self Adhesive
°F 300 309 320 331 o °
Scale: °F and °C

°C 149 154 160 166
°F 340 351 360 370
°C 171 177 182 188
°F 379 390 399 410
°C 193 199 204 210
°F 421 435 450 466
°C 216 224 232 241
°F 480 500 536 554
°C 249 260 280 290

480°F _ 500°F  536°F  554°F )
CENTERS TURN BLACK AT RATING SHOWN Units/Packs: 10

°

320 330 340 350
160 166 171 177
360 370 380 390
°C 182 188 193 199
°F 400 410 420 435
°C 204 210 215 224

°

°F 105 110 115 120
°C 40 42 44 46

°F 120 130 140 150

°C 49 54 60 65

°F 160 170 180 190

°c 71 77 82 88

°F 200 210 220 230 49 54 60 65 THERMAX LEVEL 4

'c 93 99 104 110 m MICRO STRIPS

°F 240 250 260 270 Size: 0.15” x 0.43” (4x11mm)
°C 116 121 127 132 49 54 60 65 Type: Horizontal, Self Adhesive
°F 280 290 300 310 Scale: °F and °C

°C 138 143 149 154 Units/Packs: 10
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°F 91 219 4 LEVEL MICO ENCAPSULATED
°C 33 104 T[M SINGLE TEMP

°F 93 230 Size: 0.47” x 0.51” (12x13mm)
°C 34 110 °F Scale: °F and °C

°F 99 241 93 Units/Packs: 50

oc 37 116 THM Type: Single temperature

°E 104 250 o indicator shows when maximum
°C 40 121 93 temperature has been achieved.
°F 108 261 Self-adhesive.

°C 42 127

°F 109 270

°C 43 132

°F 111 280

°C 44 138

°F 115 289

°C 46 143

°F 120 300

°C 49 149

°F 129 309

°C 54 154

°F 140 320

°C 60 160

°F 144 331 421

°C 62 166 216

°F 149 340 435

°C 65 171 224

°F 160 351 450

°c 71 177 232

°F 171 360 466

°c 77 182 241

°F 176 370 480

°C 80 188 249

°F 180 379 489

°C 82 193 254

°F 190 390 500

°C 88 199 260

°F 199 399 536

°C 93 204 280

F 210 410 554

°C 99 210 290
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°F 105 110 115 120 130
°C 40 43 46 49 54

°F 140 150 160 170 180

°C 60 65 71 77 82

°F 190 200 210 220 230

°C 88 93 99 104 110 5 LEVEL

°F 240 250 260 270 280 CLOCK SPECIFICATIONS

°C 116 121 127 132 138 Size: 0.55” Dia. (14mm)

°F 290 300 310 320 330 Type: Circular, Self Adhesive
143 149 154 160 166 Scale: °F and °C

340 350 360 370 380 Units/Packs: 10

171 177 182 188 193

390 400 410 420 435

199 204 210 216 224

450 465 480 490 500

232 241 249 254 260

°

o

A Ao Pl Bo

°

°F 99 104 109 115 120
°C 37 40 43 46 49

°F 120 129 140 149 160
°C 49 54 60 65 71

°F 171 180 190 199 210
°c 77 82 8 93 99

°F 219 230 241 250 261
°C 104 110 116 121 127
°F 270 280 289 300 309
°C 132 138 143 149 154
°F 320 331 340 351 360
°C 160 166 171 177 182
°F 370 379 390 399 410
°C 188 193 199 204 210
°F 421 435 450 466 480
°C 216 224 232 241 249
°F 480 489 500 536 554
°C 249 254 260 280 290

5 LEVEL SPECIFICATIONS
Size: 2.00” x 0.7” (51x18mm)
Scale: °F and °C

Type: Vertical, Self Adhesive
Units/Packs: 10
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