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Our Multi-use Temperature
Logger with Long Range
Bluetooth Connectivity.

THE EDL-BT55 is a long-range Bluetooth temperature data logger
using a power saving Nordic N51822 chip.

With a range of 55 meters, you can enjoy the convienence of
capturing and viewing all of your critical refrigerator monitoring,
in real time right from your smartphone. Then, email files immedi-
ately with full graphs, and time-stamped data,

This logger comes with a one-meter external probe, and can store
up to 12K data points. Its small size, light weight, and high-accu-

racy thermistor make it an ideal data logger for your refrigerators,
pharmacies, warehouse or totes.

With the mobile phone APE the user can configure programming
durations, and see detailed time-stamped data in either Fahren- Temperature Range

heit or Celsius.. -40° C to +80° C
-40° F to +176° F

Applications
= Refrigerated storage and transportation, Temperature Accuracy
= Archives, +0.5°C
= Experimental (test) rooms, Memory
= Workshops, 256k
= Museums,
Storage

= Pharmaceutical environments,

12,000 data points
= Fresh transport.

Product Features

= Real-time display of parameters,

= High precision and high stability,

= Bluetooth 4.0,

= Long-distance wireless communication,

= Built-in high-sensitivity temperature sensor,

= Can store 12,000 temperature data points,

= Alarm temperature limits set by user,

= Temperature graphs can be automatically generated using the APP.
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2 EDL-BT55 SKU#7067 Specifications

= Software Highlights: .

E Temperature Data Logger is a free mobile applica- Memory: 256k Tamperatue

& tion provided to connect to the EDL-BT55 using Storage: Up o 12,000 data points

e Bluetooth technology. With the mobile phone APP ) o o o o

A the user can wirelessly download the data through Temperafure Range: A0° (o +80° C/40° Fho +176°F

? the GPRS network, and use configuration tools to Temperature Accuracy: +0.5° Cfrom -20° to +40° C, +1.0° C at exiremes
w achieve a full-stage real-time temperature and +0.9° F from -4° 1o +104° F, +1.8° F ot extremes

humidity recording. Options include changing . N )
settings, data transmission, recording, synchroniza- Signal Frequency Tronsmission: 2.400- 2.48336Hz
tion, and uploading to a server. Works with Protocol: Bluetooth 4.0

Android, 10S, and Windows 10.

Modulation Mode: GFSK
Transmission Interval: 25
Communication Rate: 1Mbps

@a 0o Receiving Sensitivity: 1Mbps@-93bm

@f Moo=l R %

(¢] Data Records Maximum Transmission Distance: 55 meters
Data Record Internal Battery: (R2450
SN 13180446 . .
Storagentenal 602 Battery Life: 1 year. (Depends on mode of operation.
pratonl 6260 Replaceable battery)
Max Temp 28.7°C

Min Temp 18.7°C .

vty Net Weight: 259
Min Humidity . .

StartTime 2018.06-02 19:36:43} Raiatogger Dlmen5|0n2 50mm X 35mm X ]5mm

EndTime 20180608 13:23:03 [RCHNN.

Summary

Temperature and humidity grg View Data

OEB B RI = 4 .l 49% @ 12:48 PM

300 Send Email

View Data
200
1 2016-12:07 20:57:31 20.7°C
2 2016-12:07 20:58:31 11.6C ~%
LRl Y- BN 3 20161207 2050:31 6.0C ~%
Preview 4 20161207 21:00:31 22C ~%
5 2016-12:0721:01:31 0.6C %
BB % 1 ill 47% 12+ 02:31 29T %
B E ) il 47% & Data Report 6 2016-12:0721:02:31
ScanDevice ¥ C 7 201612:0721:0331 “49C ~%
NO 131804462018060818432 8 20161207 21:04:31 64C %
o0 2 R % 5l 64 Description  demo unit 9 2016-12-07 21:05:31 7-7C %
BTO5 - 0631 9.0C ~%
! 10 2016-12:07 21:06:31 -
Temperature -15.9 °C | Humidity — RealTime Location bangkok
Mac F6:B7:68:84:27.7D 11 201612:0721:07:31 “9-9C ~%
SN 13180446
SN 13160110 Model 3A02 (v 12 20164207 210831 108C <%

Device Name BT05(13180446)

Storage interval 60 s

' fe&:m|ure 19.74°C| Humidity 52.. Upper Temp 60.0°C Total Records 8166 13 2016120721093 T1SC
> i % MoxTemp 267 14 201612:0721:1031 “121C  ~%
ooy Mac DD:6B7E:85:4A:2E Lower temp 20.0C 15 2016-12-0721:11:31 “127C %
SN 11161147  Model 3902 (v Min Temp 185°C
— Total Records 8267 MaxHumidty % 16 2016-12:0721:12:31 131C  -%
Temperature 19.65C | Humidity 521 g1t Record Time 20180602 19:36:5  Min Humidity ~ ~% 2016:12:07 211331 134C %
Mac ED:B7:25:B2:0A:81 StartTime 201806-02 19:36:43

SN_161148° Woddl B90Z{ ocation bangkok EndTime 2018-06-08 11:41:03

RT_T

Temperature -15.83 °C | Humidity 40
Mac FF:AE:EB:0B:64:D2 Description demo unit Temperature and humidity graph
SN 11161149 Model 3902 (v

™ RT_T

Temperature 19.57 °C | Humidity 52.  Realtime Temp RH

o

2018-06-08 13:23:56

Please call 1-510-562-6450
for more information or to place an order.

www.marathonproducts.com

14500 Doolittle Drive, San Leandro, CA 94577 = jnakagawa@marathonproducts.com
Specifications subject to change without prior notice.
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