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TS-TL-NCD-446
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BID [ SA%E | EXTRUDED ALUMINUM ENCLOSURE | eS| EXT-9165 [FesmeN 29115
177 3.244
82.40
[4.50] " R 138 [ ]
[3.50] \ 2.969 | ©0.126[3.2] THROUGH
984 ‘ [75.40] ‘ /XU 0.236[6] X 90° 4X EXTRUSION
[24.99] 1 - - - {
1114 839 QTQ
[28.30] [21.30] ”l“
.393[10] X .157[4] SLOT- } t - - A2
SECTION A-A 236 4 L [3128]
SCALET : 1 [6] 5
4 PLACES END PANEL - NOT TO SCALE
8.244 END PANELS 2X
[82.40] 0.059 [1.5] THICK
3.008
[76.40]
2,969 HOLES 2X
75.40
R.138 2X [ I 2013 R.049 4X
[3.50] [74] (1.25]
R.020 TYP. 047 TYP. 059
[0.50] [1.20] r [1.50] 059
I ’ N % [1.50]
g | St r
q 118 138
1114 f R.118 2X ] 976 3 [350] 8% 2%
[2830] 738 [3] [24.80] e i o [2130]
[18.75] I _ e l
¢ a 1 Al T S ]
}
321 | t ” NOTES:
[8.15] L 020 059 P L 8307 1. MATERIAL: EXTRUSION/END PANELS - ALUMINUM
[0.50] [1.50] [6.15] [7.80]
2- FINISH: BLACK
2.732
[69.40] | 059 TYP. 3- DIMENSIONS ARE INCH[MM]
2811 [1.50] 4- TOLERANCE ON PROFILE/END PANELS = +/- .020[.50]
[71.40] TOLERANCE ON CUT LENGTH = +/- .062[1.57]
4110
[104.40] 5- SUPPLIED WITH TWO END PANELS AND EIGHT M3 X 10mm|
- STAINLESS STEEL - BLACK ZINC PLATE - FLATHEAD
EXTRUSION PROFILE PHILLIPS SCREWS FOR MOUNTING THE PANELS
2! endNode =H (media.ncd.io) - MZAL #E X2 LICH AP M| ZEAF APHO]| w2t HAE 4~ AELCE
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