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This manual contains proprietary information, which is protected by
copyright. All rights are reserved. No part of this manual may be
photocopied, reproduced or translated to another language without
prior written consent of Good Will company.

The information in this manual was correct at the time of printing.
However, Good Will continues to improve products and reserves the
rights to change specification, equipment, and maintenance
procedures at any time without notice.

Good Will Instrument Co., Ltd.
No. 7-1, Jhongsing Rd., Tucheng Dist., New Taipei City 236, Taiwan.
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SAFETY INSTRUCTIONS

This chapter contains important safety
instructions that you must follow during
operation and storage. Read the following before
any operation to ensure your safety and to keep
the instrument in the best possible condition.

Safety Symbols

These safety symbols may appear in this manual or on the
instrument.

& Warning: Identifies conditions or practices that
WARNING  -641d result in injury or loss of life.

& Caution: Identifies conditions or practices that
CAUTION  ould result in damage to the instrument or to
other properties.

DANGER High Voltage

Attention Refer to the Manual

Protective Conductor Terminal

Frame or Chassis Terminal

¥+ ® =P

Earth (ground) Terminal
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E Do not dispose electronic equipment as unsorted
municipal waste. Please use a separate collection

— facility or contact the supplier from which this

instrument was purchased.

Safety Guidelines

General » Do not place any heavy object on the
Guideline instrument.

A » Avoid severe impact or rough handling that
CAUTION leads to damaging the instrument.

» Do not discharge static electricity to the
instrument.

« Use only mating connectors, not bare wires, for
the terminals.

» Do not block the cooling fan opening.

e Do not disassemble the GPT-9500 unless you are

qualified.
Position o The rear position of the GPT-9500 should be
Guideline placed in an area with easy accessible for power

é disconnection, that is, unplugging the power
WARNING cord with ease.

o Keep away from the device under test which
connects with the GPT-9500 when test is
underway. In addition, while test is ongoing,
never touch the device under test, the GPPT-9500
as well as other relevant units.

e Any inappropriate manner that is unspecified
by the manufacturer may result in irreversible
harms or impaired protection by the GPT-9500.
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(Measurement categories) EN 61010-1:2010 specifies the
measurement categories and their requirements as follows. The
GPT-9500 does not fall under category II, Il or IV.

e Measurement category IV is for measurement performed at the
source of low-voltage installation.

e Measurement category Il is for measurement performed in the
building installation.

e Measurement category Il is for measurement performed on the
circuits directly connected to the low voltage installation.

Power Supply o AC Input voltage range:
i AC 100V - 240V £10%
WARNING Frequency: 50Hz/60Hz
o To avoid electrical shock connect the protective

grounding conductor of the AC power cord to
an earth ground.

Cleaning the » Disconnect the power cord before cleaning.

GPT-9500 » Use a soft cloth dampened in a solution of mild

detergent and water. Do not spray any liquid.

« Do not use chemicals containing harsh material
such as benzene, toluene, xylene, and acetone.

Operation o Location: Indoor, no direct sunlight, dust free,
Environment almost non-conductive pollution (Note below)

o Relative Humidity: <70% (no condensation)
o Altitude: < 2000m
o Temperature: 0°C~40°C
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GPT-9500 Series User Manual

(Pollution Degree) EN 61010-1:2010 specifies the pollution degrees
and their requirements as follows. The GPT-9500 falls under degree
2.

Pollution refers to “addition of foreign matter, solid, liquid, or
gaseous (ionized gases), that may produce a reduction of dielectric
strength or surface resistivity”.

o Pollution degree 1: No pollution or only dry, non-conductive
pollution occurs. The pollution has no influence.

e Pollution degree 2: Normally only non-conductive pollution
occurs. Occasionally, however, a temporary conductivity caused
by condensation must be expected.

e Pollution degree 3: Conductive pollution occurs, or dry, non-
conductive pollution occurs which becomes conductive due to
condensation which is expected. In such conditions, equipment
is normally protected against exposure to direct sunlight,
precipitation, and full wind pressure, but neither temperature
nor humidity is controlled.

Storage
environment

o Location: Indoor
Temperature: -10°C to 70°C

o Relative Humidity: < 85% (no condensation)

Disposal

)i¢
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Do not dispose this instrument as unsorted
municipal waste. Please use a separate collection
facility or contact the supplier from which this
instrument was purchased. Please make sure
discarded electrical waste is properly recycled to
reduce environmental impact.
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G ETTING STARTED

This chapter describes the safety analyzer in a
nutshell, including its main features and front /
rear panel introduction. After going through the
overview, please read the safety considerations in

the Set Up chapter.
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Series lineup

The GPT-9500 Series are multi-channel AC/DC withstanding
voltage and insulation resistance safety tester.

The GPT-9513 is AC/DC withstanding voltage and insulation
resistance tester with 8 channels scan - Hi & Lo setup functions.
The GPT-9503 is AC/DC withstanding voltage and insulation
resistance tester with 8 channels scan - Hi setup functions.

For the all models, the testing terminals are also mirrored on the
rear panel for added safety and for more permanent safety testing
environments.

The GPT-9500 Series can store up to 501 manual tests, and run up
to 99 manual tests sequentially within an automatic test, allowing
the safety testers to accommodate any number of safety standards,
including IEC, EN, UL, CSA, GB, JIS and others.

Note: Throughout this user manual, the terms ACW, DCW and IR,
refer to AC Withstanding, DC Withstanding and Insulation
Resistance testing, respectively.
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Lineup Overview

Model name ACW DCW IR Scan-Hi Scan- Lo
GPT-9503 v v v v
GPT-9513 4 4 4 4 v

Main Features

Performance « ACW:5kVAC
o« DCW: 6kVDC
o IR:50V~1kV
e 8-CH Scanner

Features o Ramp up time control
« Fall time control
» Safety discharge
o 501 test conditions (MANU mode)
« 99 steps per group (AUTO mode)

e 99 groups for total 500 memory locations
(AUTO mode)

« Opver temperature, voltage and current
protection

» View, Edit, Ready, Test, Stop, High Voltage and
Pass, Fail indicators

« Interlock (configurable)

nterf « RS232/USB interface for programming
nterface
« Signal I/O port for pass/fail /test monitoring

and start/stop control

o Interlock terminal for safety operation

1
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Standard Part number Description
Accessories

GHT-115x 1% Test lead set
GHT-116B x 1% Test lead (Black)
GHT-T16R x &* Test lead (Red)
Region dependent Power cord

N/A Interlock wire

* Please refer to the packing list since the accessories may vary.

Optional Part number Description
Accessories
GHT-205 High Voltage Test Probe
GHT-113 High Voltage Test Pistol
GTL-236 RS232C cable
GTL-246 USB cable (A to B type)

12
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Check the contents before using the GPT-9500 series.

Opening the box

Contents e GPT-9500 unit e GHT-115 test lead x1*
(single unit) e Quick Start Guide ¢ GHT-116B test lead x 1
e User manual CD (Black) =
e Power cord x1 e GHT-116R test leads x 8
(Red) *

(region dependent)
 Interlock wire

* Please refer to the packing list since the accessories may vary.

& Keep the packaging, including the box, polystyrene
Note foam and plastic envelopes should the need arise

to return the unit to GW Instek.

13
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. GPT-9503/9513
© 000 g
e o GUINSTEK GPT 9503 cﬂz;‘zfznwss::;::‘:f,;‘ﬂ;:z:,Tesﬂl g O (N TN

1
12
o

ltem  Description

STOP Button

START Button

POWER Switch

Soft Keys (Green Zone)
Scroll Wheel

USB A-Type Host Port
ESC/LOCAL Key
UTILITY/HARDCOPY key
CONTINUITY Terminal
RETURN Terminal

HIGH VOLTAGE Output Terminal
HIGH VOLTAGE Indicator
PAGE Key

PASS/FAIL Indicators
Arrow Keys

O M MmMmUMAMAW > OV 0 4 O U1 A W N —

Display
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The STOP button is used to
stop/cancel tests. The STOP button
will also put the tester in the READY
status to begin testing.

STOP button

The START button is used to start tests.
@ The START button can be used to start

tests when the tester is in the READY
status. Pressing the START button will
put the tester in the TEST status.

START button

POWER switch E?WEF; Turns the power on. The tester will
always start up with the AUTO (0)
@ test setting display.
Soft Keys The Soft keys correspond to the menu keys directly

above on the main display.

The scroll wheel is used to edit
parameter values. Be aware that
faster the scroll speed, bigger the
value digits can be set and vice versa.

Scroll wheel

It can connect with USB flash drive
for parameter storage and firmware
upgrade. Also, it is available for
screenshot hardcopy in association
with the Hardcopy key.

USB Host Port

ESC/LOCAL Key ~ __LOCAL ESC allows user to return to
previous page. LOCAL switches

operation back to local mode from
remote mode
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UTILITY/ HARDCOPY UTILITY changes to the main utility
HARDCOPY key setting page. Long press
HARDCOPY key for 1 second to take
a screenshot. Make sure an USB flash
disk is inserted before the action.

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

— :LONG PUSH

CONTINUITY CONTINUITY The CONTINUITY terminal
terminal (/ .\‘ (red) is used for CONT
\ / (Continuity) test. Refer to page
=7 103 for test lead connection of
CONTINUITY.
RETURN The RETURN terminal (black)
terminal is used for ACW, DCW and IR

tests.

HIGH VOLTAGE 4\ GAUTION The HIGH VOLTAGE terminal
output terminal ~ 50kAC MAX 60kDC MAX.  output is used for outputting
the testing voltage in ACW,
DCW and IR tests. The
terminal is recessed for safety.
This terminal is used in

conjunction with the RETURN

HI-POT & IR .
terminal.
HIGH VOLTAGE The HIGH VOLTAGE
indicator indicator will light up red

when an output terminal is
active. Only after the test has
finished or stopped will the
indicator turn off.

PAGE Key It is used to change among
different pages concerning
parameter editing or AUTO
mode displays.
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GYINSTEK

PASS/FAIL PASS  FALL

indicators <O> <O>

Arrow Keys ( - )( > )

GETTING STARTED

The PASS and FAIL indicators
light up upon a PASS or FAIL
test result at the end of a
MANU test or AUTO test.

The arrow keys are used to
select the digit of a value that
is being edited.

Display 4.3” Color TFT LCD display in 480 X 272 resolution
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Rear Panel Overview
(0]
. GPT-9503/9513
00000 O QO
4 2 AR o

®@of=)o [[E) @@

/N FUSE RATNGT#A_ 250V

= ENSURE THE POWER IS REMOVE
FROM THE INSTRUMENT BEFORE

REPLACING THE FUSE

RETURN

CAUTIONSs0kvAG max
HIGH VOLTAGES.0 VDG MAX.

AN
©
O O

Item Description

1 RS232 Interface Port

USB B-Type Interface Port
Signal I/O Port
INTERLOCK Terminal
TEST OUTPUT Switch

Fan

HIGH VOLTAGE Indicator
GND

AC Mains Input (Power Cord Socket)
RETURN Terminal

HIGH VOLTAGE Output/RETURN Terminals from CH1 - CHS8
(RETURN function is only available for GPT-9513)

W > OV 0 N O U1 A WN

18

2. GW Instek GPT-9500 Al2|= T 7 & - M|ZAL ¥Z A= YULICEH AFL2 RIZALAFEO| w2f HEE 4 AELICH

N
o
T
3
(&
A
7
(]
-

— We measure, we calibrate, we validate. ElE - www.tessol.com TS-TL-GWI-002 18 / 288
KOLAS = H|Zelwd7|et - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-GWI-002

rfssnl Technical Library

GUWINSTEK GETTING STARTED

RS232 Interface The RS232 port is used for remote

Port control.
USB B-Type < The USB B-Type port is used for
Interface Port remote control.

SIGNAL I/O port  SIGNAL 1/0 The SIGNAL I/O port is used to

50000 monitor the tester status (PASS,
FAIL, TEST) and input (START/

STOP signals).
INTERLOCK 'LNJEE The INTERLOCK terminal is used
Terminal to connect with interlock wire for

@@ safety operation.

TEST OUTPUT ouipur  When SIGNAL I/O is utilized,
switch Alh depending on the applied device, it
go- il can be toggled between power
symbol and contact symbol.

-go- H1|F
Contact symbol ~ Power symbol
Fan/Fan Vents Exhaust fan. Allow enough room
for the fan to vent. Do not block the
fan openings.

HIGH VOLTAGE HI oLt The HIGH VOLTAGE indicator will

Indicator light up when an output terminal is
active. Only after the test has
finished or stopped will the lamp
turn off.
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GND o Connect the GND (ground)

@ terminal to the earth ground.
© 5
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AC 100 —240V ~~

AC Mains Input soeoriz soova wax. AC Mains Input for Power Cord
Socket: 100 - 240 VAC £10%.

The fuse holder contains the AC
mains fuse. For fuse replacement

FUSE RATING details, see page 45.
RETURN The RETURN terminal is used for
terminal : _RETURN ACW, DCW and IR tests. Note that

it can be shared by HIGH
VOLTAGE output terminals (CH1 -
CHS) jointly at the same time.

The HIGH VOLTAGE terminals
outputs (CH1 - CHS) are used for
outputting the testing voltage in
ACW, DCW and IR tests. The
terminals are recessed for safety
and used in conjunction with the
RETURN terminal.

HIGH VOLTAGE
output terminals
(CH1 - CHg)

For GPT-9513, all channels are
selectable for HV output, L-
Return and non-used, whilst all
channels of GPT-9503 are
selectable for HV output and
non-used only.

A USE WITH EXTREME CAUTION. Do not touch
WARNING  the HIGH VOLTAGE terminal during testing.
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Status Bar
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Background Identify each icon within the top status bar.

Status Bar ee eeo

Display
AUTO=000(3) IEC-AAAAAA [EIGHD|KEYERR/CDC]
ORAWVP :000.1s HI SET: OFF
OTEST:000.5s5 LO SET:001.0M0 REF# : OFF
TOTAL : 00000000
VOLTAGE FATL : 00000000
0.050., READY
CH 12345678
_SCANXXXXXXXX[Z]
H KEY LOCK \
Item Description
1 RMT/RS232/USB-CDC/USB-TMC icon
2 Error icon for commands from remote control
3 Panel Key Lock activation icon
4 Power GND Check activation icon
5 USB flash drive connection icon

21
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fE) Remote |.R|"|"|T It indicates the unit is under remote
g Control ' control. Refer to page 196 for details.
(0]
@ RS232 It indicates RS-232 interface is activated.
. Refer to page 182 and 198 for details.
USB - CDC |'|_: )]el [tindicates USB - CDC interface is activated.
' Refer to page 182 and 197 for details.
USB - TMC |'|' MNC It indicates USB - TMC interface is activated.
Refer to page 182 and 197 for details.
ERROR It indicates error occurs in command of

remote control. To erase the error icon, it is
required to read or sweep the error by
remote control commands or reboot
action. Refer to page 273 for details.

Panel Key |i;ﬁ ed It indicates the Panel Key Lock function is
1L
(

Lock enabled. Refer to page for 81 details.

Power GND It indicates the Power GND Check function
Check is enabled. Refer to page for 158 details.
USB Flash It indicates the USB flash drive is well
Drive — connected with unit and ready for storage,
connected tirmware upgrade or screenshot hardcopy.
USB Flash XH It indicates something error occurs and thus
Drive — USB flash drive fails to connect to unit.

not available Usually this icon shows for few seconds

tirstly when flash drive is being connected
to unit since the inserted flash drive is in
the process of being identified by unit.
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Set Up
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Tilting the Stand

Horizontal Place the unit on a flat surface horizontally.
position

Tilt stand Gently pull the 2 stands out from the bottom and
position the unit will be placed in the tilt stand position.

23
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g Line Voltage Connection and Power Up
(0]
: Background The GPT-9500 accepts line voltages of 100 -
240V at 50Hz or 60Hz.
Steps 1. Connect the power cord to

the AC Mains Input socket
on the rear panel. @
2. If the power cord does not

GND
have an earth ground,
ensure the ground
terminal is connected to an

earth ground.

A ‘ Ensure the power cord is connected to an earth
Warning ground. Failure could be harmful to the operator
and instrument.

(@A

3. Press the Power button. [’?‘3
7

4. When the unit is powered up, the display will
show the group 0 of AUTO test mode as shown
in the figure below.

AUT0=000(0) ICC

VIEW |

manu[auTo| name | aurorara | moRe. |
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How to edit parameter value promptly
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Background The GPT-9500 Tester generally uses the scroll
wheel, arrow keys and Enter key to edit
numerical values. The following section will
explain some tips in detail.

Steps to edit a 1. Under MANU test, press the EDIT ([ ELER

value in MANU soft-key followed by pressing the ; :

test RAMP TIME soft-key to enter the
parameter field.

2. The selected parameter (RAMP)
will be underlined in orange. Use
the scroll wheel to increase or
decrease the value.

3. Use the arrow keys to move the
cursor to a target digit of the
desired value.

4. Turn the scroll wheel again to edit
the value of the selected digit.

MANU=021-007 IEC-M00007 W3
c006.59 HI SET:1.000mA ARC  :
GTEST! U't:‘ﬁ LO SET: OFF REF# : OFF

VOLTAGE &

0.052.[EDT

CH 12345678
SCAI‘-IXXXXXXXX

: MODE H VOLTAGE :”:RAMPTIME:H:TESTTIME |

25
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E 5. Repeat the steps above for all the relevant
5 digits.
. 6. Press the SAVE soft-key to [
complete.
A Note By default the value to be edited starts at the lowest

digit with cursor covering the entire value. By pressing
the arrow keys the cursor will move to each digit.
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Workplace Precautions

Background The GPT-9500 is a high voltage instrument that
outputs dangerous voltages. The following
section describes precautions and procedures
that must be followed to ensure a safe work
environment.

& The GPT-9500 generates voltages in excess of

WARNING 5kVAC or 6kVDC. Follow all safety precautions,
warnings and directions given in the following
section when using the instrument.

1. Only technically qualified personnel should be
allowed to operate the hipot tester.

2. The operating workplace must be fully isolated,
especially when the instrument is in operation.
The instrument should be clearly labeled with
appropriate warning signhage.

3. The operator should not wear any conductive
materials, jewelry, badges, or other items, such
wrist watches.

4. The operator should wear insulation gloves for
high voltage protection.

5. Ensure the earth ground of the line voltage is
properly grounded.

6. Ensure any devices that are adversely affected

by magnetic fields are not placed near the
tester.
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Operating Precautions

Background The GPT-9500 is a high voltage instrument that
outputs dangerous voltages. The following
section describes precautions and procedures
that must be followed to ensure that the tester
is operated in a safe manner.

A The GPT-9500 generates voltages of up to 5kVAC

WARNING or 6kVDC. Follow all safety precautions, warnings
and directions given in the following section when
using the instrument.

1. Never touch the hipot tester, lead wires,
terminals, probes and other connected
equipment when the tester is testing.

2. Do not turn the hipot tester on and off quickly
or repeatedly. When turning the power off,
please allow a few moments before turning the
power back on. This will allow the protection
circuits to properly initialize.

Do not turn the power off when a test is
running, unless in an emergency.

3. Only use those test leads supplied with the
instrument. Leads with inappropriate gauges
can be dangerous to both the operator and the
instrument.

4. Do not short the HIGH VOLTAGE terminal
with ground. Doing so could charge the chassis
to dangerously high voltages.

5. Ensure the earth ground of the line voltage is

properly grounded.
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6. Only connect the test leads to the HIGH
VOLTAGE terminals before the start of a test.
Keep the test leads disconnected at all other
times.

7. Always press the STOP button when pausing
testing.

8. Do not leave the hipot tester unattended.
Always turn the power off when leaving the
testing area.

9. When remotely controlling the hipot tester,
ensure adequate safety measures are in place to
prevent:

» Inadvertent output of the test voltage.

» Accidental contact with the instrument during
testing. Ensure that the instrument and DUT are
fully isolated when the instrument is remotely
controlled.

10. Ensure an adequate discharge time for the
DUT.

When DCW or IR tests are performed, the DUT,
test leads and probes become highly charged.
The GPT-9500 has discharge circuitry to
discharge the DUT after each test. The time
required for a DUT to discharge depends on the
DUT and test voltage.

Never disconnect the hipot tester before a
discharge is completed.
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Basic Safety Checks
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Background The GPT-9500 tester is a high voltage device
and as such, daily safety checks should be
made to ensure safe operation.

1. Ensure all test leads are not broken and are free
from defects such as cracks or splitting.

2. Ensure the tester is always connected to an
earth ground.

3. Test the tester operation with a low
voltage/current output:
Ensure the tester generates a FAIL judgment
when the HIGH VOLTAGE and RETURN
terminals are shorted (using the lowest
voltage/current as the testing parameters).

A Do not use high voltages/currents when the HIGH
WARNING VOLTAGE and RETURN terminals are shorted. It
may result in damage to the instrument.
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OPERATION

Menu Tree....ccoeuviiiiiiiiiiiiiii 33
Menu Tree OVerview.........cccccevieiiiniiiiiiiiiiinicieieeeseceeeens 34

Test Lead Connection ........cccuueiiiiiiniiiiiiiniiiiiiiniinicinnnnnee. 39
ACW, DCW, IR CONNECHION ...ttt 39

MANU TeStS ..evvniiiiiiiiiiiiiiiiiiiiiiii e 40
Choose/Recall a MANU Test Number...........ccccovecveveecienieennnns 41
Setting the MANU Test Mode..........cccccoeiniiiiniiniiiiiie, 43
Setting the Test Voltage ... 44
Setting the Ramp UP Time ........cccccoviviiiniiininiiniiiincceee, 45
Setting the Test Time .......cccoeeviinieiniiiiincinccccee 47
Setting the Upper and Lower Limits.........cccccocecvviiiininnnae. 50
Setting the ARC Detection..........ccccceeeivinicincnicininiciniccee, 52
Setting a Reference Value ..........cccccoccceviiiiniiincicnncincce, 53
Setting the Scan Arrangement............ccccooeeininiininiinccnncnnne. 55
Creating a MANU Test Name..........ccccccevviiiiiiiiniiniiii, 57
Setting the Wait Time ........ccoceevvinieiniiiinicincccccceee, 59
Setting the Fall Time...........cccoociiiiiiiiiiiie 61
Setting the Grounding Mode...........ccccccccoviininiiniiiinicice. 63
Setting the IR Test Range..........ccccccceveeiiiniccininiiiniiiiciee, 67
Setting OFFSET reference value............cccccoeviiniinnininnccnnee. 68
Viewing the Parameters Settings............c.cccceveviiniiiiinccincnnne. 70
Setting the Pause (PA) Step .......ccooeiviiiniiiiiciiccce 72
Setting the Open Short Check (OSC) Step........ccccovveivirccnnnne 75
Copy @ MANU Step ....cccoviiiiiiiiiiiiciiicicc 78
Clear the tests state ...........ccoeeveivieineiiciinciiiccccs 80
Set the Panel Key LocK ........ccccviviiininininicininiiceicceee, 81
Running a MANU Test .......ccccocoviviiiiiiiniiiiiiiiiccics 83
PASS / FAIL MANU Test ......cccoeuiuiiiiiiiiiiiiiiiiicccccies 87
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o AUTO TESLES teuneriinieiiiiieeieniieeteeneeneeaeeseesnsenesnssnsenesnsesnsanns 91

2 Choose/Recall an AUTO Test.........ccccovuvviiiiinninicicinine 92

& Creating an AUTO Test Name.......ccccovvuevrimeerieenenerieeeeeenenen. 93

. Adding a MANU Step to the AUTO TeSt.....cooeuerrieerriernecenenes 94
Viewing and Editing AUTO Group .......ccccceevueevvcennccennenne. 95
Setting AUTO Parameters ..........cccccevviiniiiiiiniiiiicen, 97
PASS HOLD ...ttt 98
STEP HOLD ..ottt sesssasaenes 99
AFTER FAIL. .o 100
ACTREQ s 101
RAMP JUDG..osooeseeee oo ssseeessseesssseeessseessssess e 101
GECLcoiiiiiiiiiiii e 102
GR CONT ...ttt 103
AUTO RANGE ... 106
SCREEN ..o 107
PART NO., LOT NO. & SERIAL NO. ....ccccceovuviviriiriiiiiieienn. 108
Getting the Reference Value..........cccccceoiviiiiniiniininiinnne, 110
Getting the Standard Value............cccccooeoiniiiniiiiiics 112
Viewing Steps in AUTO Group......cccceeevvvivinininciciicccne. 114
Viewing Parameters Settings of Each Step in List.................. 116
Page View in AUTO Test.......cccccviviiiiiiiiiiiiiiiice, 117
Clear the tests state...........cccccceviiiiiiiiiiiiiis 120
Set a Panel Key Lock ......cccoeiiiiiiiniiiinciicicincccee, 121
Running an Automatic Test ..........ccccocovviviniiinniiiiiie, 123
AUTO Test Results .........ccocciiviiiiiiiiiiiiiiiiiiicicccces 134
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This section describes the overall structure of the operation statuses
and modes for the GPT-9500 tester, which has two main testing
modes (MANU, AUTO), one utility mode (UTILITY) and 5 main
operation statuses (VIEW, EDIT, READY, TEST and STOP).

s GUWINSTEK OPERATION
Menu Tree
(0]

FAIL PASS

status status
START
PAGE View
(MANU or AUTO
modes)? TEST Press STOP

status STOP status

Copy a MANU
test

Press
COPY

Switch to MANU
mode

Press

START Press
STOP
Common Utility

e
VIEW

status
Press
. PAGE
Switch to AUTO PAGE View
mode (MANU or AUTO

modes)®
EDIT Save the MANU | |
status test or AUTO test

AUTO Parameter | Press
Settings UTILITY,

1 Press ESC to return to the previous screen.
2 The specific PAGE view for MANU or AUTO modes under READY status
3 The specific PAGE view for MANU or AUTO modes under VIEW status
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Menu Tree Overview

MANU Mode MANU mode is used to create and/or execute a
single test. Only under MANU mode can
parameters be edited for each manual test.

MANU MANU=021-003 IEC-MO0003 @
IaPerT) ORAHP:000.1s HI SET:1.000mA ARC
mode ©TEST:000.3s LO SET. OFF REF# : OFF

VOLTAGE

0.050., ViEw

12345678
__SCANXXXXXXXX |

[ eom  |jwanujauto| copiozey | paste |

AUTO Mode AUTO mode indicates that the tester is
automatic, which consists of a sequential AUTO
test of up to 99 MANU steps.

AUTO AUTO=002(1) IEC-AO0002 E1

mode

UTILITY Mode UTILITY mode covers the System, Test as well as
Interface settings, which are system-wide and
applied to both MANU and partially AUTO tests.

UTILITY System Test | Interface
ESERIGHEMM . T Cali8Updat
mode Beep E.ﬂ-ﬂ Calibrational -

[ Open |
Key Sound Firmware | open |
DateiTime

PEE 2016 [ 02 I 02 |

Time HEN:ENR: INFO&Other

Parameter Security
CopyToUsE  ([TTIENR
CopyFromUSE [T Systeminfo | Open |

\: PAGE UP HPAGE DOWNH
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5 GUINSTEK OPERATION
g Page View for Under VIEW status, pressing PAGE key to see
2 VIEW status each parameter in detail for MANU mode or to
4 see detailed parameters within a list table for

- AUTO mode.

MANU=019-005 IEC-MO000S @3
Page VIEW DCW GWAIT: OFF GRMODE: OFF
fOI' MANU GFall: OFF

mode under VOLTAGE

VIEW status O OSOkV ‘ VIEW ‘

CH 12345678
SCANXXXXXXXX |

o Jusnlauro] _corr | |

Page VIEW HI SET | LO SET

for AUTO | oot SEE

mode under : o

0.050kv OFF 001.0M0
VIEW status _—_—_
[ eom  Jmanufauro] wame [ autopara | more. |

Page View for Under READY status, pressing PAGE key to
READY status see measured values with judgments in detail

of each channel for MANU mode (only
available when scan function is enabled, refer
to page 55) or to see measured values with
judgments within a list table for AUTO mode.

Page VIEW
for MANU
mode under

READY status i \READY\

200pA I II :
(V)0.026kv (R)0O
(I)0.200mA (T)00

EDIT l‘ulﬂ NUJAUTO VIEW STAT CLEAR | KEYLOCK

AUTO=002¢(4) IEC-A00002 @
Page VIEW SH |STEP | MODE VOLT CURR/OHM| STATUS SCAN
for AUTO
mode under
READY status

35

N
o
T
3
(&
A
7
(]
-

— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-GWI-002 35 /288



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

rfssal Technical Library

selected MANU test/ AUTO test. Also, pressing
the PAGE key under VIEW status can switch to
specific page view for MANU or AUTO mode.

2 GYINSTEK GPT-9500 Series User Manual
g VIEW Status VIEW status is used to view the parameters of the
o

VIEW status MANU=021-003 IEC-M0OC003 @3
DCW ORAWP :000.1s HI SET:1.000mA ARC

in MANU OTEST:000.35 L0 SET: OFF REF#
test VOLTAGE

0.050. VIEW |

CH 12345678
SCAMX XXX KXXX |

[ eor Jwanujauto| copviozo) | paste |

VIEW status AUTO=002(1) IEC-A00002 W3

in AUTO 00035 L0 SET. OFF " REFF |
test oo
) $.9.9.9.9.91
| GET REF# | GET STD# |_V|Ew¢ru|ENU)_|_ MORE..
EDIT Status EDIT status is used to edit the MANU test or

AUTO test parameters. Pressing the
EDIT/SAVE key will save any changes.
Pressing the ESC key will cancel any changes.

EDIT status MANU = XXX-022 TEC-MO0022 B3 [232]
) GRAWP :000.15 HI SET:  066A ARC  2.000MA
in MANU DAl - 7EST 000,35 Lo SET OFF NN, 0O1pA

test VOLTAGE

0.050. [EDIT |

CH 12345678
SCANXX XXX XXX

\: HIILO SET H ARCIREFH H SGAN H NAME

EDIT status AUT0=019-095 IEC-MO0095 @ [232]
. GRAWP :000.1s HI SET:1.000mA ARC : OFF
in AUTO DCW OTEST:000.3s LO SET: OFF REF# : OFF

test VOLTAGE

0.050., Eor |

345678
e | e |

_ SCAHXXXXXXXX
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READY Status

— We measure, we calibrate, we validate.

OPERATION

When the tester is in READY status of MANU
or AUTO test, it is ready to begin testing.
Pressing the START button will begin testing
and put the tester into TEST status. Pressing the
MANU/AUTO soft-key will return the tester to
VIEW status. Also, pressing the PAGE key
under READY status can switch to specific
page view for MANU or AUTO mode.

READY
status in
MANU

test

READY
status in
AUTO
test

(

MANU = XXX-009 IEC-MO0009 W3 [232]

DCW ORAWMP:000.1s HI SET:1.000mA ARC : OFF
OTEST:000.35 LO SET: 005pA REF# : OFF

TOTAL: 00000090
VOLTAGE FALL : 00000021

0.050., READY

CH 12345678
SCAN XXX XXXXX

jaanujauro| wiew [star cLear] kevLock |

AUTO steps list — page 2
AUTO=002(1) IEC-A00002 EH
SN STEP|MODE| VOLT |CURR/OHM| STATUS | SCAN

[006 ] 0SC | ----- | ----- | ----- [OOOOOXX
3Joe0JosC ] oo [ oo ] oo [O0O000K
]
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TEST Status TEST status is active when a MANU test or
AUTO test is running. Pressing STOP will
cancel the MANU test or the remaining steps in
an AUTO test instantly.
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TEST status MANU=XXX-021 IEC-MO0021 @3 (232]

. RAMP :000.05  OWAIT :000.1s
in MANU Sl ©TEST (002,75 GFALL ¢ OFF

test TOTAL : 00000006
2 534 _FATL $00000002
kv
] _TEST |
O [ OOOmA SCAN XXX XX XXX (Z]

TEST status AUTO=021-007 IEC-AD0021 @

.
in AUTO _ : : XG00000K¢
test
RAMP TIME:
003.8s
STOP Status STOP status is shown when a MANU or an

AUTO test did not finish running and has been
stopped by user. Pressing STOP will return the

tester to READY status.

STOP status MANU = XXX-021 IEC-M00021 @3 232
©RAMP 1000.15  GWAIT :001.05

in MANU Al CTEST (002,75 OFALL © OFF

test TOTAL: 00000012
kV
] 'STOP |
O n OOOmA SCANXXX XXX X [

STOP status
in AUTO
test

SN |STEP|MODE| VOLT |CURR/OHM| STATUS SCAN

P/N:AA-0166
L/N:B 2
S5/N:BEF.997
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Test Lead Connection

This section describes how to connect the GPT-9500 to a DUT for
ACW withstanding, DCW withstanding as well as insulation
resistance testing.
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ACW, DCW, IR Connection

Background ACW, DCW and IR tests use the HIGH
VOLTAGE terminal and RETURN terminal
with the GHT-115 test leads.

ACW, DCW, IR GPT-9500
Connection , .
High Voltage terminald
DUT
Return terminal 4
Steps 1. Turn the power off on the tester.

2. Connect the high voltage test lead (red) to the
HIGH VOLTAGE terminal and screw firmly

into place.

3. Connect the return test lead (white) into the
RETURN terminal and screw the protector bar
into place, as shown below.

HIGH
VOLTAGE
Terminal

RETURN
Terminal

39
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MANU Tests

This section describes how to create, edit and run ACW, DCW and
IR manual tests. Each MANU setting described in this chapter only
applies to the selected manual test - no other manual tests are
affected.
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Each manual test can be stored /recalled to/from one of 501
memory locations. Each stored manual test can be used as a test
step when creating an AUTO test (page 91).

e Choose/Recall a MANU Test Number — from page 41.
 Setting the MANU Test Mode — from page 43.
 Setting the Test Voltage — from page 44.

 Setting the Ramp UP Time — from page 45.

o Setting the Test Time — from page 47.

 Setting the Upper and Lower Limits — from page 50.
 Setting the ARC Detection — from page 52.
 Setting a Reference Value — from page 53.

 Setting the Scan Arrangement — from page 55.

o Creating a MANU Test Name — from page 57.

o Setting the Wait Time — from page 59.

« Setting the Fall Time — from page 61.

 Setting the Grounding Mode — from page 63.

o Setting the IR Test Range — from page 67.

 Setting OFFSET reference value — from page 68.

« Viewing the Parameters Settings — from page 70.

« Setting the Pause (PA) Step — from page 72.
 Setting the Open Short Check (OSC) Step — from page 75.
« Copy a MANU step — from page 78.

o Clear the MANU tests state — from page 80.

o Set the Panel Key Lock — from page 81.

e Running a MANU Test — from page 83.

o PASS / FAIL MANU Test — from page 87.
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Choose/Recall a MANU Test Number
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Background AC Withstand (ACW), DC Withstand (DCW),
Insulation Resistance (IR), Pause (PA) and Open
Short Check (OSC) modes can only be created
and edited in the MANU mode. MANU number
001 to 500 can be saved and thus be loaded when
editing/creating a MANU test or an AUTO test.
MANU number 000 acts like a trial mode in that
it could not be added into AUTO test.

Steps 1. Press the MANU/AUTO soft-
key to select MANU option.

2. Use the scroll wheel to choose
the MANU number.

MANU #  000~500
(MANU# 000 acts like a trial mode)

& The MANU test number can only be chosen in
Note VIEW status.

MANU Number The following “MANU=XXX-019" stands for

Description the MANU step 019 of the AUTO group XXX.
The XXX simply means this MANU step
doesn’t belong to any AUTO group.

41
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AUTO group XXX

J'— MANU step 019

MANU= XXX-019 IEC-MO0016 EEGND
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w
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GRAMP :000.1s HI SET: OFF
(GTEST :000.3s LO SET:001.0MQ REF# : OFF

VOLTAGE
0.050. [ViEW
VIEW status
A N When MANU step has been added to AUTO
ote

group, the number of AUTO group shows in
the prefix (021 in the case below) and the full
MANU number turn out bluish.

AUTO group 021 in bluish

‘LfMANU step 003 in bluish

MANU=021-003 IEC-MO0003 @ (232

DCW CRAMP :000.1s HI SET:1.000mA ARC
(OTEST:000.35s LO SET: OFF REF# :

VOLTAGE

0.050. VEW

CH 12345678
SCAN XXX XXX KX

[@:\AUTO][ GOPY(020) H PASTE H
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Setting the MANU Test Mode
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Background Essentially, there are 5 modes, AC Withstand
(ACW), DC Withstand (DCW), Insulation
Resistance (IR), Pause (PA) and Open Short
Check (OSC) modes. Precisely, the previous 3
(ACW, DCW and IR) are for both MANU and
AUTO tests, whereas the rest 2 (PA and OSC)
are for AUTO test only.

Steps 1. Press the MANU/AUTO soft-
key to select MANU option.

2. Press the EDIT soft-key followed
by clicking the MODE soft-key.

3. Navigate the scroll wheel to
toggle between 5 modes. Further
press the SAVE soft-key to
confirm the selection.

ACW AC Withstand (MANU, AUTO)

DCW DC Withstand (MANU, AUTO)

IR Insulation Resistance (MANU, AUTO)
PA Pause action(AUTO)

N e Open Short Check action(AUTO)

Selected MANU Test Mode

MANU = XXX-020 IEC-M00020 @GN

ORAMP :000.1s HI SET: OFF
(GTEST:000.35 LO SET:001.0M0 REF# : OFF

VOLTAGE

0.050., EDIT

12345678
SCAHX XXX XXX X[l

| MODE H VOLTAGE :”:RAMPTIME:H:TESTTIME |

4. Press the SAVE soft-key to complete.
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’ Setting the Test Voltage

(0]

: Background The test voltage can be set from 0.050kV to 5kV
for ACW, 0.050kV to 6kV for DCW and 0.050kV
to 1kV for IR.

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed e |

by clicking the VOLTAGE soft-key. [[ s

3. Use the scroll wheel to set the test

voltage.

ACW 0.050kV ~ 5kV
DCW 0.050kV ~ 6kV
IR 0.050kV ~ 1kV

Set the test voltage

MANU=XXX-019 IEC-M00016 @EGHD)

(ORAMR :000.1s HI SET: OFF
OTEST:000.3s LO SET:001.0M0O REF# : OFF

0.050., Eoir

CH 12345678
SCAN XX XXX XXX il

| MODE || VOLTAGE jH:RAMPTIMEj”:TESTTIME |

4. Press the SAVE soft-key to complete.
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Setting the Ramp UP Time
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Background The Ramp Up time is the total time taken for
the tester to reach the test voltage level. The
Ramp Up time can be set from 000.1 to 999.9
seconds. The Ramp Up time is applicable for

ACW, DCW and IR tests.
Output Voltage Test V
Timing Chart
(Resistive load) P
CRAMP UPSCTEST TIMEKFALLS
Steps 1. Press the MANU/AUTO soft-key  |I0MY
to select MANU option.

2. Press the EDIT soft-key followed by
clicking the RAMP TIME soft-key.

3. Use the scroll wheel to set the
ramp up time.

ACW 000.1s~999.9s
DCW 000.1s~999.9s
IR 000.15s~999.9s

Set the ramp up time

MANU=XXX-020 IEC-MOC020 @3

B 003.585s HI SET: OFF
®TEST:000.35 LO SET:001.0M0 REF# : OFF

VOLTAGE

0.050. [EDIT |

CH 123456738
SCAN XXX XX RXX

MODE || VOLTAGE :”:RAMPTIME:”: TESTTIME:

45
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f; 4. Press the SAVE soft-key to complete.

o

@ Ramp Time After pressing START to begin MANU test with

- Duration set RAMP TIME, a section at the upper left
Indicator corner of display shows the countdown duration

of RAMP TIME, which will run for the full
course of set value followed by the set test time.

Ramp time duration indicator

MANU=XXX-020 IEC-MO0020 @R

ORAMP :034.85 OWAIT :  OFF
(OTEST :000.35 OFALL :  OFF

TOTAL : 00000011

O 01 7 FAIL : 00000000
kV

' TEST |

>1 OGQ SCAN XX XXX XXX
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Setting the Test Time
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Background This setting is used to set the test time for a test.
The test time determines how long the test
voltage is applied to DUT. This test time does
not include RAMP UP time or FALL time. The
test time can be set from 0.3 seconds to 999.9
seconds for ACW, DCW and IR tests, with a
resolution of 0.1 seconds for all modes. Also, the
test time can be set “CONT.” for all 3 modes.

Output Voltage TestV

Timing Chart

(Resistive load) > time
<RAMP UPX-TEST TIME%FALL%;

Steps 1. Press the MANU/AUTO soft-key

to select MANU option.

2. Press the EDIT soft-key followed by (|| ELR
clicking the TEST TIME soft-key. || TEST TIME |

3. Use the scroll wheel to set the

TEST TIMER value.
ACW 000.35~999.9s
DCW 000.35~999.9s
IR 000.35~999.9s
47
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Set the test time

MANU=XXX-020 IEC-MO0020 @3

(GRAMP:005.25 HI SET: OFF
B 000.3s LO SET:001.0M0Q REF# : OFF
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VOLTAGE

0.050. [EDIT |

CH 12345678
SCAN X X X X XXX X [l

| mopE H VOLTAGE :”:RAMPTIME:H: TEST TIME |

4. Press the SAVE soft-key to complete.

CONT. Test Time When it is either ACW, DCW or IR test, the TEST
TIME can be set CONT., which means the test time
will last infinitely until FAIL judgment occurs.

Identical with the regular setting for
TEST TIME, use the scroll wheel to
set CONT. for TEST TIME value.

Test time is set CONT.

MANU =XXX-020 IEC-M00020 @R

CRAME:013.0s HI SET: OFF
B CONT. L0 SET:001.0M0Q REF# : OFF

VOLTAGE

0.050. [EDIT |

CH 12345678
SCAHXXXXXXXX_

| MODE H VOLTAGE :”:RAMPTIME:”:TESTTIME |

A When setting greater than 40VA for DCW and

Note greater than100VA for ACW, respectively, the
maximum test time is 600 seconds followed by the
identical rest time.
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Test Time
Duration
Indicator

— We measure, we calibrate, we validate.

After pressing START to begin MANU test with
set TEST TIME, a section at the upper left corner

of display shows the countdown duration of set
TEST TIME following the end of set RAMP TIME.

Test time duration indicator
MANU =XXX-020 IEC-MO0020 @2 232

ORaMP :000.0s OWAIT :  OFF
OTEST :004.65 GFALL :  OFF

TOTAL : 00000012
FATL : 00000000
n kV

'TEST |
> 1 O G0 ‘scm-lxxxxxxxx‘

49
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Setting the Upper and Lower Limits
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Background There is both a LOW and HI judgment setting.
When the measured value is below the LOW
SET setting, the test will be judged as FAIL.
When the value exceeds the HI SET setting the
test will be judged as FAIL. Any measurement
between the LOW SET and HI SET setting is
judged as PASS. The LOW SET limit cannot be
made greater than the HI SET limit.

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed by
clicking the PAGE key.

3. Press the HI/LO SET soft-key and
then use the scroll wheel to set the 7 N

HI SET limit.

ACW (HI) 001JA~033.0mA

DCW (HI) 001JA~11.00mA

IR (HI) 000.2MQ~50.00GQ, OFF

Set HI SET limit

MANU =XXX-022 IEC-MC0022 @3

DCW @RAMP :000.1s [ 11.00mA ARC  :  OFF
GTEST:000.3s LO SET:10.99mA REF# :

VOLTAGE

0.050. [EDIT |

CH 12345678
SCAHXXXXXXXX‘

| HIILO SET || ARGIREF# || SCAN || NAME
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g 4. Press the HI/LO SET soft-key and
2 then use the scroll wheel to set the
@ LO SET limit.
ACW (LO) OFF, 001JA~32.99mA
DCW (LO) OFF, 001JA~10.99mA
IR (LO) 000.1MQ~50.00GQ

Set LO SET limit

MANU=XXX-022 IEC-100022 @3

DCW ©RAMP :000.1s HI| SET:11.00mA ARC
@TEST:000.35 [ 10.99mA REF# :

VOLTAGE

0.050. [EDT_

CH 12345678
SCANXXXXXXXX‘

| HIILO SET || ARCIREF# || SCAN || NAME

5. Press the SAVE soft-key to complete.

& *Please note that the resolution of the measured
Note value depends on the resolution of HI SET setting.

& The LO SET setting is limited by the HI SET
Note setting. The LO SET limit cannot be greater than
the HI SET limit.
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Setting the ARC Detection
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Background ARC detection, otherwise known as flashover
detection, detects fast voltage or current transients
that are not normally detected. Arcing is usually
an indicator of poor withstanding insulation,
electrode gaps or other insulating problems that
cause temporary spikes in current or voltage
during ACW and DCW testing. ARC mode setting
only applies to both ACW and DCW tests.

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed by
clicking the PAGE key.

3. Press the ARC/REF# soft-key and
then use the scroll wheel to set the 7
threshold of ARC detection.

ACW OFF, 1.000mA~60.00mA
DCW OFF, 1.000mA~60.00mA

Set ARC detection threshold

MANU=XXX-022 IEC-M00022 @3

DCW GRAMP :000.1s HI SET:  066pA M2 . 000nA
®TEST:000.35s LO SET: OFF REF# : OFF

VOLTAGE

0.050. [ EDIT

CH 12345678

o SCANXXXXXXXX
| save | HuLosET | ARGREFH | scaN | NamE

4. Press the SAVE soft-key to complete.
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Setting a Reference Value
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Background The REF# acts as an offset. The REF VALUE is
subtracted from the measured current (ACW,
DCW) or measured resistance (IR).

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed by .
clicking the PAGE key.

3. For both ACW and DCW modes, | ARCIREF# |

press the ARC/REF# soft-key for
two times and then use the scroll
wheel to set the REF# value.

As for IR mode, press the REF#
soft-key followed by using the
scroll wheel to set the REF# value.

ACW OFF, 001MA~HI SET current-0.1mA
*HISET + REF value <33.00 mA

DCW OFF, 001MA~HI SET current-0.1mA
*HI SET + REF value <11.00 mA

IR OFF, 000.1MQ~50.00GQ
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Set REF# value

MANU=XXX-022 IEC-M00022 @

SPeT] CRANP :000.1s HI SET: 066pA ARC .. :2.000mA
®©TEST:000.3s L0 SET: OFF (NN 001pA
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VOLTAGE

0.050. [EDIT |

CH 12345678
SCAN XX XXX XXX

| HIILO SET || ARCIREF# || SCAN || NAME

4. Press the SAVE soft-key to complete.

A For IR test, an offset reference value of tester can
Note be automatically created via the GR MODE and
OFFSET functions. See page 68 for details.
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Setting the Scan Arrangement
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Background As an 8-channel output hipot tester, up to 8
DUTs can be connected and tested with this
tester simultaneously. Consequently, user is able
to customize own deployments for each channel
per varied applications.

There are 3 statuses available for each channel,
which are “X” meaning open or no connection,
“H” standing for Hi-POT & IR output and “L”
signaling Return terminal.

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed by (| EXER
clicking the PAGE key.

3. Press the SCAN soft-key to enter
the SCAN setting.

4. Use the left and right arrow keysto (O CD
move among each channel, and =
utilize the scroll wheel to set the
status for each channel in light of
the practical applications.

H Hi-POT/IR output
L Return terminal
X Open/No Connection
& Only GPT-9513 supports L-Return terminal setup.
Note

The GPT-9503 is Not available for L setup.
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Set the SCAN arrangment

MANU=XXX-022 IEC-M00022 W

DCW ORAWP :000.1s HI SET: 066pA ARC  :2.000mA
OTEST:000.35 LO SET: OFF REF# : 001pA

VOLTAGE

0.050., Eoim

NG i5678E
BH L XH LXXX

| HIILO SET H ARGIREF# || SCAN H NAME

5. Press the SAVE soft-key to complete.

Scan Judgments After performing a test, if the “Step By Step Scan
(page 180)" is activated, it is available to check
judgments of each channel from display where
green indicates the channels are passed, whilst red
indicates the channel is failed.

MANU =XXX-001 IEC-MOC00T @3

ACW ORAWP :000.1s HI SET:1.600mA ARC
OTEST:000.3s LO SET: OFF REF#

TOTAL : 00000118
VOLTAGE FATL : 00000014

1.000., READY

CH 123

Manulauto| view  [sTat cLear| key Look |

SCAN judgments after a test

Press the PAGE key and arrow keys to toggle scan
details of each channel where info of test voltage
(V), measured current (I), ramp up time (R) and
test time (T) are displayed, individually.

MANU=XXX-001 IEC-MO0001 @3

ACW (ORAWP :000.1s5 HI SET:1.600mA ARC
OTEST:000.3s L0 SET: OFF  REF#

VOLT:1.000kVY HI: 200pA TOTAL: 00000118

.... h 4 ... FAIL : 00000014
5 _—
(V)0.026kv _(R)000.0s ‘READY‘
(I)0.200mA | (T)000.3s 5T =

|| VIEW

Judgment details of each channel
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A When multiple channels are set “H”

Note simultaneously, it is required to apply to the DUTs
of identical property with total leaking current
composed of the total amount from each channel.
And properly adjust the set current value while
considering the leaking current change from each
DUT. Be aware that there is certain degree of
uncertainty from this test. Be advised to
manipulate multi-channels output test when DUTs
are of high yield rate and stability.
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Creating a MANU Test Name

Background Each MANU test can have a user-defined name
(default: IEC-MOO0XXX) up to 13 characters
long. See the available list of characters below.

Character List

e JchofelrRaluli Rk ] [w

NfollPRalris T ullv wix]lYz)
0008000000888

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed by [ ELER
clicking the PAGE key.

3. Press the NAME soft-key to enter
the NAME setting.
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4. The on-screen keyboard is shown where user
can input a preferred name for MANU test. Use
the arrow keys or scroll wheel to move among
each character and press INPUT soft-key to
input character. Press CAPSLOCK soft-key to
toggle between high and low case. Press
BACKSPACE soft-key to backspace the
inputted word. Press EXIT KeyB to exit from
the KeyBoard and discard setting.
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On-screen Keyboard
MANU=XXX-020 IEC-MC0020 @3

“GRAMP:OOO.ES HI SET: OFF
KeyBoard

IEC-00020

AOEOEERODAORA
00RORAOLOODOAT
00800600008

CH 1253
SCANX

m | CAPSLOCK :”:BACKSPACE:”: INPUT

Functional Soft-keys

5. Press the OK soft-key to confirm

input followed by pressing the
SAVE soft-key to complete setting. [
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Setting the Wait Time
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Background The Wait Time refers to the pending time
before judgment appears. Generally, test time
begins after ramp up time; however, a wait
time can be intervened between ramp up time
and test and begins depending on relevant
settings. See page 160 for details.

The Wait Time is applicable for ACW, DCW

and IR tests.
Steps 1. Press the MANU/AUTO soft-key
to select MANU option.
2. Press the EDIT soft-key followed by || ELEN
clicking the PAGE key for twice. X2
3. Press the WAIT TIME soft-key || warr Time |

followed by using the scroll wheel
to set the WAIT TIME value.

ACW OFF, 000.1s~999.9s

DCW OFF, 000.1s~999.9s

IR OFF, 000.1s~999.9s
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Set the WAIT time value
MANU=Y3(X-022 IEC-M0O0022 W3

-00_, 95 GRMODE  ON

GFall :004.65
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VOLTAGE

0.050., [ EDIT

SCANH LX|
|WAIT TIME || FALL TIME || GR MODE H

s

Wait Time When performing MANU test, while the WAIT time

Indicator is set, the indicator of WAIT time will be shown on
the upper right corner of display counting down
the set duration during a test progress.

4. Press the SAVE soft-key to complete.

WAIT time duration indicator
MANU =XXX-022 IEC-M00022 @2

DCW (GRAMP :000.0s OWAIT :002.25s
(GTEST :000.3s OFALL : OFF

TOTAL : 00000168
FAIL : 00000134
kV '

TEST |
O OUA SCANH LXH LXXX[Z]
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Setting the Fall Time
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Background The FALL time is the time taken for the DUT to
discharge the test voltage level. The FALL time
can be set from OFF to 999.9 seconds. The FALL
time is applicable for ACW, DCW and IR tests.

Output Voltage Test V
Timing Chart
(Resistive load) i
CRAMP UPSTEST TIME—%-FALLS
Steps 1. Press the MANU/AUTO soft-key
to select MANU option.
2. Press the EDIT soft-key followed by ([ ELER
clicking the PAGE key for twice. X2
3. Press the FALL TIME soft-key

followed by using the scroll wheel
to set the FALL TIME value.

ACW OFF, 000.1s~999.9s

DCW OFF, 000.1s~999.9s

IR OFF, 000.1s~999.9s
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Set the Fall time value
MANU =3XX-022 IEC-M0O002Z2 @

CWAIT: OFF GRMODE ON

VOLTAGE

0.050., [EDIT

CH 12345 8;
SCANHLXHLXXX [l

|WAIT TIME || FALL TIME || GR MODE ||
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FALL Duration When performing MANU test, after the set

Indicator TEST TIME is fully completed, a section at the
upper right corner of display shows the
countdown duration of FALL time, which will
run for the full course of set value by user. See
the screenshot shown below.

4. Press the SAVE soft-key to complete.

Fall time duration indicator
MANU =XXX-022 IEC-M0O0022 @3

DCW GRAMP :000.0s OWAIT - OFF
(OTEST :000.0s (OFALL :003.0s

TOTAL: 00000099
FAIL : 00000084
0.034. iy
HA SCAMHLXH LXXX|-‘-|
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Setting the Grounding Mode

Background When GROUND MODE is set to ON, the GPT-
9500 grounds the return terminal to the ground.
This mode is best for DUTs that are grounded
to an earth ground by their chassis, fixtures or
operation environment. This mode measures
the potential of the HIGH VOLTAGE terminal
with respect to earth ground. This means that
additional noise which leaks to earth ground
will also be measured. This is the safest testing
mode, though potentially not as accurate.

When GROUND MODE is set to OFF, the
return terminal is floating with respect to the
earth ground. This mode is for DUTs that are
floating and not directly connected to an earth
ground. This is more accurate than when
GROUND MODE is set to ON as less noise will
be measured. For this reason, this testing mode
is able to measure with better stability.

ACW/DCW, GROUND MODE ON, DUT grounded

High Voltage Terminal

Return Terminal

Current

63

rie

= GW Instek GPT-9500 A|2|= M7 - M|EAL HE X2 RL[CE A2 " EA

>
oz
=)
o
rt
oY
fuin
>
30
>
-
o

— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-GWI-002

KOLAS Zr|3¢lung7|2 - ISO/IEC 17025

GW Instek

63 /288


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

TESSOL  echnical Library GW Instek

GUWINSTEK GPT-9500 Series User Manual

ACW/DCW, GROUND MODE OFF, DUT floating

High Voltage Terminal
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Current Return Terrhina

A If the current value, which results from comparison

Note between I1 and 12 current, is above 3mA, once user
unexpectedly touches the DUT, the GFCI, Ground
Fault Circuit Interrupter, function activates and
output will be stopped immediately so that
protection mechanism will be well triggered at once.

IR, GROUND MODE ON, DUT grounded

High Voltage Terminal

Return Terminal
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IR, GROUND MODE OFF, DUT floating
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High Voltage Terminal

Return Terminal
Current ; \

A . When GROUND MODE is set to OFF, the DUT,

Warning fixtures or connected instrumentation cannot be
grounded. This will short circuit the internal
circuitry during a test.

For ACW and DCW tests, if it is not known whether
the DUT test setup is grounded or not, always set
GROUND MODE to ON.

Only set GROUND MODE to OFF when the DUT
is floating electrically.

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed by (I ELER
clicking the PAGE key for twice. x2

3. Press the GR MODE soft-key
followed by using the scroll wheel
to turn ON/OFF the ground mode.

GR MODE ON, OFF
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Define GR mode
MANU =XXX-020 IEC-MD0020 @1

OwWAIT: OFF (M OFF OFFSET:
@Fall: OFF RANGE : AUTO

VOLTAGE
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0.050. [ EDIT

CH 12345678
SCAHXXXXXXXX‘

| WAIT TIME H FALL TIME H GR MODE H RANGE

4. Press the SAVE soft-key to complete.

Ground mode The GR MODE icon on the display appears
icon accordingly.

READY [ READY)|

CH 12345678
SCANXHLXHHXX[Z

H:STAT CLEAR:H: KEY LOGK
GR MODE ON

CH 12345678
SCANXHLXHHXX |

'STAT CLEAR‘H' KEY LOCK |
GR MODE OFF
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Setting the IR Test Range
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Background Due to the measured current range in IR test is
way to broader per varied DUT, it is suggested
to select an appropriate current range for the
applied DUT. This is only available for IR test.

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed by (| ELEE
clicking the PAGE key for twice. X2

3. Press the RANGE soft-key followed W
by using the scroll wheel to set the
current range.

RANGE  5MA, 504A, 500UA, 5mA, AUTO

Set the current RANGE
MANU=XXX-020 IEC-MO0D20 EH

GWAIT:001.5s GRMODI; OFF OFFSET: ON [
@Fall: off [N SpA

VOLTAGE

0.050. [EDIT |

CH 123456/8
SCANX XX XXX XX

| WAIT TIME || FALL TIME || GR MODE || RANGE

=

4. Press the SAVE soft-key to complete.
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Setting OFFSET reference value
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Background The OFFSET is used to determine the offset
resistance of the tester. It is imperative to turn
ON GR MODE before setting OFFSET value.
When an OFFSET is performed, the reference is
automatically set to the measured resistance.
This function is only applicable to IR test.

Steps 1. Press the MANU/AUTO soft-key
to select MANU option.

2. Press the EDIT soft-key followed by ||| ELIN
clicking the PAGE key three times. x3

3. Press the OFFSET soft-key followed W
by using the scroll wheel to turn
ON/OFF the OFFSET function.

OFFSET ON, OFF

Turn ON OFFSET
MANU =XXX-020 IEC-M00020 @3

OWALT :001.5s GrRyoDE: oM (DD B
®Fall: OFF RANGE : AUTO

VOLTAGE

0.052., E0T
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5. Press the START button to perform

the OFFSET function. The
resistance of the tester, after the
OFFSET has finished, will be

added into the OFFEST field with
an icon in proximity shown below.
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OFFSET reference is set
MANU = XXX-020 IEC-M00020 @3

©WAIT:001.5s GRWODE: oN  (EEEEN: V)
©Fall: OFF RANGE : AUTO

VOLTAGE

0.052. [EDIT

CH _'J4 ;
SCANXHLX |

|| OF CLEAR H

OFFSET CLEAR It is available to clear the set
OFFSET reference value by
clicking the OF CLEAR soft-key.

The OFFSET icon will be disappeared meaning no
offset reference is set and the OF CLEAR soft-key
will be grayed out accordingly.

OFFSET reference is cleared
MANU =XXX-020 IEC-M00020 @z

CWAIT:001.55 GRMODE: OMN OFFSET:
©Fall: OFF RANGE : AUTO

0.052,, e

CH 12345678

_SCANXHLXXXXX [l
| |

OF CLEAR soft-key is grayed out
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Viewing the Parameters Settings

Background

After setting up the parameters of each test
mode (ACW, DCW and IR), user can check
those settings anytime with ease.

Steps

70

Press the MANU/AUTO soft-key
to select MANU option.

Use the scroll wheel to go to the
target MANU step.

The parameters settings from each
test mode are shown below. Use

the PAGE key to toggle pages.

DCW parameters — page 1

MANU=019-005 IEC-MO0005 @
GRAMP :000.1s HI SET:1.000mA ARC
DCW @TEST:004.55 LO SET: OFF REF#

VOLTAGE

0.050. [ ViEw |

CH 12345678
SCANOOX XX XX |
|| | |

anulauto| copy |

DCW
DCW parameters — page 2
MANU=019-005 IEC-MOO0OS @

OWAIT: OFF GRMODE OFF
DCW @Fall: OFF

VOLTAGE

0.050., [VIEW

CH 12345678
SCANKX X XXX KX
|| |

panujavto| copr ||

— We measure, we calibrate, we validate. EEE - www.tessol.com TS-TL-GWI-002

70 /288


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

>
<
©
=
Q
Il
©
9
(=
Is
%
(]
=
-
(0]
(9]
(9]
w
[

TS-TL-GWI-002

TESSOL

Technical Library

GUINSTEK OPERATION

ACW parameters — page 1

MANU=002-004 IEC-MOOC02 @3 232]

ACW GRAMP :000.1s HI SET: 999pA ARC  : OFF
GTEST:000.45 LO SET: OFF REF# : OFF

VOLTAGE

3.000. VEW |

CH 12345678
SCANXXXXHXAX
H |

manulauto| copy |

ACW
ACW parameters — page 2
MANU =002-004 IEC-MO000Z @
GWAIT: OFF GRMODE OFF
ACW OGFall: OFF
VOLTAGE
3.000., | VIEW |
CH 12345678
SCAN XXX XX XXX
MANU=021-013 IEC-MO0O11 @
GRAMP:000.1s HI SET: OFF
(GTEST:000.3s LO SET:001.0M0 REF# : OFF
VOLTAGE
0.050. VIEW |
CH 12345678
@ SCANXXXXXXXX |
manujauto| copy | I \
IR

IR parameters — page 2

MANU=021-013 TEC-M0O0011 @3

CMWAIT: OFF GRMODE: OFF OFFSET:
@Fall: OFF RANGE : AUTO

VOLTAGE

0.050., VIEW |

CH 12345678
SCANX XX KHKKX
H |

manulauto| copy |

VA
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Setting the Pause (PA) Step
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Background Basically, Pause (PA) step under MANU mode
is specifically for AUTO mode. It provides,
based on differed applications, a pause action,
which is equivalent to an interval, within
AUTO group. User is able to define some
parameters for the set PA step.

Steps 1. Press the MANU/AUTO soft-
key to select MANU option.

2. Press the EDIT soft-key followed [ eor |

by clicking the MODE soft-key.

3. Use the scroll wheel to select the
PA option.

4. Press the TIME soft-key followed
by using the scroll wheel to
define a time period in which PA
step will be shown on screen.

TIME  CONT.: Infinite time until START key
000.35~999.9s

Set the TIME period

MANU =XXX-020 IEC-M00020 @2

PA B CONT. MESSAGE PAUSE MODE
SIGNAL :OFF

| MODE || TIME

72
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enter the Message setting, which will
be shown when PA step endures.

£ GUWINSTEK OPERATION
E 5. Press the MESSAGE soft-key to | MESSAGE |
o

6. The on-screen keyboard is shown where user
can input a preferred Message for PA. Use the
scroll wheel to move among each character and
press INPUT soft-key to input character. Press
CAPSLOCK soft-key to toggle between high
and low case. Press BACKSPACE soft-key to
backspace the inputted word. Press EXIT KeyB
to exit from the KeyBoard and discard setting.

On-screen Keyboard
MANU = XXX-020 IEC-M00020 @2

OTIME:000.3s [ FAUSE MODE
PA
KeyBoard

PAUSE MODE

AERNEEAODORON
nfoflpRallr st flulvwlix ]y fz]
0038000000808

m | CAPSLOCK :H:BACKSPACE:”: INPUT

Functional Soft-keys

7. Press the OK soft-key to confirm.

8. Press the SIGNAL soft-key | siGNAL |
followed by using the scroll wheel
to turn ON/OFF Signal function,
which outputs signal information
including waveform of PA step to
the connected external instrument.

SIGNAL  ON, OFF
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Turn ON/OFF SIGNAL
MANU = XXX-020 IEC-MO0D20 @2
RPN} CT1VE:000.35 WESSAGE PAUSE WODE

: ON
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" EDIT |

| MODE || TIME || MESSAGE || SIGNAL

9. Press the SAVE soft-key to complete.

PA Display While performing AUTO test where PA step is
added, the screen will be shown as follows for
PA step in which PAUSE TIME starts counting
and the defined MESSAGE is clearly shown.

The counting time for PA step
AUTO=000-020 ICC _B]

[ PAUSE TIME: |
Bl

TOTAL: 00000031
FAIL : 00000002

PAUSE

User-defined MESSAGE PA mode display

74
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Setting the Open Short Check (OSC) Step
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Background Open Short Check (OSC) is a MANU step used
to define the thresholds when open circuit or
short circuit occurs between the test leads and
DUT. The section here allows user to assign Hi
limit and Low limit for Short and Open status
check, respectively.

OSC, identical with the PA step, is specifically
for AUTO mode. It provides an Open Short
check step for multiple channels based on
differed applications for AUTO tests.

Steps 1. Press the MANU/AUTO soft-
key to select MANU option.

2. Press the EDIT soft-key followed
by clicking the MODE soft-key.

3. Use the scroll wheel to select the
OSC option.

4. Press the OPEN soft-key
followed by using the scroll
wheel to define a percentage of
OPEN status judgment.

OPEN 10% ~ 100%

75
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Set the OPEN ratio
MANU=019-024 IEC-M0O0D24 @3

_050% STD# :
- 050%
®TEST:000.3s SHORT : 500% REF# :

VOLTAGE
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0.050. EDIT_

CH 12345678
SCAI‘-IXXXXXXXX‘

| MODE H OPEN || SHORT || SCAN

5. Press the SHORT soft-key
followed by using the scroll
wheel to define a percentage of
SHORT status judgment.

SHORT OFF, 100% ~ 500%

Set the SHORT ratio

MANU=019-024 IEC-MO0D24 @3
OPEN : 050% STD# :
0SC ©TEST:000.3s [N:_500% REF#

VOLTAGE

0.050. [ EDIT

CH 12345678
SCAHX XX XXX X X[l

| MODE H OPEN || SHORT || SCAN |

6. Press the SCAN soft-key to enter
the SCAN setting.

7. Use the left and right arrow keysto (O CD
move among each channel, and
utilize the scroll wheel to set the
status for each channel in light of
the practical applications.

76
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£ H Hi-POT/ IR output

= L Return terminal

a X Open/No Connection

Set the SCAN arrangment

MANU=019-024 IEC-M00024 @R

0sC OPEN : 050% STD#
©TEST:000.3s SHORT : 500% REF#

VOLTAGE

0.050. [EDT |

I 1l345678
XHXXXXXX‘

| MODE || OFEN || SHORT H SCAN

=

OSC Display Prior to executing OSC action, it is required to
get a STD value, for which refer to the page 112.
While performing AUTO test where OSC step
is added, the screen will be shown as follows
for OSC step in which FAIL judgments occurs
in that either measured current value is lower
than the set OPEN ratio or is higher than the
SHORT ratio. In the case below, OPEN
judgment comes up due to the measured
current is lower than the OPEN threshold of
user-defined 100% relative to the STD value.

8. Press the SAVE soft-key to complete.

The user-defined OPEN & SHORT ratios
AUTO=019-024 IEC-A0001 @ 232

0sC ‘ OPEN'+"100%
OTEST :000.1s[ ' | SHORT : 200%

TOTAL : 00000077

FAIL : 00000005
|<V ' ‘
MA | SCANXHXXXXXX

OPEN status judgment FAIL judgment
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Copy a MANU step
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In order promptly duplicate a MANU step,

Background follow the steps below for easy setup.

Steps 1. Make sure the unit is within the VIEW status
under MANU mode. If it is under READY
status, press the VIEW soft-key to return to the
VIEW status. Alternatively, if it is under the
EDIT status, press the SAVE soft-key to return
to the VIEW status.

MANU =XXX-000 IEC-MOO000 @

©GRAMP :000.1s HI SET: OFF
OTEST:000.3s LO SET:001.0M0 REF# : OFF

VOLTAGE

0.050. [VIEW |

CH 12345678
SCANXXXXXXXX |

[@]Aum][ COPY ||

COPY soft-key VIEW status

2. Use the scroll wheel to select a
source MANU step number (000
for example) and press the COPY
soft-key.

3. Further use the scroll wheel to
select a target MANU step
number (002 for example) and
press the PASTE soft-key.

78
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MANU=XXX-002 IEC-M00002 @R

DCW @ORAMP :000.1s HI SET:1.000mA ARC : OFF
GTEST:000.3s LO SET: OFF REF# : OFF

VOLTAGE

0.050. VEW |

CH 12345678
R09.9.9.9.9.0.9.4

[MaNy|auTO| copYioony | pasTE | |
MANU step
000 is copied PASTE soft-key

The MANU step number 000, from the example
above, is replicated to the MANU step number
002 successfully.

MANU=XXX-002 IEC-MO0000 @3

(ORAMP :000.1s HI SET: OFF
(OTEST:000.3s LO SET:001.0MO REF# : OFF

VOLTAGE

0.050. [ViEW |

CH 123456738
SCAN XXX XAXXX

[manu|auto| covioony | Paste | |

MANU step 002 has the identical
parameters with MANU step 000

79
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Clear the tests state

The state covering TOTAL test counts and
judgments of FAIL is clearly shown on the
READY status. To erase the records, follow the
steps below.

Background

Steps 1. Make sure the unit is within the READY status.
If it is under VIEW status, press the STOP key
to return to the READY status. Alternatively, if
it is under the EDIT status, press the SAVE soft-
key followed by the STOP key to return to the
READY status.

MANU = XXX-009 IEC-M00009 @

DCW ORAMP :000.1s5 HI SET:1.000mA ARC
OTEST:000.3s LO SET: 005pA REF#

VOLTAGE TOTAL : 00000090

FALL : 00000021

0.050., READY

CH 12345678
SCAH XX XX KX X

manujauro|  view |stat cLear| kevLock |

READY status

TOTAL The total test counts
FAIL The total FAIL judgments

2. Press and hold the STAT CLEAR [N
soft-key for 1 second.

MANU=XXX-009 IEC-MO0O0C2 EH

DCW ORAMP :000.1s HI SET:1.000mA ARC
OTEST:000.3s LO SET: O0O05pA REF# : OFF

TOTAL : 00000000
VOLTAGE FAIL : 00000000

0.050.. ReADY

CH 12345678
SCAN DX KX

an)auTo|  view |sTat cLEAR| KeYLocK |

The tests state is zeroing

80
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g Set the Panel Key Lock
¢}
- Key Lock disables the front panel keys from
Background . .
changing the test number, mode or testing
parameters. Only the START & STOP buttons
required for testing are not disabled. Also, the
KEY LOCK soft-key remains functional for user
to unlock the function.
Steps 1. Make sure the unit is within the READY status

under MANU mode. If it is under VIEW status,
press the STOP key to return to the READY
status. Alternatively, if it is under the EDIT
status, press the SAVE soft-key followed by the
STOP key to return to the READY status.

MANU =XXX-000 IEC-M0O0000 @3 (232

ORAMP :000.1s HI SET: OFF
OTEST:000.35 LO SET:001.0MO REF# : OFF

TOTAL : 00000000
VOLTAGE FATL : 00000000

050, [READY]

CH 12345678
 SCANXXXXXXXX

e [manujauto] view [sTat cLear| KevLook |
READY status KEY LOCK soft-key

2. Press and hold the KEY LOCK | KeyLock |
soft-key for 1 second.

KEY LOCK icon is shown

MANU =XXX-000 IEC-MO0000 @3 k&Y 232

ORAMP :000.1s HI SET: OFF
GTEST:000.3s LO SET:001.0M0O REF# : OFF

TOTAL : 00000000
VOLTAGE FALL : 00000000

0.050., READY

CH 12345678
RELVD.0.:0.9.9.0.0.9.¢

e Juro ven o e evioa]

2
All soft-keys are disabled except for KEY LOCK
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E Unlock Key Lock 1. Again, press and hold the KEY | Kev Lok |
o

MANU=XXX-000 IEC-MOO000 @3 kel [232]

ORAMP:000.15 HT SET: OFF
@1

000000
VOLTAS | 000000

O J &&aaa DY

CH 12345678
SCAN XX XXX XXX

m jH:EACKSPACE][ INPUT || oK \

Functional Soft-keys

2. The on-screen keyboard is shown where user
can input password to unlock the key lock. Use
the scroll wheel to move among each number
and press INPUT soft-key to input number.
Press BACKSPACE soft-key to backspace the
inputted word. Press EXIT PW to exit from the
KeyBoard and discard setting.

3. Press the OK soft-key to unlock the | 0K
KEY LOCK function.

A Note The password by default is 12345678.
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’ Running a MANU Test
o
Background A test can be run when the tester is in the
READY status.
& N The tester cannot start to run a test under the
ote

following conditions:

» A protection setting has been tripped; when a
protection setting has been tripped the
corresponding error message is displayed on
the screen. See page 278 for a comprehensive
list of the all the setting errors.

e The INTERLOCK function is ON and the
Interlock wire is not shorted in the Interlock
terminal (page 195).

o The STOP signal has been received remotely.

o If Double Action is ON, ensure the START
button is pressed immediately after the STOP
button (<0.5s).

Steps 1. Ensure the tester is in READY Page 37
status for the test to come.

MANU = XXX-000 IEC-MO0000 @3

ORAWP :004.4s5 HI SET: OFF
(GTEST:003.1s LO SET:001.0M0 REF# : OFF

TOTAL : 00000004
VOLTAGE FAIL : 00000000

0.050.. READY

CH 123456738
SCANHLXHLXHH

READY status
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START

2. Press the START button when the

tester is in the READY status. The
manual test starts accordingly and

the tester goes into the TEST status.

MANU = XXX-000 TEC-MOOCOO W 232]

ORAMP :002.95 OWAIT :001.9s
BTEST :003.1s @GFALL :001.2s

TOTAL : 00000003

O 01 9  FAIL : 00000000
KV

) TEST |

>1 OGQ SCANHLXHLXHH

TEST status

3. The test will start by showing the ongoing
RAMP time followed by ongoing WAIT time
and the ongoing TEST time and, finally, the
ongoing FALL time. The test will continue until
the test is finished or stopped.

ORI {ANJ=X)0(-000 TEC-H00000 @3 BEH Ongoing

== CRAMP 1002.85  OWAIT :001.95
RAMP GTEST $003.15  ®FALL +001.25 WAIT
time time

TOTAL: 00000003
FAIL : 00000000
Ongoing O . 020 kv Ongoing

TEST ‘E‘ FALL
time >1 OGQ SCANHLXHLXHH

time

ACW Example MANU=XXX-021 IEC-M00021 @3 [232]

ACW ORAMP :000.0s OWAIT :000.1s
OTEST :002.7s OFALL :  OFF

TOTAL : 00000006
FAIL : 00000002
= kV

| TEST
O n OOOmA kSCAr‘lxxxxxxxxE

Test Voltage Measured Current

34
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DCW Example

MANU=XXX-022 IEC-M00022 @3 (232]

GWAIT :000.95
OFALL :004.65

GRAMP :000.05
ol  GTEST (000,35

TOTAL: 00000165
FAIL : 00000134

0.050.

 TEST |
O n OUA ‘SCAI-IHLXHLXXXEI

Measured Current

Test Voltage

IR Example

MANU =XXX-000 IEC-MO0000 W

ORAMP :002.95 OWAIT :001.95
(OTEST :003.1s @OFALL :001.25

0.019.,
- TEST
>10., TEST

Measured Resistance

TOTAL: 00000003
FAIL : 00000000

Test Voltage

& Note

WAIT and FALL time only appear when user has
activated them. See page 61 and 48 for details.

Stop the Test 1.

— We measure, we calibrate, we validate.

To stop the test at any time when it SToP

is running, press the STOP button.
The test will stop immediately.
When the STOP button is pressed,
a judgment is not made and the
STOP status will be shown.

MANU=XXX-021 IEC-M0O0021 @3 (232]

ACW GRAMP :000.1s GWAIT :001.0s
OTEST :002.7s OFALL :  OFF

1.654.

TOTAL: 00000012
FAIL : 00000002

| STOP |
O m OOOmA ‘mm‘@

STOP status
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STOP

2. Further press the STOP button
again to return to the READY
status.
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Or press the START button to
resume the test.

A Do not touch any terminals, test leads or any other
Note connections when the test is ongoing.
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PASS / FAIL MANU Test
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Background If the test is allowed to run to completion (the
test is not stopped or a protection setting is not
tripped) then the tester will judge the test as
either PASS or FAIL.

& The test will be judged PASS when:
Note o The HISET and LO SET limits have not been
tripped during the test time.

The test will be judged FAIL when:

o FEither the HI SET or LO SET limit has been
tripped during the test time.

« A protection setting has been tripped during
the test time. See page 278 for a list of error
messages.

PASS Judgment 1. When the test is judged as PASS, PASS
PASS will be displayed on screen,
the buzzer will sound and the

PASS indicator will be lit green.

MANU=021-001 IEC-MO0000 @3 [232]

ORAMP :000.0s OWAIT ©  OFF
OTEST :000.0s OFALL :  OFF

0.050,, s
KV [ A

-J2bw pASS)
>1 OGQ SCANX XXX X XXX

PASS judgment
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2. The tester will immediately restore back to the
READY status after PASS judgment. However,
if the PASS HOLD is activated, PASS judgment
will persist until the set duration of PASS
HOLD is fully met. Refer to page 83 for details.
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In addition, pressing the STOP
button during the set duration of
PASS HOLD can return to READY
status immediately.

A The buzzer will only sound if the Buzzer is set to
Note ON. See page 143 for details.

PASS Timing The timing diagrams below show the ACW, DCW
Diagrams and IR timing for the START status, TEST status

and PASS judgment.

ACW PASS
Timing START
TEST
PASS
Output V|
time
K—RAMP —X—TEST TIME—%X—
up FALL TIME
& DISCHARGE
DCW PASS
Timing START |
TEST
PASS
Output V
time
K—RAMP —X—TEST TIME—%X—
up FALL TIME
& DISCHARGE
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IR PASS Timing
START [
TEST
PASS
Output V|
time
<—RAMP —%—TEST TIME —%—
uP FALL TIME
& DISCHARGE
FAIL

FAIL Judgment 1.

When the test is judged as FAIL,
FAIL will be displayed on screen,
the buzzer will sound and the
FAIL indicator will be lit red.

Or

As soon as a test is judged FAIL,
power is cut from the terminals.

MANU=021-003 IEC-MO0003 @3

|owaIT :  OFF
|OFALL :  OFF

GRAMP :000.0s
o O TEST (000, 15‘

TOTAL : 00000031
FAIL : 00000004

0.050.. =
O OpA S

FAIL judgment

The FAIL judgment will be held on
the display until the STOP button
is pressed. Pressing the STOP
button will return the tester back to
the READY status.

Or press the START button to
resume the test.

& Note

The buzzer will only sound if Fail Sound is set to
ON. See page 143 for details.

— We measure, we calibrate, we validate.
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FAIL Timing The timing diagrams below show the ACW, DCW
Diagrams and IR timing for the START status, TEST status

and FAIL judgment.

ACW FAIL Timing
START
TEST
FAIL
Output V|
time
<—RAMP —X—TEST TIME —%—
up DISCHARGE
DCW FAIL Timing
START
TEST
FAIL
Output V|
time
<—RAMP —%—TEST TIME —%—
up DISCHARGE
IR FAIL Timing
START
TEST
FAIL
Output V|
time
K—RAMP —%—TEST TIME —%—>
up DISCHARGE
90
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AUTO Tests

This section describes how to create, edit and run up to 100
automatic tests. An Automatic test allows you to group up to 99
different MANU tests and run them sequentially within a single
AUTO test. Each stored MANU test is used as a test step when
creating an AUTO test.
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o Choose/Recall an AUTO Test— from page 92

o Creating an AUTO Test Name — from page 93

« Adding a MANU Step to the AUTO Test — from page 94
« Viewing and Editing AUTO Group — from page 95

o Setting AUTO Parameters — from page 97

 Getting the Reference Value — from page 110

o Getting the Standard Value — from page 112

» Viewing Steps in AUTO Group — from page 114

» Viewing Parameters Settings of Each Step in List — from page 116
« Page View in AUTO Test — from page 117

o Clear the AUTO tests state — from page 120

« Set a Panel Key Lock — from page 121

e Running an Automatic Test — from page 123

o AUTO Test Results — from page 134

Before operating the GPT-9500 please read the safety precautions as
outlined in the Set Up chapter on page 21.
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Choose/Recall an AUTO Test
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Background The tester must first be put into AUTO mode to
create or run automatic tests. Up to 100
automatic tests can be saved or recalled.

Steps 1. Press the MANU/AUTO soft-key
to select AUTO option.

2. Use the scroll wheel to select a
number of AUTO group.

AUTO #  000~099

A The AUTO group number can only be chosen
Note in VIEW status. And the AUTO 000 group is
specifically for remote control usage.

AUTO Group The following “AUTO = 000 (0)” stands for the
Number AUTO group 000 where zero (0) MANU step is
Description added.

AUTO group number

Total MANU steps
being added

AUT0=000(0) ICC

VIEW status
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Creating an AUTO Test Name
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Background Each AUTO test can have a user-defined test
name (Default: IEC-A000XX) up to 13 characters

long. See the available list of characters below.

Character List

80006EE00ORON

NfolPRallr s AT Julviwlx [z
0008060000808

Steps 1. Press the MANU/AUTO soft-key
to select AUTO option.

2. Press the NAME soft-key to enter
the NAME setting.

3. The on-screen keyboard is shown where user
can input a preferred name for AUTO test. Use
the arrow keys or scroll wheel to move among
each character and press INPUT soft-key to
input character. Press CAPSLOCK soft-key to
toggle between high and low case. Press
BACKSPACE soft-key to backspace the
inputted word. Press EXIT KeyB to exit from
the KeyBoard and discard setting.

93
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On-screen Keyboard
AUTO=001(0) IEC-A00001 @A

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

KeyBoard
AORNEEEA0DORBRAD
00REAOGO0OROA
0038000000808

m | CAPSLOCK :H:BACKSPACE:H: INPUT

Functional Soft-keys
=

4. Press the SAVE soft-key to confirm
the input name.

Adding a MANU Step to the AUTO Test

Background Up to 99 MANU steps can be added to an AUTO
test. Each step is added in a sequential order.

Steps 1. Press the MANU/AUTO soft-key
to select AUTO option.

2. Press the EDIT soft-key. | eor |

3. Use the scroll wheel to choose
target MANU step(s) to be added
to the AUTO test. 4

MANU STEP number 001~500
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The selected MANU step number
AUTO=024-001 IEC-M00000DF @3 (232]

DCW ORAMP :000.1s HI SET:1.000mA ARC : OFF
OTEST:000.3s LO SET: OFF REF# : OFF
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VOLTAGE

0.050., [EDIT |

CH 12345678
SCANXXXXXXXX |

oo [ ven |

ADD(x) soft-key

& * When MANU step has been added to AUTO
Note group, the number of MANU step turn out
bluish and thus will be Not added again.

= MANU number 000 acts like a trial mode in that
it could Not be added into AUTO test.

4. Press the ADD(x) soft-key toadd [N
the selected MANU step into the
AUTO group.

& The (x) behind ADD soft-key signifies the total
Note MANU steps being added into the AUTO group.

5. Repeat the previous steps for any other MANU
tests that you wish to add to the AUTO test.

Viewing and Editing AUTO Group

Background View contents of AUTO group in a table list
where user can execute several actions to
compose the AUTO group.

Steps 1. Press the MANU/AUTO soft-key

to select AUTO option.

95
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2. Press the VIEW soft-key to enter
the table page.
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List of MANU steps of AUTO group

SN |STEP|MODE| WOLT HI SET | LO SET

m DELETE || DEL ALL || INSERT H

Functional Soft-keys

Delete MANU 3. Use the scroll wheel to move to

Step each MANU step. Press DELETE
soft-key to remove MANU step . ‘
from the table or press DEL ALL
to remove the entire MANU steps.

Insert MANU 4. Use the scroll wheel to move to
Step each MANU step. Press INSERT

soft-key to enter the next page.
INSERT

5. From the screen below, use the
scroll wheel to move to each
MANU step followed by pressing

INSERT soft-key to add target © NSERT
MANU step into the AUTO list.

Press the RETURN soft-key to

discard insert action.
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Selected target MANU step

AUT0=019-095 IEC-M00095 @R

DCW ORAMP :000.1s HI SET:1.000mA ARC  : OFF
OTEST:000.3s LO SET: OFF REF# : OFF

VOLTAGE

0.050., [EDIT |

CH 12345678
Bl 10.9.9.9.9.9.9.9.¢

e | weer | | | ﬁl

Functional Soft-keys

& When MANU step has been added to AUTO
Note group, the number of MANU step turn out
bluish and thus will be Not added again.

6. Press the EXIT soft-key to leave from

the AUTO table list.

Setting AUTO Parameters

This is the parameters setting page specific for
AUTO test. It has the higher authority over the
parameter settings of each MANU step. Each
AUTO group has its own AUTO parameters,
which are commonly shared by all MANU
steps within the same AUTO group.

Background

Steps 1. Press the MANU/AUTO soft-
key to select AUTO option.

2. Press the AUTOPARA soft-key
to enter the AUTO parameters.

97
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£

8 AUTO AUT0=000(5) IEC-AD0000 @1

y Parameters AUTO STEP PARAWETER

=

Settings PASS HOLD Il sec GR CONT.
STEP HOLD [« =001 . s EGE 03 R

H-TINE [EAlsec AUTO RANGEINES

AFTER FATLIESNMEd SCREEN [ O |~]
ACW FREQ rART NO.
rave JunG. RS LoT NOo.
GFCI BT serisl vo .

] [ ver | e | oo

PASS HOLD

Background The PASS HOLD setting refers to the holding
duration after PASS judgment is shown on the
display. When the PASS HOLD setting is set, a
PASS judgment is held until the set duration is
fully reached.

1. Use the PREV & NEXT keys or
scroll wheel to move to the PASS
HOLD field.

2. Press the ENTER soft-key followed
by using the arrow keys and scroll =)
wheel to define a duration. —
PASS HOLD 000.2s ~ 999.9s

3. Press the ENTER soft-key to
confirm the setting

A The STOP key can be pressed at any time in the set
Note duration of PASS HOLD to promptly halt the set
PASS HOLD duration.
98
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STEP HOLD

OPERATION

Background

The STEP HOLD setting refers to the holding
duration after each step within a AUTO group

. Use the PREV & NEXT keys or

o

scroll wheel to move to the STEP
HOLD field.

. Press the ENTER soft-key followed

by using the scroll wheel to select
an option. When TIME is selected,
define an H-TIME by using the
arrow keys and the scroll wheel.

TIME Step is held until the set duration (H-
TIME) is reached. 000.2 ~ 999.9 sec
KEY Step is held until the START key is

pressed.

. Press the ENTER soft-key to

confirm the setting

& Note

The STOP key can be pressed at any time in the set
duration of STEP HOLD to promptly halt the set
STEP HOLD duration.

HE GW Instek GPT-9500 A|Z|= M| 7Y - HZAL|IEZ XHEY
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AFTER FAIL
Background The AFTER FAIL setting refers to the ensuing action

after FAIL judgment is shown on the display.

o

1. Use the PREV & NEXT keys or
scroll wheel to move to the AFTER
FAIL field.

2. Press the ENTER soft-key followed
by using the scroll wheel to select
an option.

CONT. Next step keeps going even after
FAIL judgment appears.

STOP AUTO test will be stopped
immediately after FAIL judgment of
one of the steps appears. Only the
STOP key can be pressed to return
to the READY status.

RESTART  AUTO test will be stopped
immediately after FAIL judgment of
one of the steps appears. User can
press START key to restart the
AUTO test from the 1st step.

3. Press the ENTER soft-key to
confirm the setting

100
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AC FREQ

Background A test frequency of 60Hz or 50Hz can be set,
regardless of the input line voltage. The test
frequency setting only applies to ACW test.

1. Use the PREV & NEXT keys or
scroll wheel to move to the AC
FREQ field.

2. Press the ENTER soft-key followed
by using the scroll wheel to select ==
an option.

AC FREQ 50Hz, 60Hz

3. Press the ENTER soft-key to

confirm the setting

RAMP JUDG.

Background In theory, neither PASS nor FAIL status is
judged during the ramp up time. However,
RAMP JUDG. enables judgment during the
ramp up duration instead for certain application.

1. Use the PREV & NEXT keys or
scroll wheel to move to the RAMP  [IEED
JUDG. field. =

101
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2. Press the ENTER soft-key followed
by using the scroll wheel to turn X
ON/ OFF the function.
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RAMP JUDG.  ON, OFF

3. Press the ENTER soft-key to
confirm the setting

GFCl

Background GF(I, Ground Fail Check Interrupt, function is
particularly designed to detect if any electrical
leakage or accidental interruption between DUT
and GPT-9500. Once issue occurs, output will be
stopped and warning message shows accordingly.

A To activate GFCI, the GR MODE should be

Note disabled for test. Refer to page 63 for details.

1. Use the PREV & NEXT keys or
scroll wheel to move to the GFCI =
field.

2. Press the ENTER soft-key followed
by using the scroll wheel to turn Y
ON/OFF the function.

GFCl ON, OFF
3. Press the ENTER soft-key to
confirm the setting
102
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GFCl Warning GFCI warning message
Display MANU=000-002 IEC- MOOOOZ .II

DCW ORAMP : 000.15| |DWAIT :  OFF
GTEST :010.3s| ~ — |®FALL : OFF

TOTAL: 00000062
 FAIL : 00000004
25 OUA SCANX XX XX XXX

GR CONT.

Background For some applications, continuity connection is
required prior to tests. This section allows user
to implement varied methods for continuity test.

& Make sure to connect the specific cord between

Note

CONTINUITY terminal and the DUT before
executing test with GR CONT. activation.

As the figure shown below, connect the test lead
(red) one end to the CONTINUITY terminal and
make the red alligator clip on the other end

contacted with the DUT.
000
DUT CONTINUITY
—_ Terminal
-
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1. Use the PREV & NEXT keys or
scroll wheel to move to the GR
CONT. field.

2. Press the ENTER soft-key followed
by using the scroll wheel to select
an option. When TIME is selected,
define a G-TIME and TH by using
the arrow keys and the scroll wheel.

KEY

TIME

3. Press the ENTER soft-key to

Test cannot be proceeded to until
continuity connection is well established.

After continuity connection is wired,
test will be started after the set time
duration (G-TIME from 000.2 ~999.9
sec) and the set threshold value (TH
from 01 ~ 50 Q) are reached. Note that
the set time will recount if continuity
connection is disrupted amid the set
time duration.

confirm the setting

GR CONT. KEY
Displays

104

— We measure, we calibrate, we validate.

Test is stopped with GR CONT message
AUTO=000-001 IEC-AQ000 | @3 [237]

DCW GRAMP :1000.1s JowWAIT :  OFF
(GTEST :001.05| JGFALL :  OFF

TOTAL: 00000043
FAIL : 00000002

STEP:1/3
Hl\ SCANHHHHHHHH
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Test will start after GR wait duration

AUTO=000-001 IEC-ADOOOO @

DCw R :000.1s| GR WALT TAME: |GWATT: OFF
®TEST:001.0s| 001.9 ©Fall: OFF

TOTAL : 00000037
FAIL : 00000002

(AT ——
' TEST
HA SCANRHHHH HH

AUTO=000(5) IEC-AD0000 @
SN |STEP|MODE | VOLT | HI SET | LO SET

1010 [ DG | 0500k | 1.000mA |_OFF
> [011 | DO | 1.000kv | 1-000mA | 0FF
OFF

OFF

IR [0.500kv | OFF | 001.040

I I B

& Note When all steps of AUTO test are

— We measure, we calibrate, we validate.

completed, if user intends to redo AUTO
test again on the basis of TIME setting of
GR CONT,, please pull out followed by
plugging in the test lead of
CONTINUITY terminal so that continuity
test will be proceeded properly before all
steps of AUTO test.
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k AUTO RANGE
- Background For DCW test, the unit for measured current

can be determined by user preferences.

A Note AUTO RANGE is only applicable to DCW test.

o

1. Use the PREV & NEXT keys or
scroll wheel to move to the AUTO
RANGE field.

2. Press the ENTER soft-key followed
by using the scroll wheel to turn 7 N\
ON/OFF the function. )

ON  The displayed ampere unit is auto-
adjustable in light of the measured current.

OFF The displayed ampere unit is fixed
within the unit of mA all the time.

3. Press the ENTER soft-key to
confirm the setting

AUTO ON AUTO=019-005 IEC-AQ0O0 @3
ORAMP :000.0s  @WAIT : OFF
RANGE M4l CTEST 1003.2s  GGFALL - OFF
Displays
p y TOTAL : 00000010
O 050 FAIL : 00000000
" “| TEST |
O O " STEP:01/15
| MA  SCANXXXXXXXX
Ampere unit adjusts in accord
with measured current
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OFF INFEEECEESE E

DCW GORAMP :000.0s OWAIT @ QFF
GTEST 1 003.2s OFALL : OFF

TOTAL: 00000010

O O 5 O FAIL ‘00000000
- “ | TEST |
O OOO TSTEP:01/15
m MA  SCANXXXXXXXX

Ampere unit is fixed with the unit of mA

SCREEN

Background There are up to 3 display modes for READY
status and test screen of AUTO test.

1. Use the PREV & NEXT keys or
scroll wheel to move to the
SCREEN field.

2. Press the ENTER soft-key followed
by using the scroll wheel to select
an option.

OFF All the information is hidden from
display except for system time.

ON  The entirely full information is shown on
display.

STAT Only TOTAL and FAIL counts with D.
RATE (Rate of Distortion) are shown.

3. Press the ENTER soft-key to
confirm the setting

107
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g SCREEN OFF 01:58:08 [ B
o Displays

manufauto| view  JsTat oLear| kev Lock |

ON AUTO=021(4) IEC-AD0021 EH

ORAMP :000.8s HI SET: OFF
OTEST:008.65 L0 SET:001.0M0 REF# : OFF

TOTAL : 00000003
VOLTAGE FAIL : 00000000

0.050., READY

12345678
_ 3 _ SCAHXXXXXXXX
manufauTo|  view |sTaT cLear| KEYLock |

STAT 01:57:52 8|

| TOTAL :00000003]
FAIL :00000000
D.RATE : 0.000%

manu[auto]  view  |sTaT cLEAR| KEYLOGK |

PART NO., LOT NO. & SERIAL NO.

Background It is practical to tab additional info including
part, lot and serial numbers for tests on
products of batches for easy identification.

1. Use the PREV & NEXT keys or
scroll wheel to move to the PART
NO., LOT NO. and SERIAL NO.

tields, respectively.

2. Press the ENTER soft-key to bring
out the on-screen keyboard.
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3. Use the arrow keys or scroll wheel
to move among each character and
press INPUT soft-key to input
character. Press CAPSLOCK soft-
key to toggle between high and low
case. Press BACKSPACE soft-key to
backspace the inputted word. Press
EXIT KeyB to exit from the
KeyBoard and discard setting.

On-screen Keyboard

AUTO=021(4) IEC-A00021 @3
AUTO STEP PARAMETER

PASS H

STEP H ]

AFT:RTIEIIEIGEBIBIIIEB

" (100EREE000000
I

rap 0008800000080
[_orr - JEn no.—

Functional Soft-keys

4. Press the OK soft-key to confirm.

5. Press the SAVE soft-key to finish the
AUTOPARA setting,

PART NO., LOT To see the user-defined No. info, go to the test
NO. and SERIAL result display, After AUTO test is finished, and the
NO. Display No. info will be shown in the lower-left corner.

109
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AUTO=021-002 IEC-AQ0021 @
SH|STEP|MODE| VOLT |CURR/OHM| STATUS SCAN

02]003 [ DCW | 0.050kV [ 0.0pA | PASS  [HLXOOOOXK

T PASS
0.047kV [0.000mA | OPEH [30000004K
I D

P/N:AA-0166
L/N:B_2
S/N:BEF.997

The No. info is superimposed
in AUTO test result display

A It is available to press the EXIT soft-key anytime
Note to leave the AUTOPARA setting page.

Getting the Reference Value

Background The REF value (REF#) acts as an offset. The REF#
is subtracted from the measured current (ACW,
DCW) or measured resistance (IR). The GET
REF# for AUTO test is particularly convenient in
that it helps obtain, with single click, the REF
value for each MANU step at one time.

Steps 1. Press the MANU/AUTO soft-key
to select AUTO option.

2. Press the MORE soft-key followed W
by pressing GET REF# soft-key.

The AUTO group page will be shown where it
requests HV output terminal needs to be OPEN
prior to pressing START key to get REF#.

110
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AUTO=002(1) IEC-AO0002 @3
SN STEP MODE| VOLT HI SET | LO SET SCAN
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Iease open the HV output termmal
I Press START Key To Get REF# |

3. After pressing the START key,

REF# of each step will be @

obtained in sequence and the
prompt message shows OK.

AUTO=002(1) IEC-AQ0002 @B
| HI SET | LO SET

| eom  |manufauto| nName | auTopara | more.

4. Press the ESC key to return to the

VIEW status of AUTO group
where the REF# will be shown in
each MANU step.

AUTO=002(1) IEC-AQ0CC0D2 @

ACW GRAMP :000.1s HI SET:1.000mA ARC
(@TEST:000.3s LO SET: OFF REF# :

TOTAL: 00000092
VOLTAGE FAIL : 00000009

3.000., [VIEW|

12345678
SCANXXXXXXXX

The obtained REF#

& To see REF# of each MANU step, refer to page
Note 114 for details on AUTO step viewing,.

111
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Clear the REF# When it is in VIEW or READY maNU[AUTO]
status, press the MANU/AUTO
soft-key to select AUTO option.

Press the MORE soft-key followed
by pressing CLR REF# soft-key.
The REF# will be thus zeroing.

CLRREF#

s SET: 1. 000mA ARC
3s L0 SET:  OFF 4

A TOTAL : 00000092
Al EATL - 0000000

3.000., VIEW

EDIT GET REF# | GET STD# |VIEW/(MENU

REF# is zeroing in

Getting the Standard Value

Background The Standard value (STD#) is a normal value to
judge if open or short circuit occurs. It has relation
with the Open Short Check (OSC), which is a
MANU step used to define thresholds when open
or short circuit occurs between the test leads and
DUT. The GET STD# for AUTO test is
particularly convenient in that it helps obtain,
with single click, the STD# value for each OSC
step containing multiple channels at one time.

Steps 1. Press the MANU/AUTO soft-key
to select AUTO option.

2. Press the MORE soft-key followed W
by pressing GET STD# soft-key.
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The AUTO group page will be shown where it
requests GPT-9500 needs to connect to DUT
prior to pressing START key to get STD#.

AUTO=001(3) IEC-A00001 @1
SN STEP MODE, VOLT HI SET | LO SET SCAN

02]009 | DCW [5.000kV | 1.000mA [ OFF >
03 WOV B

Please connect the standard DUT -
.I Press START Key To Get STD# |
- r r [ ]

3. After pressing the START key, play

STD# of each OSC step will be @

obtained in sequence and the
prompt message shows OK.

AUTO=001(3) IEC-AQ0001 @13
SN|STEP|MODE| VOLT HI SET | LO SET SCAN

0 OFF
031010 TR Ry

Get STD# is Ok

| eom  |manu[auTo] Name | AutoPara| moRE. |

4. Press the ESC key to return to the
VIEW status of AUTO group
where the STD# will be shown in
each OSC MANU step.

113
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OSC step The obtained STD#

AUTO=001(1) IEC-AQ0001 E3 [cbc

0se OPEN : 050% STD# : 009pA
(@TEST:000.3s SHORT : 300% REF# : OFF

TOTAL : 00000118
VOLTAGE FAIL : 00000014

0.050. [viEw]

CH 12345678
SCANHX XXX XXX

MANU[AUTO|  VIEW  STAT GLEAR| KEY LOCK |

A » Refer to page 75 for details on setting open
Note circuit and short circuit thresholds.
* To see STD# of each OSC step, refer to page
114 for details on AUTO step viewing.
* The OSC will be invalid when Standard
value (STD#) is defined less than 30uA

Viewing Steps in AUTO Group

Background To check info of each MANU step within the
same AUTO group, use the function below.

Steps 1. Press the MANU/AUTO soft-key
to select AUTO option.

2. Press MORE soft-key followed by
pressing VIEW (MANU) soft-key.

3. The info box describing the serial
number (SN) and the step number
(STEP) of each MANU step within
the same AUTO group shows in
the upper-right corner. Use the
scroll wheel to change each step.
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Serial number in Original MANU
AUTO group Step Number

AUTO=002(1) IEC-AD0002 @

ACW ORAMP 2000.1s HI SET:1.000mA ARC | : OFF
GTEST :000.65 LO SET: OFF REF# : OFF

STEPWYIEW
VOLTAGE SN:01/STEP:04

3.000. viEw

CH 125345678
SCAN XX K XHXXX

| OLR REF# H GET STD# jHiVIEW{AUTO):Hi MORE..

4. Press the VIEW (AUTO) soft-key
to exit from the viewing page.

MANU step Info box disappears

AUTO=021(5) IEC-A00021 EH

:000.1s HI SET:1.,000mA
:000.3s LO SET: OFF REF#

0.050., View

EDIT | GET REF# | GET STD# | VIEW(MANU) | MORE.. |
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Background It is available to see parameters settings of each
of step of an AUTO group within a list table.

Steps 1. Press the MANU/AUTO soft-key
to select AUTO option.

2. Use the scroll wheel to go to the
target AUTO group.

3. Use the PAGE key to enter the list
table of target AUTO group where
parameters settings of each step
are well shown. Further use the
scroll wheel to move up and down
to the target step for details.

AUTO=021(5) IEC-A00021 @3
SH|STEP|MODE| WOLT HI SET | LO SET

02 OFF
E OFF
04 000pA

116
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Page View in AUTO Test

Background

To have overall yet quick glimpse on each step
of same AUTO group, use the function below.

Steps

. Make sure the unit is within the READY status

under AUTO mode. If it is under VIEW status,
press the STOP key to return to the READY
status. Alternatively, if it is under the EDIT
status, press the SAVE soft-key followed by the
STOP key to return to the READY status.

. Press the PAGE key to enter the

AUTO list page.

— We measure, we calibrate, we validate.

. Use the left and right arrow keys

to toggle between 2 pages, and
utilize the scroll wheel to move
among each MANU step.

AUTO steps list — page 1
AUTO=002(1) IEC-AQ0002 E 232

0014
[ N I IR I

The page 1, in addition to the fixed serial
number (SN), MANU step number (STEP) and
MODE), includes the set test VOLT, HI & LO
SET as well as SCAN deployment.

17
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AUTO steps list — page 2
AUTO=002(1) IEC-AQ0CC0DZ2 @
SN[STEP[MODE| WVOLT [CURR/OHMW|[ STATUS | SCAN

The page 2, in addition to the fixed serial
number (SN), MANU step number (STEP) and
MODE), includes actual test VOLT, measured
CURR/OHM, judged STATUS and the actual
SCAN judgments of each channel.

START

Test in Page Press the START key in Page
View View to execute AUTO test @
directly.

AUT0=002-150 IEC-AQ0002 lII

PAss

TEST TIME:
000.1s

Test being executed for ~ TEST starts with

each step in sequence time counting
Test Result in In addition to the final judgment in the bottom line,
Page View the judged status of each step is clearly shown.

118
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AUTO=002-125 IEC-A00002 III

3 0. 047KV
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The final judgment Judgments of each step

Exit the Page Press the ESC key to return to the
View READY status of AUTO test.
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Clear the tests state

The test state covering TOTAL test counts and
judgments of FAIL is clearly shown on the
READY status of either MANU or AUTO test.

To erase the records, follow the steps below.

Background

Steps 1. Make sure the unit is within the READY status.
If it is under VIEW status, press the STOP key
to return to the READY status. Alternatively, if
it is under the EDIT status, press the SAVE soft-
key followed by the STOP key to return to the
READY status.

AUTO=002(3) IEC-A00002 W2

ACW ORAWMP :000.1s HI SET:1.000mA ARC
OTEST:000.65 LO SET: 999pA REF#

VOLTAGE TOTAL : 00000004

FAIL : 00000002

3.000., READY

CH 12345678
SCAH XXX XX KKK

manufauto|  view [sTat cLEar| KeyLock |

READY status

TOTAL The total test counts
FAIL The total FAIL judgments

2. Press and hold the STAT CLEAR [N
soft-key for 1 second.

AUTO=002(3) IEC-A00002 @O (232

ACW ORAWP :000.1s HI SET:1.000mA ARC : OFF
GTEST:000.65 LO SET: 999pA REF# @ OFF

TOTAL : 00000000
VOLTAGE FAIL : 00000000

3.000., READY

CH 12345678
SCANX XX XX XXX

manu[auTo]  view  [sTAT cLEAR| KEYLooK |

The tests state is zeroing
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g Set a Panel Key Lock
¢}
- Key Lock disables the front panel keys from
Background . .
changing the test number, mode or testing
parameters. Only the START & STOP buttons
required for testing are not disabled. Also, the
KEY LOCK soft-key remains functional for user
to unlock the function.
Steps 1. Make sure the unit is within the READY status

under AUTO mode. If it is under VIEW status,
press the STOP key to return to the READY
status. Alternatively, if it is under the EDIT
status, press the SAVE soft-key followed by the
STOP key to return to the READY status.

AUTO=002(3) IEC-A00002 @A 232

ACW OGRAMP :000.1s HI SET:1.000mA ARC @ OFF
OTEST:000.65 LO SET: 999pA REF# :  OFF

TOTAL : 00000000
VOLTAGE FATL : 00000000

000, READY]

e |manu[auo| view  [sTaT cLEAR | KeYLOoK |
READY status KEY LOCK soft-key

2. Press and hold the KEY LOCK | KeyLock |
soft-key for 1 second.

KEY LOCK icon is shown

AUTO=002(3) IEC-A00002 @3 [kR¢  [232

ACW CRAMP :000.1s HI SET:1.000mA ARC : OFF
(CTEST:000.65 LO SET: 999pA REF# : OFF

TOTAL ; 00000000
VOLTAGE FAIL : 00000000

3.000., READY

CH 12345678
 SCAN XXX KX X KX

| || KEY LOGK \

2
All soft-keys are disabled except for KEY LOCK
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E Unlock Key Lock 3. Again, press and hold the KEY | Kev Lok |
o

AUTO=002(3) IEC-AQD00Z @@  [kEY
ACW g?\mp :000.15s HI SET:1.000mA ARC

1000000

'TEEL
Fsaaon \DY
CH 12345678
BI119.9.9.9.9.9.0.4

| EXTPW | BACKSPACE| INPUT oK

Functional Soft-keys

4. The on-screen keyboard is shown where user
can input password to unlock the key lock. Use
the scroll wheel to move among each number
and press INPUT soft-key to input number.
Press BACKSPACE soft-key to backspace the
inputted word. Press EXIT PW to exit from the
KeyBoard and discard setting.

5. Press the OK soft-key to unlock the [l
KEY LOCK function.
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’ Running an Automatic Test
O
Background An automatic test can be run when the tester is
in READY status.
& N The tester cannot start to run an AUTO test
ote

under the following conditions:
« Any protection modes have been tripped.

e The INTERLOCK function is ON and the
Interlock wire is not shorted in the Interlock
terminal (page 195).

o The STOP signal has been received remotely.

o If Double Action is ON, ensure the START
button is pressed immediately after the STOP
button (<0.5s).

& _ Do not touch any terminals, test leads or the DUT
Warning when a test is running.

Steps 1. Ensure tester is in READY status for the AUTO
test to come. If it is under VIEW status, press
the STOP key to return to the READY status.

Normal AUTO READY status
Display AUTO=002(4) IEC-A00002 @ 232]

ACW ORAMP :000.1s HI SET:1.000mA ARC | : OFF
OTEST:000.65 LO SET: 999pA REF#| : OFF

TOTAL : 00000086
VOLTAGE FAIL : 00000033

3.000., READY

CH 12345678
_ SCANXXXXXXXX

manu[auto]  view [staT cLEsR| Key Lock |
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AUTO Page View AUTO=002(4) IEC-A00002 @
. SN|STEP MODE | VOLT HI SET | LO SET SCAN
Display
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0018
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READY status

2. Press the START button when the START
tester is in the READY status. The
AUTO test starts automatically and
the display changes to each
MANU step in sequence.

3. Each MANU step will start by showing the
ongoing RAMP time followed by the ongoing
TEST time and the ongoing WAIT time and
finally the ongoing FALL time. All steps will be
tested in sequence until the last test has finished
or the test is stopped.

Normal AUTO Several ongoing durations
Display AUTO=002-004 IEC-A00002 @3

ACW ORAMP 1 002.95 OWAIT ©  OFF
OTEST :005.8s OFALL :  OFF

TOTAL : 00000126

O 7 7 8 FAIL : 00000053
- “ | TEST

n MA  SCANXXXXXX XX

TEST is ongoing The step being underway
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AUTO Page View The step being underway
Display
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o
0
n
w
=

RAMP TIME:
002.9s

TEST is ongoing Several ongoing durations

A WAIT and FALL time only appear when user
Note has activated them. See page 59 and page 61 for
details.
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GUINSTEK GPT-9500 Series User Manual

PASS HOLD 1. If Pass Hold is set for an AUTO test, then the
tester will hold for the set duration when PASS
judgment for the entire steps occurs. See page
98 for more details.

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

Normal AUTO=002-025 IEC-A00002 @3 232]
ORAMP :000.0s  GWAIT: OFF
AUTO il ©TEST :000.05  GFALL : OFF

Display

5 'ATL £ 00000066
for PASS O . O OkV AL 00I00980
HOLD PASS

O [ OpA SCAXX XX XXX

AUTO 232
Page 01 XOOO00MKK
: ; Pass

View :
Display
for PASS
HOLD

2. The PASS indicator on the front PASS
panel will also be lit. The buzzer <O>

will sound when activated.
3. Torepeat the AUTO test again,

press the START button. @

4. To exit from the PASS HOLD
status, press the STOP button.

A When in the PASSHOLD status, only the START

Note and STOP buttons can be pressed, all other keys
are disabled.
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GUINSTEK OPERATION

STEP HOLD 1. If Step Hold is set for an AUTO test, then the tester
will hold for each step, whether it is PASS or FAIL
judgment, either for WAIT KEY or for HOLD
TIME action. See page 99 for more details.

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

Normal WAIT KEY message

AUTO AUT0=002-004 IEC-A00002 | @ 232]
. ORAMP :000. ﬂs .K’QW‘-‘IAIT: OFF

DlSplay ’)TEL“.T 000,05 VAITKEY ")Fall: OFF

for

WAIT 2 908, Himm
O L OOOmA _L..r-ll7>T<§(F;<>[<x4x>(x

The step being held

AUTO The step being held
Page
View
Display
for
WAIT
KEY

WAIT KEY message

Normal Hold Time duration
AUTO AUT0 =002-00

Display
for

HOLD 2 998kv
TIME 0.000 \PASS’

The step being held
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% GWINSTEK GPT-9500 Series User Manual
o AUTO The step being held
| Page AUTO=002-004 IEC-AQ0002 E3
8 . SN|STEP MODE VOLT | CURR/OHM| STATUS
i View
. Display
for
HOLD
TIME . HOLD TIME:

00295

Hold Time duration

2. The PASS or FAIL indicator on the PASS

front panel will also be lit. The <O>
buzzer will sound when activated. FAIL
START

3. To repeat the AUTO test again,

press the START button. @

4. To exit from the PASS HOLD
status, press the STOP button.

A = When it is in STEP HOLD status, only the
Note START and STOP buttons can be pressed, all
other keys are disabled.
= |f AFTER FAIL STOP is enabled, the STEP
HOLD action will be discarded when FAIL
judgment occurs.
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5 GUINSTEK OPERATION
E AFTER FAIL 1. If After Fail Stop is set for an AUTO test, then
2 STOP the tester will stop the whole AUTO test

immediately when a FAIL judgment of anyone
of the steps occurs. See page 100 for more details.

Normal AUTO=002-004 IEC-A0000Z @3
©RAMP :000.0s |OWAIT :  OFF
AUTO hsdad S TEST $000. 25‘ |GFALL :  OFF

Display TOTAL: 00000002
for 2 997 kV FAIL : 00000002
AFTER 'FAIL
FAIL O OOO mA SCANS ; E(Px >]<£<4xxx

STOP

AUTO test stops in the
1st step immediately

AUTO
Page
View
Display
for
AFTER
FAIL
STOP

SN |STEP|MODE| WOLT |CURR/OHW| STATUS SCAN

AUTO test stops in the
1st step immediately

2. The FAIL indicator on the front

panel will also be lit. The buzzer CO>
will sound when activated.

3. When FAIL is displayed on-screen,
press the STOP button to return to
the READY status.

& When AFTER FAIL STOP occurs, only the STOP
Note button can be pressed, all other keys are disabled.
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% GYINSTEK GPT-9500 Series User Manual
o AFTER FAIL 1. If After Fail Restart is set for an AUTO test, then

2 RESTART the tester will stop the whole AUTO test

2 immediately when a FAIL judgment of anyone of

the MANU steps occurs. And it is available to
press the START key to restart the AUTO test. See
page 100 for more details.

Normal AUTO=002-004 IEC-A00002 @R (232
AUTO acw [ERERREE rE
Display TOTAL: 00000002
for AFTER 2 997 v  FAIL : 00000002
FAIL ‘

RESTART O OOOmA T X

AUTO test stops in the
1st step immediately

AUTO
Page View
Display
for
AFTER
FAIL
RESTART

SH|STEP|MODE| VOLT |CURR/OHW| STATUS SCAN

AUTO test stops in the
1st step immediately

FAIL

2. The FAIL indicator on the front

panel will also be lit. The buzzer <O>
will sound when activated.

3. When FAIL is displayed on-screen,
press the STOP button to return to
the READY status or press the
START key to restart the AUTO test.

A When AFTER FAIL RESTART occurs, only the
Note START and STOP buttons can be pressed, all other
keys are disabled.
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button. The AUTO test will stop
immediately. When the STOP
button is pressed, a judgment is
not made on the current test and
any remaining tests are aborted.

5 GYINSTEK OPERATION
g Stop a 1. To stop the AUTO test at any time
d Running Test when it is running, press the STOP

All panel keys except the STOP
and START buttons are disabled
when the tester has been stopped.
All the results up until when the
AUTO test was stopped are shown
on-screen. See page 134 for more
details on automatic test results.

Below is example of an automatic test
that has been stopped in the midway.
The remaining MANU steps are
aborted without test results.
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>
% GWINSTEK GPT-9500 Series User Manual
E
o AUTO The exact stopped step
5 Page View AUTO=002-006 IEC-A00002 @3
@ Display
. for Stop
Running
Test
AUTO test stops
Normal AUTO test stops
AUTO AUTO=002-006 IEC-A00002 @3 (232
Display MO GrEer 00011 GEALL | OFF
for Stop

. TOTAL: 02000048
Runmng O O 5 O v FAIL : 0000019
[ ]

Test ‘ STOPJ
O L] OUA SCANNRAX XXX

The exact stopped step

2. To put the tester back into READY
status, press the STOP button.
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GUYINSTEK

& Note

AUTO
Page View
Display
for
READY
Status

Normal
AUTO
Display
for
READY
Status

Or press the START button to

OPERATION

AUTO=002(4) IEC-AD0002 E
SN |STEP MODE| VOLT HI SET | LO SET

: OFF

, ;
7 OFF
R I

AUTO=002(4) IEC-A00002 @

DCW ORAMP :000.1s HI SET:1.000mA ARC
OTEST:000.35s L0 SET: OFF REF# :

TOTAL : 00000048
VOLTAGE FAIL : 00000019

2345678

0.050.. READY

Return to READY status

START

restart the AUTO test.

When in STOP status, only the START and STOP
buttons can be pressed, all other keys are disabled.

— We measure, we calibrate, we validate.
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GUINSTEK GPT-9500 Series User Manual

AUTO Test Results

Background If all the test steps are allowed to run to
completion (the AUTO test is not stopped or a
protection setting is not tripped) then the tester
will judge each step as either PASS or FAIL.
This is shown as a table after the AUTO test has
finished running. If the test has been stopped,
then any remaining tests will not be run and
thus the AUTO test will not finish running.

Overview Test AUT0=002-025 IEC-AD000Z @1 232
ORAMP 1000.05  OWAIT : OFF
Result of el OTEST (000.05  (GFALL ©  OFF

Normal L Sosoetet
AUTO O [ OSOkV PASS
D1sp1ay O O T STEP Afd AN

u MA  SCANXXKXXXIX

AUTO test result indicator

Test Steps tests results indicators
Result of AUT0=002-025 IEC-A0000Z W3 232
[SMISTER|MODE] vOLT _JCURR/OHM| STATUS || SCAN ]
AUTO 01004 | ACW | 2.998kV | 0.000mA FOCCOOOK
: PASS
Page 3 0.007mA || PASS
View [ PASS |
Display
AUTO test result indicator
A The PASS/FAIL/STOP result shown for an
Note

AUTO test as a whole depends on the results of
all the steps (MANU steps) that compose an
AUTO test. If Interlock function is enabled but
without interlock wire shorted into Interlock
terminal, the Interlock Open message will be
shown and AUTO test will be unable to start.
Refer to page 156 for details.
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5 GUINSTEK OPERATION
o PASS Result Each MANU step must be passed PASS
o

to present a PASS judgment on an
AUTO test. When all the tests have
been judged as PASS, the PASS

indicator will be lit green and the
buzzer will sound if activated.

PASS AUTO=002-025 IEC-AD0002 @ 232]
S CRAMP 1000.05  OWAIT @ OFF
Judgment GTEST :000.0s  GFALL: OFF

of Normal TOTAL: 00000164
AUTO O ] OSOkV _FAIL : 00000066
Display O O ‘PASS‘

L] A SCAX XX X XX

AUTO test PASS judgment

PASS All steps with PASS judgments
Judgment 232]
of AUTO |SHISTEP WODE _ VOLT __ CURR/OHMI| STATUS || _SCAN |

01 KOO
Poge View NG IO
Display

AUTO test PASS judgment
& The Buzzer setting must to set to ON for the
Note

beeper to sound (page 143).
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% GUINSTEK GPT-9500 Series User Manual
8 FAIL Result A FAIL result from a single MANU FAIL
0

step will result in FAIL judgment for <O>
the whole AUTO test.

When any of the tests have been

judged as FAIL, the FAIL indicator

will be lit red and the buzzer will
sound if activated.

FAIL AUT0=002-004 IEC-A00002 @3
PYEYR RAHP :000.05] |COWAIT ©  OFF
Judgment OTEST :000.25] |GFALL :  OFF

o mal et
AUTO 2 . 997 Asim
Display O O O O ‘ | ‘

(] MA| SCANXOX K XXX

AUTO test FAIL judgment

FAIL One of steps with FAIL judgment
Judgment AUT0=002-125 IEC-A00002 @3 232)
£ AUTO [SN STERIMODE VOLT |CURR/OHM [STATUS] |SCAN |
0
. - PASS
Page View ; PAss 1]
Display
AUTO test FAIL judgment
A The Buzzer setting must to set to ON for the
Note

beeper to sound (page 143).
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STOP Result

OPERATION

Once a step is stopped, the AUTO test will be
presented STOP in its result. In other words, if a
MANU step is stopped, the entire AUTO test turns
out STOP status, neither PASS nor FAIL judgment.
And the remaining MANU step(s) will be ignored
with blank in test result field.

& Note

STOP One of steps is stopped
Result of
AUTO
Page View
Display

AUTO test STOP result
STOP AUTO test STOP result
Result of AUT0=002-006 IEC-AQ0002 W 232
Normal oow SRR
AUTO

TOTAL : 00000048

Dis la FAIL : 00000019
I 0.050.. &
O O T STEP: /40—

] HA SCANXX XXX XXX

The exact stopped step (1/4)

The Buzzer setting must to set to ON for the
beeper to sound (page 143).

— We measure, we calibrate, we validate.
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2 GYINSTEK GPT-9500 Series User Manual
o Steps of 1. When an AUTO test is finished, the C3OCD
d Viewing Results detailed test results along with

@ values of each step are presented

within the resultant table. Press the
arrow keys to toggle different pages
and use the scroll wheel to move
among steps for checking.

The page 1 shown below, in addition to the
fixed step of serial number (SN), MANU step
number (STEP) and MODE, includes the actual
test VOLT, measured CURR/OHM, judged
STATUS and the actual SCAN judgments of
each channel.

AUTO steps list — page 1

PASS
E pASS

The page 2 shown below, in addition to the
fixed step of serial number (SN), MANU step
number (STEP) and MODE, includes the set test
VOLT, HI & LO SET as well as SCAN
deployment.

AUTO steps list — page 2

I
02
03 00T
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5 GUINSTEK OPERATION
o Return to 1. The PASS/FAIL/STOP results will be held on
2 Ready Status the screen until the STOP button is pressed.
. & N PASS HOLD will return to READY status
ote

automatically after the set duration (page 98).

STOP

2. To put the tester back into READY
status, press the STOP button.

AUTO AUTO=002(4) IEC-AQ0002 E3
. SH [STEP | MODE VOLT HI SET LO SET SCAN
Page View oFF
: 3 0.050!..\/ STD# => 001pA
Display ;
for
READY
Status
Return to READY status
Normal AUTO=002(4) IEC-A00002 @3 [232]
DCW GRAMP :000.1s HI SET:1.000mA ARC : OFF
B .08 : B
AUTO OTEST:000.3s L0 SET: OFF REF# : OFF
Display voLTace i s
for 0.050.. READY|
READY v )  SCANKKXXRRAX |
Status anufauto|  view  |staT ciear| KevLock |
Return to READY status
PASS Timing
. START
Diagram s
PASS
Output V J_U ........................... U-l_
k—step 1 ~ step 10— tme
FAIL Timing
. START
Diagram e
FAIL
Output V| J-I_l ........................... U-L
K—step 1 ~ step 10— Hme
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% GUINSTEK GPT-9500 Series User Manual
{ U
System Setting.....ccooviiiiiiiiiiie 142
Backlight Setting .........cccoceovvvivieiniininiciiiicccccee 142
Beep Setting ........cccccvvviiiniiiiiiiii 143
Key Sound Setting ...........cccocovveiviiiiinciininiiiicccceee 144
Date Setting ........cccccovviiiiiiiiiiiiiiii 145
Time Setting........cccoovviiiiiiiiiiiiiiiiii 146
Copy To USB Setting.........ccccoueiviiiiiiniiiiiiiiiciiicccccce 147
Copy From USB Setting .........ccccceviviviiinininiiiiiiiicicccee, 148
Calibration Setting.............cccccviiiiiiiiniiiiiccccccces 149
Firmware Setting...........ccccoviiiiiiiiiiiiiiiiice, 151
Security Setting ..........cccccvviiiiiiiiiiiiiiiiiie 152
System INfo Setting..........cccoevueueiriieinicincerececcreces 154
Test Setting..ccccvevveiiiiiiiiiiiiiii 155
Control Setting ..........ccocviviiiiiiiiiiiiiccrce e 155
InterLock Setting..........cccoooviiiniiiiiniiiiciecceccce 156
PowerGND Check Setting............cccccoeuvciiiiiiniiiiiiiiccees 158
Wait Time Mode Setting ............cccoocoeviiiiiiiniiiiiiicces 160
ARC Mode Setting.........cccecevveirenieinenieinicincnieiececeeeeee 162
Safety Display Setting ...........cccccoeviiiiiiiiiniiiiiiiiiiccas 164
Double Action Setting ...........cccoceeviiviiiiiniiiniiiiiiicicee, 166
Start Click (1 Sec) Setting ..........ccceeevrciinneiincciicceccees 168
ACW Frequency Setting ...........cccocvvvviiiiininiiiiiiiiice, 170
Pass Hold Setting............ccccoiviiiiiiiiiniiiiiniciiccciccees 171
GECISetting ........cccoooviiviiiiiiiiiiiiiiic s 173
Auto Range Setting...........ccocevviviiiiiiiiiiiniiiiiiiiiciccccce, 175
Screen Setting ... 177
Ramp Judg Setting...........ccoevveivinininiciiniieiccccceeee, 179
Step By Step (Scan) Setting...........ccceeeveineinenieincnicineieeen 180
Interface Setting ....cccvvveeiiiiiieiiiiiereiie v, 182
Interface Setting ..........cccocccvviviiiiiiiiniiniciiiccccc 182
Baud Rate Setting..........cccecevirininininiiieiceceeeeeeeeeeeeeee 183
140
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>
s GYINSTEK UTILITY
E Parity Setting ..........cccceviiiiiiiiiiiiiiiiiii 185
o End Of Line SEtting ....c.coeeevreeevremeeriieeinieiseeieeneeesseseieeeeesseeennens 186
2 SCPI ID Identity Setting.........cccccevueieivieiniciiiniciiiiciccceees 187
& Auto Save (PARA) SEttng.......cccoeueveuevererrirrrnnreree e 189
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System Setting

Backlight Setting

Description Backlight brightness adjustment

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

ENTER soft-key to enter the field.

Interface UTIL

EEEREIGHEMM W T GalisUpdate
Beep EETTINRG Calibration [ Open |
Key Sound BCTTARY Firmuare [__open |

Date/Time
Date 2016 |1 02 |I

Time 1N IEHNR: INFO&0ther
Parameter Security
Copy To USB

Copy FromUSE [T Systeminfo

| PAGE UP j”:PAGE DDWN:‘[ I '

2. Use the arrow keys to move the
cursor and use the scroll wheel to
define target backlight level.

System Interface

EaERGREN T Cali8Update

Beep TR Calibration | Open |

Key Sound BTEEd Firmware | Open |
Date/Time

UL 2016 |l 02 [l 03 |

QUGN 00 Bl oo B 08 |
Parameter Security

CopyToUsE (TTTED

CopyFromUSE  ([TITEEE Systeminfo | Open |

INFO&0ther

| PAGE UP :”:PAGEDDWN:H: H ENTER

BackLight 5% (low) ~100% (high)
3. Press the ENTER soft-key to

confirm the setting.

142
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GUINSTEK UTILITY

Beep Setting

Description Use beep settings to set whether the beep will
sound for PASS/FAIL judgments.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the Beep. Press the
ENTER soft-key to enter the Beep
field.

a N
C UTILITY

Interface

BackLight

= Cali8Update

EEETIN ITTTIR Calibration [ Open |

Key Sound TR Firmware [ Open |
DateiTime

DECR 2016 [ 02 [ 03 |

i 00 | oo B 20 | INFO&0ther
Parameter Security
Copy To USB

Copy FromUSB ([T Systeminfo | Open |

\: PAGE UP :HiPAGEDOWNjHi H ENTER \

2. Use the scroll wheel to select an
option for Beep sound level.

Interface UTIL

BackLight | 055 [ Calig&Update
Calibration

S Small v [ Open ]
Key Sound Firmware | Open |
DateiTin|

Date EXAE  Wedium

LT 00 B | Large | INFO&Other
Parameter Security

Copy To USB

Copy FromUSB ([T Systeminfo | Open |

\: PAGE UP :H:PAGEDOWN:H: H ENTER |

Beep OFF, Small, Medium, Large
3. Press the ENTER soft-key to

confirm the setting.

& When in the AUTO test, the Beep sound only
Note applies to the final judgment of an AUTO test
instead of for judgment of each test step.
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Key Sound Setting

Description Enable or Disable Key Sound.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the Key Sound.
Press the ENTER soft-key to enter
the Key Sound field.

( UTILITY

System Interface UTIL

BackLight EA Cali&Update
Beep BEITTIER Calibration [ Open |
[ERSouRaN TR Firmware [ Open |

DatelTime

LETEI J0i6 |l 02 J 03 |
4l 40 ]

Time TH: INFO&0ther
Parameter Security
Copy To USB

[ Open ]
Copy From USB  [ETITE Systeminfo | Open |

| PAGE UP :”:PAGEDDWN:”: H ENTER |

2. Use the scroll wheel to turn
ON/OFF the Key Sound setting.

System Interface UTIL

BackLight | 055 |3 CalidUpdate
Beep YIRS cCalibration [ Open |
Firmware | Open |

(Rl OFF |

Date
INFO&0ther

Parameter Security
Copy To USB

Copy From USB  ([TITEEE Systeminfo [ Open |

| PAGE UP :”:PAGE DDWN:”: H ENTER |
Key Sound OFF, ON

3. Press the ENTER soft-key to
confirm the setting.
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Date Setting

Description Manually adjust date for system.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the Date. Press the
ENTER soft-key to enter the Date
field (YYYY - year).

C UTILITY

Interface UTIL

BackLight | 055 | Cali&8Update
Beep EETTIRG cCalibration [ Open |
Key Sound BTERG Firmware [ Open |

DateiTime

o |rbie [l o2 |4 03 |
H 02 |

Time I I INFO&Other
Parameter Security
Copy To USB

Copy FromUSE ([TITEEE Systeminfo | Open |

\: PAGE UP :HiPAGEDOWNjHi H ENTER \

2. Use the arrow keys to move the
cursor and use the scroll wheel to
define target year.

Interface

BackLight E Cali8Update
Beep TR Calibration | Open |
Key Sound BTT3Ed Firmware | Open |
DateiTime
[ [2020[F 02 [T o1 |
EN:

INFO&0ther

Time TH:
Parameter Security
Copy To USB

Copy From USE  [TTIE Systeminfo | Open |

\: PAGE UP :HiPAGEDOWNjHi H ENTER \

3. Press the ENTER soft-key to
confirm the setting.

4. Repeat the above steps to further set up (MM -
month) and (DD - date) fields, individually.
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Time Setting

Description Manually adjust time for system.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the Time. Press the
ENTER soft-key to enter the Time
field (HH - hour).

( UTILITY

Interface UTIL

BackLight | 055 |3 CaligUpdate

Beep TR Calibration [ Open |

Key Sound 73R Firmware [ Open |
DatelTime

PETCM 2020 [ 02 Jf o1 |
Time ]

[ %0 B o1 H 55 | INFO&0ther
Parameter Security
CopyToUSE  (ITTED
Copy FromUSE  [TITEE Systeminfo [ Open |

| PAGE UP j”:PAGEDOWNj”: H ENTER |

2. Use the arrow keys to move the
cursor and use the scroll wheel to
define target hour.

Interface

BackLight | 055 |3 CalidUpdate

Beep TR Calibration [ Open |

Key Sound 73R Firmware [ Open |
DatelTime

DT 2020 [ 02 JJf o1 |
Time ]

[ o0 B 2 H 04 | INFO&0ther
Parameter Security
Copy To USB

Copy FromUSE (T Systeminfo | Open |

| PAGE UP j”:PAGEDOWNj”: H ENTER |

3. Press the ENTER soft-key to
confirm the setting.

4. Repeat the above steps to further set up (MM -
minute) and (SS - second) fields, individually.
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Description Copy the parameters settings from GPT-9500 to
the connected USB. It is noted that only USB1.1
or 2.0, FAT16 or FAT32, capacity <= 64G can
support this function.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the Copy To USB.
Press the ENTER soft-key to enter
the Copy To USB field.

C UTILITY

Interface UTIL

BackLight | 055 [} Cali&Update

Beep YIRS Calibration

Key Sound BTTEEd Firmware | Open |
Date/Time

DL 2020 [ 02 Jf o1 |

i o0 | 02 B 15 | INFO&0ther

Parameter Security

S0 R Open ]
Copy FromUSB ([T Systeminfo

o |

2. Use the arrow keys or scroll wheel
to move among each character and
press INPUT soft-key to input
target characters.

System Test Interface UTIL
pen
SAVEPARA pen
" BlcloNENFNcln 1o lkhLim
NlollpllalrlsfTHullviwlix|ylz
o lzlalalsMs Nelalal. N-N_Rem
Open e 0 Open
3. Press the OK soft-key to confirm oK
the setting.
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Copy From USB Setting
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Description Copy the parameters settings from the
connected USB to GPT-9500. It is noted that
only USB1.1 or 2.0, FAT16 or FAT32, capacity

<= 64G can support this function.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the Copy From
USB. Press the ENTER soft-key to
enter the Copy From USB field.

a8 N\
( UTILITY

System Test Interface

BackLight | 055 [ CalidUpdate

Beep YIRS cCalibration

Key Sound 73R Firmware [ Open |
DatefTime

DTN 2020 | 02 [ o1 |

Time HTIH: I7: INFO&0ther

Parameter Security

CopyToUSE  TTTE
ESFETUSEIEN T

Systeminfo

o |

2. Use the scroll wheel to move to
target .SAYV file within the USB
followed by pressing OK soft-key '
to proceed to the next step. oK

LChoolst‘a ithe Load File
DATE

3. Use the scroll wheel to move to
each check box followed by
pressing the PAGE key to =
check/uncheck each parameter.
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GUINSTEK UTILITY

System \ Test |Interface
Parameter Load Option

Load Utility Parameter

Load MENU Step Parameter
Load AUTO Step Parameter

4. Press the OK soft-key to confirm
the setting.

Calibration Setting

Description This section mainly provides several calibration
methods. Note that only the certified
technician can operate the calibration
procedure. Refer to the service manual for
details when necessary.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the Calibration.
Press the ENTER soft-key to enter
the Calibration field.

C UTILITY

Interface UTIL

BackLight | 055 | Cali8Update
Beep [ Small [~ |
Key Sound ETERG Firmware [_open |

DateiTime

PN 2020 [ 02 [ 01 |

QLN o0 B o7 H 33 | INFO&Other
Parameter Security

CopyToUsE T

Copy FromUSE ([TITEEE Systeminfo | Open |

\: PAGE UP :HiPAGEDOWNjHi H ENTER \

2. Use the arrow keys or scroll wheel
to move among each character and
press the INPUT soft-key to input
target password.
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Interface

BackLight
Beep
Key Sound

|

pate E

w B po@oo
[ 0800

Copy To U§
Copy FromUSE (TS Systeminfo
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:”:BACKSPACE:”: INPUT H oK |

Default Password 12345678

3. Refer to certified technician and the service
manual for more details on calibration
procedure.

[ o

Calibration
IR AC_S0Hz 50V

Read WRAM ADC:

00042320

e Set DAC : IR

CEEL G 00000183

AGC ON

4. Press the OK soft-key to confirm
the setting.
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’ Firmware Setting

O

: Description This section is for updating the latest firmware.
Steps 1. Press the UTILITY key on the front

panel followed by using the scroll
wheel to move to the Firmware.
Press the ENTER soft-key to enter

the Firmware field.
| ENTER

System Interface UTIL

BackLight I Cali&Update
Beep TR cCalibration
Key Sound | OFF  |7|

DateiTime

UEICRN 2020 [ 02 [ 01 |

Time TH: El INFO&0ther
Parameter Security
Copy To USB

[ Open ]
Copy FromUSB ([T Systeminfo | Open |

\: PAGE UP :H:FAGEDOWN:H: H ENTER \

2. Press the ENTER soft-key to Check
USB Files (Step 1) and the qualified
firmware version will be shown with
OK message.

System \ Test |Interface
Firmware Update

< The firmware file name is IMAGE.Bin >

Current:¥0.51  New:

Step 2:Update

A Prior to update, make sure if the required

Note firmware file (IMAGE.BIN) is stored within the
plugged USB. If the firmware file is with name
other than IMAGE.BIN, the file could Not be

recognized by the unit properly.
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3. Use the scroll wheel to move to the
Update followed by pressing the
ENTER soft-key to Start Update.

System | Test |Inter1ace
Firmware Update

< The firmware file name is IMAGE.Bin >

Step 1:Check USB Files
Current: V0.51  New:

Security Setting

Description This section is to change the password and
enable or disable Key Lock password.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the Security. Press
the ENTER soft-key to enter the
Security field.

( UTILITY

System Interface UTIL

BackLight Cali&Update

| 055 g
Baep BETTIE] Calibration | Open |
Kay Sound BTTEE] Firmware [ Open |

DatelTime

LETEIN 2020 ) 02 H o1 |

TR 00 B 03 INFO&0ther

Parameter
CopyToUsE TN
Copy From USB  [ETITE Systeminfo | Open |

| PAGE UP :”:PAGEDDWN:”: H ENTER |

2. Use the arrow keys or scroll wheel
to move among each character and
press the INPUT soft-key to input
target password.
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Interface

BackLight % CaliZUpdate

Beep
Key Sound
|

_Open ]

_Open |

pate

Time | .nau r

. 60060 _Open |
[ Open |
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Copy To US
Copy FromUSE  ([CTTIIE Systeminfo

:H:EACKSFACE:H: INPUT | oK |

Default Password 12345678

3. Use the Page key to check/uncheck  (_Pace )
KeyLock Password Enable function.

‘ Test |Interface
Security

KeyLock Password Enable

Modify Password
old Password4-8 numeric) [N
New Password(d-8 numeric) D
Confirm Password¢4-8 numeric) I NN
Modify Password

4. Use the scroll wheel to move to the
Old Password field to input the old
password followed by inputting
new password twice in the following
2 tields respectively. Finally, press
the ENTER soft-key to Start
changing to the new password.

Systerg | Test | Interface
Security

KeyLock Password Enable
Modify Password

0Old Password(4-8 numeric)

New Password(@-8 numeric) IR

Confirm Password4-8 numeric) IIEE I

& Note For details of Key Lock, refer to page 81.
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Description View system information including Vendor,
Model Name, Serial Number and Firmware.

Steps 1. Press the UTILITY key on the front
panel followed by using the scroll
wheel to move to the SystemInfo.

( UTILITY

Interface UTIL

BackLight | 055 |3 CalidUpdate
Baep BETTIE] Calibration | Open |
Kay Sound BTTEE] Firmware [ Open |

DatelTime

DTN 2020 | 02 [l o1 |

T o0 B 11 B 45 | INFO&0ther

Parameter Security
CopyToUsE  (EFTTTEED
Copy From USE (TN SiEERRCINNMETTTID

| PAGE UP :”:PAGEDDWN:”: H ENTER |

2. Press the ENTER soft-key to enter
the SystemInfo field.

System | Test |Interiace
System Infermation

Vendor : GWinstek
Model Name : GPT-9513
Serial Number:  GPT951315

Firmware : ¥0.51

3. Press the ENTER soft-key to
Return to the System main page.
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Test Setting

Control Setting

Description Control By is used to determine how a test is
started from the front panel (START/STOP keys)
or from a SIGNAL I/O port or from both methods.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the e

PAGE DOWN soft-key repeatedly PAGE DOWN]
until the Test page appears.

Interface UTIL

ol | Front 7] MANU Step Parameter
InterLock BT3RS Acw Frequency [T EERG
PowerGND Check [FT73BRE Pass Hold s
Wait Time Mode [0 GFCI [ OFF |~ |
ARC Mode ETEd Auto Range | ON 7]
ETENRS

Safety Option{Key) Screen
Safety Display  [PTIEE] Ramp Judg [ OFF -]
Double Action [T 3RE Step By Step(Scan I INES
Start Click(1 Sec) T3NS

| PAGE UP :”:PAGEDOWN:H: H ENTER

2. Press the ENTER soft-key to enter
the Control By field. Use the scroll
wheel to select a target method.

System Interface UTIL

MANU Step Parameter
InterLock Frant ACW Frequency

PowerGND Check Signal Pass Hold 0081 |E
Wait Time Mode Bath GFCI | OFF I~}

ARC Mode RS Auto Range

Safety Option{Key) Screen
Safety Display [FTIEERE Ramp Judg
Double Action  [T3MRE Step By Step(Scan) L IEAY
Start Click(1 Sec) [ EG

\: PAGE UP :H:PAGEDOWN:”: H ENTER

Control By Front, Signal, Both
3. Press the ENTER soft-key to
confirm the setting.
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Description The Interlock function is a safety feature. The
interlock function prevents a test from running,
unless the interlock pins on the Interlock
terminal are shorted. The included interlock
wire can be used for this purpose. See page 195
for details.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly [PAGE DOWN
until the Test page appears.

System Interface UTIL
RGOV TR MANU Step Parameter

InterLock TR Acw Frequency [TTTEERG
PowerGND Check T3R8 Pass Hold s
Wait Time Mode [T OA GFCI | OFF |~ ]
ARC Mode EIT R Auto Range [ ON_ |7

ETENRA

Safety Option{Key) Screen
Safety Display ~ [FTIEEd Ramp Judg [ OFF I~ ]
Double Action [T 3RE Step By Step(Scan LS
Start Click¢1 Sec) N i3NRE

| PAGE UP :”:PAGEDOWN:H: ” ENTER |

2. Use the scroll wheel to move to the
InterLock field.

Interface UTIL

Control By | Front |~ ] MANU Step Parameter

AR ACW Frequency [ILTEERG
PowerGND Check [i3BA@ Pass Hold 008.1 |
Wait Time Mode [T A GFCI [ OFF_ |~]
ARC Mode EITTEd Auto Range

Safety Option{Key) Screen
Safety Display Ramp Judg OFF |~
Double Action  [i3ERE Step By Step(Scan L IEAG
Start Click(l Sec) T INES

| PAGE UP :”:PAGE DOWN:H: H ENTER

156

2. GW Instek GPT-9500 Al2|= T 7 & - M|ZAL ¥Z A= YULICEH AFL2 RIZALAFEO| w2f HEE 4 AELICH

TS-TL-GWI-002

— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-GWI-002 156 / 288
KOLAS = M| 3¢l m 7|2k - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

r"'ssnl Technical Library

GUINSTEK UTILITY

3. Press the ENTER soft-key to enter
the InterLock field. Use the scroll N
wheel to select ON/OFF option.
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System Test Interface

Control By | Front |~ | MANU Step Parameter
ACW Freguency

PowerGND Check OFF Pass Hold 0081 [§

wait Time Mode [T GFcl

ARC Mode RS Auto Range

Safety Option{Key) Screen
Safety Display  [FTTEEERES Ramp Judg
Double Action  [T3RES Step By Step(Scan) L IEAG
Start Click(! Sec) [NTTNEd

\: PAGE UP :H:FAGE DOWN:”:
InterLock ON, OFF

4. Press the ENTER soft-key to
confirm the setting.

When InterLock setting is ON but the interlock
pins on the Interlock terminal are Not shorted, the
prompt message will appear in either MANU or
AUTO mode as the figures below shown.

MANU
:001.0M0 REF# : OFF
T 0000003
SCANX X XX
EDIT ‘ MAI‘IU\AUTO' VIEW STAT CLEAR| KEY LOCK
AUTO

SN STEP|MODE | VOLT SCAN
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PowerGND Check Setting

Description

The Power GND Check detects if the ground
terminal from power cord of instrument connects
to earth ground properly.

Steps

158

212! GW Instek GPT-9500 Al2|= B4+ -

1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly [PAGE DOWN
until the Test page appears.

Interface UTIL

ol | Front 7] MANU Step Parameter
InterLock BT3RS Acw Frequency [T NG
PowerGND Check [T Pass Hold s
Wait Time Mode [0 GFCI [ OFF |~ |
ARC Mode ETEd Auto Range | oM I7]
ETENRS

Safety Option{Key) Screen
Safety Display  [PTIE] Ramp Judg [ OFF -]
Double Action [T 3RE Step By Step(Scan LS
Start Click(1 Sec) T3NS

| PAGE UP :”:PAGE DOWN:H: I '

2. Use the scroll wheel to move to the
PowerGND Check field.

System Interface UTIL

Control By | Front |7 ] MANU Step Parameter
InterLock TR AcW Frequency [ITTEEEG
oerGNDICheckl BTk Pass Hold 00815
Wait Time Mode [ET-BMAg GFCI | OFF I}
ARC Mode ETITEd Auto Range

Safety Option{Key) Screen
Safety Display [PVEEERE Ramp Judg
Double Action  [i3ERE Step By Step(Scan L IEAG
Start Click(1 Sec) IS

| PAGE UP :”:PAGE DOWN:H: I '

3. Press ENTER soft-key to enter the
PowerGND Check field. Use scroll
wheel to select ON/OFF option.
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— We measure, we calibrate, we validate.

UTILITY

Interface

| Front |~ | MANU Step Parameter
RS ACW Frequency
Pass Hold

Wait Time Mode OFF GFCl

ARC Mode BT Auto Range
Safety Option{Key) Screen

Safety Display  [FTTEEERES Ramp Judg

Double Action  [T3RE Step By Step(Scan) L IEEY

Start Click(1 Sec) LIRS

\: PAGE UP :H:FAGE DOWN:”:
PowerGND Check

System Test

Control By
InterLock
008.1  |F]

ON, OFF

Press the ENTER soft-key to
confirm the setting.

When PowerGND Check setting is ON but the
power cord isn’t grounded properly, the prompt
message will appear in either MANU or AUTO
mode as the figures below shown.

MANU AUTO=002-004 IEC—AOOOOZ -3|M| [coc|
OWAIT @ OFF

GRAMP :000.15
AC“’CJTEST:000.45\ |GFALL :  OFF

TOTAL : 00000000
FAIL : 00000000

T STEP:1/4
SCAN XX XXX XXX

AUTO

SN STEP MODE| VOLT |CURR/OHM| STATUS SCAN
POWERGHD
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Wait Time Mode Setting
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Description This section determines the mechanism of Wait
Time to begin with. Correlative with Ramp
Time and Test Time, Wait Time setting is
practical in terms of diversified applications.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly IPAGE DOWN
until the Test page appears.

Interface UTIL

ol | Front 7| MANU Step Parameter

InterLock BT3RS ACW Frequency

PowerGND Check [T 3BRG Pass Hold s

Wait Time Mode [0 GFCI [ OFF |~ |

ARC Mode ETEd Auto Range | oM I~]
ETENRS

Safety Option{Key) Screen
Safety Display  [EFTIEAG Ramp Judg [ OFF I~
Double Action [T 3RE Step By Step(Scan LS
Start Click(1 Sec) T3NS

| PAGE UP :”:PAGE DOWN:H: I '

2. Use the scroll wheel to move to the
Wait Time Mode field.

System Interface UTIL

Control By | Front |7 ] MANU Step Parameter
InterLock TR Acw Frequency [ITTIEES
PowerGND Check Pass Hold 0081 |5
A st el

ARC Mode EITEd Auto Range

Safety Option{Key) Screen
Safety Display [PVEEERE Ramp Judg
Double Action  [i3ERE Step By Step(Scan L IEAG
Start Click(1 Sec) IS

| PAGE UP :”:PAGE DOWN:H: I '

3. Press ENTER soft-key to enter the
Wait Time Mode field. Use scroll
wheel to select a target option.
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System Interface UTIL

Control By | Front |~ | MANU Step Parameter

InterLock RS ACW Frequency

PowerGND Check [F/i3MAd Pass Hold 00s.1 B
[ OFF 7]

Start | el
ARC Mode Start Auto Range
safety Optio[lIZEC 3 Screen
Safety Display [FTIEERE Ramp Judg
Double Action  [T3RE Step By Step(Scan) L IEEY
Start Click(l Sec) [FGENEED

| Exrun | paceup |Pace pown| | enter |
Wait Time Mode Start, Ramp
= Start Start option allows Wait Time to

begin counting in the earliest
manner, which means Wait Time
runs in the first start with Ramp
Time. Test will be judged after end of
Wait Time. See the illustration below.

WAIT TIME MODE : START
_RAMP | TEST |

 WAIT |

A When the Wait Time Mode is set
Note “Start”, the Ramp Judg (page
179) is automatically deactivated.

= Ramp Ramp option requests Wait Time
to start only after end of Ramp
Time. Similarly, test will be judged
after end of Wait Time. See the
illustration below.

WAIT TIME MODE : RAMP
RAMP  \WAIT, TEST
] I

4. Press the ENTER soft-key to
confirm the setting.
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ARC Mode Setting

Description

ARC detection, otherwise known as flashover
detection, detects fast voltage or current transients
that are not normally detected. Arcing is usually
an indicator of poor withstanding insulation,
electrode gaps or other insulating problems that
cause temporary spikes in current or voltage
during ACW and DCW testing. ARC mode
setting only applies to both ACW and DCW tests.

Steps

162

212! GW Instek GPT-9500 Al2|= B4+ -

1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly [PAcE DoWN
until the Test page appears.

Interface UTIL
CORGOIEVININTTTIAd  MANU Step Parameter

InterLock TR AcW Frequency [ITTEEES
PowerGND Check T3R8 Pass Hold s
Wait Time Mode [T A GFCI | OFF |~ ]
ARC Mode EIT R Auto Range [ ON_ |7

[ on I~

Safety Option({Key) Screen
Safety Display  [EFTIEME] Ramp Judg [ oFF -]
Double Action [N Step By Step(Scan) - IEEAG
Start Click(1 Sec) IS

| PAGE UP j”:PAGE DOWNM H ENTER

2. Use the scroll wheel to move to the
ARC Mode field.

System Interface UTIL

Control By MANU Step Parameter
InterLock TR Acw Frequency [T ERG
PowerGND Check [GTEEMRES Pass Hold s
Wait Time Mode [T 3G GFCI [ OFF |~ |
ERGINGEEMNNNN TR Auto Range | oN I
ETENRS

Safety Option{Key) Screen
Safety Display  [CITEd Ramp Judg [ OFF -]
Double Action [T 3RE Step By Step(Scan LS
Start Click(1 Sec) iR

| PAGE UP :”:PAGEDOWN:H: ” ENTER |
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3. Press ENTER soft-key to enter the
ARC Mode field. Use scroll wheel to
select a preferred option.

Interface UTIL

Control By | Front |~ | MANU Step Parameter
InterLock EETEES ACW Frequency

PowerGND Check [CTEBEAG Pass Hold 0083 B
Wait Time Mode GFCl
ERCIGEENN TN

Auto Range

Safety Optio [T M Screen

Safety Display HPF Ramp Judg
Double Action [RS8 Step By Step(Scan) LIRS
Start Click(1 Sec) [

\: PAGE UP :H:FAGEDOWN:”: H ENTER
ARC Mode Normal, HPF

* Normal  When ARC detection is activated for
ACW or DCW test, the ARC Mode
further allows user to set up in
details. Normal indicates both High
and Low frequency signals would
be allowed to pass through.

= HPF Oppositely, HPF (High Pass
Filter) only permits signals with a
higher frequency for certain
applications when necessary.

4. Press the ENTER soft-key to
confirm the setting.
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Safety Display Setting
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Description Safety Display has definite relation with the
Double Action (page) and the Start Click (1 Sec)
(page). It simply acts as a on-screen reminder
when the above 2 functions are activated.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly IPAGE DOWN
until the Test page appears.

Interface UTIL

ol | Front 7| MANU Step Parameter

InterLock BT3RS ACW Frequency

PowerGND Check [T 3BRG Pass Hold s

Wait Time Mode [0 GFCI [ OFF |~ |

ARC Mode ETEd Auto Range | oM I~]
ETENRS

Safety Option{Key) Screen
Safety Display  [EFTIEAG Ramp Judg [ OFF I~
Double Action [T 3RE Step By Step(Scan LS
Start Click(1 Sec) T3NS

| PAGE UP :”:PAGE DOWN:H: I '

2. Use the scroll wheel to move to the
Safety Display field.

System Interface UTIL

Control By | Front |~ MANU Step Parameter
InterLock TR Acw Frequency [ITTIEES
PowerGND Check [N i3BAd Pass Hold 008.3 |8
Wait Time Mode [T BN GFCI

ARC Mode TR Auto Range [ ON_ |7

Safety Option(Key) Screen TR

ICTTEE Ramp Judg [ oFF -]
Double Action [NTIEEEd Step By Step(Scan - ARG
Start Click(1 Sec) ([PLINNAS

| PAGE UP j”:PAGE DOWNM I '

3. Press ENTER soft-key to enter the
Safety Display field. Use scroll
wheel to select ON/OFF option.
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s GUWINSTEK UTILITY
= I _ —_______——hwumm=b=bP_b_w—h———b—b—hb—b——BB—BGBEBBHB5PE—_[bBB O :TTTT———hbE—_———__———w———
9
c
c
3 System Test Interface
st
r Control By | Front |~ | MANU Step Parameter
0 InterLock RS ACW Frequency
0 PowerGND Check [/i3MAd Pass Hold 0083 B
m Wait Time Mode GFCl | OFF ||
— ARC Mode B3R Auto Range
Safety Option{Key) Screen
Ramp Judg
Double Action  [CTZ@B Step By Step(Scan) T INNRES
Start Click(1 Sec) oN
| Exiruri | paceuP |PaGE DowN|
Safety Display ON, OFF
= ON When ON is selected, the screen

will be shown as follows if both
Double Action and Start Click (1
Sec) are activated.

MANU = XXX-496 IEC-MO04%6 @ (coc]

ORAMP :000.1s HI SET: OFF
OTEST:000.3s LO SET:001.0M0 REF# : OFF

TOTAL: 00000010
VOLTAGE FAIL : 00000000

0. EADY

Safety Display for Double Action (D) and
Start Click (S) are shown, respectively

= OFF If OFF is opted, there is no
prompt message on screen
regardless of activation or
deactivation of both Double
Action and Start Click (1 Sec).

4. Press the ENTER soft-key to
confirm the setting.
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Double Action Setting
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Description Double Action function is a safety feature used
to prevent accidentally starting a test. Normally
to start a test, the START button is pressed
when the tester is in the READY status. To start
a test of either MANU or AUTO when Double
Action is ON, the STOP button must first be
pressed, followed by the START button within
500ms, during which the READY status is in
white color; otherwise the status of READY
remains in grey color indicating safety
protection is activated.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly IPAGE DOWN
until the Test page appears.

System Interface UTIL

RGOV TR MANU Step Parameter

InterLock BT3RS Acw Frequency [T NG
PowerGND Check [T Pass Hold o0g.1 |f§
Wait Time Mode [0 GFCI

| OFF I~
ARC Mode ETTEd Auto Range | oM I~]

Safety Option(Key) Screen [ ON |7
Safety Display  [FTIERG Ramp Judg [ OFF I~
Double Action [T 3RE Step By Step(Scan LS
Start Click(1 Sec) T3NS

| PAGE UP :”:PAGEDOWN:H: H ENTER

2. Use the scroll wheel to move to the
Double Action field.

Interface UTIL

Control By | Front |~ ] MANU Step Parameter
InterLock BTTERE Acw Frequency [ITTIEES
PowerGND Check Pass Hold 008.3 |
Wait Time Mode [T BN GFCI | OFF I}
ARC Mode BT3RS Auto Range

Safety Option{Key) Screen
Safety Display [PVEEEAE Ramp Judg
ECTINAA step By Step(Scan/ TR
Start Click(1 Sec) I AD

| PAGE UP :”:PAGEDOWN:H: H ENTER
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3. Press ENTER soft-key to enter the
Double Action field. Use scroll N
wheel to select ON/OFF option.
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System Test Interface

Control By | Front |~ | MANU Step Parameter
InterLock RS ACW Frequency
PowerGND Check [/i3MAd Pass Hold 0083
Wait Time Mode GFCl

ARC Mode 73R Auto Range
Safety Optio“ Screen

Safety Display ON Ramp Judg

Step By Step(Scan)
Start Click(1 Sec) [T 3NNG

\: PAGE UP :H:FAGE DOWN:”: H ENTER
Double Action ON, OFF

= ON When ON is selected, the screen
will be shown as follows if the
Safety Display is activated.

AUTO=002(4) IEC-A00002 EB (coc]

ACW GRAWP:000.1s HI SET: 999uA ARC : OFF
GTEST:000.4s LO SET: OFF REF# : OFF

TOTAL : 00000000
VOLTAGE _ FAIL : 00000000

3 000., READY

CH 12345678
SCANX XX XXX XX

mhwulauto]| wiew  JsTat cLear| kevLock |

Double Action READY status
countdown display in grey

A countdown of 0.5 second starts
after the STOP key is pressed.

AUTO=002(4) IEC-A00002 E3 (coc]
PVET] ORAMP:000.15 HI SET: 9990 ARC @ OFF
©TEST:000.45 LO SET. OFF REF# : OFF

TOTAL : 00000000
VOLTAGE FAIL : 00000000

3 000.. \READY\

345678
XXXXRX

manufauto|  view _H_STAT ELEARJ\_ KEY LOCK |

=  OFF Double Action function is OFF.
4. Press the ENTER soft-key to

confirm the setting.
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Start Click (1 Sec) Setting
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Description The Start Click For 1 Second indicates another
safety feature that requires the START button
being pressed for 1 second so that a test, whether
MANU or AUTO, can be started.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the , ‘
PAGE DOWN soft-key repeatedly [PAGE DOWN
until the Test page appears.

Interface UTIL

ol | Front 7| MANU Step Parameter

InterLock BT3RS ACW Frequency

PowerGND Check [T 3BRG Pass Hold s

Wait Time Mode [0 GFCI [ OFF |~ |

ARC Mode ETEd Auto Range | oM I~]
ETENRS

Safety Option{Key) Screen
Safety Display  [EFTIEAG Ramp Judg [ OFF I~
Double Action [T 3RE Step By Step(Scan LS
Start Click(1 Sec) T3NS

| PAGE UP :”:PAGE DOWN:H: I '

2. Use the scroll wheel to move to the
Start Click (1 Sec) field.

System Interface UTIL

Control By | Front |7 ] MANU Step Parameter
InterLock TR Acw Frequency [ITTIEES
PowerGND Check [i3BBAd Pass Hold 008.3 |5
Wait Time Mode [T BN GFCI

ARC Mode INTEE Auto Range

Safety Option{Key) Screen
Safety Display [FTIERE Ramp Judg
Double Action [T 3MRE Step By Step(Scan L IEAG
Start Click(i Sec) MEITTNED

[orun, | o v Jencesom || e

3. Press ENTER soft-key to enter the
Double Action field. Use scroll
wheel to select ON/OFF option.
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System Test Interface

Control By | Front |~ | MANU Step Parameter
InterLock RS ACW Frequency
PowerGND Check [/i3MAd Pass Hold 0083

Wait Time Mode GFCl

ARC Mode B3R Auto Range
Safety Option{Key) Screen

Safety Display OFF Ramp Judg

Double Action “ Step By Step{Scan)

\: PAGE UP :H:FAGE DOWN:”: H ENTER
Start Click (1 Sec) ON, OFF
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= ON When ON is selected, the screen
will be shown as follows if the
Safety Display is activated.

MANU=XXX-000 IEC-MO0000 W3

ACW ©RAWP :000.1s HI SET:1.000mA ARC
GTEST:000.3s LO SET: OFF REF#

TOTAL : 00000006
VOLTAGE FAIL : 00000000

O 050., READY

CH 12345678
SED.9.9.9.9.9.0.94

[M U\AUTOH VIEW HSTATCLEARH KEYLOCK‘

Start Click (1 Sec) countdown display

A countdown of 1 second starts after
the START key is being pressed.

MANU =XXX-000 IEC-MO0000 @3 leng

ACW ©RAMP :000.1s HI SET:1.000mA ARC : OFF
©TEST:000.35s LO SET: OFF REF# : OFF

TOTAL : 00000006
VOLTAGE FAIL : 00000000

0.050. [READY

[M\AUTO_"_ VIEW H_STAT GLEARH KEY LOCK \

= OFF Start Click (1 Sec) is OFF.

4. Press the ENTER soft-key to
confirm the setting.
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ACW Frequency Setting (for MANU)
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Description A test frequency of 60Hz or 50Hz can be set,
regardless of the input line voltage. The test
frequency setting only applies to ACW test.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly [PAGE DOWN
until the Test page appears.

Interface UTIL

ol | Front 7] MANU Step Parameter
InterLock BT3RS Acw Frequency [T NG
PowerGND Check [T Pass Hold s
Wait Time Mode [0 GFCI [ OFF |~ |
ARC Mode ETEd Auto Range | oM I7]
ETENRS

Safety Option{Key) Screen
Safety Display  [PTIE] Ramp Judg [ OFF -]
Double Action [T 3RE Step By Step(Scan LS
Start Click(1 Sec) T3NS

| PAGE UP :”:PAGE DOWN:H: I '

2. Use the scroll wheel to move to the
ACW Frequency field.

System Interface UTIL

Control By | Front |7 MANU Step Parameter

InterLock ETTEEA ACW Frequency

PowerGND Check [i3BBAd Pass Hold | 0015 |8

Wait Time Mode [ECLEEIAG GFCI [ OFF I~

ARC Mode INTEE Auto Range [ ON |7
| on I~

Safety Option{Key) Screen
Safety Display  [EFTIE] Ramp Judg [ oFF -]
Double Action [73EEEd Step By Step(Scan L NG
Start Click(1 Sec) [T NAS

| PAGE UP j”:PAGE DOWNM I '

3. Press ENTER soft-key to enter the
ACW Frequency field. Use scroll
wheel to select an option.
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System Interface UTIL

Control By | Front |~ | MANU Step Parameter
InterLock | OFF [~ ]
PowerGND Check (/iSRG Pass Hold

Wait Time Mode GFCl
ARC Mode B3R Auto Range

Safety OptioniKey) Screen | oN 7]
Safety Display  [CCEMERA Ramp Judg | OFF I~}
Double Action  [T3RE Step By Step(Scan) L IEEY
Start Click(l Sec) [FGENEED
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\: PAGE UP :H:FAGEDOWN:”: H ENTER
AC FREQ 50Hz, 60Hz

4. Press the ENTER soft-key to
confirm the setting.

Pass Hold Setting (for MANU)

Description The PASS HOLD setting refers to the holding
duration after PASS judgment is shown on the
display. When the PASS HOLD setting is set, a
PASS judgment is held until the set duration is
tully reached.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly PAGE DOWN|
until the Test page appears.

System Interface UTIL

7ol | Frent |~ MANU Step Parameter
InterLock TR AcW Frequency [TTTEERS
PowerGND Check [/i3MAd Pass Hold 00s.1 B
Wait Time Mode GFCl
ARC Mode RS Auto Range

Safety Option{Key) Screen
Safety Display  [FTTEEERES Ramp Judg
Double Action  [T3MRE Step By Step(Scan) L IEAY
Start Click(1 Sec) LIRS

\: PAGE UP :H:FAGEDOWN:”: H ENTER

2. Use the scroll wheel to move to the
Pass Hold field.
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System Interface UTIL

Control By | Front |7 ] MANU Step Parameter

InterLock BTTAEd Acw Frequency [T

PowerGND Check [FTTaNNAY FESSIRGINNNNNETIN-H s
[ OFF I~

Wait Time Mode [ETT.0AE GFCI

ARC Mode BT3RS Auto Range [ OoN I~
Safety Option(Key) Screen | oM I7]

Safety Display  [EECTIENR Ramp Judg [ OFF 7]

Double Action [T 3MERE Step By Step(Scan) L INES

Start Click(1 Sec) T3NS

| PAGE UP :”:PAGEDOWN:H: H ENTER |
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3. Press ENTER soft-key to enter the
Pass Hold field. Use the arrow keys
and scroll wheel to define duration
for Pass Hold.

System Interface UTIL

Control By | Front || MANU Step Parameter
InterLock TR AcW Frequency [ITTIEES
PowerGND Check [FNAS EaSSIHGIMNNNNNNG: T
Wait Time Mode [T BN GFCI [ OFF I}
ARC Mode TR Auto Range [ ON_ |7
| on I~

Safety Option{Key) Screen
Safety Display  [EFTIEME] Ramp Judg [ oFF -]
Double Action TR Step By Step(Scan NG
Start Click(1 Sec) [T NAS

| PAGE UP j”:PAGE DOWNM H ENTER

PASS HOLD HOLD: indefinite duration
000.1s ~ 999.9s
4. Press the ENTER soft-key to

confirm the setting.

A The STOP key can be pressed at any time in the set
Note duration of PASS HOLD to promptly halt the set
PASS HOLD duration.
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GUINSTEK UTILITY

GFClI Setting (for MANU)

Description GFCI function, Ground Fail Check Interrupt, is
particularly designed to detect if any electrical
leakage or accidental interruption between DUT
and GPT-9500. Once issue occurs, output will be
stopped and warning message shows accordingly.

& To activate GFCI, the GR MODE should be
Note disabled for test. Refer to page 63 for details.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the , ‘
PAGE DOWN soft-key repeatedly i
until the Test page appears.

Interface UTIL

{0 elzie | Frent |~ MANU Step Parameter
InterLock TR Acw Frequency [TTTEEES
PowerGND Check [RIF3BEE Pass Hold 5
Wait Time Mode GFCl

ARC Mode | Nomal |~ ANCEETET

| OFF ||
[ ON ||
Safety Option(Key) Screen | ON_ 7]
Safety Display  [EFTIEE Ramp Judg | oFF -]
Double Action  [IF3MES Step By Step(Scan) I INEG
Start Click(1 Sec) [T 3ES

\: PAGE UP :H:FAGE DOWN:”: 1 |

2. Use the scroll wheel to move to the
GE(I field.

System Interface UTIL

Control By | Front |~ | MANU Step Parameter
InterLock TR AcW Frequency [TTTEEES
PowerGND Check [S3BRE Pass Hold | 0014 B
Wait Time Mode  [ECTINNRG RGN BT
ARG Mode B3R Auto Range | OFF |7 ]
Safety Option(Key) Screen | ON 7]

Safety Display  [ECLIMEEd Ramp Judg | OFF I~}
Double Action  [T3MRE Step By Step(Scan) L IEAY
Start Click(1 Sec) [T 3NES

\: PAGE UP :H:PAGEDOWN:”: H ENTER
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3. Press ENTER soft-key to enter the
GFCI field. Use scroll wheel to select
ON/OFF option.
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System Test Interface

Control By | Front |7 ] MANU Step Parameter

InterLock BTTAEd Acw Frequency [T

PowerGND Check [IT73MRa Pass Hold | 0014 B
[ st ~@cid  OFF Irf

Wait Time Mode

ARC Mode BT3RS Auto Range

Safety Option{Key) Screen [+]]
Safety Display  [ECLIEERG Ramp Judg | OFF I~
Double Action  [FTiaMMAA Step By Step(Scan-L IR
Start Click(1 Sec) T3NS

Ceon. |
GFCl ON, OFF

4. Press the ENTER soft-key to
confirm the setting.

GFCI Warning GFCI warning message

Display MANU=000-002 IEC-MO00Q02 @3

DCW GRAMP : 000. 15| “|EWAIT :  OFF
OTEST :010.3s5 ~ — |OFALL : OFF

TOTAL : 00000062

FAIL : 00000004

kV ' ‘

25 O}JA SCANX XXX XXXX
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GUINSTEK UTILITY

Auto Range Setting (for MANU)

Description Specifically for DCW test, the unit for measured
current can be determined by user preferences.

A N AUTO RANGE is only applicable to DCW test.
ote

Steps 1. Press the UTILITY key on the front
panel followed by pressing the e

PAGE DOWN soft-key repeatedly PAGE DOWN]
until the Test page appears.

System Interface UTIL

{0 elzie | Frent |~ MANU Step Parameter
InterLock TR Acw Frequency [TTTEEES
PowerGND Check [RIF3BEE Pass Hold 5
Wait Time Mode GFCI

ARG Mode | Normal |~ ENCRETL | ON_ 7]

Safety Option(Key) Screen | ON 7]
Safety Display  [CTEMNEd Ramp Judg | oFF I~}
Double Action [GT73EEAA Step By Step(Scan) I IEAG
Start Click(1 Sec) [FT3NNAG

\: PAGE UP :H:PAGE DOWN:”: 1 |

2. Use the scroll wheel to move to the
Auto Range field.

Interface UTIL

Contrel By | Front |~ ] MANU Step Parameter
InterLock TR ACW Frequency
PowerGND Check [RIF3BBRE Pass Hold
Wait Time Mode GFCl

| HPF I~ |

ARG Mode

Safety Option{Key) Screen
Safety Display  [FTIR Ramp Judg | OFF -]
Double Action  [IF3MES Step By Step(Scan) I INEG
Start Click(1 Sec) RTINS

\: PAGE UP :H:FAGEDOWN:”: H ENTER

3. Press ENTER soft-key to enter the
Auto Range field. Use scroll wheel
to select ON/OFF option.
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System Test Interface

Control By | Front |7 ] MANU Step Parameter
InterLock ACW Frequency
PowerGND Check [I73MRE Pass Hold | 0014 B

Wait Time Mode [T IERd GFCI

ARC Mode [ wer - WU OFF r]
Safety Option(Key) Screen “
Safety Display  [FTEEEES Ramp Judg

Double Action  [i3EAE Step By Step(Scanlm
Start Click(1 Sec) T3NS

| PAGE UP :”:PAGE DOWN:H:
Auto Range ON, OFF

ON The displayed ampere unit is
auto-adjustable in light of
the measured current.
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OFF The displayed ampere unit is
fixed within the unit of mA
all the time.

4. Press the ENTER soft-key to
confirm the setting.

Auto Range 'e) VIl AUTO=019-005 IEC-A000 @3
- ORAMP :000.05  OWAIT : OFF
Display Dl GTEST 1003.25  GFALL - OFF

TOTAL : 00000010
FAIL : 00000000
kV [ e

TEST |
O O HA SCAsnTzEF;()?)](Q}?xx

Ampere unit adjusts in accord
with measured current

@)z AUTO=019-005 IEC-AO00 @3

DCW ORAMP :000.0s OWAIT ©  OFF
OTEST :003.25 OFALL - OFF

TOTAL : Q0000010
O 050 FAIL : QOOQ0000
“ | TEST |
O OOO STEP:01/15
mA SCAN XXX XX XXX

Ampere unit is fixed with the unit of mA
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Screen Setting (for MANU)
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Description The Screen setting provides up to 3 modes for
user’s preference while conducting MANU test.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly PAGE DOWN|
until the Test page appears.

System Interface UTIL

{0 elzie | Frent |~ MANU Step Parameter
InterLock TR Acw Frequency [TTTIEES
PowerGND Check [RIF3BEE Pass Hold 5
Wait Time Mode GFCl
ARG Mode IR Auto Range | ON_ 7]
Safety Option(Key) Screen | ON_ 7]
Safety Display  [EFTIES Ramp Judg | OFF -]
Double Action  [IF3MES Step By Step(Scan) I INEG
Start Click(1 Sec) OFF |~

\: PAGE UP :H:PAGEDOWN:”: H ENTER

2. Use the scroll wheel to move to the
Screen field.

System Interface

Control By | Front |~ | MANU Step Parameter
InterLock RS AcW Frequency [TTTEERS
PowerGND Check [FTT3BRE Pass Hold | 0014 B
Wait Time Mode GFCl

ARC Mode BT3RS Auto Range

Safety Option{Key)
Safety Display  [ECCEMERA Ramp Judg | OFF I~}
Double Action  [T3MRE Step By Step(Scan) L IEAY
Start Click(! Sec) [NTTNE

\: PAGE UP :H:FAGE DOWN:”: I '

3. Press ENTER soft-key to enter the
Screen field. Use scroll wheel to
select a preferred option.
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System Test Interface

Control By | Front || MANU Step Parameter

InterLock TR ACW Frequency

PowerGND Check [N i Pass Hold | 0014 |8
[ on I~

Wait Time Mode [T A GFCI

ARC Mode TR Auto Range [ ON |7
Safety Option(Key) o o]

Safety Display  [EEFTIEME] Ramp Judg [ oFF |

Double Action [T 3EMRd Step By Step(Scan) ON

Start Click(1 Sec) [T

| PAGE UP j”:PAGE DOWNM
Screen  ON, OFF, STAT

ON The MANU test display is shown
with intact information normally.

>
<
©
=
Q
Il
©
9
(=
Is
[*]
(]
=
-
(0]
(9]
(9]
w
[

MANU=XXX-000 IEC-MO0O0O00 @ [232]

ORAMP :000.1s HI SET: OFF
(OTEST:000.3s LO SET:001.0M0 REF# : OFF

TOTAL : 00000000
VOLTAGE FAIL : 00000000

0.050.. READY

CH 12345678
_ SCANXXXXXXXX

anujauto|  view [sTat cLear| kevLock |

OFF The entire info of MANU test is hidden
except the status bar with time display.

11:54:03

[ eom Jwanujauro| view [sTat cLEar| kevLock |

STAT Only the Total test counts, Fail counts
and Distortion Rate (D. RATE) is
shown under the STAT screen mode.

1556 @3 [cpg)

+ 00000024 |

: 00000000
© 0.000%

T GLEAR] KEYLOCK |

o e e

4. Press the ENTER soft-key to
confirm the setting.
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Ramp Judg Setting (for MANU)
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Description In theory, neither PASS nor FAIL status is
judged during the ramp up time. However, the
Ramp Judg function enables judgment during
the ramp duration for certain application.

& When the Wait Time Mode (page 160) is set
Note “Start”, the Ramp Judg function is
automatically deactivated.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the , ‘
PAGE DOWN soft-key repeatedly i
until the Test page appears.

Interface UTIL

{0 elzie | Frent |~ MANU Step Parameter
InterLock TR Acw Frequency [TTTEEES
PowerGND Check [RIF3BEE Pass Hold 5
Wait Time Mode GFCl

ARC Mode | Nomal |~ ANCEETET

| OFF ||
[ ON ||
Safety Option(Key) Screen | ON_ 7]
Safety Display  [EFTIEE Ramp Judg | oFF -]
Double Action  [IF3MES Step By Step(Scan) I INEG
Start Click(1 Sec) [T 3ES

\: PAGE UP :H:FAGE DOWN:”: 1 |

2. Use the scroll wheel to move to the
Ramp Judg field.

System Interface UTIL

Control By | Front |~ | MANU Step Parameter

InterLock TR AcW Frequency [TTTEEES

PowerGND Check [S3BRE Pass Hold | 0014 B

Viait Time Mode GFCl [ ON 7]

ARG Mode B3R Auto Range | ON_ 7]
Safety Option{Key) Screen

Safety Display

Double Action  [T3MRE Step By Step(Scan) R, INAY
Start Click(1 Sec) [T 3NES

\: PAGE UP :H:PAGEDOWN:”: H ENTER
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3. Press ENTER soft-key to enter the
Ramp Judg field. Use scroll wheel to \
select ON/OFF option.

Interface UTIL

Control By MANU Step Parameter

| Front |~
InterLock B3R Acw Frequency [T NG
PowerGND Check [I73MRE Pass Hold | 0014 B
Wait Time Mode GFCl [ oN I~
ARC Mode BT3RS Auto Range [ OoN I~
[ on I}

Safety Option{Key) Screen
Safety Display Ramp Judg ~ FeTTera
Double Action  [F73RG Step By Step(Scan) LN
Start Click(1 Sec) T3NS oN

| PAGE UP :”:PAGEDOWN:H: H ENTER \

4. Press the ENTER soft-key to
confirm the setting.

Step By Step (Scan) Setting (for MANU)

Description In relation with multiple channels output, when
2 above channels are set “H” with none of them
in “L”, GPT-9500 will figure out, step by step,
which channel(s) is in charge of Fail judgment
after test results in FAIL. It is a particularly
practical function to verify each output channel.
See page 56 for details.

A When the Step By Step (Scan) is set OFF, only a

Note FAIL judgment for test is given without any
further details of judgments into each channel.
Also, Step By Step (Scan) only supports ACW &
DCW modes when it is turned ON.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly [PAGE DOWN
until the Test page appears.
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GUINSTEK UTILITY

System Interface UTIL

7ol | Frent |~ MANU Step Parameter

InterLock RS ACW Frequency

PowerGND Check [/i3MAd Pass Hold 00s.1 B
[ OFF 7]

Wait Time Mode Start |~ [elde]
ARC Mode RS Auto Range
Safety Option{Key) Screen
Safety Display  [FTTEEERES Ramp Judg
Double Action  [T3RE Step By Step(Scan) L IEEY
Start Click(l Sec) [FGENEED

\: PAGE UP :H:FAGE DOWN:”: I '
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2. Use the scroll wheel to move to the
Step By Step (Scan) field.

Interface UTIL

Control By | Front |~ | MANU Step Parameter
InterLock TR ACW Frequency
PowerGND Check [RIF3BEE Pass Hold | 0014 B
Wait Time Mode Ramp |~ [Neldw] [ ON 7]
ARG Mode 73R Auto Range | ON_ 7]
Safety Option(Key) Screen | ON 7]
Safety Display  [EECTIEMEG Ramp Judg | _OFF 7]
Double Action [T3EEAG | OFF I~}
Start Click(1 Sec) [FT3NNAG

\: PAGE UP :H:PAGEDOWN:”: H ENTER |

3. Press ENTER soft-key to enter the
Step By Step (Scan) field. Use scroll
wheel to select ON/OFF option.

System Interface UTIL

Control By | Front |~ | MANU Step Parameter
InterLock BTEEA ACW Frequency
PowerGND Check [/i3MAd Pass Hold

VWait Time Mode Ramp |~ [eige]

ARC Mode B3R Auto Range

Safety Option{Key) Screen
Safety Display  [FTIEERE Ramp Judg
Double Action [ 3NRG

Start Click(1 Sec) [T 3NE

v, | eaccur Joccoom | _owen |

4. Press the ENTER soft-key to
confirm the setting.
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Interface Setting

Interface Setting

Description The interface settings allows user to choose the
remote interface configuration. USB and RS232
can be selected.

Steps 1. Press the UTILITY key on the front ‘;
panel followed by pressing the , ‘
PAGE DOWN soft-key repeatedly |
until the Interface page appears.

System Interface UTIL

ILTERd |  Step 0 of AUTOStep(SCPI
R5232 Auto Save(PARA)
BaudRate
Parity

R8232:TX Term
EndOiLine CR I~
SCPI ID
Identity

exruns | ot et com| | _enen

2. Press the ENTER soft-key to enter
the Interface field. Use the scroll
wheel to select a target option.

Interface UTIL

Step 0 of AUTOStep(SCPI)
RS232  RS232 Auto Save(PARA)
BaudRate USBCDC
Parity USBTMC

R8232:TX Term

EndOiLine
SCPI ID

Identity

(exturi | eaceur [raceoown| | ewtew |
Interface RS232, USBCDC, USBTMC
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GUWINSTEK UTILITY
& N Before the GPT-9500 can be used for remote
ote

control utilizing the CDC or TMC USB class,
install the appropriate CDC or TMC USB driver
included within the User Manual CD.

USBCDC:

The USB port on the GPT-9500 will appear as a
virtual COM port to a connected PC.

USBTMC:

The GPT-9500 can be controlled using National
Instruments NI-Visa software*. NI-Visa
supports USB TMC. To use the TMC interface
National Instruments Measurement and
Automation Explorer can be used. This
program is available on the NI website,
www.ni.com., via a search for the VISA Run-
time Engine page, or “downloads” at the
following URL, http:/ /www.ni.com/visa/

3. Press the ENTER soft-key to
confirm the setting.

Baud Rate Setting

Description When RS232 interface is selected, move the
cursor to the Baud Rate field to set an
appropriate setting.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly PAGE DOWN|
until the Interface page appears.
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System Interface UTIL

TR Step 0 of AUTOStep(SGP)

R3232 Auto Save(PARA)

BaudRate

| 57600 ||
Parity [ _EVEN I~

RS232:TX Term
EndOiLine CR I~
SCPIID
Identity

| PAGE UP j”:PAGE DDWN:‘[ I '

2. Use the scroll wheel to move to the
BaudRate field.

Interface UTIL

Interface IR Step 0 of AUTOStep(SCPD
R8232 Auto Save{PARA)

BaudRate |
Parity |_EVEH |~

RS232:TX Term
EndOiLine
SCPIID
Identity

| PAGE UP :”:PAGE DDWN:H: I ‘

3. Press ENTER soft-key to enter the
BaudRate field. Use scroll wheel to
select a corresponding rate.

System Interface UTIL

Interface IR Step 0 of AUTOStep(SCPD
R8232 Auto Save{PARA)

Parity 9600
19200

RS232:TX "t 1il]
EndOiLine 57600
SCPIIL 115200

Identity

(exturi | eaceur [raceoown| | ewtew |
Baud Rate 9600, 19200, 38400, 57600, 115200

4. Press the ENTER soft-key to
confirm the setting.
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GUINSTEK UTILITY
Parity Setting
Description In RS232 communication, there’re Even and

Odd parity verification in terms of bits
transmission. The section here allows user to
designate a proper method.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the S

PAGE DOWN soft-key repeatedly PAGE DOWN|
until the Interface page appears.

Interface UTIL

Step 0 of AUTOStep(SCPI)
RS232 Auto Save(PARA)
BaudRate
Parity | EVEN |~ ]

RS8232:TX Term

EndOfLine
SCPI ID

Identity Default |~

| PAGE UP :H:PAGE DOWN:”: Il '

2. Use the scroll wheel to move to the
Parity field.

System Interface

Interface Step 0 of AUTOStep(SCPI)
Auto Save(PARA)
BaudRate

RS8232:TX Term

EndOfLine
SCPIID

Identity Default |~

| PAGE UP :H:FAGE DOWN:”: Il '

3. Press ENTER soft-key to enter the
Parity field. Use scroll wheel to
select a target option.
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System Interface UTIL

Interface TR | Step 0 of AUTOStep(SCPI
RS5232 Auto Save(PARA)
BaudRate

[ EuEN
rszsor I

EndOiLine oDD

SCPIID
Identity Default |~

| PAGE UP j”:PAGE DDWN:‘[ I '
Parity EVEN, ODD
OFF: parity verification is off.

4. Press the ENTER soft-key to
confirm the setting.

End Of Line Setting

Description Also, it is necessary to define the rule of End of
Line for commands of RS232 remote control.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly lPAGE DOWN
until the Interface page appears.

System Interface UTIL

IESTMRd  Step O of AUTOStep(SCPD)

R8232 Auto Save{PARA)
| 67600 |~ |

BaudRate
Parity

RS232:TX Term
EndOiLine
SCPIID
Identity

exmuri || Paceup |Pace Down | I '

2. Use the scroll wheel to move to the
EndOfLine field.
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GUINSTEK UTILITY

System Interface UTIL

Interface IR Step 0 of AUTOStep(SCPI)
RS232 Auto Save(PARA)

BaudRate

Parity |_oDD I~

RS3232:TX Term

CRILF |~
SCPIID

Identity Default |~

Eexun || paceup [pace Down]\zi E:S

3. Press ENTER soft-key to enter the
EndOfLine field. Use scroll wheel to
select a target option.

Step 0 of AUTOStep(SCPI)
Auto Save{PARA)
BaudRate
Parity

CRtLF [~

SCPIID

Identity Default |~

| PAGE UP :HiPAGE DOWNH
EndOfLine CR+LF, LF+CR, CR, LF

4. Press the ENTER soft-key to
confirm the setting.

SCPI ID Identity Setting

Description Generally, the *IDN? query returns the
manufacturer, model number, serial number,
among others by Default. When SCPI ID is set
to User, a user defined manufacturer and
model number is returned with the *IDN?
query. Please see the page 276 for details.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the

PAGE DOWN soft-key repeatedly PAGE DOWN|
until the Interface page appears.
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System Interface UTIL

TR Step 0 of AUTOStep(SGP)

R3232 Auto Save(PARA)

BaudRate | 67600 |~ |
Parity | EVEN I~ ]
RS232:TX Term
EndOiLine CR I~

SCPIID
Identity Default |~

| PAGE UP j”:PAGE DDWN:‘[ I '
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2. Use the scroll wheel to move to the
Identity field.

Interface UTIL

Interface IR Step 0 of AUTOStep(SCPD
R8232 Auto Save{PARA)

BaudRate

Parity [ 0DD I~ ]

RS232:TX Term

EndOiLine
SCPI ID

| PAGE UP :”:PAGE DDWN:H: I ‘

3. Press ENTER soft-key to enter the
Identity field. Use scroll wheel to
select a target option.

System Interface
Interface IR Step 0 of AUTOStep(SCPD
R8232 Auto Save{PARA)
BaudRate
Parity BTTINED
RS232:TX Term
EndOiLine
SCPI IC User
| PAGE UP :”:PAGE DDWN:H: I ‘
|dentity Default, User
4. Press the ENTER soft-key to | ENTER

confirm the setting.
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Description For SCPI communication, parameters of each
command can be stored in the GPT-9500, by
which however heavier burdens slows the
efficiency of unit, more or less. User can turn
this function On or Off by preference.

Steps 1. Press the UTILITY key on the front
panel followed by pressing the e

PAGE DOWN soft-key repeatedly PAGE DOWN]
until the Interface page appears.

Interface UTIL

IEEEIE | Step 0 of AUTOStep(SCPI)
RS232 Auto Save(PARA)

BaudRate 57600 |~
Parity | EVEN |~ |

RS8232:TX Term
EndOfLine CR I~
SCPI ID
Identity

| PAGE UP :H:FAGE DOWN:”: Il '

2. Use the scroll wheel to move to the
Auto Save (PARA) field.

Interface UTIL

Interface IR Step 0 of AUTOStep(SCPI)
RS232
BaudRate

Parity |_onD |~

RS8232:TX Term

EndOfLine
SCPI ID

Identity

(o | eaceur [eacesom| | e

3. Press ENTER soft-key to enter the
Auto Save (PARA) field. Use scroll
wheel to turn ON/OFF the function.
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4. Press the ENTER soft-key to

Interface

| RS232 |~ ]
RS232
BaudRate

Step 0 of AUTOStep(SCPI)

System

Interface

| 116200 |~ |
Parity | 0DD I~ ] oN
RS232:TX Term

LF+CR |+
SCPIID

EndOiLine

Identity

| PAGE UP j”:PAGE DDWN:‘[ I '
Auto Save (PARA) ON, OFF

confirm the setting.
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EXTERNAL CONTROL

The External Control chapter covers the
REMOTE terminal and the SIGNAL I/O port.

External Control Overview .........c.ccovuiiiiirinniiiiiinnnniinnnan. 192
SIGNAL I/O OVeIrVIEW........cocviiiiiiiiiiccceice e, 192
Using the SIGNAL I/O to Start/Stop Tests........c.ccccevueuenenee 194
Using the Interlock Wire...........cccccooiiiiiiniiiccccceee 195

191
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External Control Overview
The External Control section describes the rear panel SIGNAL I/O port.
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SIGNAL [/O Overview

Overview The SIGNAL I/O port can be used to
remotely start/stop tests and monitor the
test status of the instrument. The SIGNAL
I/O port uses a DB-9 pin female connector.

. . UNDER STOP
Pin Assignment TEST Q9| o;‘ START

5
o__Jo
® Fass 21 L& FaL o

Pin name Pin  Description

UnderTEST 1 UnderTEST signal Output
STOP 2 Stop signal input
START 3 Start signal input
UnderTEST_COM 4 UnderTEST signal Output COM
INPUT_COM 5 Start/Stop signal input COM
PASS 6 PASS signal Output
PASS_COM 7 PASS signal Output COM
FAIL 8 FAIL signal Output
FAIL_COM 9 FAIL signal Output COM
Input Connection
_ PIN 2 INPUT_STOP
A
, PIN 3 INPUT_START 1|
° R
PIN 5 INPUT_COM /!
~ 192
o
i
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Output Connection

PIN 1 UnderTEST_OUTPUT

PIN 4 UnderTEST_OUTPUT_COM

— N—
N

A\ 4

PIN 6 PASS_OUTPUT

—o\—
A4

PIN 7 PASS_OUTPUT_COM

N
/
PIN 8 FAIL_OUTPUT N
/
}T PIN 9 FAIL_OUTPUT_COM N
/
Signal Properties Input Signals

High level input voltage 5V ~ 32V

Low level input voltage OV ~ 1V

Low level input current  Maximum of -5mA

Input period Minimum of 1ms
Output Signals
Output Type Relay form A
Output Rated Voltage  30VDC
Maximum output 0.5A
current
Input Stop and Input
Start Timing INPUT_STOP | ]
INPUT_START |
Output Timing
PASS | |
FAIL |
UnderTEST | ]

& Note

Output is able to be deployed by
programming,.

Under TEST PIN can be toggled between
power symbol and contact symbol. Refer to
page 19 for detail.
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Using the SIGNAL 1/O to Start/Stop Tests

Background To use the SIGNAL I/O port the CONTROL
settings have to be set to SIGNAL IO in the
UTILITY mode.

Panel operation 1. Set the CONTROL option to Signal Page 155
in the UTILITY mode.

2. Connect the Input/Output signals
to the SIGNAL I/O port.

3. To start the testing, short the STOP
and INPUT_COM line for a
minimum of 1ms to put the tester
into READY status.

4. To start the testing, short the
START and INPUT_COM lines for
a minimum of 1ms.

5. To stop the testing, temporarily
short the STOP and INPUT_COM
line again.

A Even if the GPT-9500 is configured to use the
NOTE SIGNAL 1/O interface, the STOP button on the
front panel can still be used to stop a test.

194
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Using the Interlock Wire
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Background When the INTERLOCK function is set to ON,
tests are only allowed to start when Interlock
wire is shorted with the Interlock terminal. Use
the attached Interlock wire to short the Interlock
pins on the Interlock terminal.

Panel operation 1. Insert the Interlock wire into the Interlock
terminal on the rear panel as shown below.

2. Set the Interlock option to ON in  Page 156
the UTILITY mode.

& = With INTERLOCK set to ON, the tester can now

Note only start a test when the Interlock pins are well
shorted by the Interlock wire. Do not remove the
interlock wire after starting a test. It must be
inserted after a test has started or is running.

» To remove interlock wire, utilize an appropriate
flat-head screwdriver to levelly push the terminal
inwards followed by pulling the wire out of the
terminal. Please proceed with one terminal port
per time.
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REMOTE CONTROL

This chapter describes basic configuration of
IEEE488.2 based remote control. The remote
interface supports USB and RS232.

Interface Configuration ........cccceevvueeiiiiiiiiiiiniiieen e, 197
Command SYNtaX ..cc..eeruireiiniriiiiieeie e e eeaaee 201
Command List .....coouuiiiiiiiiiiiiiiiee e 203
196
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Interface Configuration

USB Remote Interface

USB PC side Type A, host
Conﬁguration connector
GPT-9500 side Rear panel Type B
connector
USB Speed 2.0 (Full speed)
Panel operation 3. Connect the USB cable to the rear <
panel USB B-Type port. 7N
) @ |
4. Set the Interface to USB from the  Page 182
UTILITY page.
197
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RS232 Remote Interface

RS232 Connection  Non-null modem cable
Configuration
gurati Baud rate 9600, 19200, 38400, 57600, 115200
Parity OFF, EVEN, ODD
Data bits 8
Stop bit 1
Flow control  None
Pin Assignment 54321 1: No connection
@@ 2: TxD (Transmit Data)
9876 3: RxD (Receive Data)
4: No connection
5: GND
6-9: No connection
Connection PC GPT-9500
DB9 Pin Signal Signal DB9Pin
RxD TxD 2
3 TxD RxD 3
5 GND GND 5
RS-232
Instrument Non-null Cable PC
1 1
D 2 — 2 RxD
RxD 3e——— 3 TxD
DTR 4 4 DTR
GND 5 5 GND
DSR 6 6 DSR
RTS 7 7 RTS
CTS 8 8 CTS
9 9
DB9 DB9 DB9 DB9
Female Male Female Male

RS232

Panel operation 1. Connect the non-null modem —_—
cable to the rear panel RS232 port. © ©

2. Set the Interface to RS232 from  Page 182
the UTILITY page.
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USB/RS232 Remote Control Function Check

Functionality
check

Invoke a terminal application such as
RealTerm.

To check COM port number and other settings,
see the Device Manager in PC. For Win10
operation system, from the search box on the
taskbar, type Device Manager or right-click the
Start button, and then select from the menu.

Run this query command via the terminal after
the instrument has been configured for USB or
RS-232 remote control.

*idn?

This should return Model number, Serial number
and Firmware version in the format below:

GWInstek,GPT9513,GDM123456,1.00

CR, LF can be used as the terminal character
when entering queries/commands from a
terminal application.

RMT Display

— We measure, we calibrate, we validate.

When the panel is being remotely controlled via
the USB or RS232 interfaces, the RMT indicator
will be displayed on the screen.

RMT indicator
AUTO=000(3) IEC-AAAAAA BT [

ORAMP :000.1s HI SET: OFF
OTEST:000.55 LO SET:001.0M0 REF# : OFF

TOTAL ; 00000000
VOLTAGE FAIL : 00000000

0.050., READY

CH 12345678 _|
) SCANXX)‘('XXXXX|é‘
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Err Display When an incorrect command is sent to the
tester, the Err indicator will be displayed on the
screen indicating there is an error in command.
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ERR indicator
AUTO=000(3) IEC-AAAAAA BT [ERRIRHT]

CRAMP :000.1s HI SET: OFF
GTEST:000.55 LO SET:001.0M0O REF# : OFF

TOTAL : 00000000
VOLTAGE FALL : 00000000

0.050.. READY

CH 12345678
SCANXXXXXXXX(L]

| | kerLock |

Return to Panel Control

Background When the instrument is remotely controlled all
panel keys except the STOP and START buttons
are disabled. Receive a stop signal from either
mode of Control By (Front, Signal or Both),
while the RMT indicator is displayed, or simply
send a SYSTLOCal command (page 215) to
return the instrument back to the panel control.

A To put the tester back to the RMT, simply issue
Note another remote control command.

200
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Command Syntax
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, |EEE488.2 Partial compatibility
Compatible

Standard SCPI, 1999 Partial compatibility

Command SCPI commands follow a tree-like structure,

Structure organized into nodes. Each level of the
command tree is a node. Each keyword in an
SCPI command represents each node in the
command tree. Each keyword (node) of an SCPI
command is separated by a colon (:).

For example, the diagram below shows an SCPI
sub-structure and a command example.

SOURCE SOURCE:SAFETY:STOP

SAFETY

/I\

START STOP STATUS

Command types There are a number of different instrument
commands and queries. A command sends
instructions or data to the unit and a query
receives data or status information from the
unit.

Command types

Setting A single or compound
command with/without a
parameter

Example SYSTem:ARC:MODE

201
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Query A query is a simple or
compound command
followed by a question mark
(?). A parameter (data) is
returned.
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Example SYSTem:ARC:MODE?

Command Forms Commands and queries have two different
forms, long and short. The command syntax is
written with the short form of the command in
capitals and the remainder (long form) in lower
case.

The commands can be written in capitals or
lower-case, just so long as the short or long
forms are complete. An incomplete command
will not be recognized.

Below are examples of correctly written

commands.

Long form SYSTem:ARC:MODE
SYSTEM:ARC:MODE
system:arc:mode

Short form SYST:ARC:MODE
syst:arc:mode

SYST:ARC:MO|

Command 1. Command header
Format ' 2. Space
3. Parameter

Message EOL or ; Command Separator
Separator (semicolon)
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System Commands

SSYSTem:ERROTI:[NEXT]? ..o 210
:SYSTem:BEEPer[:IMMediate] ........c.cccoeevvevveeieeieeeeeeeeeee 210
SYSTemM:BEEPEIr:STATE ....uooveeeeeeeeeeeeeeeeee e 210
SYSTem:BEEPEr:STATE? ... 210
SYSTem:BEEPer:ERROT ..........ccooviimiiieiieeieeeeeeeeeeee e 210
SYSTem:BEEPer:ERROI? .........coooviviiiiieeeeeeeeeeeeeeeee e 211
:SYSTem:BEEPer:-VOLUME ......coooooviiiiiiiiiiiieeeeeeeee 211
SYSTem:BEEPer:-VOLUME? ........ccvvviviieeieieeeeeeeeeee e 211
SSYSTEeM:CLICK:STATE ..ooiieiiiieieeeeee et 211
SSYSTem:CLICK:STATE? ..o 211
SSYSTEMIVERSION? ..ot 212
SSYSTEMKLOCK ....oviiiiieeeeeeeee e 212
SSYSTEMKLOCK? ..ot 212
SSYSTem:LOCKIOWNEI? ...ttt 212
SYSTem:LOCK:REQUESE? .......cooiveeieeeeeeeeee e 212
SYSTem:LOCK:RELEASE ......cooevveiieiieeeeeeeeeee e 212
SYSTem:OUTPULEOF ..o 213
SYSTem:OUTPUt: EOF? ... 213
SYSTeM:WAIT:MODE ... 213
SYSTeM:WAIT:MODE?.......oooiiiieeeeeeeeeee e 213
SSYSTemM:ARC:MODE........cooiiieeeeeeeee e 214
SSYSTEM:ARC:MODE? ...t 214
'SYSTem:SCPiI:MODE.......cooooiiiiiieeeee e 214
'SYSTem:SCPiI:MODE? ..ot 214
SYSTem:SCPi:AUTO:SAVE ..., 215
SYSTem:SCPi:AUTO:SAVE? ... 215
SSYSTem:LOQCaAL ... 215
SSYSTEMIREMOLE ....ovveeeiieeeeee e 215
SSYSTEMRWLOCK ...vviiiiiiieeeee e 215
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Display Commands

:DISPlay: AUTO:VIEW ..o 216
:DISPlay: AUTO:VIEW? ..o 216
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Memory Commands

:MEMory:DELete:LOCAtON........cccovviiiiiiiiiiiiiiiiiccc 217
:MEMory:FREE:STEP? ........ccccooiiiiiiiiiiiicicccc 217
:MEMOory:FREE:STATE?.....c.cccoviiiiiiiiiiiiiiciici 217
:MEMory:STATe:DEFIne..........cccooviiiiiiiiiiccccce 218
:MEMory:STATe:DEFIne? .........cccoceiviviiiiniiiiicincce 218
:MEMory:STATe:LABel? ..o 218
:MEMory:NSTates?.........cccoviiiiiiiiiiiiicccs 219

Source Commands

[:SOURCe]:SAFEty:FETCh? .......cccceceiiinniciciciinneeeieeeeaene 225
[:SOURce]:SAFEty:GCONtinuity:MMETerage?..................... 225
[:SOURce]:SAFEty:STARt[:ONCE]........cccccoviiiniiiniiiine 226
[:SOURce]:SAFEty:STARt:CSTandard...........cccociiriiinnnnne. 226
[:SOURce]:SAFEty:STARt:OFFSet ........ccccovivieiniieinieinennee 226
[:SOURce]:SAFEty:STARt:OFFSet? .........cccociiiiiiiiiiiine 226
[:SOURCe]:SAFEty:STOP ......cccccoviiiiiiiiiiiiiiciecceeieee, 227
[:SOURCce]:SAFEty:STATUS?.....c.coecieriieiiiieiiciecceeee 227
[:SOURce]:SAFEty:SNUMDber?.........ccccooeueiiinecereeeeeenes 227
[:SOURce]:SAFEty:RESult: ALL[:JUDGment]?........................ 227
[:SOURce]:SAFEty:RESult: ALL:OMETerage? ........................ 228
[:SOURce]:SAFEty:RESult: ALL:MMETerage?........................ 228
[:SOURce]:SAFEty:RESult: ALL:TIME[:TEST]?.......cccccccueueee. 229
[:SOURce|:SAFEty:RESult: ALL:TIME:RAMP? ...........cccocoec. 229
[:SOURce]:SAFEty:RESult: ALL:TIME:FALL?............cccoeuc. 229
[:SOURce]:SAFEty:RESult: ALL:TIME:DWELI?...................... 229
[:SOURce]:SAFEty:RESult: ALL:MODE? .........ccccoeveiniinnnne. 230
[:SOURce]:SAFEty:RESult: COMPleted? ..........ccccovrurueueuennnee. 230
[:SOURCce]:SAFEty:RESult: AREPort[:JUDGment][:MESsage]

(RS232 Interface only) ........cccccoeeiiiiiiiniiiiiiinccccce 230

[:SOURce]:SAFEty:RESult: AREPort[:JUDGment][:MESsage]?
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E (RS232 Interface only)......cccceecirenieinienininiciiicencreceeennes 231

o [:SOURCce]:SAFEty:RESult: AREPort:OMETerage (RS232

2 Interface ONly).......cocccveiviiiiiniiiniiicicc 231

& [:SOURce]:SAFEty:RESult: AREPort: OMETerage? (RS232

. INterface ONLY).....ccovveeeririiiieicieieieieieieeeee e 232
[:SOURCce]:SAFEty:RESult: AREPort:MMETerage (RS232
Interface only)........cccoooiiiiiiiiiiiiccc 232
[:SOURce]:SAFEty:RESult: AREPort:MMETerage? (R5232
Interface only)........ccccoooviiiiiiiiiiiii 233
[:SOURce]:SAFEty:RESult[:LAST][:JUDGment]? ................... 233
[:SOURce]:SAFEty:RESult[: LAST]:OMETerage?.................... 234
[:SOURce]:SAFEty:RESult[:LAST]:MMETerage? ................... 234
[:SOURce|:SAFEty:RESult[:LAST]:STEP?.......cccceevevrerinnee. 234
[:SOURce]:SAFEty:RESult[: LAST]:MODEZ?.........ccccccecvrurununee. 235
[:SOURce]:SAFEty:RESult:STEP<n>[:JUDGment]? ............... 235
[:SOURce]:SAFEty:RESult:STEP<n>:OMETerage? ................ 236
[:SOURce]:SAFEty:RESult:STEP<n>:MMETerage? ............... 236
[:SOURce]:SAFEty:STEP<n>:DELete. .........ccccecuvvurcrrenuennnene. 236
[:SOURCce]:SAFEty:STEP<N>:SET? .....ccooeuiiniiicciceene, 236
[:SOURce]:SAFEty:STEP<n>:MODE? .........ccccceoiniirininnnne 237
[:SOURce]:SAFEty:STEP<n>:AC[:LEVel].....cccccceereierinnnnen 237
[:SOURce]:SAFEty:STEP<n>:AC[:LEVel]?.......ccceeeevrinnnnee. 237
[:SOURce]:SAFEty:STEP<n>:AC:LIMit[:HIGH]...................... 238
[:SOURce]:SAFEty:STEP<n>:AC:LIMit[:HIGH]? ................... 238
[:SOURce]:SAFEty:STEP<n>:AC:LIMit:LOW ........c..cccocueuee 238
[:SOURce]:SAFEty:STEP<n>:AC:LIMit:LOW? ....................... 238
[:SOURce]:SAFEty:STEP<n>:AC:LIMit:ARC[:LEVel] ........... 239
[:SOURce]:SAFEty:STEP<n>:AC:LIMit: ARC[:LEVel]?.......... 239
[:SOURce]:SAFEty:STEP<n>:AC:TIME:DWELI ..................... 239
[:SOURce]:SAFEty:STEP<n>:AC:TIME:DWELI? ................... 240
[:SOURce]:SAFEty:STEP<n>:AC:TIME:RAMP ...................... 240
[:SOURce]:SAFEty:STEP<n>:AC:.TIME:RAMP?..................... 240
[:SOURce]:SAFEty:STEP<n>:AC:TIME[:TEST] ...................... 240
[:SOURce]:SAFEty:STEP<n>:AC:TIME[:TEST]?..................... 241
[:SOURce]:SAFEty:STEP<n>:AC:TIME:FALL ........................ 241
[:SOURce|:SAFEty:STEP<n>:AC:TIME:FALL? ...................... 241
[:SOURce]:SAFEty:STEP<n>:AC:CHANnel[:HIGH]............. 242
[:SOURce]:SAFEty:STEP<n>:AC:CHANnel[:HIGH]? ........... 242
[:SOURce]:SAFEty:STEP<n>:AC:CHANnel:LOW ................. 243
[:SOURce]:SAFEty:STEP<n>:AC:CHANnNel: LOW? ............... 243
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E [:SOURce]:SAFEty:STEP<n>:AC:REF .........cccccccuviniiiniinnnne. 244
o [:SOURCce]:SAFEty:STEP<n>:AC:REF? ......ccccoternierriirrceenns 244
2 [:SOURce]:SAFEty:STEP<n>:AC:GROUndmode .................. 244
& [:SOURce]:SAFEty:STEP<n>:AC:GROUndmode?.................. 244
. [:SOURce]:SAFEty:STEP<n>:DC[:LEVel].......ccccccccureinncucne. 245
[:SOURce]:SAFEty:STEP<n>:DC[:LEVel]?.......cc.ccccceeinneuene. 245
[:SOURce]:SAFEty:STEP<n>:DC:LIMit[:HIGH]..................... 245
[:SOURce]:SAFEty:STEP<n>:DC:LIMit[:HIGH]?................... 245
[:SOURce]:SAFEty:STEP<n>:DC:LIMit:LOW...........cccoeuc.. 246
[:SOURce]:SAFEty:STEP<n>:DC:LIMit: LOW?....................... 246
[:SOURce]:SAFEty:STEP<n>:DC:LIMit: ARC[:LEVel] ........... 246
[:SOURce]:SAFEty:STEP<n>:DC:LIMit:ARC[:LEVel]? ......... 247
[:SOURce]:SAFEty:STEP<n>:DC:TIME:DWELI ..................... 247
[:SOURce]:SAFEty:STEP<n>:DC:TIME:DWELI? ................... 247
[:SOURce]:SAFEty:STEP<n>:DC:TIME:RAMP ...................... 247
[:SOURce]:SAFEty:STEP<n>:DC:TIME:RAMP?..................... 248
[:SOURce]:SAFEty:STEP<n>:DC:TIME[:TEST] ...................... 248
[:SOURce]:SAFEty:STEP<n>:DC:TIME[:TEST]? .................... 248
[:SOURce]:SAFEty:STEP<n>:DC:TIME:FALL ........................ 249
[:SOURce]:SAFEty:STEP<n>:DC:TIME:FALL? ...................... 249
[:SOURce]:SAFEty:STEP<n>:DC:CHANnel[:HIGH].............. 249
[:SOURce]:SAFEty:STEP<n>:DC:CHANnel[:HIGH]?............ 250
[:SOURce]:SAFEty:STEP<n>:DC:CHANnel: LOW................. 250
[:SOURce]:SAFEty:STEP<n>:DC:CHANnel:LOW? ............... 250
[:SOURce]:SAFEty:STEP<n>:DC:REF.........cccccccoviiiiniinnnne. 251
[:SOURce]:SAFEty:STEP<n>:DC:REF? .........ccccoveivieinne 251
[:SOURce]:SAFEty:STEP<n>:DC:GROUndmode .................. 251
[:SOURce]:SAFEty:STEP<n>:DC:GROUndmode?................. 252
[:SOURce]:SAFEty:STEP<n>:IR[:LEVel].......ccccccccevvreinncnene. 252
[:SOURce]:SAFEty:STEP<n>:IR[:LEVel]?........cccccccriinnnnne. 252
[:SOURce]:SAFEty:STEP<n>:IR:LIMit:HIGH. ......................... 252
[:SOURce]:SAFEty:STEP<n>:IR:LIMit:HIGH? ....................... 253
[:SOURce]:SAFEty:STEP<n>:IR:LIMit[:LOW]...........c.cc.ce.. 253
[:SOURce]:SAFEty:STEP<n>:IR:LIMit[:LOW]? ...........c.......... 253
[:SOURce]:SAFEty:STEP<n>:IR:-TIME:DWELI........................ 254
[:SOURce]:SAFEty:STEP<n>:IR:- TIME:DWELI? ..................... 254
[:SOURce]:SAFEty:STEP<n>:IR:TIME:RAMP ........................ 254
[:SOURce]:SAFEty:STEP<n>:IR: TIME:RAMP? ...................... 254
[:SOURce]:SAFEty:STEP<n>:IR:-TIME[:TEST] ............c.c.c....... 255
[:SOURce]:SAFEty:STEP<n>:IR:TIME[:TEST]? .............c........ 255
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E [:SOURce]:SAFEty:STEP<n>:IR:TIME:FALL ............ccccc.c.... 255
o [[SOURce]:SAFEty:STEP<n>:IR:-TIME:FALL? ........................ 255
2 [:SOURce]:SAFEty:STEP<n>:IR:RANGe[:UPPer] .................. 256
& [:SOURce]:SAFEty:STEP<n>:IR:RANGe[:UPPer]? ................ 256
. [:SOURce]:SAFEty:STEP<n>:IR:RANGe:LOWer ................... 256
[:SOURce]:SAFEty:STEP<n>:IR:RANGe:LOWer? ................. 257
[:SOURce]:SAFEty:STEP<n>:IR:RANGe:AUTO .................... 257
[:SOURce]:SAFEty:STEP<n>:IR:RANGe:AUTO?................... 257
[:SOURce]:SAFEty:STEP<n>:IR:CHANnel[:HIGH]............... 258
[:SOURce]:SAFEty:STEP<n>:IR:CHANnel[:HIGH]?............. 258
[:SOURce]:SAFEty:STEP<n>:IR:CHANnel:LOW ................... 258
[:SOURce]:SAFEty:STEP<n>:IR:CHANnel:LOW? ................. 259
[:SOURce]:SAFEty:STEP<n>:IR:REF..........ccccccoeiniiniinnnnn. 259
[:SOURce]:SAFEty:STEP<n>:IR:REF? .......cccccoovmmiriiiinnnen 259
[:SOURce]:SAFEty:STEP<n>:IR:GROUndmode..................... 260
[:SOURce]:SAFEty:STEP<n>:IR:GROUndmode?................... 260
[:SOURce]:SAFEty:STEP<n>:OSC:LIMit:OPEN...................... 260
[:SOURce]:SAFEty:STEP<n>:OSC:LIMit:OPEN? ................... 261
[:SOURce]:SAFEty:STEP<n>:0OSC:LIMit:SHORt..................... 261
[:SOURce]:SAFEty:STEP<n>:OSC:LIMit:SHOR({? .................. 261
[:SOURce]:SAFEty:STEP<n>:0SC:CHANnel[:HIGH]........... 262
[:SOURce]:SAFEty:STEP<n>:0OSC:CHANnel[:HIGH]? ......... 262
[:SOURce]:SAFEty:STEP<n>:0SC:CHANnel:LOW ............... 262
[:SOURce]:SAFEty:STEP<n>:0OSC:CHANnel:ILOW? ............. 263
[:SOURce]:SAFEty:STEP<n>:0SC:CSTandard ....................... 263
[:SOURce]:SAFEty:STEP<n>:0SC:CSTandard? ..................... 263
[:SOURce]:SAFEty:STEP<n>:PAuse[:MESSage]..................... 264
[:SOURce]:SAFEty:STEP<n>:PAuse[:MESSage]?................... 264
[:SOURce]:SAFEty:STEP<n>:PAuse:UTSIgnal ....................... 264
[:SOURce]:SAFEty:STEP<n>:PAuse:UTSIgnal? ..................... 265
[:SOURce]:SAFEty:STEP<n>:PAuse:TIME[:TEST]................. 265
[:SOURce]:SAFEty:STEP<n>:PAuse:TIME[:TEST]? ............... 265
[:SOURce]:SAFEty:PRESet: TIME:PASS .........ccccccccoiiniiiinnn. 266
[:SOURce]:SAFEty:PRESet: TIME:PASS? .......ccccecovevvinennnnn. 266
[:SOURce]:SAFEty:PRESet: TIME:STEP...........cccccceceeunieurnnnnnee 266
[:SOURce]:SAFEty:PRESet: TIME:STEP? .........ccccoeveireriennnen. 266
[:SOURce]:SAFEty:PRESet:RJUDgment ..........cccoveveueuevnennnee 267
[:SOURce]:SAFEty:PRESet:RJUDgment?..........cccoceveueueenenennee 267
[:SOURce]:SAFEty:PRESet: AC:FREQuency ............ccccueueeee. 267
[:SOURce]:SAFEty:PRESet: AC:FREQuency? ..............ccccc....... 267
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E [:SOURce]:SAFEty:PRESet:WRANge[:AUTO] .........ccccoeueee. 268
o [:SOURce]:SAFEty:PRESet: WRANge[:AUTO]? ..................... 268
2 [:SOURce]:SAFEty:PRESet:GFI[:SWITch]........cccccevneunnnnnne. 268
& [:SOURce]:SAFEty:PRESet:GFI[:SWITch]?.........ccccccvveunnnnne. 268
. [:SOURce]:SAFEty:PRESet: GCONtinuity .........ccccocevvueuinnncaene. 269
[:SOURce]:SAFEty:PRESet: GCONtinuity?..........cccoeveerennenee. 269
[:SOURCce]:SAFEty:PRESet: GCONtinuity: THRrehold........... 269
[:SOURce]:SAFEty:PRESet:FAIL:OPERation ............cccccoue.e. 269
[:SOURce]:SAFEty:PRESet:FAIL:OPERation? ........................ 270
[:SOURce]:SAFEty:PRESet:SCREen .........ccccccoevvinieuinicinnennne 270
[:SOURce]:SAFEty:PRESet:SCREen?..........cccocecvvenueineinnennee 270
[:SOURce]:SAFEty:PRESet:NUMber:PART ..........cccccccceeueee. 270
[:SOURce]:SAFEty:PRESet:NUMber:PART?...........ccccccueueee. 271
[:SOURce]:SAFEty:PRESet:NUMber:LOT .........ccccovvveueueunnce. 271
[:SOURce]:SAFEty:PRESet:NUMber:LOT? ..........ccccoccvennnee. 271
[:SOURce]:SAFEty:PRESet:NUMber:SERIal ........................... 271
[:SOURce]:SAFEty:PRESet:NUMber:SERIal? ......................... 272

Common Commands

O et s e e e e b 273
FESE oottt 273
FESE? et 274
FESRY ettt et 274
FERE .ot 274
FERE? ettt sttt 274
S B et 275
FOPC ettt ettt sttt 275
FOPC? ettt 275
PSS et 275
P S 7 e et 275
FROT ettt 275
FIDINT ettt sttt 276
FEAV e 276
FRCL. ettt st st 276
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:'SYSTem:ERROT: [INEXT]?....ccuiiiiieieeeeieceeeeeeee e 210
:SYSTem:BEEPer[:IMMediate] .......cccccevvirievrerieienieieseeeienens 210
SSYSTEeM:BEEPEI:STATE ...oovvveeieeeeeeeeeeeeeeeeeeeeeee e 210
SYSTem:BEEPEr:STATE?......oooieieeeeeeeeeeeeee e 210
SYSTem:BEEPEer:ERROT ...........coovviiiiiiiiieeeeeeeeeeeeeee e 210
:SYSTem:BEEPer:ERROI? .........coovviuiiiiiieeeeeeee e 211
SYSTem:BEEPer:-VOLUME ........ccooovvviiieeeieeeeeeeeeeeeee e 211
SYSTem:BEEPer:-VOLUME? .........ccvvvveeieeieieee e, 211
SSYSTEeM:CLICK:STATE ..ot 211
SSYSTEem:CLICK:STATE? oot 211
SSYSTEM:VERSION? ... 212
SSYSTEM:KLOCK ..ot 212
SSYSTEM:KLOCK? ... 212
SYSTem:LOCK:OWNEI? ..o 212
SYSTem:LOCK:REQUESE? ......oooeivieeeeeeeeeee e 212
SYSTem:LOCK:RELEASE .....coeeeeeeiveeieeeeeeieeeee e 212
SSYSTem:OUTPULEOF ..o 213
SYSTem:OUTPULEOF? ... 213
SYSTeEM:WAIT:MODE ... 213
SSYSTem:WAIT:MODE?........oooiiiiiieeeeeeeeeeeeeee e 213
SYSTemM:ARC:MODE........oiiiiieeeeeeeeee e 214
$SYSTEM:ARC:MODE? ... 214
$SYSTem:SCPi:MODE........coooiiiieeeeeeee e 214
$SYSTem:SCPi:MODE? ... 214
SYSTem:SCPi: AUTO:SAVE......cieeeeeeeeeee e, 215
:SYSTem:SCPi:AUTO:SAVE? ... 215
SSYSTem:LOQCAL ...t 215
SSYSTEMIREMOLE ... 215
SSYSTEMRWLOCK ...oviiiiiiiieeeee e 215
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:SYSTem:ERRor:[NEXT]?

Returns the current system error, if any.

:SYSTem:BEEPer[:IMMediate]

Makes buzzer beep once.
Parameter: <None>
Example: SYST:BEEP:IMM

:SYSTem:BEEPer:STATe

Turns the buzzer on/ off.

Parameter: 0 | 1 | ON | OFF

Example: SYST:BEEP:STAT OFF

Turns the buzzer off.

* The key sound of front panel is Not affected by the state.

* The command of SYSTem:BEEPer is Not affected by the state.

:SYSTem:BEEPer:STATe?

Returns the buzzer state.
Return parameter: 0 | 1, 1=ON, 0=OFF.

:SYSTem:BEEPer:ERRor

Sets the beeper to sound for an SCPI error.
Parameter: 0 | 1 | ON | OFF
Example: SYST:BEEP:ERR ON

Allows the beeper to sound when an SCPI error occurs.
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Returns the beeper error mode.
Return parameter: 0 | 1, 0=OFF, 1=ON

:SYSTem:BEEPer:VOLume

Sets the beeper volume.
Parameter: <NR1> (0 ~ 3)
Example: SYST:BEEP:VOL 2

Sets the beeper volume to medium.

:SYSTem:BEEPer:VOLume?

Returns the beeper volume of Hold function.
Return parameter: OFF | SMALL | MEDIUM | LARGE

:SYSTem:CLICk:STATe

Turns the key sound of front panel on/ off.
Parameter: 0 | 1 | ON | OFF
Example: SYST:CLIC:STAT OFF

Turns key sound off.

:SYSTem:CLICk:STATe?

Returns the key sound of front panel state.
Return Parameter: 0 | 1, 1=ON, 0=OFF.
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:SYSTem:VERSion?

Returns SCPI version.

Return parameter: 1994.0.

:SYSTem:KLOCk

Sets the LOCAL key to locked or released.
Example: SYST:KLOC ON
Sets the LOCAL key locked for front panel.

:SYSTem:KLOCk?

Returns the LOCAL key of front panel state.

Return parameter: 0 | 1, 0=unlocked, 1=locked.

:SYSTem:LOCK:OWNer?

Returns the remote control state.
Return Parameter: NONE | REMOTE.

:SYSTem:LOCK:REQuest?

Enables remote control and returns message “1”.

Return parameter: 1, already set to the status of remote control.

:SYSTem:LOCK:RELease

Enables local control (front panel control) and disables remote

control.
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Sets the EOL character (CR+LF, LF+CR, CR, LF).
Parameter: <NR1>(0~ 3) (0=CR+LF, 1=LF+CR, 2=CR, 3=LF)
Example: SYST:OUTP:EOF 0

Sets the EOL character as CR+LF.

* The parameters will not be saved.

:SYSTem:OUTPut:EOF?

Returns the EOL character.
Return parameter: 0 | 1 | 2 | 3 (0=CR+LF, 1=LF+CR, 3=CR,
4=LF)

:SYSTem:WAIT:MODE

Sets the Wait Time Mode.

Parameter: START | RAMP.
Example: SYST:-WAIT:MODE START.
Sets the Wait Time Mode to Start.

:SYSTem:WAIT:MODE?

Returns the Wait Time Mode.
Return parameter: START | RAMP.
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:SYSTem:ARC:MODE

Sets the ARC Mode.

Parameter: NORMAL | HPF.

Example: SYST:ARC:MODE NORMAL.
Sets the ARC Mode to Normal mode.

:SYSTem:ARC:MODE?

Returns the ARC Mode.
Return parameter: NORMAL | HPF.

:SYSTem:SCPi:MODE

Sets the SCPI mode. The SCPI mode is used to determine
whether the *IDN? query returns the “DEFAULT” or “USER”
identification string.

Parameter: DEFAULT | USER.

Example: SYST:SCP:MODE DEFAULT.

Sets the SCPI mode to default.

* The parameters will not be saved.

:SYSTem:SCPi:MODE?

Returns the SCPI mode. The SCPI mode is used to determine
whether the *IDN? query returns the “DEFAULT” or “USER”

identification string.
Return parameter: DEFAULT | USER.
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:SYSTem:SCPi:AUTO:SAVE

Do the setting parameters need to be saved automatically for
SCPI command?

Parameter: 0 | 1, 1=ON, 0=OFF.

Example: SYST:SCP:AUTO:SAVE ON.

Sets the parameters automatically saved.

* Parameters auto saving generally takes some time. Hence, it

is suggested to disable the function when no necessity occurs.

:SYSTem:SCPi:AUTO:SAVE?

Returns the autosave for scpi command mode.

Parameter: 0 | 1.

:SYSTem:LOCal

Enables local control (front panel control) and disables remote

control.

:SYSTem:REMote

Enables remote control and disables local control (front panel
control), all key are disabled except ESC key (return to local

control).

:SYSTem:RWLock

Enables remote control and disables local control (front panel

control, all key are disable).
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(0]

i :DISPlay: AUTO:VIEW .....ccooiiiiiiiiiineeneceeeeeee s 216
:DISPlay: AUTO:VIEW? ... 216

:DISPlay:AUTO:VIEW

Sets the step view mode of AUTO step
Parameter: LIST | SINGLE.
Example: DISP:AUTO:VIEW LIST.

Sets the step view mode to list mode.

:DISPlay:AUTO:VIEW?

Returns the step view mode of AUTO step
Return parameter: LIST | SINGLE.
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Memory Commands

:MEMory:DELete:LOCAtiON.......ccccoviiiiiiiiiiiiiie, 217
:MEMory:FREE:STEP? .......ccccooviiiiiiiiiiiicicccccc 217
:MEMory:FREE:STATE? .......cccociiiiiiiiiiiciccccecee 217
:MEMory:STATe:DEFIne ........ccccccceviiiiiiiiiiiiiiiiiciiccce, 218
:MEMory:STATe:DEFIne? .........cccccoviviiniiiiiiiicicne, 218
:MEMory:STATe:LABel?........ccccoviiniiiiiiiicicccce, 218
MEMory:NSTates?........ccccoviiiiiiiiiiiiiiiiiiicicccce 219

:MEMory:DELete:LOCAtion

This command deletes the parameter data in the main memory.

Parameter: <NR1>(0 ~ 99)
Example: MEM:DEL:LOCA 1
It means to delete the first group of parameter data in the main

memory.

:MEMory:FREE:STEP?

Returns the rest MANU step number in the main memory.
Return parameter: <NR1> (rested MANU step), <NR1> (used
MANU step)

Example: MEM:FREE:STEP?

> 4955

Rested 495 MANU step, used 5 MANU step

:MEMory:FREE:STATe?

Returns the rest AUTO step number in the main memory.
Return parameter: <NR1> (rested step), <NR1> (used step)
Example: MEM:FREE:STAT?
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:MEMory:STATe:DEFine

Sets the name of the AUTO step of a certain memory in the
main memory.

Parameter: <string>name, <NR1> (0 ~ 99) AUTO step
Example: MEM:STAT:DEF Test, 1

Sets the first group of parameter data name in the main

memory is Test.

:MEMory:STATe:DEFine?

Returns the AUTO step in the main memory by the name of
memory.

Parameter: <string> name

Return Parameter: <NR1> (0 ~99) AUTO step

Example: MEM:STAT:DEF? Test

>1

Return message “1” means the parameter data location of Test

is at the first AUTO step.

:MEMory:STATe:LABel?

Returns the name in the main memory by the AUTO step of
the memory.

Parameter: <NR1>(0 ~ 99)AUTO step

Return Parameter: <string>name

Example: MEM:STAT:LAB? 1

> Test
218
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Return message “Test” means the first AUTO step parameter

data name is Test.
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:MEMory:NSTates?

Returns the storage capacity in the main memory.

The storage capacity return to the main memory is the
maximum value plus one.

Example: MEM:NST?

>100

The message “100” means the storage capacity of the main

memory is 99 groups (100-1).
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[:SOURCe]:SAFEty:FETCh? .......ccceeuiiiniiciccinneeeeieeanne 225
[:SOURce]:SAFEty:GCONtinuity:MMETerage?..................... 225
[:SOURce]:SAFEty:STARt[:ONCE].......ccccccoviiiniiiiiiicne 226
[:SOURce]:SAFEty:STARt:CSTandard..........cccccoeeveuinucnnnnne. 226
[:SOURce]:SAFEty:STARt:OFFSet .......ccccccoviveiniieiniciennee 226
[:SOURce]:SAFEty:STARt:OFFSet? ........ccccooeivneinciieene 226
[:SOURCe]:SAFEty:STOP ......cccccoviiiiiiiiniiiiiiicieeceieiee, 227
[:SOURCE]:SAFEtY:STATUS?.....corveveeeieiiireeciciccereneeeeeeane 227
[:SOURce]:SAFEty:SNUMDber?.........ccccooemiiiiincceeeeeenes 227
[:SOURce]:SAFEty:RESult: ALL[:JUDGment]?.............ccc.c...... 227
[:SOURce]:SAFEty:RESult: ALL:OMETerage? ..........cccccueueee. 228
[:SOURce]:SAFEty:RESult: ALL:MMETerage?........................ 228
[:SOURce]:SAFEty:RESult: ALL:TIME[:TEST]?......cccccoovnneeee. 229
[:SOURce]:SAFEty:RESult: ALL:TIME:RAMP? ............c.......... 229
[:SOURce]:SAFEty:RESult: ALL:TIME:FALL?...........ccccconece. 229
[:SOURce]:SAFEty:RESult: ALL:TIME:DWELI?...................... 229
[:SOURce]:SAFEty:RESult: ALL:MODE? .......ccccccovvnivirrerennnee. 230
[:SOURce]:SAFEty:RESult: COMPleted? ..........ccccovvurueueuennnee. 230
[:SOURCce]:SAFEty:RESult: AREPort[:JUDGment][:MESsage]
(RS232 Interface only) ........cccccoeioiiiiiiiiiiiiciiccceccene 230
[:SOURce]:SAFEty:RESult: AREPort[:JUDGment]|[:MESsage]?
(RS232 Interface only) .......cccceceveiiiiniiiininiiiiiiiniciicceees 231
[:SOURce]:SAFEty:RESult: AREPort: OMETerage (RS232
Interface only) ........ccoooviiiiiiiiniicee e 231
[:SOURCce]:SAFEty:RESult: AREPort: OMETerage? (R5232
Interface only) ..o 232
[:SOURCce]:SAFEty:RESult: AREPort:MMETerage (RS232
Interface Only) .....cccceveineiiiiniiiniiciceceee 232
[:SOURCce]:SAFEty:RESult: AREPort:MMETerage? (RS232
Interface only) ..o 233
[:SOURce]:SAFEty:RESult[:LAST][:JUDGment]? ................... 233
[:SOURce]:SAFEty:RESult[:LAST]:OMETerage?.................... 234
[:SOURce]:SAFEty:RESult[:LAST]:MMETerage? ................... 234
[:SOURce]:SAFEty:RESult[:LAST]:STEP?.......cccccoovvrrrrererennee. 234
[:SOURce]:SAFEty:RESult[:LAST]:MODEZ?..........cccccccvvunene. 235
[:SOURce]:SAFEty:RESult:STEP<n>[:JUDGment]? ............... 235
[:SOURce]:SAFEty:RESult:STEP<n>:OMETerage? ................ 236

220

TS-TL-GWI-002

— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-GWI-002 220/ 288



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

r"'ssnl Technical Library

s GUINSTEK REMOTE CONTROL
E [:SOURce]:SAFEty:RESult:STEP<n>:MMETerage? ............... 236
o [:SOURCce]:SAFEty:STEP<n>:DELEte .......ccorererrieerrirereercrennee. 236
2 [:SOURce]:SAFEty:STEP<n>:SET? .......cccceovviiniiiniicnnne 236
& [:SOURce]:SAFEty:STEP<n>:MODE? ........ccccccecvnivrinennnne. 237
. [:SOURce]:SAFEty:STEP<n>:AC[:LEVel]........ccccccceevneinnnnnnee. 237
[:SOURce]:SAFEty:STEP<n>:AC[:LEVel]?......ccccccccuveinnnnnnee. 237
[:SOURce]:SAFEty:STEP<n>:AC:LIMit[:HIGH]..................... 238
[:SOURce]:SAFEty:STEP<n>:AC:LIMit[:HIGH]? ................... 238
[:SOURce]:SAFEty:STEP<n>:AC:LIMit:LOW ......................... 238
[:SOURce]:SAFEty:STEP<n>:AC:LIMit:LOW? ....................... 238
[:SOURce]:SAFEty:STEP<n>:AC:LIMit:ARC[:LEVel] ........... 239
[:SOURce]:SAFEty:STEP<n>:AC:LIMit: ARC[:LEVel]?.......... 239
[:SOURce]:SAFEty:STEP<n>:AC:TIME:DWELI ..................... 239
[:SOURce]:SAFEty:STEP<n>:AC:TIME:DWELI? ................... 240
[:SOURce]:SAFEty:STEP<n>:AC:TIME:RAMP ...................... 240
[:SOURce]:SAFEty:STEP<n>:AC:TIME:RAMP?..................... 240
[:SOURce]:SAFEty:STEP<n>:AC:TIME[:TEST] ...........c.c........ 240
[:SOURce]:SAFEty:STEP<n>:AC:TIME[:TEST]?..................... 241
[:SOURce]:SAFEty:STEP<n>:AC:TIME:FALL ........................ 241
[:SOURce|:SAFEty:STEP<n>:AC:TIME:FALL? ...................... 241
[:SOURce]:SAFEty:STEP<n>:AC:CHANnel[:HIGH]............. 242
[:SOURce]:SAFEty:STEP<n>:AC:CHANnel[:HIGH]? ........... 242
[:SOURce]:SAFEty:STEP<n>:AC:CHANnel: LOW ................. 243
[:SOURce]:SAFEty:STEP<n>:AC:CHANnel:LOW? ............... 243
[:SOURce]:SAFEty:STEP<n>:AC:REF ........cccccoovviniininnrnnnn. 244
[:SOURce]:SAFEty:STEP<n>:AC:REF? ........cccccceviiniiinnnnn. 244
[:SOURce]:SAFEty:STEP<n>:AC:GROUndmode................... 244
[:SOURce]:SAFEty:STEP<n>:AC:GROUndmode?.................. 244
[:SOURce]:SAFEty:STEP<n>:DC[:LEVel]........cccccceevreurnnnnece. 245
[:SOURce]:SAFEty:STEP<n>:DC[:LEVel]?...........cccceurunnnee. 245
[:SOURce]:SAFEty:STEP<n>:DC:LIMit[:HIGH]..................... 245
[:SOURce]:SAFEty:STEP<n>:DC:LIMit[:HIGH]? ................... 245
[:SOURce]:SAFEty:STEP<n>:DC:LIMit:LOW ......................... 246
[:SOURce]:SAFEty:STEP<n>:DC:LIMit:LOW? ..............c........ 246
[:SOURce]:SAFEty:STEP<n>:DC:LIMit: ARC[:LEVel] ........... 246
[:SOURce]:SAFEty:STEP<n>:DC:LIMit: ARC[:LEVel]?.......... 247
[:SOURce]:SAFEty:STEP<n>:DC:TIME:DWELI ..................... 247
[:SOURce]:SAFEty:STEP<n>:DC:TIME:DWELI?.................... 247
[:SOURce]:SAFEty:STEP<n>:DC:TIME:RAMP ...................... 247
[:SOURce]:SAFEty:STEP<n>:DC:TIME:RAMP?..................... 248
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E [:SOURce]:SAFEty:STEP<n>:DC:TIME[:TEST] ...................... 248
o [:SOURce]:SAFEty:STEP<n>:DC:TIME[:TEST]? .................... 248
2 [:SOURce]:SAFEty:STEP<n>:DC:TIME:FALL ........................ 249
& [:SOURce]:SAFEty:STEP<n>:DC:TIME:FALL? ...................... 249
. [:SOURce]:SAFEty:STEP<n>:DC:CHANRel[:HIGH]............. 249
[:SOURce]:SAFEty:STEP<n>:DC:CHANRel[:HIGH]? ........... 250
[:SOURce]:SAFEty:STEP<n>:DC:CHANnel:LOW................. 250
[:SOURce]:SAFEty:STEP<n>:DC:CHANnel:LOW? ............... 250
[:SOURce]:SAFEty:STEP<n>:DC:REF.........cccccccoviniiniinnnee. 251
[:SOURce]:SAFEty:STEP<n>:DC:REF? .........ccccveirniinnnne 251
[:SOURce]:SAFEty:STEP<n>:DC:GROUndmode.................. 251
[:SOURce]:SAFEty:STEP<n>:DC:GROUndmode?................. 252
[:SOURce]:SAFEty:STEP<n>:IR[:LEVel]........cccccceeveiriinnnnne. 252
[:SOURce]:SAFEty:STEP<n>:IR[:LEVel]?......ccccccevvrrereueunnce. 252
[:SOURce]:SAFEty:STEP<n>:IR:LIMit:HIGH ......................... 252
[:SOURce]:SAFEty:STEP<n>:IR:LIMit:HIGH? ....................... 253
[:SOURce]:SAFEty:STEP<n>:IR:LIMit[:LOW] ..........cccoeuc.. 253
[:SOURce]:SAFEty:STEP<n>:IR:LIMit[:LOW]? ........cccocuc.. 253
[:SOURce]:SAFEty:STEP<n>:IR:-TIME:DWELI........................ 254
[:SOURce]:SAFEty:STEP<n>:IR:-TIME:DWELI? ..................... 254
[:SOURce]:SAFEty:STEP<n>:IR: TIME:RAMP ........................ 254
[:SOURce]:SAFEty:STEP<n>:IR: TIME:RAMP? ...................... 254
[:SOURce]:SAFEty:STEP<n>:IR:-TIME[:TEST] ...........cccc.c....... 255
[:SOURce]:SAFEty:STEP<n>:IR:TIME[:TEST]? .........c.ccc.c..c.. 255
[:SOURce]:SAFEty:STEP<n>:IR:TIME:FALL..........ccccccoeuc.. 255
[:SOURce]:SAFEty:STEP<n>:IR:-TIME:FALL? ...........cccc........ 255
[:SOURce]:SAFEty:STEP<n>:IR:RANGe[:UPPer] .................. 256
[:SOURce]:SAFEty:STEP<n>:IR:RANGe[:UPPer]? ................ 256
[:SOURce]:SAFEty:STEP<n>:IR:RANGe:LOWer ................... 256
[:SOURce]:SAFEty:STEP<n>:IR:RANGe:LOWer? ................. 257
[:SOURce]:SAFEty:STEP<n>:IR:RANGe:AUTO .................... 257
[:SOURce]:SAFEty:STEP<n>:IR:RANGe:AUTO?................... 257
[:SOURce]:SAFEty:STEP<n>:IR:CHANnel[:HIGH]............... 258
[:SOURce]:SAFEty:STEP<n>:IR:CHANnel[:HIGH]?............. 258
[:SOURce]:SAFEty:STEP<n>:IR:CHANnel: LOW................... 258
[:SOURce]:SAFEty:STEP<n>:IR:=CHANnel: LOW? ................. 259
[:SOURce]:SAFEty:STEP<n>:IR:REF..........cccccceovvinmnrircncnnen. 259
[:SOURce]:SAFEty:STEP<n>:IR:REF?........ccccccoviiiiinn. 259
[:SOURce]:SAFEty:STEP<n>:IR:GROUndmode .................... 260
[:SOURce]:SAFEty:STEP<n>:IR:GROUndmode?................... 260
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E [:SOURce]:SAFEty:STEP<n>:OSC:LIMit:OPEN...................... 260
o [:SOURce]:SAFEty:STEP<n>:0OSC:LIMit:OPEN? ................... 261
2 [:SOURce]:SAFEty:STEP<n>:OSC:LIMit:SHORt.................... 261
& [:SOURce]:SAFEty:STEP<n>:OSC:LIMit:SHORt? .................. 261
. [:SOURCce]:SAFEty:STEP<n>:0SC:CHANnel[:HIGH]........... 262
[:SOURce]:SAFEty:STEP<n>:0SC:CHANnel[:HIGH]?......... 262
[:SOURce]:SAFEty:STEP<n>:0SC:CHANnel:LOW ............... 262
[:SOURce]:SAFEty:STEP<n>:0OSC:CHANnel: LOW? ............. 263
[:SOURce]:SAFEty:STEP<n>:0SC:CSTandard ....................... 263
[:SOURce]:SAFEty:STEP<n>:0SC:CSTandard? ..................... 263
[:SOURce]:SAFEty:STEP<n>:PAuse[:MESSage]..................... 264
[:SOURce]:SAFEty:STEP<n>:PAuse[:MESSage]?................... 264
[:SOURce]:SAFEty:STEP<n>:PAuse:UTSIgnal........................ 264
[:SOURce]:SAFEty:STEP<n>:PAuse:UTSIgnal? ..................... 265
[:SOURce]:SAFEty:STEP<n>:PAuse:TIME[:TEST].................. 265
[:SOURce]:SAFEty:STEP<n>:PAuse:TIME[:TEST]? ............... 265
[:SOURce]:SAFEty:PRESet: TIME:PASS ........cccccccoviinininnnne. 266
[:SOURce]:SAFEty:PRESet: TIME:PASS? .......ccccccovivvininnnnn 266
[:SOURce]:SAFEty:PRESet: TIME:STEP..........cccccececeineuinnnnnee. 266
[:SOURce|:SAFEty:PRESet: TIME:STEP? .........cccceeveinerinnnnen. 266
[:SOURce]:SAFEty:PRESet:RJUDgment ..........ccceveveueueernnnnee 267
[:SOURce]:SAFEty:PRESet:RJUDgment?..........c.coceeueuerernnnen 267
[:SOURce]:SAFEty:PRESet: AC:FREQuency ...........ccccceueueeee. 267
[:SOURce]:SAFEty:PRESet: AC:FREQuency? ..........ccccccuruene 267
[:SOURce]:SAFEty:PRESet:WRANge[:AUTQO] ...........c........... 268
[:SOURce]:SAFEty:PRESet:WRANge[:AUTO]?..........ccc... 268
[:SOURce]:SAFEty:PRESet:GFI[:SWITch].......c.cccocecvruinueunnen. 268
[:SOURce]:SAFEty:PRESet:GFI[:SWITch]?.......c.ccccceceininnne 268
[:SOURCce]:SAFEty:PRESet: GCONtinuity .........cccccccvrveueenenee 269
[:SOURce]:SAFEty:PRESet: GCONtinuity? ...........ccccocurennnnee. 269
[:SOURCce]:SAFEty:PRESet: GCONtinuity: THRrehold............ 269
[:SOURce]:SAFEty:PRESet:FAIL:OPERation ............ccccocueuueee. 269
[:SOURce]:SAFEty:PRESet:FAIL:OPERation? ........................ 270
[:SOURce]:SAFEty:PRESet:SCREen.........ccccceevvenerienicnnnnn. 270
[:SOURce|:SAFEty:PRESet:SCREen? ..........cccccccoveueireuenennnee. 270
[:SOURce]:SAFEty:PRESet:NUMber:PART ...........cccccceeuneeee. 270
[:SOURce]:SAFEty:PRESet:NUMber:PART?.........cccccceevnunennne 271
[:SOURce]:SAFEty:PRESet:NUMber:LOT .........cccccccceininnnne 271
[:SOURce]:SAFEty:PRESet:NUMber:LOT? ............ccccceueneeee. 271
[:SOURce]:SAFEty:PRESet:NUMber:SERIal .............ccccccou..... 271
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[:SOURCce]:SAFEty:FETCh?

Returns the metered data. The < item > is character data.
Parameter: <item>[,<item>][,<item>]

The command responds the following data:

ITEM Responding Data
STEP The step number.
MODE The test mode.
OMETerage The value of output meter.
MMETerage The value of measure meter.
RMETerage The value of real meter.
RELApsed The elapse time of ramp.
RLEFt The left time of ramp.
TELApsed The elapse time of test.
TLEFt The left time of test.
FELApsed The elapse time of fall.
FLEFt The left time of fall.
DELApsed The elapse time of dwell.
DLEFt The left time of dwell.
CHANnel The scan box status.
Example: SAFE:FETC? STEP,MODE,OMET
> 1,AC;+5.000000E+02

Returns the current STEP, MODE and output value results
which are STEP1, AC MODE and 0.500kV.

[:SOURCce]:SAFEty:GCONtinuity:MMETerage?

Returns the GR Cont MEASURE METER readings.
Return Parameter: <NR3>measure meter
Example: SAFE:GCON:MMET?

> +1.120000E+00

The GR Cont MEASURE METER result is 1.12Q
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[:SOURCce]:SAFEty:STARt[:ONCE]
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Starts the test.
Parameter: NONE
Example: SAFE:STAR

[:SOURCce]:SAFEty:STARt:CSTandard

Starts GET Cs function of short/open circuit detection mode.
Parameter: NONE
Example: SAFE:STAR:CST

[:SOURCce]:SAFEty:STARt:OFFSet

Gets offset value.
Parameter: GET | OFF
Example: SAFE:STAR:OFFS GET

It means to start the function of offset value acquisition.

[:SOURce|:SAFEty:STARt:OFFSet?

Returns if offset action has been done or not.
Return Parameter: 0 | 1 | 2

0 -> it means without doing zero action.

1 -> it means zero action has been done.

2 -> it means zero action is processing.
Example: SAFE:STAR:OFFS?

>0

The main unit is without doing zero action.

226

2. GW Instek GPT-9500 Al2|= T 7 & - M|ZAL ¥Z A= YULICEH AFL2 RIZALAFEO| w2f HEE 4 AELICH

TS-TL-GWI-002

— We measure, we calibrate, we validate. EEE - www.tessol.com TS-TL-GWI-002 226 /288
KOLAS = H|Zelwd7|et - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

Tfssal Technical Library GW Instek

GUWINSTEK REMOTE CONTROL

[:SOURCce]:SAFEty:STOP
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Stops the test.
Parameter: NONE
Example: SAFE:STOP

[(SOURce]|:SAFEty:STATus?

Returns the execution status of the current device.
Return Parameter: RUNNING | STOPPED
Example: SAFE:STAT?

> RUNNING

The main unit is testing now.

[:SOURce]:SAFEty:SNUMber?

Returns the MANU step number being set in the memory.
Return Parameter: <NR1>(0 ~ 99)

Example: SAFE:SNUM?

> +2

2 MANU steps have been set in the memory.

[:SOURce]:SAFEty:RESult:ALL[:)UDGment]?

Returns the all STEP judgment results.

Return Parameter: <NR1>result

Common judgment result code list
Screen Judgment Result Code (Decimal)
PASS PASS 116
STOP STOP 113
Message CAN NOT TEST 114
TEST TESTING 115
STOP STOP 112
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= GR CONT. GR CONT. 120

i GFCI GFCI 121

; POWERGND POWER GND 122

2 V OVER VOLT OVER 123

w VLOW VOLT LOW 124

Judgment result no good code list

Screen | Code Meaning | AC Mode | DC Mode | IR Mode | OSC Mode

HI SET HI SET 17 33 49 -—-

LO SET LO SET 18 34 50 -
ARC ARC 19 35 - -—-

SHORT SHORT - - - 97

OPEN OPEN - - — 98

[:SOURce]:SAFEty:RESult:ALL:OMETerage?

Returns the all OUTPUT METER readings of STEP.
Return Parameter: <NR3>output meter

Example: SAFE:RES:ALL:OMET?

> +5.000000E+02

The OUTPUT METER result is 0.500kV.

[:SOURce]:SAFEty:RESult:ALL:MMETerage?

Returns the all MEASURE METER readings of STEP.
Return Parameter: <NR3>measure meter

Example: SAFE:RES:ALL:MMET?

> +5.000000E-05

The MEASURE METER result is 0.05mA.

228
N
o
5
=
()
|__‘ & GW Instek GPT-9500 A|Z2|= H| 7 - H|Z=ALRE X2 YL|CEH AR HZEAL AP0l w2t HAE 4~ ASL|Ch.
")
-
— We measure, we calibrate, we validate. EHE - www.tessol.com TS-TL-GWI-002 228 /288

KOLAS =2 A5l E 7|2 - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

Tfssal Technical Library GW Instek

GUWINSTEK REMOTE CONTROL

[:SOURCce]:SAFEty:RESult: ALL: TIME[:TEST]?
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Returns the needed TEST TIME of all STEP tests.
Return Parameter: <NR3>test time

Example: SAFE:RES:ALL:TIME?

> +2.000000E+00

The TEST TIME result is 2 seconds.

[:SOURCce]:SAFEty:RESult:ALL: TIME:RAMP?

Returns the needed RAMP TIME of all STEP tests.
Return Parameter: <NR3>ramp time

Example: SAFE:RES:ALL:TIME:RAMP?

> +1.500000E+00

The RAMP TIME result is 1.5 seconds.

[:SOURCce]:SAFEty:RESult:ALL:TIME:FALL?

Returns the needed FALL TIME of all STEP tests.
Return Parameter: <NR3>fall time

Example: SAFE:RES:ALL:TIME:FALL?

> +2.500000E+00

The FALL TIME result is 2.5 seconds.

[:SOURce]:SAFEty:RESult:ALL: TIME:DWELI?

Returns the needed WAIT TIME of all STEP tests.
Return Parameter: <NR3>wait time

Example: SAFE:RES:ALL:TIME:DWEL?

> +1.000000E+00

The WAIT TIME result is 1 second.
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[:SOURCce]:SAFEty:RESult:ALL:MODE?

Returns the test modes of all steps.

Return Parameter: AC | DC | IR | OS | PA
Example: SAFE:RES:ALL:MODE?

>DC

The MODE setting is DC MODE.

[:SOURCce]:SAFEty:RESult: COMPleted?

Returns if the device completes the execution action of all
setting values.

Return Parameter: 0 | 1

Example: SAFE:RES:COMP?

>1

The execution actions of all setting values are completed.

[:SOURce]:SAFEty:RESult:AREPort[:)UDGment][:MESsage]
(RS232 Interface only)

Sets the auto report state of test result.

When sets as ON or 1, the test, after completing, returns the
string data of “PASS” or “FAIL”. When sets as OFF or 0, it will
not automatically report the result.

Parameter: 0 | 1 | OFF | ON

Example: SAFE:RES:AREP ON

Sets the main unit auto report the test result after the test is completed.
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[:SOURCce]:SAFEty:RESult:AREPort[:JUDGment][:MESsage]?
(RS232 Interface only)

Returns the auto reports state of test result.
Return Parameter: 0 | 1

Example: SAFE:RES:AREP?

>1

The auto report of test result state is ON.

[:SOURce]:SAFEty:RESult:AREPort:OMETerage (RS232
Interface only)

Sets the OUTPUT METER auto reports state of test result.
When sets as ON or 1, the test, after completing, returns
messages which are OUTPUT

VALUE of all STEPs. If some STEPs among don't be tested, it
denotes these STEPs don’t have OUTPUT VALUE, returning
+9.910000E+37.

When it sets as OFF or 0, it will not auto report the result.
Parameter: 0 | 1 | OFF | ON

Example: SAFE:RES:AREP:OMET ON

Sets the main unit auto report the OUTPUT METER result after
the test is completed.
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[:SOURCce]:SAFEty:RESult:AREPort:OMETerage? (RS232
Interface only)

Returns the OUTPUT METER auto reports state of test result.
Return Parameter: 0 | 1

Example: SAFE:RES:AREP:OMET?

>1

The OUTPUT METER auto report of test result state is ON.

[:SOURce]:SAFEty:RESult:AREPort:MMETerage (RS232
Interface only)

Sets the MEASURE METER auto reports state of test result.
When sets as ON or 1, the test, after completing, returns
messages which are MEASURE

VALUE of all STEPs. If some STEPs among don’t be tested, it
denotes these STEPs don’t have MEASURE VALUE, returning
+9.910000E+37.

When it sets as OFF or 0, it will not auto report the result.
Parameter: 0 | 1 | OFF | ON

Example: SAFE:RES:AREP:MMET ON

Sets the main unit auto report the MEASURE METER result

after the test is completed.
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[:SOURCce]:SAFEty:RESult:AREPort:MMETerage? (RS232

Interface only)

Returns the MEASURE METER auto reports state of test result.

Return Parameter: 0 | 1
Example: SAFE:RES:AREP:MMET?

>1

The MEASURE METER auto report of test result state is ON.

[:SOURce]:SAFEty:RESult[:LAST][:JUDGment]?

Returns the judgment results of the last STEP.

Return Parameter: <NR1>result

Common judgment result code list

Screen Judgment Result Code (Decimal)
PASS PASS 116
STOP STOP 113
Message CAN NOT TEST 114
TEST TESTING 115
STOP STOP 112
GR CONT. GR CONT. 120
GFCI GFCI 121
POWERGND POWER GND 122
V OVER VOLT OVER 123
VLOW VOLT LOW 124

Judgment result no good code list

Screen | Code Meaning | AC Mode | DC Mode | IR Mode | OSC Mode

HI SET HISET 17 33 49 -

LO SET LO SET 18 34 50 -
ARC ARC 19 35 - —

SHORT SHORT - — — 97

OPEN OPEN -— - - 98

— We measure, we calibrate, we validate.

ElE - www.tessol.com

233

TS-TL-GWI-002

233 /288


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

TESSOL  echnical Library GW Instek

GUWINSTEK GPT-9500 Series User Manual

[:SOURCce]:SAFEty:RESult[:LAST]:OMETerage?
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Returns the OUTPUT METER readings of the last STEP.
Return Parameter: <NR3>output meter

Example: SAFE:RES:LAST:OMET?

> +5.000000E+02

The OUTPUT METER result is 0.500kV.

[:SOURCce]:SAFEty:RESult[:LAST]:MMETerage?

Returns the MEASURE METER readings of the last STEP.
Return Parameter: <NR3>measure meter

Example: SAFE:RES:LAST:MMET?

> +5.000000E-05

The MEASURE METER result is 0.05mA.

[:SOURCce]:SAFEty:RESult[:LAST]:STEP?

Returns the last STEP.
Parameter<n>: <NR1>(1 ~ 99)
Return Parameter: <NR1>result
Example: SAFE:RES:LAST:STEP?
>5

Return message “5” means the execution actions of last step number.
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Returns the test modes of last steps.
Return Parameter: AC | DC | IR | OS | PA
Example: SAFE:RES:LAST:MODE?

>DC

The LAST MODE setting is DC MODE.

[:SOURce]:SAFEty:RESult:STEP<n>[:JUDGment]?

Returns the judgment results of selected STEP.
Parameter<n>: <NR1>(1 ~ 99)

Return Parameter: <NR1>result
Example: SAFE:RES:STEP2:JUDG?

>116

The judgment result of the second STEP is PASS.

Common judgment result code list
Screen Judgment Result Code (Decimal)
PASS PASS 116
STOP STOP 113
Message CAN NOT TEST 114
TEST TESTING 115
STOP STOP 112
GR CONT. GR CONT. 120
GFCI GFCI 121
POWERGND POWER GND 122
V OVER VOLT OVER 123
VLOW VOLT LOW 124
Judgment result no good code list
Screen | Code Meaning | AC Mode | DC Mode | IR Mode | OSC Mode
HISET HISET 17 33 49 -
LO SET LO SET 18 34 50 ---
ARC ARC 19 35 - -
SHORT SHORT - - - 97
OPEN OPEN - - - 98

— We measure, we calibrate, we validate.
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Returns the OUTPUT METER readings of selected STEP.
Parameter<n>: <NR1>(1 ~ 99)

Return Parameter: <NR3>output meter

Example: SAFE:RES:STEP2:OMET?

> +5.000000E+02

The OUTPUT METER result of the second STEP is 0.500kV.

[:SOURce]:SAFEty:RESult:STEP<n>:MMETerage?

Returns the MEASURE METER readings of selected STEP.
Parameter<n>: <NR1>(1 ~ 99)

Return Parameter: <NR3>measure meter

Example: SAFE:RES:STEP2:MMET?

> +5.000000E-05

The MEASURE METER result of the second STEP is 0.05mA.

[:SOURCce]:SAFEty:STEP<n>:DELete

Delete all setting value in selected Step.
Parameter<n>: <NR1>(1 ~ 99)

Example: SAFE:STEP1:DEL

Deleting the STEP1 setting value in the memory.

[SOURce]|:SAFEty:STEP<n>:SET?

Returns the all setting values in selected STEP.
Parameter<n>: <NR1>(1 ~ 99)
Example: SAFE:STEP1:SET?
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>1, AC, 5.000000E+03, 6.000000E-04, 7.000000E-06, 8.000000E-
03, 3.000000E+00, 1.000000E+00, 2.000000E+00, 4.000000E-04,
@(0)), (@(0))

The STEP setting value is STEP 1, AC, VOLT: 5.000kV, HIGH:
0.600mA, LOW: 0.007mA, ARC: 8.0mA, TIME: 3.0s, RAMP:
1.0s, FALL: 2.0s, REAL: 0.400mA, SCAN HI: 0, SCAN LOW: 0.

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

[:SOURce]:SAFEty:STEP<n>:MODE?

Returns the MODE in selected STEP.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: AC | DC | IR | OS | PA
Example: SAFE:STEP1:MODE?

>DC

The set mode of STEP1 is DC.

[:SOURce]:SAFEty:STEP<n>:AC[:LEVel]

Sets the test voltage value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NR1> (50 ~ 5000)

Example: SAFE:STEP1:AC:LEV 4000

Sets the test voltage value for ACW of stepl to 4000V.

[:SOURce]:SAFEty:STEP<n>:AC[:LEVel]?

Returns the test voltage value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP1:AC:LEV?
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> +4.000000E+03
The test voltage value for ACW of stepl is 4000V.

[:SOURCce]:SAFEty:STEP<n>:AC:LIMit[:HIGH]

Sets the leakage current high limit for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP1:AC:LIM 0.01

Sets the leakage current high limit for ACW of stepl to 10mA.

[:SOURCce]:SAFEty:STEP<n>:AC:LIMit[:HIGH]?

Returns the leakage current high limit for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP1:AC:LIM?

> +1.000000E-02

The leakage current high limit for ACW of step1 is 10mA.

[:SOURCce]:SAFEty:STEP<n>:AC:LIMit:LOW

Sets the leakage current low limit for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP1:AC:LIM:LOW 0.0001

Sets the leakage current low limit for ACW of stepl to 0.1mA.

[:SOURce]:SAFEty:STEP<n>:AC:LIMit:LOW?

Returns the leakage current low limit for ACW in selected step.

Parameter<n>: <NR1>(1 ~ 99)
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Return parameter: <NR3>

Example: SAFE:STEP1:AC:LIM:LOW?

> +1.000000E-04

The leakage current low limit for ACW of stepl is 0.1mA.

[:SOURce]:SAFEty:STEP<n>:AC:LIMit:ARC[:LEVel]

Sets the ARC value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP1:AC:LIM:ARC 0.005
Sets the ARC value for ACW of stepl to SmA.

[:SOURce]:SAFEty:STEP<n>:AC:LIMit:ARC[:LEVel]?

Returns the ARC value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP1:AC:LIM:ARC?

> +5.000000E-03

The ARC value for ACW of stepl set is SmA.

[:SOURce]:SAFEty:STEP<n>:AC:TIME:DWELI

Sets the wait time value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP1:AC:TIME:DWEL 0.5

Sets the wait time value for ACW of step1 to 0.5s.
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[:SOURce]:SAFEty:STEP<n>:AC:TIME:DWELI?

Returns the wait time value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP1:AC:TIME:DWEL?

> +5.000000E-01

The wait time value for ACW of stepl set is 0.5s.

[:SOURce]:SAFEty:STEP<n>:AC:TIME:RAMP

Sets the ramp time value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP1:AC:TIME:RAMP 0.2

Sets the ramp time value for ACW of stepl to 0.2s.

[:SOURCce]:SAFEty:STEP<n>:AC:TIME:RAMP?

Returns the ramp time value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP1:AC:TIME:RAMP?

> +2.000000E-01

The ramp time value for ACW of stepl set is 0.2s.

[:SOURCce]:SAFEty:STEP<n>:AC:TIME[:TEST]

Sets the test time value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>
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Example: SAFE:STEP1:AC: TIME 1.5
Sets the test time value for ACW of stepl to 1.5s.

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

[:SOURce]:SAFEty:STEP<n>:AC:TIME[:TEST]?

Returns the test time value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return: <NR3>

Example: SAFE:STEP1:AC:TIME?

> +1.500000E+00

The test time value for ACW of step1 set is 1.5s.

[:SOURCce]:SAFEty:STEP<n>:AC:TIME:FALL

Sets the fall time value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP1:AC:TIME:FALL 0

Sets the fall time value for ACW of stepl to off.

[:SOURCce]:SAFEty:STEP<n>:AC:TIME:FALL?

Returns the fall time value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return Parameter: <NR3>

Example: SAFE:STEP1:AC:TIME:FALL?

> +(0.000000E+00

The fall time value for ACW of stepl set is off.
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[:SOURce]:SAFEty:STEP<n>:AC:CHANnel[:HIGH]
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Sets the output channel status for ACW of scanning test high
voltage.

Parameter<n>: <NR1>(1 ~ 99)

Parameter: (@(CH))

Example: SAFE:STEP1:AC:CHAN (@(1,3))

Sets the output channel for ACW of stepl to channel 1 and 3
HIGH output

Example: SAFE:STEP1:AC:CHAN (@(0))

Sets the output channel for ACW of stepl to off for all HIGH
output.

[:SOURce]:SAFEty:STEP<n>:AC:CHANnel[:HIGH]?

Returns the output channel status for ACW of scanning test
high voltage.

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: (@(CH))

Example: SAFE:STEP1:AC:CHAN?

> (@(1,3)
The output channel for ACW of stepl is set to channel 1 and 3
HIGH output.
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[:SOURce]:SAFEty:STEP<n>:AC:CHANnel:LOW
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Sets the output channel status for ACW of scanning test
return(low).
Parameter<n>: <NR1>(1 ~ 99)
Parameter: (@(CH))
Example: SAFE:STEP1:AC:CHAN:LOW (@(2,4))
Sets the output channel for ACW of stepl to channel 2 and 4 return.
Example: SAFE:STEP1:AC:CHAN:LOW (@(0))
Sets the output channel for ACW of stepl to off for all return.

[:SOURCce]:SAFEty:STEP<n>:AC:CHANnel:LOW?

Returns the output channel status for ACW of scanning test
return(low).

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: (@(CH))

Example: SAFE:STEP1:AC:CHAN:LOW?

> (@(24)

The output channel for ACW of stepl is set to channel 2 and 4

return.
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[:SOURCce]:SAFEty:STEP<n>:AC:REF

Sets the test offset value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP1:AC:REF 0.00001

Sets the test offset value for ACW of stepl to 0.01lmA.

[:SOURCce]:SAFEty:STEP<n>:AC:REF?

Returns the test offset value for ACW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP1:AC:REF?

> +1.000000E-05

The test offset value for ACW of stepl is 0.01mA.

[:SOURce]:SAFEty:STEP<n>:AC:GROUndmode

Sets the ground mode for ACW in selected step to on or off.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: 0 | 1 | OFF | ON

Example: SAFE:STEP1:AC:GROU 0

Sets the ground mode for ACW of stepl to off.

[:SOURce]:SAFEty:STEP<n>:AC:GROUndmode?

Returns the ground mode status for ACW.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: 0 | 1

Example: SAFE:STEP1:AC:GROU?
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The ground mode for ACW of stepl is off.

[:SOURce]:SAFEty:STEP<n>:DC[:LEVel]

Sets the test voltage value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NR1> (50 ~ 6000)

Example: SAFE:STEP2:DC:LEV 5000

Sets the test voltage value for DCW of step2 to 5000V.

[:SOURCce]:SAFEty:STEP<n>:DC[:LEVel]?

Returns the test voltage value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP2:DC:LEV?

> +5.000000E+03

The test voltage value for DCW of step2 is 5000V.

[:SOURCce]:SAFEty:STEP<n>:DC:LIMit[:HIGH]

Sets the leakage current high limit for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP2:DC:LIM 0.009

Sets the leakage current high limit for DCW of step2 to 9mA.

[:SOURce]:SAFEty:STEP<n>:DC:LIMit[:HIGH]?

Returns the leakage current high limit for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)
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Return parameter: <NR3>

Example: SAFE:STEP2:DC:LIM?

> +9.000000E-03

The leakage current high limit for DCW of step2 is 9mA.

[:SOURCce]:SAFEty:STEP<n>:DC:LIMit:LOW

Sets the leakage current low limit for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP2:DC:LIM:LOW 0.0001

Sets the leakage current low limit for DCW of step2 to 0.1mA.

[:SOURce]:SAFEty:STEP<n>:DC:LIMit:LOW?

Returns the leakage current low limit for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP2:DC:LIM:LOW?

> +1.000000E-04

The leakage current low limit for DCW of step2 is 0.1mA.

[:SOURce]:SAFEty:STEP<n>:DC:LIMit:ARC[:LEVel]

Sets the ARC value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP2:DC:LIM:ARC 0.006
Sets the ARC value for DCW of step2 to 6mA.
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[:SOURCce]:SAFEty:STEP<n>:DC:LIMit:ARC[:LEVel]?
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Returns the ARC value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP2:DC:LIM:ARC?

> +6.000000E-03

The ARC value for DCW of step2 set is 6mA.

[:SOURce]:SAFEty:STEP<n>:DC:TIME:DWELI

Sets the wait time value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP2:DC:TIME:DWEL 0.8

Sets the wait time value for DCW of step2 to 0.8s.

[:SOURce]:SAFEty:STEP<n>:DC:TIME:DWELI?

Returns the wait time value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP2:DC:TIME:DWEL?

> +8.000000E-01

The wait time value for DCW of step2 set is 0.8s.

[:SOURCce]:SAFEty:STEP<n>:DC:TIME:RAMP

Sets the ramp time value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>
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Example: SAFE:STEP2:DC:TIME:RAMP 0.3
Sets the ramp time value for DCW of step2 to 0.3s.
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[:SOURce|:SAFEty:STEP<n>:DC:TIME:RAMP?

Returns the ramp time value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP2:DC:TIME:RAMP?

> +3.000000E-01

The ramp time value for DCW of step2 set is 0.3s.

[:SOURCce]:SAFEty:STEP<n>:DC:TIME[:TEST]

Sets the test time value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP2:DC:TIME 2

Sets the test time value for DCW of step2 to 2s.

[:SOURce]:SAFEty:STEP<n>:DC:TIME[:TEST]?

Returns the test time value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP2:DC:TIME?

> +2.000000E+00

The test time value for DCW of step?2 set is 2s.
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[:SOURCce]:SAFEty:STEP<n>:DC:TIME:FALL
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Sets the fall time value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP2:DC: TIME:FALL 0

Sets the fall time value for DCW of step2 to off.

[:SOURCce]:SAFEty:STEP<n>:DC:TIME:FALL?

Returns the fall time value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return Parameter: <NR3>

Example: SAFE:STEP2:DC:.TIME:FALL?

> +(0.000000E+00

The fall time value for DCW of step2 set is off.

[:SOURce]:SAFEty:STEP<n>:DC:CHANnel[:HIGH]

Sets the output channel status for DCW of scanning test high
voltage.

Parameter<n>: <NR1>(1 ~ 99)

Parameter: (@(CH))

Example: SAFE:STEP2:DC:CHAN (@(1,3))

Sets the output channel for DCW of step2 to channel 1 and 3
HIGH output

Example: SAFE:STEP2:DC:CHAN (@(0))

Sets the output channel for DCW of step2 to off for all HIGH

output.
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[:SOURCce]:SAFEty:STEP<n>:DC:CHANnel[:HIGH]?

Returns the output channel status for DCW of scanning test
high voltage.

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: (@(CH))

Example: SAFE:STEP2:DC:CHAN?

> (@(1,3))

The output channel for DCW of step2 is set to channel 1 and 3
HIGH output.

[:SOURce]:SAFEty:STEP<n>:DC:CHANnel:LOW

Sets the output channel status for DCW of scanning test
return(low).
Parameter<n>: <NR1>(1 ~ 99)
Parameter: (@(CH))
Example: SAFE:STEP2:DC:CHAN:LOW (@(2,4))
Sets the output channel for DCW of step2 to channel 2 and 4 return.
Example: SAFE:STEP2:DC:CHAN:LOW (@(0))
Sets the output channel for DCW of step2 to off for all return.

[:SOURCce]:SAFEty:STEP<n>:DC:CHANnel:LOW?

Returns the output channel status for DCW of scanning test
return(low).

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: (@(CH))

Example: SAFE:STEP2:DC:CHAN:LOW?

> (@(2,4))
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The output channel for DCW of step? is set to channel 2 and 4

return.
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[:SOURCce]:SAFEty:STEP<n>:DC:REF

Sets the test offset value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP2:DC:REF 0.00001

Sets the test offset value for DCW of step2 to 0.01mA.

[:SOURCce]:SAFEty:STEP<n>:DC:REF?

Returns the test offset value for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP2:DC:REF?

> +1.000000E-05

The test offset value for DCW of step2 is 0.01mA.

[:SOURce]:SAFEty:STEP<n>:DC:GROUndmode

Sets the ground mode for DCW in selected step to on or off.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: 0 | 1 | OFF | ON

Example: SAFE:STEP2:DC:GROU 0

Sets the ground mode for DCW of step2 to off.
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[:SOURCce]:SAFEty:STEP<n>:DC:GROUndmode?
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Returns the ground mode status for DCW in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: 0 | 1

Example: SAFE:STEP2:DC:GROU?

>0

The ground mode for DCW of step2 is off.

[:SOURce]:SAFEty:STEP<n>:IR[:LEVel]

Sets the test voltage value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NR1> (50 ~ 1000)

Example: SAFE:STEP3:IR:LEV 500

Sets the test voltage value for IR of step3 to 500V.

[:SOURce]:SAFEty:STEP<n>:IR[:LEVel]?

Returns the test voltage value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP3:IR:LEV?

> +5.000000E+02

The test voltage value for IR of step3 is 500V.

[:SOURce]:SAFEty:STEP<n>:IR:LIMit:HIGH

Sets the high limit value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter; <NRf>
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Example: SAFE:STEP3:IR:LIM:HIGH 50000000000
Sets the high limit value for IR of step3 to 50GL.
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[:SOURce]:SAFEty:STEP<n>:IR:LIMit:HIGH?

Returns the high limit value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP3:IR:LIM:HIGH?

> +5.000000E+10

The high limit value for IR of step3 is 50G€2.

[:SOURCce]:SAFEty:STEP<n>:IR:LIMit[:LOW]

Sets the low limit value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP3:IR:LIM 100000

Sets the low limit value for IR of step3 to 0.1M€Q.

[:SOURce]:SAFEty:STEP<n>:IR:LIMit[:LOW]?

Returns the low limit value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP3:IR:LIM?

> +1.000000E+05

The low limit value for IR of step3 is 0.1M€.
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[:SOURce]:SAFEty:STEP<n>:IR:TIME:DWELI

Sets the wait time value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP3:IR:TIME:DWEL 0.9

Sets the wait time value for IR of step3 to 0.9s.

[:SOURCce]:SAFEty:STEP<n>:IR:TIME:DWELI?

Returns the wait time value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP3:IR:. TIME:DWEL?

> +9.000000E-01

The wait time value for IR of step3 set is 0.9s.

[:SOURCce]:SAFEty:STEP<n>:IR:TIME:RAMP

Sets the ramp time value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP3:IR:TIME:RAMP 0.5

Sets the ramp time value for IR of step3 to 0.5s.

[:SOURCce]:SAFEty:STEP<n>:IR:TIME:RAMP?

Returns the ramp time value for IR in selected step.

Parameter<n>: <NR1>(1 ~ 99)
Return parameter: <NR3>
Example: SAFE:STEP3:IR:TIME:RAMP?
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> +5.000000E-01

The ramp time value for IR of step3 set is 0.5s.
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[:SOURCce]:SAFEty:STEP<n>:IR:TIME[:TEST]

Sets the test time value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP3:IR:TIME 5

Sets the test time value for IR of step3 to 5s.

[:SOURCce]:SAFEty:STEP<n>:IR:TIME[:TEST]?

Returns the test time value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP3:IR: TIME?

> +5.000000E+00

The test time value for IR of step3 set is 5s.

[:SOURCce]:SAFEty:STEP<n>:IR:TIME:FALL

Sets the fall time value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP3:IR:TIME:FALL 0

Sets the fall time value for IR of step3 to off.

[:SOURCce]:SAFEty:STEP<n>:IR:-TIME:FALL?

Returns the fall time value for IR in selected step.

Parameter<n>: <NR1>(1 ~ 99)
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Return Parameter: <NR3>

Example: SAFE:STEP3:IR:.TIME:FALL?

> +(0.000000E+00

The fall time value for IR of step3 set is off.

[:SOURCce]:SAFEty:STEP<n>:IR:RANGe[:UPPer]

It is in accordance with users” input current value to select the
range which is upper than the current that can be measured.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP3:IR:RANG 0.0005

The IR measured current value of step3 is set to 500uA. Thus,
meanwhile the selected IR range upper than the current can be

measured is SmA.

[:SOURce]:SAFEty:STEP<n>:IR:RANGe[:UPPer]?

Returns the range for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP3:IR:RANG?

> +5.000000E-03

The setting range for IR of step3 is SmA.

[:SOURCce]:SAFEty:STEP<n>:IR:RANGe:LOWer

It is in accordance with users’ input current value to select the
range which is lower than the current that can be measured.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>
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Example: SAFE:STEP3:IR:RANG:LOW 0.0005

The IR measured current value of step3 is set to 500uA. Thus,

meanwhile the selected IR range lower than the current can be
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measured is 500uA.

[:SOURCce]:SAFEty:STEP<n>:IR:RANGe:LOWer?

Returns the range for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP3:IR:RANG:LOW?

> +5.000000E-04

The setting range for IR of step3 is 500uA.

[:SOURCce]:SAFEty:STEP<n>:IR:RANGe:AUTO

Sets the auto range status for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: 0 | 1 | OFF | ON

Example: SAFE:STEP3:IR:RANG:AUTO 1

Sets the auto range for IR of step3 to on.

[:SOURce]:SAFEty:STEP<n>:IR:RANGe:AUTO?

Returns the auto range status for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: 0 | 1

Example: SAFE:STEP3:IR:RANG:AUTO?

>1

The auto range status for IR of step3 is on.
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[:SOURce]:SAFEty:STEP<n>:IR:CHANnel[:HIGH]

Sets the output channel status for IR of scanning test high voltage.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: (@(CH))

Example: SAFE:STEP3:IR:CHAN (@(1,3))

Sets the output channel for IR of step3 to channel 1 and 3
HIGH output

Example: SAFE:STEP3:IR:CHAN (@(0))

Sets the output channel for IR of step3 to off for all HIGH
output.

[:SOURce]:SAFEty:STEP<n>:IR:CHANnel[:HIGH]?

Returns the output channel status for IR of scanning test high
voltage.

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: (@(CH))

Example: SAFE:STEP3:IR:CHAN?

> (@(1,3))

The output channel for IR of step3 is set to channel 1 and 3
HIGH output.

[:SOURce]:SAFEty:STEP<n>:IR:CHANnel:LOW

Sets the output channel status for IR of scanning test return (low).
Parameter<n>: <NR1>(1 ~ 99)
Parameter: (@(CH))
Example: SAFE:STEP3:IR:CHAN:LOW (@(2,4))

Sets the output channel for IR of step3 to channel 2 and 4 return.

258
& GW Instek GPT-9500 A|Z2|= H| 7 - H|Z=ALRE X2 YL|CEH AR HZEAL AP0l w2t HAE 4~ ASL|Ch.
— We measure, we calibrate, we validate. EHE - www.tessol.com TS-TL-GWI-002

KOLAS =H|&a2lmH™7|2 - ISO/IEC 17025

GW Instek

258 /288


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

Tfssal Technical Library GW Instek

GUWINSTEK REMOTE CONTROL

Example: SAFE:STEP3:IR:CHAN:LOW (@(0))
Sets the output channel for IR of step3 to off for all return.
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[:SOURce]:SAFEty:STEP<n>:IR:CHANnNel:LOW?

Returns the output channel status for IR of scanning test return
(low).

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: (@(CH))

Example: SAFE:STEP3:IR:CHAN:LOW?

> (@(24))

The output channel for IR of step3 is set to channel 2 and 4 return.

[:SOURCce]:SAFEty:STEP<n>:IR:REF

Sets the test offset value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP3:IR:REF 100000

Sets the test offset value for IR of step3 to 0.1MQ.

[:SOURce]:SAFEty:STEP<n>:IR:REF?

Returns the test offset value for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP3:IR:REF?

> +1.000000E+05

The test offset value for IR of step3 is 0.1M€Q.
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[:SOURce]:SAFEty:STEP<n>:IR:GROUndmode
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Sets the ground mode for IR in selected step on or off.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: 0 | 1 | OFF | ON

Example: SAFE:STEP3:IR:GROU 0

Sets the ground mode for IR of step3 off.

[:SOURCce]:SAFEty:STEP<n>:IR:GROUndmode?

Returns the ground mode status for IR in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: 0 | 1

Example: SAFE:STEP3:IR:GROU?

>0

The ground mode for IR of step3 is off.

[:SOURCce]:SAFEty:STEP<n>:OSC:LIMit:OPEN

Sets the percentage of OSC in selected step judged by open
circuit as detecting short/open circuit.

Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP4:0OSC:LIM:OPEN 0.4

Sets the percentage of OSC of step4 to 40% by open circuit as

detecting short/open circuit.
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[:SOURCce]:SAFEty:STEP<n>:OSC:LIMit:OPEN?

Returns the percentage of OSC in selected step judged by open
circuit as detecting short/open circuit.

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <NR3>

Example: SAFE:STEP4:0SC:LIM:OPEN?

> +4.000000E-01

The percentage of OSC of step4 is 40% by open circuit as

detecting short/open circuit.

[:SOURCce]:SAFEty:STEP<n>:OSC:LIMit:SHORt

Sets the percentage off OSC in selected step is judged by short
circuit as detecting short/open circuit.

Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP4:0SC:LIM:SHOR 3

Sets the percentage off OSC of step4 is 300% by short circuit as

detecting short/open circuit.

[:SOURCce]:SAFEty:STEP<n>:OSC:LIMit:SHORt?

Returns the percentage off OSC in selected step judged by
short circuit as detecting short/open circuit.
Parameter<n>: <NR1>(1 ~ 99)

Example: SAFE:STEP4:0SC:LIM:SHOR?

> +3.000000E+00

The percentage off OSC of step4 is 300% by short circuit as

detecting short/open circuit.
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[:SOURce]:SAFEty:STEP<n>:OSC:CHANnel[:HIGH]

Sets the output channel status for OSC of scanning test high
voltage.

Parameter<n>: <NR1>(1 ~ 99)

Parameter: (@(CH))

Example: SAFE:STEP4:0SC:CHAN (@(1))

Sets the output channel for OSC of step4 to channel 1 HIGH
output

Example: SAFE:STEP4:0SC:CHAN (@(0))

Sets the output channel for OSC of step4 off for all HIGH
output.

[:SOURce]:SAFEty:STEP<n>:OSC:CHANnel[:HIGH]?

Returns the output channel status for OSC of scanning test
high voltage.

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: (@(CH))

Example: SAFE:STEP4:0SC:CHAN?

> (@(1))

The output channel for OSC of step4 is set to channel 1 HIGH

output.

[:SOURce]:SAFEty:STEP<n>:OSC:CHANnNel:LOW

Sets the output channel status for OSC of scanning test
return(low).

Parameter<n>: <NR1>(1 ~ 99)

Parameter: (@(CH))
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Example: SAFE:STEP4:0SC:CHAN:LOW (@(2))

Sets the output channel for OSC of step4 to channel 2 return.
Example: SAFE:STEP4:0SC:CHAN:LOW (@(0))

Sets the output channel for OSC of step4 off for all return.

[:SOURCce]:SAFEty:STEP<n>:0OSC:CHANnel:LOW?

Returns the output channel status for OSC of scanning test
return(low).

Parameter<n>: <NR1>(1 ~ 99)

Return parameter: (@(CH))

Example: SAFE:STEP4:0SC:CHAN:LOW?

> (@(2)

The output channel for OSC of step4 is set to channel 2 return.

[:SOURce]:SAFEty:STEP<n>:0SC:CSTandard

Sets the Cs value of the selected STEP range under short/open
detection mode.

Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NR1>(Range:1~3) , <NRf>(Cs)

Example: SAFE:STEP4:0SC:CST 1,0.000000001

It indicates range 1 Cs value of the main unit STEP4 under
short/open detection mode is InF.

Note: The current ratio of Cs to STD# is TuA = 7.25pF.

[:SOURCce]:SAFEty:STEP<n>:0SC:CSTandard?

Returns the Cs value of the selected STEP range under
short/open detection mode.

Parameter<n>: <NR1>(1 ~ 99)
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Return paramter: <NR3>

Example: SAFE:STEP4:0SC:CST?

> +1.000000E-09

The Cs value for OSC of step4 is InF.

[:SOURCce]:SAFEty:STEP<n>:PAuse[:MESSage]

Sets the string of message in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <String>

Example: SAFE:STEP5:PA:MESS GWinstek

The message string for PA of step5 is set to GWInstek.

[:SOURce]:SAFEty:STEP<n>:PAuse[:MESSage]?

Returns the string of message in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: <String>

Example: SAFE:STEP5:PA:MESS?

> GWInstek

The message string of step5 is “GWInstek”.

[:SOURCce]:SAFEty:STEP<n>:PAuse:UTSlIgnal

Sets the status of UNDER TEST SIGNAL in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: 0 | 1 | OFF | ON

Example: SAFE:STEP5:PA:UTSI ON

Sets the status of UNDER TEST SIGNAL of step5 to ON.
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[:SOURCce]:SAFEty:STEP<n>:PAuse:UTSIgnal?

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

Returns the status of UNDER TEST SIGNAL in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return parameter: 0 | 1

Example: SAFE:STEP5:PA:UTSI?

>1

The status of UNDER TEST SIGNAL of step5 is on.

[:SOURCce]:SAFEty:STEP<n>:PAuse:TIME[:TEST]

Sets the test needed time for PA in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Parameter: <NRf>

Example: SAFE:STEP5:PA:TIME 5

Sets the test needed time for PA of step5 to 5sec.

[:SOURce]:SAFEty:STEP<n>:PAuse:TIME[:TEST]?

Returns the test needed time for PA in selected step.
Parameter<n>: <NR1>(1 ~ 99)

Return paramter: <NR3>

Example: SAFE:STEP5:PA:TIME?

> +5.000000E+00

The test needed time for PA of step5 is 5sec.
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[:SOURCce]:SAFEty:PRESet:TIME:PASS

Sets the buzzer sound continuous time when pass.
Parameter: <NRf>(0.2 ~ 999.9)
Example: SAFE:PRES: TIME:PASS 1

Sets the buzzer sound continuous time when pass to 1 sec.

[:SOURCce]:SAFEty:PRESet:TIME:PASS?

Returns the buzzer sound continuous time when pass.
Return parameter: <NR3>

Example: SAFE:PRES:TIME:PASS?

> +1.000000E+00

The buzzer sound continuous time when pass is 1 sec.

[:SOURce]:SAFEty:PRESet:TIME:STEP

Sets the interval time between step and step.
Parameter: <NRf>(0.0 ~999.9) | KEY
Example: SAFE:PRES:TIME:STEP 0.5

Sets the interval time between step and step to 0.5sec.

[:SOURCce]:SAFEty:PRESet:TIME:STEP?

Returns the interval time between step and step.
Return parameter: <NR3>

Example: SAFE:PRES:TIME:STEP?

> +5.000000E-01

The Interval time between step and step is 0.5sec.

266
2 GW Instek GPT-9500 Al2|= H|F & - XM=AL {2 A2 AL|CH AP RIZ=AL APEo 2t HAE 5 QELICH
— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-GWI-002

KOLAS = XSl w3 7|2 - ISO/IEC 17025

GW Instek

266 /288


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

TESSOL  echnical Library GW Instek

GUWINSTEK REMOTE CONTROL

[:SOURCce]:SAFEty:PRESet:RJUDgment

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

Sets the status of ramp judgment.
Parameter: 0 | 1 | OFF | ON
Example: SAFE:PRES:RJUD ON

Sets the status of ramp judgment on.

[:SOURCce]:SAFEty:PRESet:R|JUDgment?

Returns the status of ramp judgment.
Return parameter: 0 | 1

Example: SAFE:PRES:RJUD?

>1

The status of ramp judgment is on.

[:SOURCce]:SAFEty:PRESet:AC:FREQuency

Sets the output voltage frequency when testing ACW.
Parameter: 50 | 60

Example: SAFE:PRES:AC:FREQ 50

Sets the output voltage frequency to 50Hz.

[:SOURce]:SAFEty:PRESet:AC:FREQuency?

Returns the output voltage frequency when testing ACW
Return parameter: <NR3>

Example: SAFE:PRES:AC:FREQ?

> +5.000000E+01

The output voltage frequency when testing ACW is 50Hz.
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[:SOURCce]:SAFEty:PRESet:WRANge[:AUTO]
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Sets the auto range function for DCW on or off.
Parameter: 0 | 1 | OFF | ON
Example: SAFE:PRES:WRAN 1

Sets the auto range function for DCW on.

[:SOURCce]:SAFEty:PRESet: WRANge[:AUTQO]?

Returns the status of auto range function for DCW.
Return parameter: 0 | 1

Example: SAFE:PRES:WRAN?

>1

The status of auto range function for DCW is on.

[:SOURce]:SAFEty:PRESet:GFI[:SWITch]

Sets the GFCI switch on or off.
Parameter: 0 | 1 | OFF | ON
Example: SAFE:PRES:GFI 0
Sets the GFCI switch off.

[:SOURCce]:SAFEty:PRESet:GFI[:SWITch]?

Returns the GFCI switch status.
Return parameter: 0 | 1
Example: SAFE:PRES:GFI?

>0

The GFCI switch status is off.
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Sets the GR CONT. function on or off.

Parameter: 0 | 1 | OFF | ON | <NRf>(0.2 ~999.9)
Example: SAFE:PRES:GCON ON

Sets the GR CONT. function on (use key method).

Example: SAFE:PRES:GCON 2

Sets the GR CONT. function on and 2sec (use time method).

[:SOURce]:SAFEty:PRESet: GCONtinuity?

Returns the status of GR CONT. function.
Return parameter: 0 | 1 | <NR3>
Example: SAFE:PRES:GCON?

>0

The GR CONT. function is off.

[:SOURce]:SAFEty:PRESet: GCONtinuity: THRrehold

Sets the GR CONT. function threshold resistor.
Parameter: <NR1>(1 ~ 50)

Example: SAFE:PRES:GCON:THR 3

Sets the GR CONT. threshold resistor 3Q2

[:SOURCce]:SAFEty:PRESet:FAIL:OPERation

Sets the AFTER FAIL parameter to stop or continue or restart.
Parameter: STOP | CONTinue | RESTart

Example: SAFE:PRES:FAIL:OPER CONT

Sets the AFTER FAIL parameter to continue.
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[:SOURCce]:SAFEty:PRESet:FAIL:OPERation?

Returns the status of AFTER FAIL parameter.
Return parameter: STOP | CONTINUE | RESTART
Example: SAFE:PRES:FAIL:OPER?

> CONTINUE

The AFTER FAIL parameter is continue.

[:SOURce]:SAFEty:PRESet:SCREen

Sets the display the function of test screen on or off or stat.
Parameter: 0 | 1 | 2 | OFF | ON | STAT
Example: SAFE:PRES:SCRE ON

Sets the display the function of test screen on.

[:SOURce]:SAFEty:PRESet:SCREen?

Returns the display the function of test screen.
Return parameter: 0 | 1 | 2

Example: SAFE:PRES:SCRE?

>1

The display the function of test screen is on.

[:SOURce]:SAFEty:PRESet:NUMber:PART

Sets the part number of the product.
Parameter: "String",”, max length 13 characters
Example: SAFE:PRES:NUM:PART "9500"

Sets the part number of the product to “9500”.
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[:SOURCce]:SAFEty:PRESet:NUMber:PART?

Returns the part number of the product.

Return parameter: "String",”, max length 13 characters
Example: SAFE:PRES:NUM:PART?

> “9500”

The part number of the product is “9500”.

[:SOURCce]:SAFEty:PRESet:NUMber:LOT

Sets the lot number of the product.
Parameter: "String",”, max length 13 characters
Example: SAFE:PRES:NUM:LOT "0013"

Sets the lot number of the product to “0013”.

[:SOURce]:SAFEty:PRESet:NUMber:LOT?

Returns the lot number of the product.

Return parameter: "String",”, max length 13 characters
Example: SAFE:PRES:NUM:LOT?

>“0013”

The lot number of the product is “0013”.

[:SOURce]:SAFEty:PRESet:NUMber:SERIal

Sets the serial number of the product.
N

Parameter: "String",”, max length 13 characters >
Example: SAFE:PRES:NUM:SER "GW9500***"

Sets the serial number of the product to “GW9500***”.
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[:SOURCce]:SAFEty:PRESet:NUMber:SERIal?
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Returns the serial number of the product.

Return parameter: "String",”, max length 13 characters
Example: SAFE:PRES:NUM:SER?

> “GW9500***”

The serial number of the product is “GW9500***”.
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Common Commands
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FCLS 273
FESE....oiii 273
FESE? .. 274
FESR? . 274
FORE o 274
FORE? o 274
FOTBY e 275
FOPC s 275
FOPC? o 275
FPSC e 275
FPSC? 275
FRST e 275
FIDINT o 276
FSAV i 276
FRCL i 276
*CLS

Clears the Event Status Register (Error Queue, Operation Event
Status, Questionable Event Status, Standard Event Status

Register).

*ESE

Sets the Standard Event Status of Enable Register value.
Parameter: 0 ~ 255

Example: *ESE 32
Sets the standard event status of enable register value to 32 (00100000).

273
N
o
5
=
()
I_—‘ & GW Instek GPT-9500 A|Z2|= H| 7 - H|Z=ALRE X2 YL|CEH AR HZEAL AP0l w2t HAE 4~ ASL|Ch.
")
-
— We measure, we calibrate, we validate. ElE - www.tessol.com TS-TL-GWI-002 273 /288

KOLAS = XSl w3 7|2 - ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-GWI-002

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-GWI-002

rfssal Technical Library

GUWINSTEK GPT-9500 Series User Manual
*ESE?

Returns the Standard Event Status of Enable Register value.
Return parameter: <NR1>(0 ~ 255)

Example: *ESE?

> 32

The standard event status of enable register value is 32 (00100000).

*ESR?

Returns the Standard Event Register value.
Return parameter: <NR1>(0 ~ 255)

Example: *ESR?

> 49

The standard event register value is 49 (00110001).

*SRE

Sets the Service Request Status of Enable Register value.
Parameter: <NR1>(0 ~ 255)

Example: *SRE 32

Sets the service request status of enable register value to 32
(00100000).

*SRE?

Returns the Service Request Status of Enable Register value
Return parameter: <NR1>(0 ~ 255)

Example: *SRE?

> 32

The service request status of enable register value is 32 (00100000).
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*STB?

The controller is for reading status bit register value.

Return parameter:<NR1>(0 ~ 255)

*OPC

Operation is completed command.

*QPC?

Operation complete query command.

The output format is ASCII character "1 ".

*PSC

Power on status clear command.

Parameter: 0 | 1

#PSC?

Returns the Power on status clear.

Return parameter: 0 | 1

The device reset command available for RS232 interface only.
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*|DN?

Returns the manufacturer, model No., serial number and
system version number.

Example: *IDN?

> GWInstek,GPT9513,GDM123456,1.00

*SAV

This command is to save the current status into memory.
Parameter: <NR1> (1 ~ 99)

Example: *SAV 5

> Saves the AUTO 0 status to the designated AUTO 5.
Note: User can only designate the target group, whereas the

source group is always fixed in AUTO 0.

*RCL

This command is to recall the saved status.

Parameter: <NR1> (1 ~ 99)

Example: *RCL 4

> Recalls the designated AUTO 4 status to the AUTO 0.
Note: User can only designate the source group, whereas the

target group is always fixed in AUTO 0.
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APPEN DIX

Fuse Replacement

Steps 1. Turn the instrument
off.

2. Remove the power
cord.

3. Remove the fuse
socket using a flat
screwdriver.

4. Replace the fuse in
the fuse holder.

Fuse Rating T 4A, 250V
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Test Errors
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The following test error messages highlighted in red may appear
on the GPT-9500 display when completing a running test.

Error Messages  Description

HI SET Test result is beyond the HI SET value

LO SET Test result is below the LOW SET value

V OVER Measured voltage is beyond the set value by 1.2 times
V LOW Measured voltage is below 10V

ARC ARC abnormality detected

GFCl Ground fault circuit interrupt

OPEN Open short-circuit detected open

SHORT Open short-circuit detected short

POWER GND Power cord fail to connect with earth ground

GR CONT Ground continuity check is beyond the threshold value
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Factory Default Parameters
ITEM LIST
Manu Step All set DCW/50V
AUTO Step All Clear
SYSTEM
Backlight 60%
Beep Large
Key Sound Medium
Language English
TEST
Control By Front
InterLock ON
PowerGND Check ON
Wait time Mode Ramp
ARC Mode Normal
Safety Display ON
Double Action OFF
Start Click(1 Sec) ON
ACW Frequency 60Hz
Pass Hold 0.5s
GFCl ON
Auto Range ON
Screen ON
Ramp Judg ON
Step By Step(scan) OFF
Interface
Interface RS232
Baudrate 115200
Parity OFF
EndOfLine CR+LF
Identity Default
Auto Save(PARA) OFF
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Status System
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The diagram below is a description of the status system

Error/Event Queue

Output Buffer
Summary Register Enable Register
Not Used
1| Has Result
L 2| Error/Event Quene
Not Used .
4| Message Available
* 5| Standard Event
— 6 Request Service
Not Used
Serial Poll(SPOLL) *SRE <value>
*STB? *SRE?
Event Register Enable Register
) | Cperation Complete
Not Used
2 | Query Error
3 | Device Error
4 | Execution Error
5 | Command Error
Not Used
7 | Power On
*FESR? *ESE <=value=
*ESE?
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GPT-9500 Specifications

The specifications apply when the GPT-9500 is powered on for at
least 30 minutes at 15°C~35°C.
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Specifications

General
DISPLAY 4.3” color LCD with 480x272 resolution
MEMORY AUTO/MANU mode 500 memory blocks total
POWER SOURCE AC 100V~240V + 10%, 50Hz/60Hz
ACCESSORIES Power cord x1, Quick Start Guide x1

User Manual x1(CD)

GHT-115 x1 *

GHT-116B x1 *

GHT-116R x8 *
DIMENSIONS & WEIGHT Approx.

320(W) x 120(H) x435(D) / 11kg
* Please refer to the packing list since the accessories may vary.

Environment

Range Temperature Humidity
Warranty 15°C~35°C <70% (No
condensation)
Operation 0°C~40°C <70% (No
condensation)
Storage -10°C~70°C <85% (No
condensation)
Installation Location Indoors at an amplitude of up to 2000m.
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AC Withstanding Voltage

Output Voltage Range 0.050kV~ 5.000kV"

Output Voltage Resolution 1V

Output Voltage Accuracy (1% of setting +5V) with no load
Maximum Rated Load 150VA (5kV/30mA)

Maximum Rated Current  30mA
0.001mA~10mA (0.05kV~0.5kV)
0.001mA~30mA (0.5kV~ 5kV)

Output Voltage Waveform Sine wave

Voltage Regulation + (1% +5V)[Maximum rated load ->no load]
Frequency 50 Hz / 60 Hz

Voltmeter Accuracy + (1% of reading+ 5 V)

Current Measurement 0.00TmA~30.00mA

Range

Current Best Resolution TuA (0.00TmA ~9.999mA)
T0uA(10.00mA~30.00mA)

Current Measurement + (1.5% of reading+50uA)>
Accuracy

Current Offset 80uA Maximum
Judgment Accuracy + (3% of setting+30uA)3
ARC DETECT YES

RAMP TIME (Rise Time) 0.1~999.9s

FALL Time OFF~999.9s

WAIT Time OFF~999.9s

TIMER (Test Time) CONT?,0.35~999.9s
TIMER Accuracy +/-(100ppm+20ms)
GND ON/OFF

7
2

At least 0.3 seconds is needed to reach a set voltage of 50V/10mA.

When setting greater than 100VA, the maximum test time is 600 seconds
followed by the identical rest time. Plus, overheat protection will be activated
and thus output will be stopped when test time is over 600 seconds.

3 When scan channel is activated, it is required to add 15uA for each channel.
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DC Withstanding Voltage

Output Voltage Range 0.050kV~ 6.000kV"

Output Voltage Resolution 1V

Output Voltage Accuracy  +(1% of setting +5V) With no load

Maximum Rated Load 50W (5kV/10mA)

Maximum Rated Current ~ 10mA
0.001mA~2mA(0.05kV<=V<=0.5kV)
0.001mA~10mA (0.5kV<V<=6kV)

Voltmeter Accuracy + (1% of reading+ 5 V)

Voltage Regulation + (1% +5V)[Maximum rated load ->no load]
Current Measurement 0.001mA-10.00mA

Range

Current Best Resolution 0.1uA (0.TuA~999.9uA)
TuA (0.00TmA~9.999mA)

10uA(10.00mA)
Current Measurement +(1 % of reading+ 3uA) , I< TmA
Accuracy +(1 % of reading+ 10uA), I>= TmA3
Current Offset 5uA Maximum
Judgment Valid Range + (3% of setting+30uA)?
(DCW)
ARC DETECT YES
RAMP TIME (Rise Time) 0.1~999.9s
FALL Time OFF~999.9s
WAIT Time OFF~999.9s
TIMER (Test Time) CONT?,0.35~999.9s
TIMER Accuracy +/-(100ppm+20ms)
GND mode ON/OFF
Maximum Capacitive Load TuF
DC Mode*

1
2

At least 0.3 seconds is needed to reach a set voltage of 50V/2mA.

When setting greater than 40VA, the maximum test time is 600 seconds
followed by the identical rest time. Plus, overheat protection will be activated
and thus output will be stopped when test time is over 600 seconds.

3 When scan channel is activated, it is required to add 2uA for each channel.

4 Refer to the Table 1 for more details.
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Insulation Resistance Test

Output Voltage 0.050kV~1.000kV

Output Voltage Resolution 1V

Output Voltage Accuracy  £(1% of setting +5V) with no load
Resistance Measurement  0.1MQ~10GQ!

Range

Test Voltage Measurement Accuracy
Range

50V<V<500V 0.TMQ~10MQ  £(5% of reading + 3% of fs)
10.1MQ~50MQ +(5% of reading + 1% of fs)
50.1MQ~2GQ  £(10% of reading + 1% of fs)

500V<V<1000V 0.1MQ~10MQ  £(5% of reading + 3% of fs)
10.TMQ~500MQ +(5% of reading + 1% of fs)
500.TMQ~10GQ +(10% of reading + 1% of fs)

Voltage regulation + (1% +5V) [Maximum rated load ->no load]

Voltmeter Accuracy +(1% of reading +5V)

Short-Circuit Current 10mA max.

Output Impedance 2kQ

RAMP TIME (Rise Time) 0.1~999.9s

FALL Time OFF~999.9s

WAIT Time OFF~999.9s

TIMER (Test Time) 0.35~999.9s2

GND mode ON/OFF?

NOTE: It is required to implement GND OFFSET action when IR Ground Mode is On.

T When IR Ground Mode is On, Test Voltage <100V , the maximum 1Gohm
measurement range is guaranteed

2 When IR Ground Mode is On, test time must be greater than 1 second.
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E

S Continuity Test

2

d Output Current 100mA(DC)

o Ohmmeter Measurement Range 0.10~50.0Q

= Ohmmeter Measurement Resolution 0.1Q
Ohmmeter Measurement Accuracy +(10% of reading+2Q)
Ohmmeter Judgment Accuracy £(10% of setting+2Q)
TIMER (Test Time) 0.25~999.9s
TIMER Accuracy +/-(100ppm+20ms)

NOTE: Since continuity test reference ground is earth ground, an additional 1Q2 error
should be added when RETURN terminal is connected.

Interface

SIGNAL 10 Yes

RS232 Yes

USB (Device) Yes

USB (Host) Yes (for parameter / LCD hardcopy)
Rear Output

CH1-CH8 Scanner

Table 1: GPT-9500 capacitive load table

Test Condition Maximum
Test Voltage HI-SET RAMP Time Capacitive Load
DCW Current 7
1 1.000kV 1210.00mA T=1.0s 4.7uF
2 2.000kV [=27.00mA T=1.0s 1.65uF
3 3.000kV =8.00mA T=1.0s 1.32uF
4 4.000kV 1211.00mA T=1.0s 1.32uF
5 5.000kV [=27.00mA T=1.0s 0.66uF
6 6.000kV =28.00mA T=1.0s 0.66uF
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GPT-9503/9513 Dimensions
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Declaration of Conformity

We

GOOD WILL INSTRUMENT CO., LTD.

declare that the below mentioned product

Type of Product: Electrical Safety Analyzer

Model Number: GPT-9503 / GPT-9513

satisfies all the technical relations application to the product within the
scope of council:

Directive: 2014/30/EU; 2014/35/EU; 2011/65/EU; 2012/19/EU

The above product is in conformity with the following standards or other
normative documents:
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© EMC
EN 61326-1: Electrical equipment for measurement, control and
EN 61326-2-1: laboratory use -- EMC requirements (2013)
Conducted & Radiated Emission Electrical Fast Transients
EN 55011: 2016+A1:2017  Class A | EN 61000-4-4: 2012
Current Harmonics Surge Immunity
EN 61000-3-2: 2019 EN 61000-4-5: 2014+A1:2017
Voltage Fluctuations Conducted Susceptibility
EN 61000-3-3: 2013+A1:2019 EN 61000-4-6: 2014
Electrostatic Discharge Power Frequency Magnetic Field
EN 61000-4-2: 2009 EN 61000-4-8: 2010
Radiated Immunity Voltage Dip/ Interruption
EN 61000-4-3: 2006+A2:2010 EN 61000-4-11: 2004+A1:2017
© Safety
Low Voltage Equipment Directive 2014/35/EU
Safety Requirements EN 61010-1: 2010
EN 61010-2-030: 2010
IEC 61010-2-034: 2017

GOOD WILL INSTRUMENT CO., LTD.

No. 7-1, Jhongsing Road, Tucheng Dist., New Taipei City 236, Taiwan
Tel: +886-2-2268-0389 Fax: +866-2-2268-0639

Web: www.gwinstek.com Email: marketing@goodwill.com.tw

GOOD WILL INSTRUMENT (SUZHOU) CO., LTD.

No. 521, Zhujiang Road, Snd, Suzhou Jiangsu 215011, China

Tel: +86-512-6661-7177 Fax: +86-512-6661-7277

Web: www.instek.com.cn Email: marketing@instek.com.cn

GOOD WILL INSTRUMENT EURO B.V.

De Run 5427 A, 5504DG Veldhoven, The Netherlands

Tel: +31(0)40-2557790 Fax: +31(0)40-2541194
Email: sales@gw-instek.eu
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