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Limited Warranty

Hardware
Certification

Pendulum Instruments certifies that this product meets its
published specifications at the time of shipment from the factory.
Pendulum Instruments further certifies that its calibration
measurements are traceable to Pendulum Instruments
Standards.

Warranty

This Pendulum Instruments system is warranted against defects
in material and workmanship for a period of one year from date of
shipment. During the warranty period, Pendulum Instruments will,
at its option, either repair or replace products that prove to be
defective.

For warranty service or repair, this product must be returned to
a service facility designated by Pendulum Instruments AB. The
Buyer shall pay shipping charges for transport to Pendulum
Instruments and Pendulum Instruments shall pay shipping
charges to return the product to Buyer. However, The Buyer
shall pay all shipping charges, duties, and taxes for products
returned to Pendulum Instruments from countries outside of
Sweden.

Limitation of Warranty

The foregoing warranty shall not apply to defects resulting from
improper or inadequate maintenance by the Buyer, Buyer-
supplied software or interfacing, unauthorized modification or
misuse, operation outside of the environmental specifications
for the product, or improper site preparation or maintenance.

NO OTHER WARRANTY IS EXPRESSED OR IMPLIED.
PENDULUM INSTRUMENTS SPECIFICALLY DISCLAIMS THE
IMPLIED WARRANTIES OF MERCHANTABILITY AND
FITNESS FOR A PARTICULAR PURPOSE.

Exclusive Remedies

THE REMEDIES PROVIDED HEREIN ARE BUYER'S SOLE AND
EXCLUSIVE REMEDIES. PENDULUM INSTRUMENTS SHALL
NOT BE LIABLE FOR ANY DIRECT, INDIRECT, SPECIAL,
INCIDENTAL, OR CONSEQUENTIAL DAMAGES, WHETHER
BASED ON CONTRACT, TORT, OR ANY OTHER LEGAL
THEORY.

Assistance

Product maintenance agreements and other customer assistance
agreements are available for Pendulum Instruments products.
For any assistance, contact your nearest Pendulum Instruments
sales and Service Office.

Pendulum

Software
Limited Warranty on Media and Manuals

If you discover physical defects in the media on which this
software is distributed or in the manuals distributed with the
software, Pendulum Instruments will replace the media or the
manuals at no cost, provided that you return the defective
materials along with a copy of your receipt to Pendulum
Instruments or to an authorized dealer during the 1-year period
following your receipt of the software.

Limited Warranty on the Product

Pendulum Instruments warrants that the software will perform
substantially as described in this document. If within one (1) year
of receiving the software you give written notification to
Pendulum Instruments of a significant, reproducible error in the
software which prevents its operation, and provide a written
description of the problem, Pendulum Instruments will either
provide you with corrective or work- around instructions, a
corrected copy of the software, or refund your purchase price
upon return of all copies of the software and documentation
together with a copy of your receipt.

EXCEPT FOR THE LIMITED WARRANTY DESCRIBED ABOVE,
THERE ARE NO WARRANTIES TO YOU OR ANY OTHER
PERSON OR ENTITY FOR THE PRODUCT EXPRESSED OR
IMPLIED, INCLUDING BUT NOT LIMITED TO THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR
A PARTICULAR PURPOSE, ALL SUCH WARRANTIES ARE
EXPRESSLY AND SPECIFICALLY DISCLAIMED. Some states
do not allow the exclusion of implied warranties or limitation on
how long they last, so the above limitation and exclusion may not
apply to you. This limited warranty gives you specific legal rights
and you may also have other rights, which vary from country to
country. IN NO EVENT SHALL PENDULUM INSTRUMENTS BE
RESPONSIBLE FOR ANY DIRECT, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR SIMILAR DAMAGES OR LOST DATAOR
PROFITS TO YOU OR ANY OTHER PERSON OR ENTITY
REGARDLESS OF THE LEGAL THEORY, EVEN IF WE HAVE
BEEN ADVISED OF THE

POSSIBILITY OF SUCH DAMAGE. Some countries do not allow
the exclusion or limitation of incidental or consequential
damages, so the above limitation may not apply to you. The
warranty and remedies set forth are exclusive and in lieu of all
others, oral or written, express or implied.

pendulum
relaer

2. Pendulum SCN A|2|= AH2HEENM - HZEA HE2 K2 L|CH A2 MZAF AP Of| 2t HBE 4= ASLICH

— We measure, we calibrate, we validate.

KOLAS =H

SQlu 7|2 - ISO/IEC 17025

EElZ - www.tessol.com TS-TL-PDL-009

4 [77


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-PDL-009

TESSOL  technical Library Pendulum
2
2
a °
: Technical data
E
o
) EMC Scanner (RS series - Discontinued)
g) RS321 RS642 RS644
= Movement in XYZ-axis: 300x200x100 mm 600x400x200 mm 600x400x200 mm
Size: 620x400x550 mm 920x600x750 mm 920x600x950 mm
Weight: 20 kg 27 kg 35kg
Accuracy: +/- 0.3 mm
Min step size: 1 mm
Line voltage: 230V/110V, -15%, +10%
Line frequency: 50Hz/60Hz, +/- 2Hz
Power consumption: <25W
Power con. standby: <20W
Environment temp.: +10Cto+35C
Humidity: 20% to 80%
Communication: RS-232 or Ethernet
Software: Requires Windows 10. Configurable for most spectrum analyzers. Configurable for National

GPIB-adapters.

Heat Scanner Option (RS series- Discontinued)

)]
o
<
-
a]
o
)
-1
e
(7]
-

Scanner: See product leaflet of EMC Scanner
Temperature range: 0-150 °C
Resolution: +/-0.3 °C
Point of measuring: 6 mm diameter at a distance of 200 mm.
Response time: 500 ms
EMC Scanner (HR series)
HR-1 (Discontinued) HR-3
Movement in XYZ-axis: 190x140x80 mm 390x280x130 mm
Size: Width:535 Depth:600 Height:690 mm Width:780 Depth:850 Height:810 mm
Weight: 95 kg 125 kg
Accuracy: +/-0.05 mm
Min step size: 0.025 mm

Line voltage:

Line frequency:

230V/110V, -15%, +10%
50Hz/60Hz, +/- 2Hz

Power consumption: 1150W
Environment temp.: +10Cto+35C
Humidity: 20% to 80%

Communication:

Software:

RS-232 or Ethernet (UTP)

Requires Windows 10. Configurable for most spectrum analyzers.
Configurable for National GPIB-adapters.

#EZ. Pendulum SCN A|2|= AHEHEENM - HZEAL #2 K2 LT AF2 FMZAL ARG Of| w2t HEE 4
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2
2 EMC Scanner (SCN-500 series)
g SCN-522 SCN-524 SCN-534 SCN-564
i Movement in XYZ-axis (mm): 200x100 200x100x100 300x200x100 600x400x300
e Rotation around Z axis (Y/N): N Y Y Y
o - 450x370x430 mm 450x370x630 mm 550x470x630 mm 850x670x830 mm
7 Size: (17.7x14.6x16.9")  (17.7x14.6x24.8")  (21.7x185x24.8")  (33.5x26.4x32.7")
= Weight: 11 kg (24 Ibs) 13 kg (29 Ibs) 15 kg (33 Ibs) 23 kg (51 Ibs)

Min step size: 0.1 mm

Line voltage: 100 - 240 Vac

Line frequency: 50Hz/60Hz

Power consumption: 45W

Operating temp.: +10°C to +35°C

Storage temp.: -40°C to +71°C

Humidity: 20% to 80% (+10°C to +35°C)

Maximum height over sea level: 2000 m.

Over voltage category: ovcCll

Laser Safety: CLASS 2 LASER PRODUCT IEC 60825-1: 2014 P AmW; A=670nm COMPLIES WITH 21 CFR
1040.10 AND 1040.11 EXCEPT FOR CONFORMANCE WITH IEC 60825-1 ED. 3., AS
DESCRIBED IN LASER NOTICE NO. 56, DATED MAY 8, 2019.

Safety: EN 61010-1:2010/A1:2019/AC:2019-04: Safety requirements for electrical equipment for
measurement, control, and laboratory use.

EMC: EN/(IEC) 61000-6-3:2007: Electromagnetic compatibility (EMC) — Part 6-3: Generic

standards — Emission standard for residential, commercial and light-industrial environment.
EN/(IEC) 61000-6-1:2007: Electromagnetic compatibility (EMC) — Part 6-1: Generic

standards — Immunity for residential, commercial and light-industrial environment
Communication: USB 2.0

Requires Windows 10 or later. Configurable for most spectrum analyzers. Configurable for
National GPIB-adapters.

Software:

6 pendulum
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Safety Instructions

Introduction

Read this page carefully before you install and use the instrument.
This instrument has been designed and tested according to
safety Class 1 requirements of EN61010-1:2010 and has been
supplied in a safe condition.

The user of this instrument must have the required knowledge
of it. This knowledge can be gained by thoroughly studying this
manual.

This instrument is designed to be used by trained personnel only.
Removal of the cover for repair or rack-mounting of the
instrument must be done by qualified personnel who are aware
of the hazards involved.

Safety Precautions

To ensure the correct and safe operation of this instrument, it is
essential that you follow generally accepted safety procedures in
addition to the safety precautions specified in this manual.

Caution and Warning Statements

CAUTION: Shows where incorrect procedures can cause damage
to, or destruction of equipment or other property.

WARNING: Shows a potential danger that requires correct
procedures or practices to prevent personal injury.

Safety Precautions

The machine may only be used in accordance with the provisions
of this manual. For the damage caused by use of the machine for
other applications then the machine has been developed, closes
the manufacturer Pendulum Instruments Sp. z 0.0 from any
liability.

CAUTION:

» Before commissioning the machine, make sure that the mains
voltage (that is specified on the name plate of the individual
components) is in accordance with the existing mains voltage
in your plant or working place. A wrong voltage can destroy
the machine and its components. The machine may be
connected to any AC supply with a voltage rating of 100 to
240 Vrms, 50 to 60 Hz. The machine automatically adjusts
itself to the input line voltage.

« Under no circumstances should you operate a machine at the
locations where there could be a risk of water and other liquids
penetrating.

* The dimensions of the machine must be taken into the
consideration to prevent moving axis from crushing into
objects around it.

« Make sure that support table that machine is placed on, is
capable of withstanding the weight and dynamic forces of the
scanner and the test object. Inadequate support table can
break and cause the machine to fall off.

Pen

* Clean plastic and painted surfaces of the machine with a
suitable cleaning agent only (household, non-abrasive cleaning
agents). Using inappropriate agents may destroy surfaces of
the machine. The metal rails and screw are supposed to be
greased and must not be wiped dry.

» Temperature of the test objects should be less than 100
degrees Celsius. Higher temperatures may cause surfaces of
the machine to melt and potentially cause a fire hazard.

» The machine must not be placed in potentially explosive
atmospheres.

WARNING:

* To avoid electrical shock do not insert objects into the machine
imports; except for the intended replacement of parts in
accordance to this User Manual.

« For the implementation of maintenance work always
disconnect the machine from the AC power grid.

» Opening the machine for repair or any other purpose may lead
to exposure to live wires and as a result cause electric shock.
Only authorized service technicians are allowed to perform
the aforementioned actions.

* When laying out the mains cable be careful that you avoid
tripping hazards and prevent damage to the electric main.

* Ensure cables of the scanner/test object are free from damage
and do not have any non-standard joints or show any signs of
overheating. Cracked wire insulation caused by heat, age,
corrosion or bending may lead to electric shock.

* Be sure not to put your fingers, hair, or clothing close
to the moving sections in order prevent pinching or
accident that can result in personal injury. Operators are
required to always wear the proper clothing; hair should be
covered to avoid entanglement. Jewelry such as rings and
necklaces must also be removed.

Grounding

Whenever an instrument is connected to the line voltage,
a grounding fault will make it potentially dangerous. Before
connecting any unit to the power line, you must make sure that
the protective ground functions correctly. Only then can a unit
be connected to the power line and only by using a three-wire
line cord. No other method of grounding is permitted. Extension
cords must always have a protective ground conductor.

WARNING:

«If a unit is moved from a cold to a warm environment,
condensation may cause a shock hazard. Ensure, therefore,
that the grounding requirements are strictly met.

* Never interrupt the grounding cord. Any interruption of the
protective ground connection inside or outside the instrument
or disconnection of the protective ground terminal is likely to
make the instrument dangerous.
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Option SLDM (laser distancing meter) safety
information

The Option SLDM sensors operate with a semiconductor laser
with a wavelength of 670 nm (visible/red).

The sensors fall within Laser Class 2 (ll). The laser is operated on
a pulsed mode, the maximum optical power is < 1 mW.

The pulse frequency depends on the adjusted measuring rate
(0.25 ... 4 kHz).

The pulse duration of the peaks is regulated depending on the
measuring rate and reflectivity of the target and can be 0.3 ...
3999.6 ps.

Observe the laser protection regulations. Although the laser
output is low, directly looking into the laser beam must be
avoided. Close your eyes or immediately turn away if the laser
beam hits the eye.

The housing of the optical sensors may only be opened by the
manufacturer.

For repair and service purposes, the sensors must always be sent
to the manufacturer.

Lasers of Class 2 (Il) are not subject to notification and a laser
protection officer is not required.

During operation of the sensor, the pertinent regulations
according to IEC 60825-1 on ,Safety of laser products” must be
fully observed at all times. The sensor complies with all applicable
laws for the manufacturer of laser devices.

CAUTION:
« Avoid unnecessary laser radiation to be exposed to the human
body.
WARNING:
« Switch off the sensor for cleaning and maintenance.

* Use of controls or adjustments or performance of procedures
other than those specified may cause harm.

» Connect the power supply and the display-/output device
according to the safety regulations for electrical equipment.
(Damage to or destruction of the sensor)

» Avoid shocks and impacts to the sensor.
(Damage to or destruction of the sensor)

* The laser option can be used only with original power supply
(Damage to or destruction of the sensor)

« Protect the sensor cable against damage.
(Failure of the measuring device)

« Avoid constant exposure of sensor to splashes of water.
(Damage to or destruction of the sensor)

« Avoid exposure of sensor to aggressive media like detergents,
cooling emulsions.
(Damage to or destruction of the sensor)

Pendulum

Symbols

i E Indicates that the operator should consult the manual.

Shows where the protective ground terminal is
connected inside the instrument. Never remove or

loosen this screw.

If in Doubt about Safety

Whenever you suspect that it is unsafe to use the instrument,
you must make it inoperative by doing as follow

- Disconnect the line cord
- Clearly mark the instrument to prevent its further operation
- Inform your local Pendulum Service Center.

For example, the instrument is likely to be unsafe if it is visibly
damaged.

Introduction

The EMC Scanner measures the emission from components,
cables, PCB’s and products. The system consists of an X-Y-Z
robot, a spectrum analyzer with near field probes, possibly a
GPIB adapter for communicating with the spectrum analyzer and
a personal computer with custom software.

During measurement the robot moves the near field probe
to predetermined measuring points above the test object. At
each measuring point the location of the probe and the value of
the emission intensity are stored in the computer. When the
measurement is finished, the results can be documented in
different types of reports.
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Pendulum

Hardware (HR series)

Front panel
5 @
s

1. Power on button

Click here to power up the Scanner.

2. Safety key

Auto: The Scanner can only be operated when the cover is
closed.

Test: The Scanner can be operated even if the cover is open.

WARNING!

Operating the Scanner with the cover open may be
dangerous.

The moving parts inside the Scanner may hurt you.

DO NOT OPERATE THE SCANNER WHEN THE COVER IS
OPEN!

3. Power off button

Click this button to shut down the Scanner.

4. Cover lock release

To open the cover, you must pull the cover handle down and
then press the cover release button.

5. Not in use

Hardware (SCN-500 series)

Front panel

1. Frontpanel ZY/ZR selection

When unpressed, the joystick (2) operates the X and Y axes.
When pressed, the joystick (2) operates the Z and R axes. The
LED in the button indicates that ZR axes are activated for
moving with the joystick. When not lit, XY axes are activated.

2. Joystick for moving the probe

3. Power on indicator

Green light indicates power on. No light indicate no power.

4. Machine stop button
Press to quickly turn off the power to all motors.

Turn clockwise to release the button and turn power on.

Top of ZR module

1. Connector for
Laser Distance
Meter (opt. SLDM)

@

Back panel

1. USB connector
For communication with PC.

2. Main power ON/OFF

3. Main power fuses
2 x 800mAT

4. Main power inlet
100-240 Vac, 50/60 Hz

5. Grounding screw

A functional ground for connecting DUT to ground when
needed.

Bottom of ZR module

2. Connector for
crash switch

pendulum
relaer

2. Pendulum SCN A|2|= AH2HEENM - HZEA HE2 K2 L|CH A2 MZAF AP Of| 2t HBE 4= ASLICH

— We measure, we calibrate, we validate.

KOLAS = H|

SelwFE7|2h - 1ISO/IEC 17025

- www.tessol.com TS-TL-PDL-009 9/77


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-PDL-009

TESSOL  technical Library Pendulum

=

&

Q °

-

- Installation

(8]

c

1=

o

g .

§ A complete EMC Scanner setup Installing the Hardware

(0] .

i COl’]SlStS Of: Scanner serial number:

w

Ly 1. EMC Scanner (included) 1. Unplug the PC and Scanner from the power.
2. Spectrum analyzer 2. Connect the RS-232 or USB cable between the PC and the
3. Near field probe Scanner.
4. Pre-amplifier 3. Connect the power, and then switch on the PC and the
5. Means for communication with the spectrum analyzer. Scanner.

If GPIB is required, then National Instruments GPIB adapter

o

PC with windows 10 or later

7. Detectus Scanning Software

Copyright

Information in this section is subject to change without notice and does not represent a commitment on the part of Pendulum
Instruments AB. The software, which includes information contained in any database, described in this document is furnished under
the license agreement or nondisclosure agreement and may be used or copied only in accordance with the terms of that agreement.
It is against the law to copy the software except as specifically allowed in the license or nondisclosure agreement. No part of this manual
may be reproduced or transmitted in any form or by any means, electronic or mechanical, including photocopying and recording, for
any purpose without the express written permission of Pendulum Instruments AB.

© Copyright 1994 - 2025 Pendulum Instruments AB. All rights reserved.

4. Depending on what has previously been installed in

Before |nsta”|ng the Softwa re Windows, the installation software will install some

additional Microsoft packages
Make sure that the PC complies with system requirements. (See

technical data on page 5.) @ setop 210 _ «
If applicable, make sure that the GPIB-adapter is properly Ready to Install
installed and that the diagnostic program provided by National Setup is now ready to begin instaling Detectus Scanner Software 3,1 on your computer.
Instruments confirms its functionality. ) o ) ]
Click Install to continue with the installation, or dick Back if you want to review or change any settings.
Destination location:
C:\Program Files (x86)\Detectus Scanner Software 3.1
Installing the Software S ton
1. Insert the USB stick provided with the EMC Scanner into el
D fil
the computer. Drtvers for SCN-500 scanmers
Run setupDSS.exe on the USB stick. start e folder:
Follow the instructions on the screen and select the drivers S T
that suit your Scanner model. Demo files are optional. Direct Runtime
@ setup- 210 — *
Select Components
Which companents should be installed? = P~
Select the components you want to install; dear the components you do not want to install. Click Next
when you are ready to continue.
Full installation HEa
Program Files 329,6 MB
Demo fles 108,38 MB
(@) Drivers for SCN-500 scanners 0,1M8
(D Drivers for HR/HRE scarners 0,1MB
() Drivers for RX/DSR/RSE scanners 0,1MB

Current selection requires at least 441,4 MB of disk space.
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Setting up NI Visa and
instruments with GPIB

Some spectrum analyzer drivers in DSS and all drivers for signal
generators and EDDs are using National Instruments Visa.
Therefore, it is required to install the NI Visa driver first. NI Visa,
and instructions how to install it, can be downloaded at www.
ni.com. Click Support and then NI Visa...

Below are step-by-step instructions how to connect Detectus
DSS running on a Windows 7 PC to a Visa compatible instrument
using GPIB.

1. Open National Instruments Measurement & Automation

2. Click on your GPIB adapter in the tree view.

A NI GPIB-USB-HS "GPIBO" - Measurement & Automation Explorer

File Edit View Tools Help

~ B3 My System
« g@ Devices and Interfaces
ASRL112INSTR “COM11"
ASRL1Z:INSTR "COM12" Settings
& NI GPIB-USB-Hg "GRIB"

b e @' Refresh | & Reset [Zn Self-Test ™% Scan for Instrument

4 Network Devic| GPIB Interface ID GeIgD o
&1 Software
B8 Remote Systems Vendor Mational Instruments
Model NI GPIB-USB-HS
Serial Number D196A97A
Status Present

If you don’t see your GPIB adapter in the tree view, then
you need to install and configure it. Follow NI installation
guidelines.

3. Click on “Scan for Instruments”
4. Now you should see yourinstrument at the bottom of the screen.

Pendulum

GPIB address of the spectrum
analyzer

1. Click on the Config tab.
In the Spectrum analyzer box, click on the Communication
settings button to show the next dialog box.

[ Detectus Scanner Software Version: 3.1.0

@ Config | [ Meas points 2 Meas EMC ?(‘3 Meas. EMC/Time | <{&» View Pre-Scan

Spectrum analyzer

|R&S FPL.FSL.FSV.FSW.FSP.ESLESU.ESP ESPLESCIL.ZYL ZNL.ETL.ESAP [Visa) -
Setting: 30MHz - 1GHz . Edit
Probe: PROBE_0d8 ~ Edit

Communication settings
Scanner ‘
|Scanner model SCN-5xx ~ | Edt || Resst |

The communication settings dialog will look different for
different spectrum analyzer drivers.

=
%)

Communication settings

Communication type
* | Mational Instruments GFIBE adapter RS-232

Settings for M ational Instuments GPIE adapter

Board |d: ||1 Timeoutk (z]: |1DS -

GRIE Address: |18

Cloze | | Save

C ication settings (x)

m FSL-6 "GPIB0:20:INSTR" - Measurement & Automation Explorer
File Edit View Tools Help
~ B My System
~ &g Devices and Interfaces
ASRL11:INSTR " COMITT"
ASRL12:INSTR ' COMI2" Settings

‘ H sove &3 Refresh | [ Open VISA TestPanel T3 Communicate with Instrumer

& NI GPIB-USB-HS "GPIB0
B0 FSL6 “GPIBg20 Name
4 Network Devic Vendor Rohde&Schwarz
&) Softwere
Model FSL-6

[ Remote Systems

It is very important that you can see you're your instrument
in this list because otherwise DSS will not be able to connect
toit.

11

Instiument 1D: |GFIBO:20:INSTR Search for instiuments

Timeout (<] |10 -

Cose || Save

2. Enter the GPIB address of your spectrum analyzer into the
GPIB Address box.

Click on the Save button.

4. Click on the Close button.
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If your instrument is not found then go back and select “Manual

Setti ng u p N I Visa a nd Entry of LAN Instrument” and then click Next.
in Stru me ntS With LAN 5. Typein the IP address of your instrument and click “Validate”

Some spectrum analyzer drivers in DSS and all drivers for signal A Create New .. T X
generators and EDDs are using National Instruments Visa.
Therefore, it is required to install the NI Visa driver first. NI Visa,
and instructions how to install it, can be downloaded at www.
ni.com. Click Support and then NI Visa...

Enter the LAN resource details.

Enter the TCP/IP address of your VISA network resourcs in the
form of s . . s, the: hostname of the device, or
computertEisome. domain. The LAN device name is often "inst0"
or “gpib0,1"
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Below are step-by-step instructions how to connect Detectus
DSS running on a Windows 10 PC to a Visa compatible instrument
using LAN in a network where IP addresses are handled by a
DHCP server. That is, a regular office network. A slightly more
complicated procedure for connecting via a LAN cable directly is
found in appendix 2.

1. Open National Instruments MAX

Hostrame or IP addiess

L&N Device Mame

2. Click on your “Network Devices” in the tree view and then
click “Add Network Device” and then click “VISA TCP/IP
Device”.

m MNetwork Devices - Measurement 8 Automation Explorer
< Back Next > Einish Cancel

File Edit View Tools Help
~ Ed My System
~ & Devices and Interfaces
ASRLT1:INSTR "COM11”
ASRL12:INSTR "COM12"
4 Metwork Devices
> & Seftware

4 Add Metwork Device *
W Add GPIB Ethemet Device 6. If you typed the correct IP address and your instrument is
= VISATCP/IP Resource. found, then you should see this message. Click OK.

» E8 Remote Systems Measurement & Automation Explorer x
« » . successfully opened a VISA session to
3.  Select “Auto-detect of LAN Instrument” and then Click Next o TCPIPO:192.168.0.115:INSTR-

EA Create New VISA TCP/IP Resource...

Choose the type of LAN resource you want to add.

Choose the type of TCP/IP resource you wish to add

(®) Auto-detect of LAN Instument 7 C||Ck « Finish"
Use this option ta select from a list of W<1-11 LAM/L]
e gl ot 8. Now you should see your instrument in the tree view.
(O Manual Entry of LAN [nstrument
Use this option if pour Y211 LANALX] instrument is on
SN B FsL-6 TcPie: 11 NSTR” - Measurement &,
| Manusl Entry of Fiaw Sacket File Edit View Tools Help

Use this option to commuricate with an Ethemet device
awer a specific port number. w Ed My System

~ g Devices and Interfaces
ASRL11:INSTR "COM11"
ASRL12:INSTR "COM12"
w 4 Network Devices
#5 FSL-6 "TCPIP0::192,168.0.115xinst0zINSTR"
> & Software
> B8 Remote Systems

< Back Next > Finish Cancel

4. Hopefully you now see your instrument in the list. . . .
It is very important that you can actually see your instrument

in the tree view because otherwise DSS will not be able to
connect to it.

B Create New ...

Select one or more LAN resources to add.

_ For details on how to connect from within DSS please see
® Marually specily address infarmation of LAN instiument page 71.
(0 Select instrument(s] detected on local subnet
Status: Mo Vixl-11 LANALH instruments were found on the local
subnet.
[lnclude legacy non-488.2 devices when searching
FRefresh List Select &l De-select &l
[ CBack 1| Next» Einish Cancel
o
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&
(1]
;é ° [ ]
= Calibration
0 O (5 O ——
E Coreotion factors: |0KHZ.0DB 306HZ,0D8 \:\
< S
g .. . . Origin olfset 3 |3 mm
: Positional calibration of the near e
-
o) M . Rotation calibration % |0 mm
2 field probe (RS series) e
w Calibrated:
= 1. Place the near field probe in the probe holder. If the probe Pobetpdamer 3 mm
does not fit you can cut one of the spare probe holders to fit
your probe. | ekt || oose || Sme |

9. Adjust the values of Origin Offset X and Y with the distances
measured in step 7. For DS, RX and RQ scanners, do not
change the value of Origin Offset Z. It should always be 10.

10. Click on the Save button.

11. Click on the Close button.

2. Carefully move the Z-axis carriage by hand downwards until 12. Click on the Config tab. In the Scanner bo, click the Reset
the limiting position switch is activated. button.

Repeat step 6 to 12 until the tip of the probe is positioned above

the origin of coordinates after a reset.

Positional calibration of the near
field probe (HR series)

In the Scanner table of the HR Scanner there is a built-in transmitter that
emits at 120MHz from two beacons located in the upper left corner
of the grid on the Scanner table.

3. Place the probe holder and the probe in the Z-axis carriage
(see picture). The probe should point straight down towards
the Scanner.

By using the SMA connector on the left side of the Scanner table, you

can connect an external signal source that emits at a different

frequency.

The purpose of the beacons is to calibrate the position of the near field
probes in X and Y-axis. The two beacons are designed for different
types of probes.

Click on the “Calibrate to Beacon button”

Calbrate HR-5canner to beacon

4, Carefully move the probe downwards until the tip of the
probe touches the Scanner table. A dialog with 8 steps will guide you through the calibration
process.
1. Step 1: Make sure the Scanner table is empty.
Calibrate to Beacon x
stepl | step2  step3  stepd step5  stepB  step7 | step 8 | Adv. settings >> |

Make sure the Scanner table is empty.

All test object must be removed before
proceeding.

5. Move the Z-axis carriage upwards until the lower limiting
position switch is released.
6.  Click on the Config tab. In the Scanner box, click the Reset
button.

Next >
7. Measure the distance between the center of the probe tip
and the origin of the coordinates of Scanner table.
8. Click on the Config tab. In the Spectrum analyzer box, near 2. Step 2: Choose and connect the internal or external

the Probe setting, click the Edit button. calibration signal source.

pendulum
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Calibrate to Beacon X Calibrate to Beacon X
stepl | step2 | stepd  stepd  stepS  stepB step 7 step@ Ady. settings >> step1  step2  step3  stepd | step5 | stepB  step7 | step 8 | Adv. settings >>

Start the beacon. Lower the probe holder cylinder.

Connect the power ta the internal beacan 1. Loosen the screw. Use an Allen key.

or
connect the the external reference signal. 2. Lower the probe holder cylinder until the

tip of the probe touches the Scanner table.

3. Fasten the screw.

Beacon type
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* ! Internal beacon

External beacon

< Previous Nest >

< Previous | Next >

3. Step 3: This is for safety to prevent the probe from running 6. Step6
into the Scanner table. Depending on the type of near field probe being used one of
the two beacons needs to be selected.

Calibrate to Beacon X, . . . .
AR L e | Adv. settings >> Beacon 1 is vertical c9|l tha.t works fpr H-fleld.probes that
are sensitive to a vertical field. Typically, horizontal loop
| Elevate the probe holder cylinder. probes. This beacon also works for E-field probes.
1. Loosen the screw. Use an Allen key. Beacon 2 is two crossed horizontal wires that work for H-field
2. Elevate the probe holder cylinder as much probes that are sensitive to a horizontal field. Typically, vertical
as possible. |00p probes.
3. Fasten the screw. PLEASE NOTE!

For best performance, a vertical loop probe must be rotated
so that the plane of the loop is aligned with the X or Y-axis.

Calibrate to Beacon x
step1 step2 step3  stepd step5  stepb | step7  step 8 Ady. settings >> |

< Previous Next >

Choose probe type.

Tvpe 1is:
- Magnetic probes with horizontal loop
- Electric probes

Type 2is:

4. Step 4: Click the button “Reset to machine zero”. The Scanner - Magnetic probes with vertical loop

resets and moves down to Z=0. The Scanner table must be

empty. Probe type
* 1. Magnetic horizontal loop / Electric
Calibrate to Beacon _ t3 2. Magnetic vertical loop
stepl step2 step3  stepd | step5 stepB  step7  step8 | Ady. settings >>

Reset the Scanner.

< Previous | | Mest>

Click on the reset button below to move the
Scanner to the default starting position.

7. Step 7: Click on the Calibrate button to start the calibration
sequence. The calibration will take between one and ten
minutes depending on the speed of the spectrum analyzer.

Reset to machine zero | Calibrate to Beacon X

step1  step2  step3 stepd step5 stepB | step7 | step 8 | Adv. settings >>

¢ " | g Calibrate.
< Previous | Next >

Click on the Calibrate button below to start the
calibration sequence.

[You can stop the sequence and restart it again
using the Stop and Calibrate buttons.)

5. Step 5: Lower the probe holder cylinder. An easy way to
calibrate the Z-axis is to use a thickness gauge between the
tip of the probe and the table.

Stop Calibrate

< Previous | Next >
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>
Z
(1]
a When the calibration is done you will be given a choice to Advanced settings:
- move the probe tg XOYOZO. It is reco.mmended to d,o so. This Clicking on “Advanced Settings” opens the dialog shown below.
© is a chance to verify that the probe is correctly calibrated. If ) ) ] ) ) )
E the calibration was successful, the tip of the probe should be With these settings you can fine tune the calibration settings
= position directly above X0YO.
(%] . . . . -
o If the calibration is off, you may need to adjust the starting ”
position of the calibration. This can be done in the advanced [ << Adv. seftings | 1
S settingSA See below. Side length of starting area [mm]: |32 - Eta" position probe type 1
(%] Mo. of awg. meas. ¢ position: |TU = |U,UUU
0 8. Step8 i o S
w intermal beacan Center iequency (Int. beacon]: |120MHz v: |0.000
Ly Don't forget to disconnect the calibration signal source. e Center frequency [Exl. beacon]: |300MHz z [0.000
-
Calibrate to Beacon x Span: [10kHz 7 .
- —— . = et position probe type 2
stepl  step?  step 3 stepd  stepf stepB step 7 step 8 | Adv. settings »> | Resolution bandwidth: |1kHz S
Viden bandwidth: [1kHz % |0.000
Shut off the beacon. Bttsnuaton: |0de] Y. [0.000
7 [0.000

Dizconnect the power to the internal beacon Fieference level: |0dB

ar T
Fieference level offset: |0

Disconnect the external reference signal tum to Factory settings ‘

—_— |—1 J

‘ Close | No. of spectium sweeps:

‘ Save settings ‘

1. Side length of starting area
The Scanner will search for the beacon in smaller and smaller
squares. This is the size of the first big square.
Default value is 3.2mm

Gl 2. No. of avg. meas. / position
These are the number of measurements made at each
measuring position, from which the average value is
calculated. More measurements will give a more accurate
result but will take longer. Default value is 10 measurements.

3. Center frequency (Int. beacon)
This is the frequency that will be measured when selecting
Internal beacon in step 2 above. Default value is 120 MHz

4. Center frequency (Ext. beacon)
This is the frequency that will be measured when selecting
External beacon in step 2 above. Default value is 300 MHz

5. Spectrum analyzer settings
These are the setting that will be used when searching for the
beacon.

6. Start position probe type 1
These are the coordinates of the point around which we will
start to search for the beacon when type 1 is selected in step 6
above.

7. Start position probe type 2
These are the coordinates of the point around which we will
start to search for the beacon when type 2 is selected in step 6
above.

8. Return to factory settings
Click here to return to factory default settings.
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Positional calibration of the near
field probe (SCN-500 series)

1. Make sure the scanner table is empty.
2. Reset the scanner.

Scanner
|Scanner model SCN-5xx - | Edt || Resst |

3. Afterresetting you will get the choice to adjust the height of
the probe. Click Yes.

Confirm @

Would you like to move the probe down and
adjust the tip against the surface of the scanner table?

4. Make sure that the probe is mounted heigh enough, or just
remove the probe to be extra safe, before clicking OK to
move down.

Confirm (x)

To prevent damage to the probe, please unscrew the probe and fasten it again as high up as possible in the probe holder.

Click OK when you are ready to move the scanner head down to Z=0

ok || Aot

5.  Lower the probe untill it almost touches the scanner table
and fasten it.

Confirm @

Unscrew the probe and lower it until the probe tip almost touches the scanner table.
Make sure also that the rotation of the probe is correct and then fasten it.

Click OK when done.

| oo H Abort |

Now the height (Z axis) of the probe is set.

If the tip of the probe is not located at the origin of
coordinates, then the origin offset values need to be
adjusted.

8. Measure the distance between the center of the probe tip
and the origin of the coordinates of Scanner table.

9. Click on the Config tab.
In the Spectrum analyzer box, near the Probe setting, click
the Edit button.

19

10.

11.
12.
13.

14.
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Pendulum

Edit probe settings (%)

Probe: |PROBE_0dB -

Carrection factors: |UKHZ.DDE.3DEHZDDE =

Oignoffeat® [ mm
Oignoffeat: [4 | mm
DiginoftetZ [0
Rotation cabration>: [0 mm
Rotation caibrationy: [0 mm
Calinsted
)

Prabe tip diamter

Adjust the values of Origin Offset X and Y with the distances
measured in step 8.

Please note! The value for Origin Offset Z is not in use for
SCN-5xx series and must be set to zero.

Click on the Save and then the Close button.
Reset the scanner by repeating steps 2 - 4

Repeat step 8 to 12 until the tip of the probe is positioned
above the origin of coordinates after a reset.

More details on probe settings can be found on page 34.
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@
5 I . d f Strip Line Calibration Wizard x
3 / \I I Ip Itu e/ requency step 1 step2 | step 3 stepd  step5  step B step 7 step®  stepd step 10 step 11
o . . . . .
m©
i calibration using Strip line s
E . . . Setig [Sretra =] es || The start frequency must not be lower than
G calibration option (All scanner s 10z s ey o o
() S higher than BO00MHz.
- o
Rorcemat [ Activate "Skip Reset to allovs manual settings'.
i models) L
©] FF et 05 =l To avoid overloading the input of the 5S4 you
g Unie 80 = may need to add rome attenuation or dizable
e i P o [ =] Feasewenz | tha internal pre-amplifier.
- Sovetrs b 1] A
@ Detectus Scanner Software Version: 3.1.0 el % Save the new setting and call it "Calibration” or
_ T T_;—J something relevant
@] Config [ Meas points = Meas EMC T, Meas. EMC/Tine <€2 View Pre-Scan PR o
B © %= CR Ty T———
7 Mans Chareel s pelead o o o520,
Spectrum analyzer L . ) r
|R&S FPL.FSL.FSV FSW FSP_ ESL.ESU.ESP.ESPLESCILZYL ZNL ETLESRP [Visa) - = = < Frevinuz ‘ | Mest >
Sefting: | 30MHz - 16Hz ~ Edit
Probe: PROBE_0GB v Edit — — -
Strip Line C: Wizard X

Communication seftings

step1 step2 | step 3| stepd  step5  step B step 7 step®  stepd step 10 step 11

e e
Scanner mote SCH S © e | pem it e e i
Limit § o Mow open the Config tab and click Edit next to
imit = Spactnum sndyrm Probe. Make sure that the probe corection
| S ample-fimit-fine > | Ea | | e st factars are set o zero,
seneg [Sevire E
‘ Calirate HR Scanmer to beacon ‘ || e oS S For example: 0Hz,0dB.30GHz.0dB
) e e -
| Calibrate SCN-500 Scanner to beacon | =
Pt TR 4
| Strip Line Calibration Wizard | e I
-
Oagnomey [T7F wm
Oageothe 2 [0 -
The strip line calibration option enables you to accurately = <Previous | | hewt>
measure the field strength of the magnetic near field and to
compare measurements made with different probes and setups.
The probe calibration uses a well-defined strip line board and a Strip Line Calibration Wizard )
spectrum analyzer with built in tracking generator to step1 step2 step3 | stepd | step5  stepB  step7  step B stepd step 10 step 11

automatically generate probe correction factors in the Scanner
Software, to compensate for imperfections in probes, cables,
connectors and pre-amplifier. The calibration procedure only
takes a few minutes and is very easy to perform. A step-by-step
wizard includes detailed instructions on how to connect
everything and setup the calibration measurement. Calibration
can be made on any magnetic near field probe and covers a
frequency range from 10 MHz to 6 GHz.

Manually activating the tracking generator.

1. Reset the spectrum analyzer by pressing the
PRESET button on the front panel.

2. Activate the power output of the tracking
generator.

3. Set the output amplitude to -10dBm.

! < Previous Next >

Strip Line Calibration Wizard X
step1 step2 step 3 stepd  stepS | stepB  etep 7 step®  stepd step 10 step 11

M aming the probe calibration getting

Type a new name far the probe calibration
setting. I a setting with the given name already
exists, you will be asked for permission to
ovenite.

Strip Line Calibration Wizard X
stepl | step2 step3 stepd stepS stepB o step 7 step®  stepd step 10 step 11

E quipment requirements Probe calibration setting name:

This calibration procedure requires: |StripLineCalibration

1. & spectrum analyzer with buit in
tracking generator,
2.4 Detectus SLCC stiip ine PCB with a 50
ohm termination,
3. An H-field near field probe with horizontal or
vertical loop : i
4. Good guality RF cables < Frvaus ‘ | Mest >
5. Optionally a pre-amplifier J L

Mext »
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Strip Line Calik Wizard X Strip Line Calibration Wizard X
stepl step2 step3 stepd step5 | stepB | step7  stepB  step 9 step 10 step 11 stepl step2 step3 stepd step5  stepB  step7  stepB  step 9 step 10! step 11
Cable Calibration Calibrate.
The cable that goes from the generator output Connect the strip line board to the generator
to the strip line board needs to be measured. output.
Connect this cable from the output to the input
of the spectrum analyzer. Connect the probe to the input of the
spectrum analyzer. Possibly via an external
Click on the button below to start the cable pre-amp.
calibration.
Click on the button below to start the calibration
The measurement will run in the main window measurement.
and can be paused or stopped there.
Start cable calibration Start calibration measurement
| < Previous } Next > < Previous } Next >
Strip Line Calil Wizard X Strip Line Calil Wizard X
step1 step2 step 3 stepd  step 5 stepB | step 7 | step B stepd step 10 step 11 step1 step2 step 3 stepd  step5  stepB step 7 step®  stepd step 10 step 11
Select Probe type and Optimization tolerance ;Conlig |Meag. points | Meas. EMC | ¥ Done
A low walue on optimization tolerance will create General I Mow, if everything went according to plan,
mare accurate corection factars but there will a new probe setting was created. The new
be alot of values... probe setting should be visible in the list of
Speclimianalyzer probes on the Config tab.
[H&S FSL.FSV.FSW.FSP.ESLESL
To uge the new setting you must select it on the
config tab.
Frobe type Setting: |30MHz - BGHz » "
* 1. Magnetic harizontal loop
Probe:
2. Magnetic vertical loop
Optimization tolerance (dB). |E|.5 - &
FROBE_O4E [30MHz-1GHz2
Scanner | oonpe 48 [30MH2-5GH3
< Previous ‘ | Mest > Scanner {PROBE_30dB Cloge
Strip Line Calil Wizard X
stepl step2 step3 stepd stepS  stepB step 7 step 8 stepS step 10 step 11
Meazurement zetup
Connect the probe ta the spectium analpzer
input. Possibly via a pre-amp. Just like for a
regular emission scan,
Connect the tracking generator output to one
end of the strip line PCE
Connect the 50 ohm termination to the other
end of the strip line,
Place the stip line PCE on the Seanner table
< Previous ‘ | Mext >
Strip Line Calil Wizard X
step1 step2 step 3 stepd  step 5 stepB step 7 step B | step 9 | step 10 step 11

Dizstance from centre of loop to probe tip.
RF-B 0.3-3: 1.3 mm

RF-R 0,3-3:1.3 mm

LFB 3:1.3mm

Mormally the centre of the loop fies 1.3 mm
from the tip of the probe so pou should
meazure 4 mm between the tip of the
probe and the strip line

Create measuring paints path

Mow open the Measuring paints tab and make
a 75 mm by 10 mm measuring points path
covering the stipline.

The step size should be Tmm.
The height of the probe is ver important

The distance between the centre of the
loop and the stip line must be 2.3 or 5.3 mm.

Digtance [mm]: |53 =

< Previous ‘ | Mext >
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Laser Distance Meter (LDM)
of SCN-500 series of EMC
Scanners

The LDM is measuring the topography of a DUT using laser
triangulation to create a 3D model (STL) that can be used to
measure emission or immunity with the SCN-500 series of EMC
Scanners.

The LDM is sending a laser beam straight down projecting a red
dot on the surface of the DUT. A slightly angled camera built into
the LDM registers the position the laser dot and the height is
calculated by triangulation.

The LDM is attached on the left side of the ZR module of the
SCN-500 EMC Scanner and connected at the top.

Preparations:

Before we begin calibration the position of the LDM we must
make sure that the probe is properly calibrated to the coordinate
grid. This can be done either manually or with the help of the
Beacon calibration option.

SCN-500 EMC

— We measure, we calibrate, we validate.
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Measuring the position of the LDM:

For the LDM to work properly it need to be calibrated in position.
That is, the offset in X and Y of the laser beam compared to the
probe must be typed into the software.

Measure the offset like this:

1. Go to Measuring Points tab - 3D.

2. Turn the laser on by checking LDM ON.

3. Click “Position Scanner manually” to open the positioning
dialog.

4.  Move the scanner head using the step-by-step movement
buttons until the red laser dot is at the origin of coordinates.

5. Remember the X and Y position.

6. Turn the laser off.

@ DEE
& : Mest EME | T, Meox EMC/Time | G View Pretcan QS View Scom Cocuote | Baich [ idormaion
[ £

P00 BE DO

@ v

Q) Pastion Scannes manuslly

ity Pasilion: X45,9 Y45,2 2100.0 R0
o
soysack nods Baton made

e
¥T 1@

Move Scorne toosbns Sienby o sty

A A e S T— 5
Houiersd 4213100 L T
IR — Z[0s  m
St 0 no c
Sop ke |0
oo 6
Sam oot o STATT MovescarnmtosTanT
Stae et postin o EHD. Mowe S END
s s g LOM
[r——

Enter the LDM offset coordinates:

1. Go to Config tab and click the Scanner Edit button.

2. Typeinthe reversed coordinates from the positioning dialog.
3. Click Save and then Close.

w poets | B Meor. (NG 5 Mo EMCTime 2 Viow ProSan @ VimScan [[] Cobeute T botch | infomotion

Q sens

Caliwate HR Seann to beacon

Cobibeate SCH-500 Scanac to beacon

St Ui Calbuation Wisad
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Measuring the topography of a DUT:

1. Place the DUT on the scanner table. Keep in mind that there
is an area to the right where the laser cannot reach due to its
position on the side of the probe.

2. Goto Meas. Points tab - 3D.

@ Detechus Sconnes Sftware Versors 3,11 8E0
@ Cong ] Mess points 2 Moss EMC T, /T B Vi

Gemeral »

kLlelo|Dm D@

Enter the coordinates for an area that covers the DUT.
Enter the step size.
Click the button “Measure heights using LDM”.

Enter a filename for the 3D model in the “Save As” dialog that
opens.

o v s W |

7. The scanning will begin.

8. When the scanning is done you can load the 3D model and it
probably looks fairly good from the top view.

@ DeectusScanner et e 10 JE|

63 Cotg | FE Meor poimts | TS Mess EMC T, Mews EMC/Tme D ViewProScan @ Viwscan [F] Colue T buch D wes
Gemerol »

o - B MO=lo/ombl®

— We measure, we calibrate, we validate.

9. However, depending on the shape of the DUT and if the laser

dot was blocked from the view of the camera, there may be
some points where we have no good reading. If so, those
points will show as unreasonably heigh spikes.

© Detectus Scanmer Software Verswon: 3.1.0 -)Bix
§83 Couta R Mewn ponts | Mess EMC | T, Mons EMC/Tima D ViewPioScan @ ViewSoan [F] Cooue | T such | D e
Genet | D

oom BINEEEEOREE

oM on

10. The feature “Auto correct heights” will find the points with
bad readings and try to correct them by approximation from
the surrounding points.

11. Clicking “Auto correct heights” will open a “Save As” dialog
and it is recommended to choose a different name and not
overwrite the original 3D model just in case...

| © Detectus scanver software verson: 3,10 A
‘ 63 Cont FE Moor puot | S Mo EMC | T, Mess ENC/Time B Vi ProScmn | (> ViwScan [B] Colcite

| Beneat Ed

Tt D

oM N

Tip:
Sometimes it is impossible to completely avoid bad readings

because of the shape of the DUT but it is possible to reduce the
number points in a few easy ways.

» Rotate the DUT so that steep edges are facing in the Y+
direction.

« Cover deep holes with non-transparent tape.

« Cover shiny parts with non-transparent tape.

Also, if the 3D model does not represent reality perfectly, for
example, reality contains connectors and cable that does not
exist in the 3D model, then perhaps the 3D editor can help. See
page 41

pendulum
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Entering the amplitude
correction factors of the near
field probe

You can calibrate your probe, Pre-amp and cables automatically
and accurately using Detectus Strip line calibration board and
the self-explaining wizard found on the Config tab. The Strip line
calibration board is sold separately and requires a spectrum
analyzer with built-in tracking generator. Make sure the scanner
table is empty.

1. Click on the Config tab.
In the Spectrum analyzer box, near the Probe setting, click
the Edit button.

Strip Line Calibration Wizard

2. Entera new name for the probe setting in the Probe text box.
Please note that the name must begin with PROBE_.

Edit probe settings (x)

Probe: |PROBE_OdE| -

Conrection factors: [OKHZ DB, 30GHZ, 008 =
Oiigin offset % |3 mm
Oigin offset Y: |4 mm
Origin offset 2 |0 mm
Rotation ealibration < |0 mm
Rotation ealibration v: |0 mm

Calbratert
Piobe fip diamter: |3 mm
| Delte || Cse || Save |

3. Click the ... button to edit the Correction factors.
Enter the frequency in Hz, kHz, MHz or GHz. Enter the
amplitude correction in dB.

Edit Correction Factors (x)
Frequency  Ampltuds comectic |'¢ oK
KHZ 0DE —_—
0GHZ 0DB | X Cancal |

=
(¥ v
|+ sl |
5 = ]

4. Click on the OK button.
5. Click on the Close button.

19
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Positional calibration of the IR-
probe (DS, and Rx series)

1. Place the IR-probe in the Z-axis carriage. The probe should
point straight down towards the Scanner.

2. Click on the Config tab.
In the Scanner box, click the Reset button.

3. Press the LASER ON button on top of the IR-probe.
A diode will light a red spot on the Scanner for app. 15
seconds.

4. Measure the distance between the light spot and the origin
of coordinates of the Scanner table.

5. Click on the Config tab.
In the Spectrum analyzer box, near the Probe setting, click the

Edit button.
Edit probe settings ()
Probe: |PROBE_OdE] =
Conection factors: [0KHZ. 008 30GHZ DB (-]
Oiigin offset 3¢ |3 o
Origin offset . [4 Ly
Origi offset Z: [0 i
Flotation calibration <. |0 mm
Flotation calibration Y |0 mm
Calbrated!
Probe tip diarter: |3 Ly
| Delele || Clse || Sae |

6. Adjust the values of Origin Offset X and Y with the distances
measured in step 4.
For DS, RX and RQ scanners, do not change the value of
Origin Offset Z. It should always be 10.

Click on the Save button.
Click on the Close button.

Click on the Config tab.
In the Scanner box, click the Reset button.

N

10. Repeat step 2 to 9 until the light spot is positioned at the
origin of coordinates after a reset.

Calibrating the temperature
reading of the IR-probe (DS and
Rx series)

To be able to perform the calibration, you need two surfaces of
different temperatures. A big difference in temperature between
the two surfaces will generate a better result than a small
difference in temperature. The temperatures of the surfaces need
to be fairly stable during the calibration process.

Calibrating the temperature (°C) reading of the IR-probe is done
in three steps:

1. Setting calibration factors to default values.
2. Calculating the calibration gain.

3. Calculating the calibration offset.

pendulum
relaer
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Setting calibration factors to default values

1. Click on the Config tab.
In the Scanner box, click on the Edit button to show the next
dialog box.

Scanner settings R5321/RSE321

=
ix)

Heat calibration gair: |2.22
Heat calibration offzet: |U
Com part: |
Usze hold on Z-axis:

Close | | Save |

2. Make sure that the Heat calibration gain is set to 2.22 and
that the Heat calibration offset is set to O (zero).

3. Click on the Save button.
4. Click on the Close button.

Calculating calibration gain

1. Point the IR-probe towards a surface with a low constant
temperature, e.g. the black surface on top of the Scanner

table.
Click on the Meas. Heat tab.

In the Measure Continuously box, click on the button
Measure Now button.

[ rere———r

B o B e ps | M 0 T e 0uitme G s @ vemsom | T] o et 1, o e [B] corunn 5, wuon | ] nen

———————
Towmaa Torcoann L

Mearas [eee] e Scom

4. Make notes on the temperature reading on the screen and
the temperature reading on the LCD display of the IR-probe.
5. Now point the IR-probe towards a surface with a high
constant temperature.
6. Make notes on the temperature reading on the screen and
the temperature reading on the LCD display of the IR-probe.
7.  Calculate the new calibration gain using this formula:
SCR1 = Low temperature shown on the screen.
LCD1 = Low temperature shown on the LCD display of the
IR-probe.
SCR2 = High temperature shown on the screen.
LCD2 = High temperature shown on the LCD display of the
IR-probe.
New calibration gain = (LCD2 - LCD1)/ (SCR2 - SCR1)*Old
calibration gain
8. Cick on the Config tab.
In the Scanner box, click on the Edit button to show the next
dialog box.

9. Enter the new Heat Calibration gain
10. Click on the Save button.
11. Click on the Close button.

12. Repeat the procedure until (LCD2 - LCD1)/ (SCR2 - SCR1)
is near one.

20

Pendulum

Calculating calibration offset

1. Point the IR-probe towards a surface with a constant
temperature, e.g. the black surface on top of the Scanner
table.

Click on the Meas. Heat tab.

In the Measure Continuously box, click on the button
Measure Now button.

[T —

B ot B M | b T M Ol B Viom s |G Vomscm [ Momn ot [T, s e [ contin T wueh | | mon

Mosone et Mot condmasy e o @ ke
- f—

Heares Mo s Hew e

4. Make notes on the temperature reading on the screen and
the temperature reading on the LCD display of the IR-probe.

5. Calculate the new offset factor using this formula:
SCR = temperature shown on the screen.
LCD = temperature shown on the LCD display of the IR-
probe
New calibration offset = LCD - SCR + old calibration offset.

6. Click on the Config tab.
In the Scanner box, click on the Edit button to show the next
dialog box.

Scanner settings R5321/RSE321 |:):(:|

Heat calibration gair |2.22

Heat calibration offset: |D

Com port: |

Uze hold on Z-awis:

Close | | Save |

Enter the new Heat Calibration gain.
Click on the Save button.
Click on the Close button.

10. Repeat the procedure until the temperature reading on the
screen and the temperature reading on the LCD display of
the IR-probe are equal.

Changing the heat emission factor of the IR probe

The emission factor is the rate of energy emitted from the surface
of the object in front of the probe. All objects possess a particular
emission factor which changes according to the object’s conditions
or temperature. Since the probe allows the emission factor to be
set, even more precise measurements can be conducted by
matching the emission factor of the object to be measured.

Objects with a low emission factor (e.g the surface of shiny
metallic objects) reflect the surrounding temperature since they
are reflective. In this case, it is necessary to block out these effects
from the surrounding objects since incorrect measurements will
result by reflecting these temperatures.
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The emission factor normally has a maximum value of 1.00.
However, taking into consideration the influence of the
surrounding noise, the emission factor of the probe can be set up
to 1.20.

This is how to change the emission factor of the probe:

1. Unscrew and remove the cover.
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2. Press the enter button to enter setup mode. The button will
light red.

3. Press arrow buttons until the cursor on the display is above
the “¢”

Press the enter button to select the emissivity setting mode.

Press the arrow buttons to adjust the emission factor.

4
5
6. Press the enter button to exit the emissivity setting mode.
7. Press the enter button to exit the setup mode.

8

Mount to cover.
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g How to mount the probe - How to mount the ZR module -

o o .

4 SCN-500 series SCN-500 series

w

= 1. Connect the RF cable to the probe and tighten the nut firmly. 1. In the package with the SCN-500 EMC Scanner there is a
It is very important that the nut is firmly tighten because of the small plastic bag with three screws and an Allen key. Those
rotation forces that will occur during four axis measurements. are for mounting the ZR module.

2. Mount the ZR module and fasten it with the upper screw
first. Then fasten the two screws at the bottom.

-l

2. Insert the probe from the top of the Z axis.

3. Connect the 15-pin D-SUB and secure it with the two screws.
Use a regular flat head screwdriver.

3. Fasten the probe by tightening the nut firmly.
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How to perform Pre-Scan and
EMC-Scan measurements

This chapter will guide you through, step by step, how to perform
a simple EMC-Scan measurement step by step.

1. Start the software by clicking on the icon on your desktop.

2. After a few seconds, depending on scanner model, this dialog
box may show.

) =
Confirm (%)

Reset Scanner?

Click on Yes to reset the Scanner to its starting.

4. Position and calibrate the near field probe according to the
procedure in “Positional calibrating the near field probe”.

5. Make sure that the near field probe is connected to the
spectrum analyzer (possibly via a pre-amplifier) and that all
instruments are powered on.

6. Click on the Config tab.

© Detectus Scanmer Software ersson: 3.5 A0
01 Contn ] Mo punts | T Moas ENC T, Mese MC/Time |G Viw reScm (S View Scam cottte | T e [ ntomoion
@ criimr

am sy :
Tekuiona 54 5A Visal St Hide adharcod st

Salrg | bets bz - e
Pk | PROBE_06 - ca

Commaiaten wongs

Calbiale H Scannes ta beacon
Catuate SO 500 Seamer ta bascan

St Line Cabbraion Wizsed

7. Inthe Spectrum analyzer box, near Setting, click on the Edit
button.

23

10.
. Click on the Config tab.

13.
14.
15.
16.
17.

18.

Edit spectrum analyzer settings

Sefling: [30MHz - 300MHZ
Rsference level (0B
External gain/loss: |04
R ateruatior 0B

Intemal Predmnplfier: [OFF =
Units |80V [+
Notacepoints (801 =
Trace funclion: [M&XH =

Skip reset b allow manual settings

[10MHz36Hz)

Pre-Scan/MultiScan
Resolution banduwidth: |1kHz

Scan/EMC overtime
1kHz

Video banduwidth: |1kHz
Center hequency: [165.0MHz

[1kHz

Frequency spar: [270.0MHz

[3MHz

Pendulum

Start hequency: [30MHz
Stop frequency: | 300MHz

No. of spectum sweeps: |1 [1

Peak excursion: | 3.0

| Dekte || Cose || Save

This is the Settings dialog box.

Click on the "down arrow” on the right side of the Setting box
and select a suitable setting from the list showing all stored
settings. If no suitable setting is found, you may enter a new
setting name and alter the settings to suit.

Click on the Save button.
Click on the Close button.

In the Spectrum analyzer box, near the Probe setting, click on
the Edit button.

. Click on the "down arrow” on the right side of the Probe box

and select a suitable setting from the list showing all stored
settings. If no suitable setting is found, you may enter a new
setting name and alter the settings to suit. (Refer to “Entering
the amplitude correction factors of the near field probe”).

Edit probe settings ()

Probe: |EEEEEE -

Correction factors: |OKHZ,0DB,30GHZ.0DB [o]
Drigin offset: |9 wm
rigin offset'r: |4 wm
Drigin offset Z: |0 wm
Fictation calbration %; | mm
Fictation calbrationY: | mm

Calbrated
Prabe tip diamter: |3 wm
| Dtz | COese || Save

Click on the Save button.

Click on the Close button.

Place the test object on the Scanner table.
Click on the Meas. points tab.

Click on the General button to select 2.5-dimensional
measuring points. It is also possible to generate full 3D
measuring points. See “How to generate 3D measuring
points” for a detailed description.

In the Grid / Point list box, select Grid.

pendulum
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@ Detecue Scanme oftware Version: 130 B

68 Contg | [ Moseponts | TN Meas M T Moss EMC/Time D Viow PreScan @D ViewSean [F] Coutae

Gonesal »

LD O e P Quie

1502 R0

19. Enter a suitable step size in the Step size box. A
small step size will generate a high-resolution measurement,
and a large step size will generate a low-resolution
measurement.

Measuring in large steps is quicker than measuring in small
steps.

20. Select measuring plane by clicking on XY plane, XZ plane or
YZ plane.

21. Click on the Outline button.
Define the outline of the test object by entering values in the
Area box. You may also click and draw the outline.
Drawing the outline is optional but may be valuable when
you want to repeat a measurement.

22. Click on the Base level button. Definethe measuring
area by entering values in the Area box. You may also click
and draw the area.

23. Enter the value of Z-level in the Area box.
Z-level is the height of the probe above the Scanner table
during measurement.

24. You may define “islands” with different Z-levels than the Base
level by clicking on Level 1 ... Level 7 buttons. This is useful
e.g. to make the probe skip over high components on a PCB.

25. The measuring point can be saved (as an .MP file) for later use
by clicking on the Save button.

26. Click on the Meas. EMC tab

@ Detec Scamner Sottmare veron: 220 e
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27. Click on the Pre-Scan button to start the wide-band
measurement. (The setting for this measurement was defined
in step 6.)
When the measurement is finished, you will see the spectra
and a list of peaks.

28. Click on the Save button to save the measurement.
(Saving is optional, but you will find it useful when you want
to repeat a measurement and compare the results.)

— We measure, we calibrate, we validate.

29. Select the desired frequencies from the list of Scanned
frequencies and click on the Add => button to move the
frequencies into the list of Frequencies to measure. Other
ways of entering a frequency into the list of Frequencies to
measure, are by double-clicking on the spectra graph or
simply by typing the frequency into the Add manually box
and clicking on the Add button next to it.

@ Detecus Scanme SoftwareVersion: 330 80

@ Convg [ Meon goims | T Meor EMC | T Meas EMC/Time B View PreScan (S View Scan Coeuate | T Batch | [ ndormation
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30. Click on the EMC-Scan button to start the narrow-band
measurement of the selected frequencies. (The setting for
this measurement was defined in step 6.)

31. Before the measurement is started, you will have to enter

where to save the result as one or more files.
Enter the desired file name.
You do not have to enter the file extension because the files
will automatically be named “.E01” for the first frequency,
“.E02” for the second frequency and so on. The measuring
results stored in these files can be visualized on the View
Scan tab.

32. Click on the View Scan tab.

Click on the o button to load a previously saved EMC-Scan
measurement.

Ty Mo NG G Ve rtcsn| @ Voo |[B] Coltte| T, b | | i
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33. There are many ways to visualize the result of an EMC-Scan
measurement, utilizing the features on the View Scan tab.
For detailed information, please refer to page 56.

34. Theresult of an EMC-Scan measurement can be documented as
a report in HTML format and printed out.
Click on the £® button to create the report and open it in
your default HTML browser. In your browser you can save or
print the report. If you want to edit the report, you can use any
word processor that is capable of reading HTML-formatted
files.
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Edit spectrum analyzer settings (x)

How to perform a MultiScan
measurement

This chapter will guide you through, step by step, how to perform
a simple EMC-Scan measurement step by step.

Selting: |

Reference level 0dB
Esternal gain/loss: |08
RF attenuation: |0dB
Intenal Predmpliier: OFF  ~  [10MH2:3GHz)
Units |8 -
Notacepoints 801«

1. Start the software by clicking on the icon on your desktop. Trase furctior: MAXH -

Skip reset to allow manual settings
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Pre-Scan/MultiScan
Resolution banduwidth: | 1kHz

Scan/EMC over time
[TkHz

Videa bandwidth: | 1kHz
Center hequency: |165.0MHz

[TkHz

Frequency span: |270.0MHz

[3MHz

Start hequency: | 30MHz
Stop hequency: | 300MHz

Mo of spectium sweeps: |1 [1

Peak excursior: | 3.0

2. After a few seconds, depending on scanner model, this dialog
box may show.

Confirm (;(:u

| Delte || Cese || Save |

Click on the "down arrow” on the right side of the Setting box
and select a suitable setting from the list showing all stored
settings. If no suitable setting is found, you may enter a new

Reset Scanner?

| ¥ || Mo | setting name and alter the settings.
9. Click on the Save button.
3. Click on Yes to reset the Scanner to its starting position. 10. Click on the Close button.

4. Position and calibrate the near field probe according to the 11,
procedure in “Positional calibration of the near field probe”.

Click on the Config tab.
In the Spectrum analyzer box, near the Probe setting, click on

5. Make sure that the near field probe is connected to the the Edit button.

spectrum analyzer (possibly via a pre-amplifier) and that all i pokecuinoy )
instruments are powered on. Probe: |EENEEIES =
6 Click on the Config tab Comection factors: |0KHZ.0DB,30GHZ.0DB E|
;me“m”m ’ — Origin offset . |3 mm
67 Conio | [ Mess monts | B Mems BMC | T, Mo ENC/Time B ViewPieScan (@D Viow Scan Coltate | T Batch | odarmation Diigin ofset ¥ |4 mm
R - - © s Oiigin offset Z: |0 o
Tektroniu RSA 54 Viza) Show e vanced setngs FRotation ealibration 3 |U— l
St | Oz X0ess = i Rotation calibration Y: [0 m
. - mr
Canmnuncaicn seiirgs Calibrated:
= Frabe tip diamter: |3 mm
e S e I
[N SS——— = @
e | Delele || Cese || Save |
T
e
12. Click on the "down arrow” on the right side of the Probe box
and select a suitable setting from the list showing all stored
settings. If no suitable setting is found, you may enter a new
setting name and alter the settings. (Refer to “Entering the
amplitude correction factors of the near field probe”).
13. Click on the Save button.
7. Ln il;e Spectrum analyzer box, near Setting, click on the Edit 14. Click on the Close button.
utton.

15. Place the test object on the Scanner table.
16. Click on the Meas. points tab.

This is the Settings dialog box.

17. Click on the General button to select 2.5-dimensional
measuring points. It is also possible to generate full 3D
measuring points. See “How to generate 3D measuring
points” for a detailed description.

18. Inthe Grid / Point list box, select Grid.
19. Enter a suitable step size in the Step size box. A

small step size will generate a high-resolution measurement,
and a large step size will generate a low-resolution

measurement.
Measuring in large steps is quicker than measuring in small
steps.
20. Select measuring plane by clicking on XY plane, XZ plane or
YZ plane.
g 25 pendulum
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21. Click on the Outline button.
Define the outline of the test object by entering values in the
Area box. You may also click and draw the outline.
Drawing the outline is optional but may be valuable when
you want to repeat a measurement.

22. Click on the Base level button. Definethe measuring
area by entering values in the Area box. You may also click
and draw the area.

23. Enter the value of Z-level in the Area box.
Z-level is the height of the probe above the Scanner table
during measurement.

24. You may define “islands” with different Z-levels than the Base
level by clicking on Level 1 ... Level 4 buttons. This is useful
e.g. to make the probe skip over high components on a PCB.

25. The measuring point can be saved (as an .MP file) for later use
by clicking on the Save button.

26. Click on the Meas. EMC tab

1 Detecu S SoftmareVersion: 230 8c0

58 cora [ Moss poms | T MemtEMC | T Mess EMC/Tme D View Preomn (ED View Sean Coeuote | T ek [ indovmation

Fecuerces o nasuss

EMC-Scan

27. Click on the MultiScan button to start the wide-band
measurement of the selected frequency span. (The setting
for this measurement was defined in step 7.)
Before the measurement is started, you will have to enter the
location to save the result as one or more files.

28. Enter the desired file name.
You do not have to enter the file extension because the files
will automatically be named .MS2D. The measuring results
stored in this file can be visualized on the View Scan tab.

29. Click on the View Scan tab.

30. Click on the Bf button to load a previously saved MultiScan
measurement.

31. There are many ways to visualize the result of a MultiScan
measurement by utilizing the features on the View Scan tab.
For detailed information, please refer to page 56.

© Detecu cans St s 130

32. Theresult of a MultiScan measurement can be documented as
a report in HTML format and printed out.

Click on the 5 button to create the report and open it in
your default HTML browser. In your browser, you can save
or print the report. If you want to edit the report, you can
use any word processor that is capable of reading HTML-
formatted files.

pendulum
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How to perform a Heat-Scan
measurement (Only on RS
series)

This chapter will guide you, step by step, through a simple Heat-
Scan measurement step by step.

1. Start the software by clicking on the icon on your desktop.

B

Detectus
Scanner
Software

2. After a few seconds, depending on scanner model, this dialog
box may show.

Confirm x-

Reset Scanner?

Yes

1=
s

3. Click on Yes to reset the Scanner to its starting position at
coordinates X0 YO Z10.

4. Position and calibrate the IR-probe according to the
procedure in “Positional calibration of the IR-probe against
Scanner”.

Click on the Meas. points tab.

6. Click on the General button to select 2.5-dimensional
measuring points. It is also possible to generate full 3D
measuring points. See “How to generate 3D measuring
points” for a detailed description.

7. Inthe Grid/ Point list box, select Grid.

@ Detecus scamnes Sotmare Versio: 110 a0

63 conty [ Mess poits | Meas EMC T Moss OMC/Time <GB ViewPieScan (@ Viewscan [F] cotcue T aen | | indommation
Geonest 1
) W W] O e o Qe

e |+ G 1% RRZ0
e || P | i @ it % w % %5

8. Enter a suitable step size into the Step size box. A
small step size will generate a high-resolution measurement,
and a large step size will generate a low-resolution
measurement.

Measuring in large steps is quicker than measuring in small
steps.

9. Select the desired measuring plane by clicking on XY plane,
XZ plane or YZ plane.

rio
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10.

11.

12.

13.

14.

15.

Pendulum

Click on the Outline button.

Define the outline of the test object by entering values into
the Area box. You may also click and draw the outline.
Drawing the outline is optional, but you will find it useful
when you want to repeat a measurement.

Click on the Base level button.
Define the measuring area by entering values into the Area
box. You may also click and draw the area.

Enter the value of Z-level into the Area box.

Z-level is the height of the probe above the Scanner table
during measurement.

You may define “islands” with different z-levels than the
Base level, by clicking on the Level 1.... Level 4 buttons. This is
useful e.g. to make the probe skip over high components on a
PCB.

The measuring points can be saved (as .MP files) for later use
by clicking on the Save button.

Click on the Meas. Heat tab.

P e ——— o
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18.

[R—

Click on the Heat-Scan button to start the measurement.

Before the measurement is started, you will have to enter the
location to save the result file. Enter the desired file name.
You do not have to enter the file extension because the file
will automatically be named “.T01”. The measuring results
stored in these files can be visualized on the View Scan tab.

Click on the View Scan tab.

Click on the o button to load a previously saved Heat-Scan
measurement.

O Detecus Sanes St s 130
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20.
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There are many ways to visualize the result of a Heat-Scan
measurement by utilizing the features on the View Scan tab.
For detailed information, please refer to page 56.

The result of a Heat-Scan measurement can be documented
as a report in HTML format and printed out.

Click on the L5 button to create the report and open it in
your default HTML browser. In your browser you can save or
print the report. If you want to edit the report, you can use any
word processor that is capable of reading HTML-formatted
files.

pendulum
relaer

EElE - www.tessol.com TS-TL-PDL-009 29 /77


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-PDL-009

>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-PDL-009

TESSOL

Technical Library

How to perform a Pre-Scan
measurement on specified
positions

This chapter will guide you step by step through a Pre-Scan
measurement on specified positions.

1. Start the software by clicking on the icon on your desktop.

2. After a few seconds, depending on scanner model, this dialog
box may show.

Confirm (X:\

Reset Scanner?

3. Click on Yes to reset the Scanner to its starting position at
coordinates X0 YO Z10.

4. Position and calibrate the near field probe according to the
procedure in “Positional calibration of the near field probe”.

5. Make sure that the near field probe is connected to the
spectrum analyzer (possibly via a pre-amplifier) and that all
instruments are powered on.

6. Click on the Config tab.

@ Detectus Seanner Software Version: 3.1.0

@ Config | Meas points == Meas EMC '?® Meas EMC/Time < View Pre-Scan | <G>

Spectrum analyzer __|

[Tektronix RSA SA (Visa) -
Setig - 00z v
Probe: | PROBE_0dB ~ Edt

Commurication settings

In the Spectrum analyzer box, near Setting, click on the Edit
button.

Edit spectrum analyzer setings

o

Fleference levet (0dB
Extemal gainfloss: | DB
AF altenuation: |08
Intemal Fretimplfier: |OFF (10MHz3GHz)
Units: |8

Mo trace points: 801
Trace function: [MA<H

Skip reset o allow manual settings

Pendulum

and select a suitable setting from the list showing all stored
settings. If no suitable setting is found, you may enter a new
setting name and alter the settings.

8. Click on the Save button.
9. Click on the Close button.

10. Click on the Config tab.
In the Spectrum analyzer box, near the Probe setting, click
on the Edit button.

Edit probe settings ()

(e PROGE _0db} -

Comection facters: |0KHZ,0DB, 30GHZ,00B [
Origin offset3¢ [3 Ly
Origin offset'y: [4 Ly
Origin offsetZ: |0 Ly
Flotation calbration % [0 mm
Flotation calbration ; |0 mm

Calbrated!
Prabe tip diamter: |3 mm
| Delete || Cese || Save |

11. Click on the "down arrow” on the right side of the Probe box
and select a suitable setting from the list showing all stored
settings. If no suitable setting is found, you may enter a new
setting name and alter the settings to suit you. (Refer to
“Entering the amplitude correction factors of the near field
probe”).

12. Click on the Save button.

13. Click on the Close button.

14. Place the test object on the Scanner table.
15. Click on the Meas. points tab.

16. Click on the General button to select 2.5-dimensional
measuring points. It is also possible to generate full 3D
measuring points. See “How to generate 3D measuring
points” for a detailed description.

R I N ot AT C SR . [V —

17. Inthe Grid / Point list box, select Point list.

Pre-Scan/MultiScan
Resolution bandwidth: | 1kHz

Scan/EMC avertime
[1kHz

Video bandwidth: | 1kHz
Center frequency: |165.0MHz

[1kHz

Frequency span: | 270.0MHz
Start frequency: | 30MHz
Stop frequency: |00MHz

3z

Mo of spectium sweeps: |1

Peak excursion: | 3.0

| Delete || e || Sawe

7. Click on the "down arrow” on the right side of the Setting box

28
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18.
19.

20.

21

In the Point list box, click on the Pick button.

Pick a desired number of points by clicking on the grid.
A dialog box will ask you to enter the z-level of each point.

The measuring points can be saved (as .MP files) for later use
by clicking on the Save button.

Click on the Meas. EMC tab.
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22. Click on the Pre-Scan button to start the wide-band
measurement.
(The setting for this measurement was defined in step 6.
When the measurement is finished the spectra graph, and a
list of peaks are displayed.

23. Click on the Save button to save the measurement as a .PRE
file.

24. Click on the View Pre-Scan tab.

x| oomtnscm | (T Vw11 Mo e (T, o ewri | [B] coos | T maen |

25. Click on the Load button and select the previously saved file.

26. For detailed information on how to operate the View Pre-
Scan tab, please refer to table of contents.

27. The result of a Pre-Scan measurement can be documented
as a report in HTML format and printed out.

Click on the ) button to create the report and open it in
your default HTML browser. In your browser you can save or
print the report. If you want to edit the report, you can use any
word processor that is capable of reading HTML-formatted
files.

How to perform a spot Heat
measurement over a period of
time (DS and Rx series)

This chapter will guide you step by step through the heat
measurement of a spot during a period of time.

1. Start the software by clicking on the icon on your desktop.

Detectus
Scanner
o

2. After a few seconds, depending on scanner model, this dialog
box may show

Confirm b

Reset Scanner?

Wes No

3. Click on Yes to reset the Scanner to its starting position at
coordinates X0 YO Z10.

4. Position and calibrate the IR-probe according to the
procedure in “Positional calibration of the IR-probe”.

5. Click on the Meas. Heat/Time tab.
L]

N A T —

6. Enter the desired coordinates into Scanner Position (mm)
box, and click on the Go button to move the Scanner and aim
the IR-probe towards the spot to be measured.

7. Verify the position of the IR-probe by pressing the LASER ON
button on top of the IR-probe. (The laser will light for
approximately 15 seconds.)

8. In Measurement Preferences enter the total measuring time in
the Time box.

9. In Measurement Preferences enter the interval desired
between the individual measurements in the Interval box.

10. In the Active Layer box, select a colored layer.
11. Start the measurement by clicking on the Start button.

12. When the measurement is finished you can click on the Save
button to save the measurement as a .HOT file.
(Saving is optional but you will find it useful when you want
to repeat a measurement and compare the results.

pendulum
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Detectus

Scanner
Software 3.3

After a few seconds, depending on scanner model, this dialog box
may show

Confirm x

Reset Scanner?

2. Click on Yes to reset the Scanner to its starting position at
coordinates X0 YO Z10.

3. Position and calibrate the IR-probe according to the
procedure in “Positional calibration of the IR-probe”.

4. Click on the Meas. EMC/Time tab.

=
653 o |
oBEo s

5. Enter the desired coordinates into Scanner Position (mm) box
and click on the Go button to move the Scanner and place the
near field probe above the spot you want to measure.

>
(1]
£ .
g How to perform a spot EMC How to generate 3D measuring
= .
8 measurement over a period of ~ PoInts
e . . . . .
6 tlme 3D measuring points are based on a 3D surface model in STL file
g format.
4 This chapter will guide you, step by step, through making a spot  The measuring points are generated to form an offset surface to
8 EMC measurement over a period of time. the STL file.
g 1. Start the software by clicking on the icon on your desktop. 1. Click on the Meas. points tab.

B@b;:ma%:::.me Moo 0| T Moo MG | B Viom P | T Yoms20m TS T e |[] coue | . cona| | P

:d = o | B3 ro<oo bED@ Q o

ne s _

2. Clickonthe o button to open an STL-file.
Both ASCII and Binary STL-files are supported.
3. The STL-file view can be rotated, zoomed and panned.

@ Deteta S Sefvere Ven 320 ao

3 conio [ Woos pooks | T Mew EMC | T Mem EMCATime €D ViewPieScan @D ViewScon [F] Cocwe T buch [ infomaion

@ o

4. Use the Info button to activate the info window where you
can read the 3D coordinates when moving the mouse cursor.

5. To align the 3D model, right click to open the 3D Edit menu
where you can move, rotate and edit the 3D model. Se page
41

6. Or, click on the STLalignment button.
Make sure the 3D model (STL-file) is aligned with the physical
object on the scanner table by using the STL-alignment
feature described in detail on page 42.

7. Setup the scanning area

6. In Measurement Preferences enter the total measuring time in fres Step size: |1 i

the Time box. Dist. to surface: |3 mm

7. In Measurement Preferences enter the desired frequency in Default Z-evek |1 mm
the Frequency box. Allowed units are Hz, kHz, MHz and GHz. Stat End

8. In the Active Layer box, select a colored layer. 50 14 L

¥ |50 0 mm

9. Start the measurement by clicking on the Start button.

10. When the measurement is finished you can click on the Save
button to save the measurement as a .EOT file.
(Saving is optional but you will find it useful when you want
to repeat a measurement and compare the results.)

Ma [ .2): 230,195,100

8. Click on the Generate MP3D button to generate the
measuring points.
Generation may take some time if the 3D model is complex.
A blue bar will show the progress.
Generation can be stopped by clicking again on the same
button.
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How to make calculations

On the Calculate tab, you can perform four different calculations
based on measurements. The calculations are as follows:

1. Concatenate EMC-Scan measurements is a vector addition,
measuring point by measuring point, of two previously saved
EMC-Scan measurements. This calculation is intended to
eliminate the irregular appearance of the appearance of a
measured field, caused by the difference in sensitivity in
different angles of a dipole antenna.

Perform a measurement, turn the antenna (probe) 90° and
perform another measurement, then concatenate the two

measurements.
[T re———— so0
0 Cooe B Moms puis B Moas BME | T, Meas EMC/Tine BB View P S| G View Scan Caets T ek [ Ilemaian
Cencatanote EMC Scan or MullScan messusments 0 s
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2. Subtract EMC-Scan or Heat-Scan measurements is a
subtraction, measuring point by measuring point, of two
previously saved EMC-Scan or Heat-Scan measurements.
This calculationisintended tovisualize the difference between
two EMC-Scan or two Heat-Scan measurements. For
example, one measurement performed before and one after
an alteration to the test object.

3. Subtract Pre-Scan measurements is a subtraction of two
previously saved Pre-Scan measurements.
This calculation is intended to visualize the difference
between two Pre-Scan measurements. For example, one
measurement performed before and one after an alteration
to the test object.

4. Subtract Heat/Time measurements is a subtraction of two
previously saved Heat/Time measurements.
This calculation is intended to visualize the difference
between two Heat/Time measurements. For example, one
measurement performed before and one after, an alteration
to the test object.

5. Subtract EMC/Time measurements is a subtraction of two
previously saved EMC/Time measurements.
This calculation is intended to visualize the difference
between two EMC/Time measurements. For example, one
measurement performed before and one after an alteration
to the test object.

Lin/Log

Activating Lin/Log means that the calculation is performed in
linear mode instead of logarithmic mode.

That is, all values are first converted from logarithmic mode to
linear mode then the calculation is performed and then the result
of the calculation is converted back to logarithmic mode.

Please note!
A negative linear result cannot be converted to log mode.

To resolve that the minus sign is removed before converting to log
mode and then added to the result after conversion.

To make a calculation, do as follows:

1. Click on the two upper buttons to select the two files
that will be used in the calculation.

2. Clickonthelower " button to select a folder and enter a
name for the file that will contain the result of the calculation.

Click on the Calculate button to perform the calculation.

4. The resulting file can now be visualized on the corresponding
View tab.
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How the Pre-Scan measurement
is performed in detail

The Scanner moves to the first measuring position.
The spectrum analyzer is reset.

Basic settings are transferred to the spectrum analyzer.

HwDd e

The spectrum analyzer is set to max hold mode.
(Max hold means that the highest amplitude at each
frequency is kept.)

u

The spectrum analyzer takes a number of sweeps.
The Scanner moves to the next measuring position.

Steps 5 to 6 are repeated until all measuring positions are
measured.

8. The frequency and amplitude of all peaks are acquired.
(The spectrum analyzer decides what is a peak and what is
not.)

9. Thetraceis acquired.

10. The Scanner moves to its starting position.

How the Scan measurement is
performed in detail

The spectrum analyzer is reset.
The Scanner moves to the first measuring position.

Basic settings are transferred to the spectrum analyzer.

H Db e

The spectrum analyzer zooms in on the first selected
frequency.

o

The spectrum analyzer is set to max hold mode.
(Max hold means that the highest amplitude at each
frequency is kept.)

The spectrum analyzer takes a number of sweeps.

Max hold mode is cleared.

o © N o

The spectrum analyzer zooms in on the next selected
frequency.

10. Steps 5 to 9 are repeated until all frequencies are measured.
11. The Scanner moves to the next measuring position.

12. Steps 5 to 11 are repeated until all measuring positions and
frequencies are measured.

13. The Scanner moves to its starting position.

32

The frequency and amplitude of the highest peak is acquired.

Pendulum

How the MultiScan measurement
is performed in detail

Basically, a MultiScan measurement is a series of Pre-Scan
measurements, one in every measuring position.

From these Pre-Scan measurements field plots similar to Scan
measurements, are generated. So when viewing the result from
a MultiScan measurement any frequency can be chosen to look
at in detail.

1. The spectrum analyzer is reset.

2. The Scanner moves to the first measuring position.

3. Basic settings are transferred to the spectrum analyzer.
4

The spectrum analyzer is set to max hold mode.
(Max hold means that the highest amplitude at each
frequency is kept.)

The spectrum analyzer takes a number of sweeps.
The trace data is transferred to the software.
Max hold mode is cleared.

The Scanner moves to the next measuring position.

0 ® N o U

Steps 4 to 8 are repeated until all measuring positions are
measured.

10. The Scanner moves to its starting position.

How the Immunity-Scan
measurement is performed in
detail

An Immunity-Scan is, very much like a MultiScan measurement,
only we measure immunity and not emission.

1. The signal generator (SG) and the Error Detection Device
(EDD) is reset.

Basic settings are transferred to the SG and the EDD.
The Scanner moves to the first measuring position.

The lowest frequency and amplitude are sent to the SG.
Wait for a while (dwell time) to let the DUT react.

Measure DUT failure using the EDD and the Detection
sequence.

S T o

7. If the DUT does not fail we increase the amplitude and
measure again for DUT failure until the DUT fails or we reach
the highest amplitude setting.

Store frequency and amplitude data.

Set the next frequency and redo from (5) until we have
measured all frequencies.

10. The Scanner moves to the next measuring position.

11. Steps 4 to 10 are repeated until all measuring positions are
measured.

12. The Scanner moves to its starting position.
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The Config tab

Pendulum

(E) Detectus Scanner Software Version: 3.3.0

i@] Config ﬁ Meas. points = = Meas. EMC ‘=é) Meas. EMC/Time <& View Pre-Scan &) View Scan '{“{ Meas. Heat r% Meas. Heat/Time Calulate  Z_ Batch g Information

Spectium analyzer —_
[Tektronix RSA SA (Visa) - | Show / Hide advanced setlings |B

Setting, | J0MHz - 300MHz Edt

|
Piobe: | PROBE_UdB | Edv B
| Communication settings ll
'a Edt || Reset |

Scanner

[Scanner Simulator

Limit line

| n [ e |E

| Calibrate HR-Scanner to beacon | [

8

| Calibrate SCN-500 Scanner to beacon | MLO)

| Stip Line Calibration Wizard 11

On this tab, you may create your own settings for Scanner,
spectrum analyzer, near field probe, IR-probe, limit lines, graphics
and reports. You may also use the pre-defined settings.

1. Spectrum analyzer:

From the list of spectrum analyzer drivers, choose the one that
best corresponds to your hardware. If no suitable driver is found,
please contact your local supplier.

Drivers marked with (Visa) requires National Instruments Visa. NI
Visa and instructions how to install it can be downloaded at www.
ni.com. Click Support and then NI Visa...

2. Setting
Choose from the list of available spectrum analyzer settings.

Click on the edit button (A) to edit the selected spectrum analyzer
setting.

Edit spectrum analyzer settings ()

Setting |

Reference level: |OcB
Esternal gainfloss: |0dB
RF attenuation: |OcB
Intermal Predmplfier [OFF  ~  [{0MHz3GHz)
Units: [dBUV =
No. race points: |sm7-

Trace function: |MAXH -

Skip reset o allow manual selings

Pre-ScanMultiScan  Scan/EMC overtime
Flesolution bandwidih; [TkHz [TkHz

Video banduwidih; [TkHz [1kHz
Center frequency: [165.0MH2
Frequency spar: | 270.0MHz [3tHz

Startfrequency: |30MH2
Stop frequency: |300MH2

No. of spectrum sweeps [1 i

Peak excursion. | 3.0

| Dl || Obse || Save

33
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o Click for Help

The upper part of the Edit spectrum analyser settings dialog box
contains settings that are valid for both Pre-Scan and Scan
measurements. In the lower part of the dialog box, the settings
for Pre-Scan and Scan measurements are separated into two
columns.

The only setting that is not explained in the manual of the
spectrum analyzer is No. of spectrum sweeps.

The No. of spectrum sweeps is the number of sweeps made by
the spectrum analyzer in max hold mode at each measuring
position. Please refer to page 32 for a detailed explanation of how
to perform a measurement.

2.1 To view or edit a setting, click on the Edit button (A). The
dialog box shown above will open. When you have finished
editing, click on the Save button to save the changes and
then on Close to close the dialog box. To discard any changes,
just click on the Close button.

2.2 To copy a setting, click on the Edit button (A). The dialog
box shown above will open. Change the name in the upper
text box labelled Setting and click on the Save button to save
the setting under its new name, then click on Close to close
the dialog box. To discard any changes, just click on the Close
button.

2.3 To create a new setting, make a copy of a setting as
described in 2.2, and edit the new setting as described in 2.1.

2.4 To delete a setting, click on the Edit button (A), to open
the dialog box shown above. Click on the Delete button. (You
will also have to confirm the deletion.) When the current
setting is deleted, no setting is active so before you can
perform a new measurement you need to select another
setting.

pendulum
relaer

2. Pendulum SCN A|2|= AH2HEENM - HZEA HE2 K2 L|CH A2 MZAF AP Of| 2t HBE 4= ASLICH

EElE - www.tessol.com TS-TL-PDL-009 35/77



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-PDL-009

>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-PDL-009

TESSOL

Technical Library

3. Probe

Choose from a list of available probe settings.

Click on the Edit button (B) to edit the settings of the selected
probe.

Edit probe settings (x)
Probe: [EREFTFMIEE -

Conection actars: |0KHZ,008,30GHZ.008 E\
Origin offset: |3 mm
Origin offset'r: |4 mm
Origin offset Z: |0 mm
Rotation calibration : |0 mm
Rotation calibration - |0 mm

Calbrated
Probe tip diamter: |3 mm
| Delete || Cose || sawe |

3.1 To view or edit a setting, click on the Edit button (B). The
dialog box shown above will open. When you have finished
editing, click on the Save button to save the changes and
then on Close to close the dialog box. To discard any changes,
just click on the Close button.

3.2 To copy a setting, click on the Edit button (B). The dialog
box shown above will open. Change the name in the upper
text box labelled Probe and click on the Save button to save
the setting under its new name, then click on Close to close
the dialog box. To discard any changes, just click on the Close
button.

3.3 To create a new setting, make a copy of a setting as
described in 3.2, and edit the new setting as described in 3.1.

3.4 To delete a setting, click on the Edit button (B), to open
the dialog box shown above. Click on the Delete button. (You
will also have to confirm the deletion.) When the current
setting is deleted, no setting is active so before you can
perform a new measurement, you need to select another
setting.

3.5 The origin offset values are explained on page 19.

3.6 The rotation calibration fields will be filled in when
using the optional beacon calibration.

3.7 The probe tip diameter setting is used for when
generating a 3D measuring points path to avoid touching
the DUT with the probe.

Correction factors

The correction factor is made up of pairs of values. A pair contains a
frequency and an amplitude separated by a comma. A comma
also separates the pairs.

The amplitude in the correction factor will be added to the
measured amplitude at the specified frequency. The amplitude
between two specified frequencies will be calculated linearly.

For easier editing of the correction factors, click on the ... button
to open the dialog box shown below.

Edit Correction Facters (%)

Fiequency  Ampitude coneclic | o/ DK |

306HZ e [ X concel |

|1 Delete |

In this dialog box you can add, move, insert or delete frequency

34

— We measure, we calibrate, we validate.

|[Selm&E7|2t - ISO/IEC 17025

values and amplitude values.

Pendulum

The Origin offset is the distance from the position where the
limiting position switch is activated to the position where the tip

of the probe is at position XO,YO.

calibration of the near field probe”.

4. Communication settings

Please refer to "Positional

The communication settings dialog will look different for

different spectrum analyzer drivers.

This is the settings dialog for the drivers that only support

GPIB.
Communication settings ():()

Communication lpe

* | Mational Instruments GPIB adapter RS-232

Settings for M ational Instruments GPIE adapter

Board Id: ‘U Timeout [5): |'I I3 -
GPIB Address: |18
| Cloze | | Save |

This is the settings dialog for the drivers that support Visa.

Communication settings

&

Instrument [D; | TCPIPD:127.0.01:inst:INSTR

Timeout (s} [10 =

Oose || Save

Search for instruments

The Search for instruments button will open another dialog that
allows for searching for instruments connected id different ways.

Search for instruments

&

[GIBOINTFC]
Fiohde chwarz FSL-6100304/016,200 5P2 [GPIB0:20:INSTR]

Seach | | Choose selectedinstument andclose | | Close

Search for ISE insirumerts

Search for LAN instruments
Search for Serial instiuments

For searching to succeed the instrument must previously have
been added into NI MAX. See page 74 (Appendix 3) for details.
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5. Scanner
Select your Scanner model from the list.

Click on the Edit button (C) to edit the setting of the selected
Scanner model.

When you have finished editing, click on the Save button to save
the changes and then on Close to close the dialog box. To discard
any changes, just click on the Close button.

Scanner settings differ between models:

5.1 DS/RS series scanners

Scanner settings DS/R321 (x)

Heal caiibration gain: |08

Heal caiioration affset; |0

Comport: |3

| e || Save |

5.1.1 Heat calibration gain
This is the gain calibration factor of the IR-probe. Please
refer to Calibrating the temperature reading of the IR-
probe.

5.1.2 Heat calibration offset
This is the offset calibration factor of the IR-probe.
Please refer to Calibrating the temperature reading of
the IR-probe.

5.1.3 Com port
The number of the RS-232 port connected to the
Scanner

5.2 SCN-500 series

Scanner settings SCN-5ic (x)
Com pott: |COMS | seach |
Latency timer [ms): |1 | Change |

LDM pesition¢; |-63.00
LDM positiony: |-250

Reduce 2 atis movemert (mm}: [0.00

| Ok | Sawe

5.2.1 Com port
The number of the RS-232 port connected to the
Scanner. Use the Search button to find the comport
automatically.

5.2.2 Latency timer
This is a communication delay setting that should
always be set to 1 for best performance.
Unfortunately, it is set to 16 by default when the
virtual comport is created so it need to be changed
manually. To do so, click the Change button.

5.2.3 LDM position
This is for position calibration of the optional laser
distance meter. The values represent the relative
distance from the probe position to where the red
laser dot is hitting the scanner table. See page 17 for
further details.

6. Limit line

Choose from the list of previously defined limit lines. The limit

lines can be used on the View Pre-Scan tab.

Click on the Edit button (E) to create or edit a limit line

35

Pendulum

Edit limit line settings (x)

Settings: | J0MHz.30dbuy 230MHz, 300k Z30MHz,37db [i]

| Delete | | Cloze ‘ | Save |

6.1 To view or edit a setting, click on the Edit button (D). The
dialog box shown above will open. When you have finished
editing, click on the Save button to save the changes and then
on Close to close the dialog box. To discard any changes, just
click on the Close button.

6.2 To copy a setting, click on the Edit button (D). The dialog
box shown above will open. Change the name in the upper
text box labelled Setting and click on the Save button to save
the setting under its new name, then click on Close to close
the dialog box. To discard any changes, just click on the Close
button.

6.3 To create a new setting, make a copy of a setting as
described in 6.2, and edit the new setting as described in 6.1.

6.4 To delete a setting, click on the Edit button (D), to open
the dialog box shown above. Click on the Delete button. (You
will also have to confirm the deletion.) When the current
setting is deleted, no setting is active so before you can make a
new measurement you need to select another setting.

Limit line:

Type the name of a new limit line or select one that has previously
been saved.

Settings:

The limit line is made up of pairs of values. A pair contains a
frequency, and an amplitude separated by a comma. A comma also
separates the pairs.

For easier editing of the limit line, click on the ... button to open
the dialog box shown below.

230MHz Sdbu
230MHz A dbui
1000MHz 37 dbu

Edit Limit line (%)
Frequency  Amplitude | v ok |
30MHz 30dbui -

| > Cancel |

| f Maove Up |
| * Maove Down]

Add |

Insert |

_: Dielete |

In this dialog box you can add, move, insert or delete frequency
values and amplitude values.
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7. Reset:

Click the Reset button to reset the Scanner to its starting position.

8. Show/Hide Advanced settings

Click on this button to show or hide the advanced setting.

8.1 Misc. tab

| Show / Hide advanced seftings |
Misc. | Repoit  Graphics = Default filenames
Misc. settings
Delay before measuring [sec): |U
Also save MultiScan measurements as TRT-filles

Pause 20 scans to allow manual Z axis adjustment

Preset Yiew Scan scals Preset Pre-Scan scale

Activate Preset Activate Preset

Top walue: 100 Top value: [0

Bottom walus: [0 Bottom valus: [0

Preset EMC/Time scale
Activate Preset
Top value: |0

Battom value: |El

DUT Camera settings

Delay before measuring
A delay, in seconds, before measuring at each
measuring point.

Also save MultiScan measurements as TXT-files
Check this option to automatically also save a TXT-
file.

8.1.2

8.1.3
Enable to have the scanner pause before the first
and after the last measuring point. This is only
relevant for the 2-axis version of the SCN500.

8.1.4 Presetvaluesin View Scan:

Check the Activate Preset box and adjust the

default top and bottom value of the color palette

used in View Scan tab. By default, the color
palette is set up to cover the total amplitude span
of the loaded measurements. By adjusting the top
and bottom value of the color palette, you can
focus the entire color palette to the amplitude
span that you wish to examine.

8.1.5 Presetvaluesin Pre-Scan, Heat/Time and EMC/Time:

Check the Activate Preset box and adjust the default
top and bottom value of the amplitude scale used
on each tab.

8.1.6 DUT Camera settings

See more details on page on page 67

8.2 Report tab

Y2 Pendulum SCN A|Z[= AFSHEHA
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Pause 2D scans to allow manual Z axis adjustment

8.2.2

8.2.3

8.24

- HZ=AL A2 XPZQILICE A2 MZAL AFE O 2t

Pendulum

| Show / Hide advanced settings |

Mizc.  Report | Graphics Default filenames

Report settings

EMC Heat
| Bandwidth | Probe
+'| Frequency
+| Aimplitude

/| Antenna conection factors

+/| Use white background colar far reparts.
Include complete data list in reports.

Repoit format
* | Microzoft Word [.docx]

Drefaul web brawser [.html)

Report settings, EMC:
Check the options you wish to include in the EMC reports
printed from the View Scan and View Pre-Scan tabs.

Report settings, Heat:
Check the options you wish to include in the Heat reports
printed from the Measure Heat/Time and View Scan tabs.

Report format

From version 3.1 the default report format is Word docx.
There are editable templates for the docx reports. The
templates can be found in the Templates folder
“C:\Users\Public\Documents\Detectus\Templates”.
Please note that if editing the templates in Word, spell
checking should be turned off. Otherwise, the keywords
inside angle brackets could be messed up. If that happens a
copy of the original templates can be found in “C:\Program
Files (x86)\Detectus Scanner Software 3.1\Templates”.
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8.3 Graphics tab 8.4 Default filenames

The default measurement filenames can be setup to
automatically include information about frequency, Step size
and a line of text.

| Show / Hide advanced settings ]

Misc.  Repoit | Graphics | Default filenames

Graphics
Ul Style: |Aqua Light Slate -

. Shove / Hide advanced settings |

Mizc. HReport Graphics Default filenames
B ackground color:

Foreground color: | Add information about:

Limit line color: | | ‘

| Frequency

Step gize
Show coardinate grid

| Text: |Project ABC

Select full span when loading MuliScan

M ax texture size: |2U48”‘2U‘18 b’
9 Calibrate HR Scanner to beacon

8.3.2 Background color, Foreground color, Trace This button is only visible when HR Scanneris

color and Limit line color: Click on the ... button to select selected. For details refer to page 16.

the foreground color of the graphics on the Measure EMC .

10 Calibrate SCN-500 Scanner to beacon
tab, the Measure Heat/Time tab, the View Scan tab and the
View Pre-Scan tab. Calibrate to Beacon 3
stepl | step2 step3 stepd step5  stepB  step7  step8  step9 ‘;f\d\[r.,sgl},ir]gsjg

8.3.3 Show coordinate grid on View Scan tab

8.3.4 Select full span when loading MultiScan measurements
on the View Scan tab.

8.3.5 Max texture size

Setting the texture size higher will give better images but

also slower update when browsing frequencies on a

MultiScan on View Scan tab. The optimal setting is

different for different PCs.

/ Make sure the Scanner table is empty.
N

All test object must be removed before
proceeding.

| Newt> |

11 Strip Line Calibration Wizard

For details see page 15 under Amplitude/frequency calibration
using Strip line calibration option (All scanner models)
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The Meas. points - General tab

Pendulum

On this tab, you define the measuring points. The measuring points can either make up a grid of points or just be individual points on

specified positions.

( Detectus Scanner Software Version: 3.3.0

50

©
en 3D

@ Config ﬁ Meas. POiMS‘ “= Meas. EMC = Meas. EMC/Time Q View Pre-Scan (&) View Scan Calculate ":\,:

Batch E Information

Plane Grid / point list |
* XY-plane * Gid w Cursor position: X190,95 154,41 20,00

XZ-plane T

e
150 i
. | |

YZ-plane
Position Scanner manually

Area

Step size [mm]: \ -
Varying resolution
Zlevel 10 mm
S
X [131 201 mm
Y60 150 mm

Max (xy.2): 291,196,100

Rotation around probe axis

m Start angle: @

Stop angle: \TEI

Angle step: [D

|V Show Scanner path

E E E Outline  |Base level] Level1 Level! Level3 Leveld Levels Level6 Level7

; ’
o

(X) Cearlevel  Undo €3 (> Redo () CickforHep |

e :”’c

Y

e

g 3
I T
S B
g
BED
B
e [
e R
B
e
B [ [t

Paint list
Pick m
Add
1. Open

Click here to load a previously saved set of measuring points. The
files containing measuring points are named *.MP.

2. Save

Click here to save a set of measuring points to an *.MP file.

3. DUT Camera

Click here to take a photo of the device under test. For more
details see page 66

4. Clear

Click here to clear all settings on this tab.

5. Outline

Click on this button to select the Outline for editing. Edit the
properties of Outline either by changing the values in the Area
box, or by clicking and drawing on the graphics.

The sole purpose of Outline is to help you document the position
of the test object on the Scanner table.
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6. Base level

Click on this button to select the Base level for editing. Edit the
properties of Base level either by changing the values in the Area
box, or by clicking and drawing on the graphics.

Base level defines the area to be measured.

7. Level 1, Level 2, Level 3, and Level 4.

Click on one of the buttons to select the desired level for editing.
Edit the properties of level either by changing the values in the
Area box, or by clicking and drawing on the graphics.

The purpose of these levels is to make it possible to define islands
of different height, so that the probe will not run into a high
component.

A level with higher number has higher priority than a level with
lower number. This means that if two, or more, levels coincide at
a measuring position, then the height of the level with the highest
number will be used.

8. Clear level
Clear the current level
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9. Plane

Select the orientation of the measuring plane.

10. Grid/Point list

The option Grid will enable you to define a grid of measuring
points. The option Point list will enable you to Pick individual
points for measuring.

11. Position Scanner manually
Click on this button to open the form shown below:

For details, please refer to page 40.

e Position Scanner manually = n:él:u X)
Position: X0,0 Y0,0 Z100,0 RO
Joystick mode [ Button mode |
Move Scanner to position Step by step positioning
L] mm |5 % mm |+_Y| ‘E|
w00 mm ‘ ® | | +><|
z ‘10040 o o | Reset | |l| ‘i'
R: ‘U
e | R | | +R |
|‘ Store current position as START | | Mave Scanner to START |
|‘ Store current position as END | | Move Scanner to END |
Cloze

12. Area

In this box, you define the area, step size and height of the
currently selected level. (The level is selected by clicking on one of
the buttons Outline, Base level, Level 1, Level 2, Level 3 and so on)

The settings in this box are valid only when Grid is selected in the
Grid/Point list box.

Start X, End X, StartYand End Y:

These values define an area aligned with the currently selected
Plane. The values can be entered either manually into the text
boxes or by clicking and drawing on the graphics.

Step size:

Step size is the distance between measuring points.

A small step size will generate a high-resolution measurement, and
a large step size will generate a low-resolution measurement.

Measuring in large steps is quicker than measuring in small steps.

39
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Z-level:

Z-level is the height of the probe above the Scanner table during
measurement.

Varying resolution:

This is not a setting. It is just an indication that different step sizes
are being used on different planes.

Point list, Pick

Click this button to activate Pick mode. (Pick mode is activated
when this button appears to be pressed down and the hair-cross
pointer is visible.)

When Pick mode is activated you can point and click on the
graphics to pick the X and Y coordinates of a measuring point.
Unless you point and click on a previously defined area, a dialog
box will appear, and ask you to enter the height of the point you
have just picked.

Point list, Clear

Click this button to clear the point list.

Point list

The point list can be edited manually just like an ordinary text box.

13. Rotation around probe axis
These values define the rotation around the probe axis.

This feature is only available for Scanner models HR41 and HR43.

14. Show scanner path

Check this option to show the path along which the Scanner will
move during measurement.

15. Undo / Redo

Undo or redo the 50 last changes in case of making a mistake.
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The Meas. points - 3D tab

On this tab, you define the measuring points as an offset to a 3d surface model.

e Detectus Scanner Software Version: 3.3.0 Beta - 0%

@ Config ﬁ Meas. points | “=" Meas. EMC ?C‘) Meas. EMC/Time @ View Pre-S5can @ View Scan Calculate ".",‘: Batch g Information

o8
“Open |[ save | [ Clea MO0 DR OIGD &) cick for Help

E STL alignment
n Position Scanner manually

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
O
")
0
w
=

Airea
Step size: |1 mm
Dist. to surface: |3 mm
Default 2-level: 1 mm
Start: End:
® 0 90 mm
¥ 0 60 mm

Max [xp.2) 314.213100

Rotation around probe axis
Start angle: |0
Stop angle: |0

Angle step: |0

m Generate MP3D

Edit single point

m L \, 4 . - Move model
teasure heights using LM i b

Rotate model

m Auta carect heights ’ Undo
LDM ON g

1. Open 6. Position Scanner manually
Click here to load a previously saved set of measuring points. The Click on this button to open the form shown below:
files containing 3D measuring points are named *.MP3D. :
@Poslt\on Scanner manually = (=) €3
2. Save Position: X0,0 Y0,0 2100,0 RO
Click here to save a set of measuring points to an *.MP3D file.
Joystick mode Button mode

3. C|eal’ Move Scanner to position Step by step positioning
Click here to unload MP3D and STL files. *: (0.0 mm 5w | Z

o (0.0 mm b +
4. Load STL file <[00 mn | G Reset il Z

R: |0 :
Click here to load a 3d surface model in binary STL file format. =1la
5‘ STL a | ignment Store curent position as START Move Scanner lo START
Click here to open the STL alignment dialog. See page 42. Store current position as END Mave Scanner to END

Close

For details please refer to page 43.
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7. Step size
Step size is the distance between measuring points.

A small step size will generate a high-resolution measurement, and
a large step size will generate a low-resolution measurement.

Measuring in large steps is quicker than measuring in small steps.

8. Dist. To surface

The distance between the surface of the STL file to the measuring
points.

9. Default Z-level

The height of the measuring points that are beside the STL surface
model. This is the lowest possible height of a measuring point.

10. Start and stop for X and Y

These values define the measuring area in the XY-plane.

11. Rotation around probe axis
These values define the rotation around the probe axis.

This feature is only available for Scanner models HR41 and HR43.

12. Generate MP3D

Click here to start generating measuring points.

13. Measure Heights using LDM

Click here to start measuring the topography of the DUT using the
optional Laser Distance Meter. See more details on page 17.

14. Auto correct heights

Click here to auto correct incorrectly read heights in an LDM
scan. Bad height reading can occur when the laser dot is blocked
behind a steep edge or reflected by a shiny surface.

15.LDM ON

Click here to turn the laser on or off.

16. Save STL file

Click here to save the surface model in its current position to a
binary STL file.

17. Information mode
Click on this button to activate Information mode.

When Information mode is activated, the following features are
available:

a. Place the pointer on a measurement and you will see its
file name along with the coordinates of the point at which
you are pointing. If the measurement in question is an EMC-
Scan measurement, you will also see the frequency of the
highest peak.

b. Rotate the view in 3D by keeping the left mouse button
pressed down as you move the pointer.

C. Pan the view in 3D by keeping the right mouse button
pressed down as you move the pointer.

d. Zoominorout by turning the mouse wheel.

41
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18. Zoom mode
Click on this button to activate Zoom mode.

When Zoom mode is activated, the following features are
available:

a. Zoom in or out by turning the mouse wheel.

b. Zoomin orout by keeping the left mouse button pressed
down as you move the pointer.

19. Rotate mode
Click on this button to activate Rotate mode.

When Rotate mode is activated, the following features are
available:

a. Rotate the view in 3D by keeping the left mouse button
pressed down as you move the pointer.

b. Zoomin or out by turning the mouse wheel.

20. Pan mode
Click on this button to activate Pan mode.

When Pan mode is activated, the following features are available:

a. Pan the view in 3D by keeping the left mouse button
pressed down as you move the pointer.

b. Zoom in or out by turning the mouse wheel.

21. Side view

Click on this button to rotate and view the measurements from
the side.

22. Front view

Click on this button to rotate and view the measurements from
the front.

23. Top view

Click on this button to rotate and view the measurements from
the above.

24. Information

Click this button to show and hide the information window.

25. 3D Editor

Right click on the 3D model to open the 3D edit menu that
allows you to:

e Edit a single point and optionally also adjacent points.
e Rotate the 3D model around X, Y or Z-axis.

e Move the 3D model along X, Y or Z-axis.

¢ Undo previous change.
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TheMeas.points-3Dtab - STL alignment

Using this dialog box, you can move and rotate a surface model of a test object so that it aligns with the position and rotation of the test
object placed on the Scanner table.

The alignment procedure requires three positions on the surface of the STL file and three corresponding positions on the surface of the

real-life test object.

IMPORTANT! The three positions must be chosen so that they form an angle.

After alignment the surface model should be saved in its new position to a binary STL file. See page 40 (step 12).

Since version 3.2 there is an easier way to align the 3D model. See page 41.

STL ali
STL position 1 * | Sanner position 1
®0 o # |0 mm
h¢ ‘EI rirn i |E| mm | Go
z ‘D mm Z |U mn
STL position 2 Seanner position 2
H: ‘1 rirn H |1 mmn
Y, ‘D mm A8 |U mm | Go
Z 0 mm Z 0 mm
STL position 3 Scanner posiion 3
®, ‘D mm ® |U mn
Yol mm o mn | Go
Z 0 i i mm
Step by step positiohing
P_m || |-z Align 5TL
e 7
| Fieset ‘ | A | | ——
: . '_' | Cloze

42

STL position 1
Click here to activate the coordinates of STL position 1.

Doing so will also activate the hair cross marker on the graphics
part of the Meas. Points - 3D tab.

Clicking on the surface model will update the coordinates of STL
position 1.

Scanner position 1
Click here to activate the coordinates of Scanner position 1.
Doing so will also activate the Step-by-step positioning box.

Move the Scanner using the Step-by-step positioning buttons until
the tip of the near field probe is near the surface of the test object
in the same position as pointed at when setting STL position 1.

Alternately you can type in coordinates and then click on the Go
button to move the Scanner.

STL position 2
See STL position 1

Scanner position 2

See Scanner position 1

STL position 3
See STL position 1

Scanner position 3

See Scanner position 1

Step by step positioning

Set the step size and click on the axis buttons to move the Scanner
step by step.

Align STL

Click here to move and rotate the STL surface model so that it
aligns with the test object.
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o . .
3 The Position Scanner manually form
-
©
L
£ The purpose of this form is to help in finding the correct coordinates for the measuring points. The form is accessible from both
& measuring points tabs.
e
- P A S
8 @ Position Scanner manually (=)
0
[
Position: X0,0 Y0,0 Z100,0 RO
Joystick mode | Button mode ‘
Move Scanner to pl:nsiticnn Step by step postioning n
% |0.0 | B B x| ez
- (0[]
Z oo mom Ga — v (=]
|7 | Reset | |l| |i|
R: |D i ' :
Eil)Eid
n Store current position az START | n Move Scanner ko START |
H Store current position az EMD | ﬂ Maove Scanner ko EMD |
n Cloze
1. Coordinates 6. Move Scanner to START
These labels show the current Scanner position Click on this button to move the Scanner to the “Start” coordinates
shown on the measuring points tab that currently shows behind

. this form.
2. Move Scanner to position
Type in the desired coordinates and click on the Go button to
move directly to the specified position. 7. Move Scanner to END
Click on this button to move the Scanner to the “End” coordinates
shown on the measuring points tab that currently shows behind

3. Step by step positioning this form.
Set the distance and click on the axis buttons to position the
Scanner step by step. 8. Close

. Click on this button to close this form.
4. Store current position as START
Click on this button to store the current position as Start-X and
Start-Y on the measuring points tab that currently shows behind
this form. Optionally you can also store the Z-level.

5. Store current position as END

Click on this button to store the current position as End-X and
End-Y on the measuring points tab that currently shows behind
this form. Optionally you can also store the Z-level.

pendulum
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The Meas. EMC - Measure Emission tab

On this tab, you can perform two kinds of EMC measurements, the wide-band Pre-Scan measurement that will give an overview of the
emitting frequencies, and the narrow-band EMC-Scan measurement that will reveal the form and position of the emission fields at a

certain frequency.

@ Detectus Scanner Software Version: 3.3.0 Beta

= (C( %

%Dﬂ s. points | = Meas. EMC | T Meas. EMC/Time {82 View Pre-Scan (@) View Scan Calculate = _ Batch E Information
- a 9 =

Posiion: % 0,00y 0002 000 Elspsed time: OhOOmO8s Remaining time: Oh00m00s T otal time: DhOOmO8s a Click for Help

Measure Emission Measure Immunity Extra

Scanned frequenciss nz m Frequencies to measure
56.7MHz 8. 75dBuV [ | Add =

Pre-Scan 42 1MHz 28 01dBuv (|

93.0MHz 24 62dBuY — <= Femove
76.1MHz 23.93dBuy
105.2MHz 22.29dBuV

114 9MHz 21 92dBuy

122.2MHz 21.67dBuy

177.9MHz 19.98dBuV (.|

MultiScan

Add manually:

EMC-Scan

Add | | Remove

TN
| |I|| Jl
il SR

el

1. Open

Click here to open a previously saved Pre-Scan measurement. The
Pre-Scan measurements are named *.PRE.

2. Save
Click here to save a Pre-Scan Measurement to a *.PRE file.

3. Stop

Click here to stop a Pre-Scan or Scan measurement.

4. Pause

Click here to pause a Pre-Scan or Scan measurement. Click again
to restart the measurement.

5. Pre-Scan
Click here to perform a Pre-Scan measurement.

A Pre-Scan measurement is a wide-band measurement that results
in a spectra graph and a list of peaks (6). For details, please refer to
How the Pre-Scan measurement is performed in detail on page
32.

6. Scanned frequencies

This is a list of peaks from a Pre-Scan measurement. The peaks are
also shown in the spectra graph as vertical red lines.

7. Total time

This label shows the estimated total time of the Pre-Scan or Scan
measurement in progress.

8. Elapsed time

This label shows the elapsed measuring time of a Pre-Scan or Scan
measurement in progress.

9. Remaining time

This label shows the estimated remaining time of a Pre-Scan or
Scan measurement.
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&
E
2 10. Add => 13. Remove
- . .
=3 Click here to move one or more frequencies from the list of Click here to remove afreguency that has previously been added
E Scanned frequencies to the list of Frequencies to measure. manually to the Frequencies to measure box.
1=
[¢]
2 11. <= Remove 14. EMC-Scan
5 Click here to remove one or more frequencies from the list of ~ Click this button perform an EMC-Scan measurement.
i Frequencies to measure back to the list of Scanned frequencies.
- 15. MultiScan
12. Add manually Click this button perform an MultiScan measurement.

To add manually a frequency to the list of Frequencies to measure,

enter a frequency, including unit (Hz, kHz, MHz, GHz), into the  For details, please refer to How to perform a MultiScan
text box, and click on the Add button. The added frequency will  measurement on page 25.

show as a yellow vertical line in the spectra graph. Another way of

adding a frequency is to double-click on the spectra graph at the

desired frequency.

The Meas. EMC - Measure Immunity tab

Please note! This feature is only available with the Immunity-Scan software option.

All communication with signal generators and EDDs is done using National Instruments Visa. Therefore, it is required to install the NI
Visa driver. It can be downloaded at www.ni.com. Further information about using Visa can be found on page 71 and in appendix 2

Using the features on this tab you can make an Immunity-Scan measurement. During measurement the EMC Scanner moves the
probe/antenna to predetermined measuring positions above the test object. In each measuring position the signal generator sweeps in
frequency and amplitude while the Error Detection Device, or EDD for short, measures for test object failure.

If your signal generator allows it, you can also use different modulations such as FM, AM and Pulse.

The Error Detection Device can be any type of GPIB or VISA controllable instrument that measures a value from the test object to
determine when the test object fails. The EDD can for example be a voltmeter, an oscilloscope measuring a signal against a mask or a
protocol tester.

——

2 Detectus Scanner Software Version: 3.3.0 Beta (_)O)(x)

@ Config ﬁ Meas. points | =" Meas. EMC ".-'é) Meas. EMC/Time @__’ View Pre-Scan (8] View Scan Calculate ":':: Batch g Information

‘ = (%) () Posion® 000Y 0002 000 Elapsed tme: 0hOmO3s Remaining tme: OhOOmO0: Tatal tme: OhOOmOBs o:lickforHelp
Measure Emission Measure Immunity Extra
Generator

Generator. |Generator Rk FSL with TG

| Edit

Probe: |PROBE_OdB - | Edt |

Setling. | Test

Prabe

b

Error Detection Device

EDD: |Configurable EDD

Setting: My own EDD| | Edi

Measure

. .

8 45 pendulum
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1. Generator

Click here to select a signal generator driver. If your preferred
signal generator is not in the list, please contact your local
Pendulum Instruments representative.

2. Setting

Click here to select a signal generator setting. See details below.

3. Edit

Click here to change or create a new signal generator setting.

4. Probe

Click here to select a probe setting.

5. Edit

Click here to change or create a new probe setting.

Pendulum

6. EDD (Error Detection Device)
Click here to select an EDD driver.

The driver called “Configurable EDD” is an open driver that works
like a script. See below for more details.

7. Setting

Click here to select an EDD setting/script. See below for more
details.

8. Edit

Click here to change or create a new EDD setting.

9. Measure

Click here to start an Immunity-Scan.

Measure Immunity tab - Generator

)

Generator Settings

Setting. | Test

Generator Settings | Communication = Advanced settings

Frequencies Amplitudes
Start frequency: ‘SBE.UMHZ Start amplitude: |-2EldEm
Stop frequency: | 868.0MHz

Center frequency: ‘EEE SMHz

Stop amplitude: |W
Amplitude step: |W
Frequency span: ‘W Dwell time [ms): |EDU
Frequency step: \SUDkHz

Delete | | Save As. | | Save ‘ | Clase

46

Frequencies

Set up frequencies here, either by entering start and stop or by
entering center and span.

Please note that choosing a wide span or small frequency steps
will greatly affect the measuring time.

Amplitudes

Set up frequencies here by entering start, stop and step. Dwell
time is the time that the output from the signal generator is turned
on before we measure for failure using the EDD.

Delete

Click here to delete the current setting.

Save As...

Click here to save current setting under a new name.

Save

Click here to save current setting.

Close

Click here to close this dialog.
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e
E
a . . . .
= Measure Immunity tab - Generator communication settings
©
(%]
= I . . . Click the “Search for instruments” button to open the dialo
= All communication with signal generators and EDDs is done P 8
c . . g L. K . below.
o using National Instruments Visa. Therefore, it is required to install
= the NI Visa driver. It can be downloaded at www.ni.com. Further —
8 information about using Visa can be found in appendix 2 -
[GPIBO:INTFC]
() FlohdetSchwarz FSL-6.100304.016.2.00 5P2 [GPIBO:20:INSTR] .
# ~ 3
w Generator Settings (%)
= s
Selling:  Test
Gengrator Setings | Communication | Advanced setiings II j
[Seach for GPB nstumerts v | Geach | | Choote selected nstument andolose | | Chse
Generatar

Instrumnent address: |I3F‘I BO:20:INSTR

Instrument timeout [s]: |3D

—_—— 1. Click here to select type of communication.
| Search for instruments

2. Click here to start searching for instruments. Please note
that the instrument must be present in NI MAX first. For
further information see appendix 2.

Select your preferred instrument in the list.
4. Click here to save and close this dialog.

Click here to close this dialog without saving.

Delete ‘ | Save As... ‘ | Save ‘ | Close

Measure Immunity tab - Generator advanced settings

This tab will look different for different instruments depending on their capability. Generally, this tab will contain settings for modulation
and other advanced settings.

(x)

Generator Settings

Setting: | Test
Generator Settings | Communication | Advanced settings

Skip Reset to allow manual settings

Modulation

LF Gen Freq.: |1KH2
Amplitude | Frequency  Pulse

State: |OFF -
AM Source: |\NT -
&M Depth [%): |30PCT

Delete | | Save As... | ‘ Save | | Closz
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Measure Immunity tab - EDD settings

Because the driver for the instrument (EDD) that we use to detect
test object (DUT) failure needs to be very flexible to suit different
test objects, we've made it as an open driver that you can change
yourself.

The principal is very simple; we use two lists of commands that
are sent to the instrument in plain text. The first list, Initialization
sequence, contains commands for basic setup of the instrument.
The second list, Detection sequence, contains commands that
measure for DUT failure.

The example below shows how to use a multimeter as EDD. The
multimeter is connected to the DUT and measures a voltage. If
the voltage stays above 1 Volt the DUT is working but when the
voltage drops below 1 Volt we have failure.

EDD Settings (x)

Setting: |My own EDD
EDD Settings | Communication
Enor aberve this value: (999
Error below this value: |1
Use relative errar limits:

Pause on eror:

Min. recovery time (s |0

{4

Initialization sequence:

4] [+]
Detection sequence: | MEASure¥OLT:DC? ‘il
- [+
4] [+]
Use retum string fram character number: |17 4
Use return string to character number: |SBS .

‘: Delete | | Save As | Save | Close

48
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1. Initialization sequence

This list of GPIB commands is sent to the EDD once to set it up
for measuring. In this example the list is empty because the
multimeter does not need to be prepared for measuring voltage.

2. Detection sequence

This list of GPIB commands is sent to the EDD every time we need
to check for DUT failure.

Please note! It is important that the last command in the list is a
“question” to the EDD. The question/command must be chosen
so that the answer is a number. In this example the number
represents a voltage.

3. Error levels
The answer from the EDD is compared to these levels.

In this example we know that the measured voltage is 1.5V when
everything works and 0.5V when the DUT fails. So, we put “1” as
the “Error below this value”. The setting “Error below this value”
will not be used so we just set it to some high value.

4. Use only a part of the return string

If the answer/return string from the EDD contains other characters
than numbers, we need to filter out the non-number characters.

For example, a valid return string would be “1.52” whilst
“Voltage:1.52” would have to be filtered.

Probably you will not have to use this feature because most
instruments answers with plain numbers and in that case you can
use all characters in the return string. Set 1 to 999 or any number
that is high enough so you will not have to worry about loosing the
back end of the return string.

Example:

Return string: “Voltage:1.52”

Use return string from character number: 9
Use return string to character number: 999

This would give us the filtered answer “1.52" which is ok to
compare with the error levels.

5. Delete

Click here to delete the current setting.

6. Save As...

Click here to save current setting under a new name.

7. Save

Click here to save current setting.

8. Close

Click here to close this dialog.
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Technical Library

Pendulum

Measure Immunity tab - EDD settings (Script commands)

The initialization sequence and the detection sequence may
contain script commands that are processed in the software
before being sent to the EDD.

The example below shows how to use a HP 8595E spectrum
analyzer as EDD. The example uses the WAIT command for timing
and the FREQ command to make the EDD “follow” the frequency
of the signal generator.

EDD Settings (x)

Setting: | HPB535E
EDD Settings | Communicalion

Error abave this value: 933
Enor below this value: |1
Use relative emar limits
Fauze on emor.

Min. recovery time (g |U

Initialization sequence: |CLS. |a |

IP;
<A T 2000

] (]

Detection sequence: |CF <FREQ> |A|
AT 100 b=
ALINITS 100

2

4]

Lise retun string from character number: |1

Use retum string to character number. |SSS

Delete | | Save As | ‘ Save ‘ ‘ Close

49

The WAIT command:

Syntax: <WAIT xxx>

Replace xxx with the requested delay time in milliseconds.
Example: <WAIT 500>

This will cause a delay of half a second. Nothing will be sent to
the EDD.

The <FREQ> command:

Syntax: <FREQ>

Before a line containing <FREQ> is sent to the EDD <FREQ> will
be replaced by the frequency of the signal generator.

Example: CF <FREQ> (Assuming that SG freq. is 125.5MHz)
The command sent to the EDD will be “CF 125.5MHz"
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Technical Library

The Meas. EMC - Extra tab

) Detectus Scanner Software Version: 130 - Jox)
58 vt B Mo pors T Meow EMC | T Mess oMCTme G YiwPrescm S View sean Cocase | T wacn [ etomaon
B (7 e
Musri Eneen Mo tnmunay Fue
el
sorg Sl e

[T —

Using the features on this tab you can make MultiScan
measurements with an extra instrument performing some tasks
on the side in each measuring position. What this feature can be
used for and what type of instrument is up to your imagination.
The only requirement is that the instrument must be remotely
controllable and Visa compatible.

Note that this is not a replacement for the spectrum analyzer. A
regular MultiScan measurement is also done.

Note. All communication with Extra instruments are done using
National Instruments Visa. Therefore, it is required to install the
NI Visa driver. It can be downloaded at www.ni.com. Further
information about using Visa can be found on page 71 and in
appendix 2.

Because the driver for the Extra instrument needs to be very
flexible, we've made it as an open driver that you can change
everything yourself.

Pendulum

The principal is very simple; we use four lists of commands that
are sent to the instrument in plain text.

Initialization sequence - These commands are sent to the Extra
instrument directly after the spectrum analyzer has been
initialized.

Start Measuring position - These commands are sent to the Extra
instrument in every measuring position before we measure with
the spectrum analyzer.

End Measuring position - These commands are sent to the Extra
instrument in every measuring position after we have measured
with the spectrum analyzer.

Finish up - These commands are sent to the Extra instrument at
the end of the measurement.

The coordinate commands:
Syntax: <X> or <Y> or <Z>

Before sending this line to the Extra instrument <X>,<Y> and <Z>
will be replace by the coordinates of the current position.

Example: EXP:DATA:TO:FILE:NAMED ‘c:\111\x<X>y<Y>z<Z>_
chl.csv'

This will save some data in the to a file on the hard drive of the
Extra instrument.

) Test-1

Y N =Vt
0y (=)
A A A

Communication

Instrument address: |T CRIPO:192.168.0.204::inst0:IMS TR

Instrument timeout (g]: |10 Search for instruments

Settings

Initiglization sequence: |:5vST:PRES
TRIGT:50UR CHAM1
TRIGT:LEY 0.01
TRIGT: Type EDGE
CHAMNT:STATE ON

4

STATE ON
CHAMNT:IMPType REAL
CHAMNZ:IMPType REAL

Start Measuring poszition:

(<]

End Measuring position: | RLUNSingle; *0PC?
ExPwiay:SOUR Clw1

ExPawiahd MaME o1 e nd vy 2¢2y_chl cav'

Finish up:

: Delete setting | | Save az new setting | | Cancel | | Save and close |

50

pendulum
relaer

2. Pendulum SCN A|2|= AH2HEENM - HZEA HE2 K2 L|CH A2 MZAF AP Of| 2t HBE 4= ASLICH

— We measure, we calibrate, we validate.

KOLAS =H

SQlu 7|2 - ISO/IEC 17025

EElE - www.tessol.com TS-TL-PDL-009

52 /177


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-PDL-009

>
Z
(1]
2
Q
-
©
(%]
c
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-PDL-009

TESSOL

The Batch tab

Technical Library

Pendulum

On this tab you can make batch measurements. That is, you can make a list of measurements with different settings that can be executed
in sequence. The purpose is to be able to make unattended measurements for example overnight.

e Detectus Scanner Software Version: 2.3.0

==
(= NOX )
Ao AASS

Meas. points =

@ Config

Meas. EMC

|_ New Batch ‘ ‘ Delete Batch | | New Measurement | | Delete Measurement |

. Meas. EMC/Time <&

View Pre-Scan (5] View Scan Calculate "?:: Batch g Information

e Click far Help

Batch details | Batch st

Batch no.  Description

Motes

| 1. |Name of batch

Just notes.. |

[«

B [hatchiod Run batch with

14 1
a

2 B

meaml::l;se[:lat: now| | Extra mstrument
Ml 4fr |[H|=|+v]X =
BatchMumber Rowkumber Setting teasuring points Filename Reset Scanner E]
1 10 30MHz - 1GHz C:AUsers\Publich\Documents\Detectush2024 Mo C:A\Users\PublichDocumentshDetectushT est 30MHz-300.0MHz Step 10,0 mm.ms2d l_
20 30MHz - 300MHz ChUzershPublic\Documents\Detectusitestmp  C:i\Users\PubliciDocumentsh\Detectushslask.me2d l_

1. New Batch

Click here to create a new batch.

2. Delete Batch

Click here to delete the current batch.

3. New Row

Click here to create a new measurement row in current batch.

4. Delete Row

Click here to delete the current row.

5. Batch navigator

Use this navigator to browse between batches.
6. Batch number

7. Row column

Shows row number.

8. Setting column

Click on the arrow button in the field to select a spectrum analyzer
setting.

51

9. Measuring points

Click on the arrow button in the field to select a previously save
measuring points file.

10. Filename

This is the filename of the resulting measurement.
Click on the arrow button in the field to show a file-save-dialog.

11. Reset Scanner

Check the box if you want the Scanner to perform a positional
reset before starting the measurement.

12. Run Batch of MultiScan measurements now

Click here to execute the current batch.

13. Run Batch of MultiScan measurements with
Extra Instrument now
Click here to execute the current batch. Besides performing the

regular MultiScan measurements the procedures defined on
Meas.EMC-Extra tab will also be performed.
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TESSOL

Technical Library

Pendulum

‘he Meas. Heat tab (only DS and Rx series)

(@ Detectus Scanner Software Version: 3.3.0

FEH Meas. points 7= Meas. EMC '=(‘3 D>

Meas. EMC/Time <=2 ViewPre-Scan @D View Scan 'H Meas. Heat T% Meas. Heal/Time Calculate = Batch g Information

® ©

Measure one spot Measure continously Heat-Scan

Temperahue Temperature

@) cickrortie

| Measure nowt | | HeatScan |

1. Stop

Click here to stop a Heat-Scan measurement.

2. Pause

Click here to pause a Heat-Scan measurement. Click again to
restart the measurement.

3. Measure one spot

Click here to measure the temperature, and show the result in the
text box above the button

4. Measure continuously

Click here to measure the temperature continuously. The
measurements will be performed with an interval of approximately
two seconds. The temperature reading will show in the text box
above the button. Click on the button again to stop measuring.

The measuring will stop if you change to another tab.

52

Cuttent temperature u

5. Heat-Scan

Click here to perform a Heat-Scan measurement. Before the
measurement is started, you will have to save the result to a *.TO1
file using a normal Save As dialog box.

6. Current temperature

This text box will show the current temperature during a Heat-
Scan measurement.
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The MeasHeat/Timetab(DS and Rx series)

On this tab you can perform a heat-over-time measurement on a specified position. The measurements are stored on six different layers.
You can e.g. load two previously saved measurements into Layer 1 and Layer 2, and then start a measurement onto Layer 3.

e Detectus Scanner Software Version: 3.3.0

Ehcﬂ P points = Meas. EMC | T Meas. EMC/Time {2
BN IPS
ictive Laper n
Start Stop

E

Load Save | Unload

Unload all layers

Active Layer
*/ Demo-Heat-over-time2 h

Layer 3

Layer 6

Measurement Preferences
Time: |1 Hirutes  +

Interval: |1 Seconds +

Scanner Position [mm]
w |0 v |0 Z [0
(Max 300) [Max 200) (Max100)

Gn

Resat

1. Report

Click on this button to create the report and open it. The report
will open in your default HTML browser or in Word or WordPad
depending your settings on the Config tab. For mor details see
page 33.

2. Information mode
Click on this button to activate Information mode.

When Information mode is activated, the label above the graphics
will show the time and temperature corresponding to the position
of the pointer.

3. Zoom mode
Click here to activate Zoom mode.

When Zoom mode is activated, you can zoom in by clicking and
drawing a rectangle around a specific area.

4. Unzoom

Click on this button to unzoom and show the entire graph.

5. Active Layer

Select one of the available layers. The layer you choose will be
the destination when you load a previously saved measurement or
start a measurement. This is illustrated by the color of the buttons
Start, Stop, Load, Save and Unload.

6. Start

Click on this button to start a Heat/Time measurement onto the
current layer.

7. Stop

Click on this button to stop a Heat/Time measurement in progress.
The result will not be discarded.

8. Load

Click on this button to load a previously saved Heat/Time
measurement. The measurements are named *.HOT.

9. Unload

Click on this button to unload the measurement from the active
layer.

10. Save

Click on this button to save the measurement on the active layer
to a *.HOT file.

11. Unload all layers

Click on this button to unload all measurements.

12. Time

Enter the desired total time of the measurement.

13. Interval

Enter the desired interval between the individual measurements.

14. Scanner Position (mm) - Go

Click on this button to move the Scanner to the coordinates
entered into the X, Y and Z text boxes.

15. Reset

Click on this button to reset the Scanner to its starting position at
coordinates X0 YO Z10.
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The Meas EMC/Time tab

On this tab you can perform an EMC-over-time measurement on a specified position. The measurements are stored on six different
layers. You can e.g. load two previously saved measurements into Layer 1 and Layer 2, and then start a measurement onto Layer 3.

(& Detectus Scanner Software Version: 3.3.0

Cofs %Mn}uinls F Meas EMC | T Meas EMC/Time | (5
,O ﬁ) 1.98dBuY

ctive Laper
Start Stop n
Load Save | Unload

Unload all layers

] -
)

=
[

Active Layer

*) Demo EMC-over-time.eo

Layer 3

Scanner Position [mm)

%0 ¥: |0 Z 0

[Max 300) [Max200] [Max 100]
Go Reset

1. Report

Click on this button to create the report and open it. The report
will open in your default HTML browser or in Word or WordPad
depending your settings on the Config tab. For mor details see
page 33.

2. Information mode
Click on this button to activate Information mode.

When Information mode is activated, the label above the graphics
will show the time and temperature corresponding to the position
of the pointer.

3. Zoom mode
Click here to activate Zoom mode.

When Zoom mode is activated, you can zoom in by clicking and
drawing a rectangle around a specific area.

4. Unzoom
Click on this button to unzoom and show the entire graph.
5. Active Layer

Select one of the available layers. The layer you choose will be
the destination when you load a previously saved measurement or
start a measurement. This is illustrated by the color of the buttons
Start, Stop, Load, Save and Unload.

6. Start

Click on this button to start a EMC/Time measurement onto the
current layer.

Layer 6
Measurement Preferences
Time: |1 Minutes  + 7' Stop
Frea.; [99MHz Click on this button to stop a EMC/Time measurement in progress.

The result will not be discarded.

8. Load

Click on this button to load a previously saved EMC/Time
measurement. The measurements are named *.EOT.

9. Unload

Click on this button to unload the measurement from the active
layer.

7. Save

Click on this button to save the measurement on the active layer
to a *.EOT file.

8. Unload all layers

Click on this button to unload all measurements.

9. Time

Enter the desired total time of the measurement.

10. Frequency

Enter the desired frequency. Allowed units are Hz, kHz, MHz and
GHz.

11. Scanner Position (mm) - Go

Click on this button to move the Scanner to the coordinates
entered into the X, Y and Z text boxes.

12. Reset

Click on this button to reset the Scanner to its starting position at
coordinates X0 YO Z10.
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Technical Library

The Calculate tab

Pendulum

On the Calculate tab, you can perform four different calculations based on measurements. The calculations are as follows:

@ Detectus Scanner Software Version: 3.2.0

(-)o)(x)
A ACAx)

@ Config E Meas. points = Meas. EMC ?é) Meas. EMC/Time @ View Pre-Scan @ View Scan Calculate ?:_ Batch g Information
&) cick e
Concatenate EMC-5can or Multi5can measurements —
[ [+] ¥ Linvlog conv.
+ | [
- Calculate
[ B
Subtract EMC-5can. Heat-5can. MultiS or ity Scan

[+ [ Linvlg sony n

Subtract Pre-Scan measurements

- Calculate
=)

[] Lindlog cony. u

Subtract Heat/Time measurements

. Calculate
B

Subtract EMC/Time measurements

B ]
- Calculate
(-] J

\_| Lindlog canv. n

=
- Calculate
(] J

1. Concatenate EMC-Scan measurements
is a vector addition, measuring point by measuring point, of two
previously saved EMC-Scan measurements.

This calculation is intended to eliminate the irregular appearance
of a measured field, caused by the difference in sensitivity in
different angles of a dipole antenna.

Perform a measurement, turn the antenna (probe) 90° and perform
another measurement, then concatenate the two measurements.

2.Subtract EMC-Scan or Heat-Scan

measurements
is a subtraction, measuring point by measuring point, of two
previously saved EMC-Scan or Heat-Scan measurements.

This calculation is intended to show the difference between two
EMC-Scan or two Heat-Scan measurements. For example, one
measurement performed before and one after an alteration to the
test object.

3. Subtract Pre-Scan measurements
is a subtraction of two previously saved Pre-Scan measurements.

This calculation is intended to show the difference between two
Pre-Scan measurements. For example, one measurement
performed before and one after an alteration to the test object.

55

4. Subtract Heat/Time measurements is a subtraction
of two previously saved Heat/Time measurements.

This calculation is intended to show the difference between two
Heat/Time measurements. For example, one measurement
performed before and one after an alteration to the test object.

5. Subtract EMC/Time measurements is a subtraction
of two previously saved EMC/Time measurements.

This calculation is intended to show the difference between two
EMC/Time measurements. For example, one measurement
performed before and one after an alteration to the test object.

6. Lin/Log

Activating Lin/Log means that the calculation is performed in
linear mode instead of logarithmic mode.

That is, all values are first converted from logarithmic mode to
linear mode then the calculation is performed and then the result
of the calculation is converted back to logarithmic mode.

Please note!

A negative linear result cannot be converted to log mode.
To resolve that the minus sign is removed before converting to log
mode and then added to the result after conversion.
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Technical Library Pendulum
The View Scan tab
(3 Detectus Scanner Software Version: 3.3.0 5 ) B (=) 3
@ Config ﬁ Meas. points | 7= Meas. EMC ’-?O Meas. EMC/Time <D View Pre-Scan (&) View Scan Calculate Q; Batch g Information
B @ D: ‘E‘ 4.:.) O™ O 0 W [ Preete standad soft) = Object: |Demo-Sat632MHz.E02 = ‘@‘ o

45 6 7 '8 9 10 11 12 13 14 15

1. Open [ﬂ

Click on this button to open an EMC-Scan measurement, a Heat-
Scan measurement, a project or an image. Please refer to page
59 for an explanation of how to load an image.

2. DUT Camera

Click on this button to take a photo of the DUT to use for overlay. This
is an option available on SCN series of Scanners. See page 64 for details.

3. Unload ®

Click on this button to unload all loaded measurements and
images or to unload only the measurement or image selected in
the pull-down list box (16).

4. Report [;5

The result of an EMC-Scan, MultiScan or Heat-Scan measurement
can be documented as a report in Word (docx) or HTML format.
Report file format can be selected on Config tab under Advanced
settings. If word is not available a docx report will be opened in
WordPad. For mor details see page 36.

PN

pendulum
. Detectus

Measurement report

C:\Users\public\Documents\Detectus\Demo  files\Demo Scan
\Demo-Sato6MHz. E01

Date and time: | 2002-02-17 15:30:37

File name:

End X: 400 mm
End Y: 300 mm

o: 27,71 dBuv

19 20 21

5. Save =

Click on this button to save the current image to a *.BMP or *.JPG
file.

6. Save project

Click on this button to save a project containing all the currently
loaded measurements and images. Project files are named *.PRJ.

When you open a previously saved project file, the measurements
and images will be sized, positioned and rotated as they were
when the project was saved.

The project file does not contain any measurement or image
data, only the names of the files and information about their size,
position, and rotation.

7. Multipurpose mode I}
Click on this button to activate Information mode.

When Information mode is activated, the following features are
available:

a. Place the pointer on a measurement and you will see its
file name along with the coordinates of the point at which
you are pointing. If the measurement in question is an EMC-
Scan measurement, you will also see the frequency of the
highest peak.

b. Rotate the viewin 3D by keeping the left mouse button
pressed down as you move the pointer.

C. Pan the view in 3D by keeping the right mouse button
pressed down as you move the pointer.

d. Zoominorout by turning the mouse wheel.

€. Hold ctrl key to press left mouse button to move the
measurement in X and Y axes.

f.  Hold ctrl key to press right mouse button to move the
measurement in Z axis.

8. Move mode

Move in X and Y axes with left mouse button and in Z axis with
right mouse button.

T+
“ 3
9. Zoom mode = ¥
Click on this button to activate Zoom mode.

When Zoom mode is activated, the following features are
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>
@
a available: palette to the amplitude span that you wish to examine.
- ad. Zoomin orout by turning the mouse wheel.
(¢} .
E b. Zoominorout by keeping the left mouse button pressed 18. ObJeCt
< down as you move the pointer. Pull down and select the measurement or image you wish to scale,
& move or rotate.
g > _— :
0 10.  Rotate mode 19. Edit object properties =
T Click on this button to activate Rotate mode. Click here to open the dialog box shown below.
- When Rotate mode is activated, the following features are Properties £
available: Filename: |C:\Users',. \Demo-5 at36tHz E01
a. Rotate the view in 3D by keeping the left mouse Lower left comersé: | 0.00] v [ 000) z [ 533
button pressed down as you move the pointer. Sizax: | 40001 : | 3000

b. Zoominoroutby turning the mouse wheel.

w Move ¥ | 000 s | ooz | 0,00
1 1. Pan mode . Transparent Opague
Click on this button to activate Pan mode. , ; \ L)

When Pan mode is activated, the following features are available:

| o [ cose || aeey |

a. Pan the view in 3D by keeping the left mouse button

b. pressed down as you move the pointer.

C. Zoom in or out by turning the mouse wheel..
1. The upper part of the dialog box contains original values
that cannot be changed.

12. Zoom to fit window # 2. Move to origin of coordinates
3. Visibility
. . a Slide the bar from Opaque to Transparent to make the image
13. Side view more transparent.
(i]llck.gn this button to rotate and view the measurements from The purpose of this feature is to be able to place a photo or
the side. a circuit design drawing of the test object (in 3D) above the
measurement of this same object, and then make the photo
. ﬁ or drawing semi-transparent. This will allow you to pinpoint
14. Front view the emission source more easily.
Click on this button to rotate and view the measurements from
the front.

20. Information

15. Top view D Click this button to show and hide the information window

. . i showing File name and coordinates.
Click on this button to rotate and view the measurements from

the above.

Dema |C 30-300MHz 0.5mm.ms2d
16. Palette 5 111,161 Y 103831 Amplitude: 35,72 dBut/

Pull down and select the desired color palette.

21. Help @

22. Amplitude scale
The amplitude scale can easily be adjusted by clicking
and dragging the upper or lower ends up and down.

17. Stretch color palette

Click on this button to open the dialog box shown below.

Stretch Palette 3 . . . .
Right click to reset back to original values.
Top value: | 27.71 This is basically another way to do the same thing as
Stz vzl EEE in 16. Stretch color palette.

| Set to default values |

| ak. | | Cloze | | Apply |

By default, the color palette is set up to cover the total amplitude
span of the loaded measurements. By adjusting the top and
bottom value of the color palette, you can focus the entire color
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The View Scan tab - Loading images with simple alighment

Before loading an image, a few things need to be determined. Is the entire image, or just a part of it, to be used? What size does the
image need to take when loaded (in millimeters)? How should the image be positioned?

The aligned image will automatically be saved with the extension .AJPG (aligned-JPG). The AJPG file can later be loaded directly without

alignment.

To do this, the dialog box shown below is used.

Load Image x: 1869, y: 1206

4-point alignment = Simple alignment

Original image size:
Size X [pikels): [2110
Size Y (pivels]: 1562
Selected rectangle
Size X (pirels): (2110
Size Y (pivels): [1582
‘Wanted size/position

Size X (mm: 100
Size Y (mm}: 100

Posiion X mm}: 0

Postion [nm} (0

)

oK

1. Original image size

Here you can see the size, in pixels, of the original image. These
values are for your information only and cannot be changed.

2. Selected rectangle

These values show the size of the selected rectangle. This is
applicable when the Crop image button is pressed down. The
desired part of the image is selected by clicking and drawing a
rectangle on the image.

3. Wanted size

These values define the size of the image in millimeters. Enter
the size, natural or other, that you want the image to assume
when loaded. If you change one of the values, the other value will
change automatically to maintain the aspect ratio of the original
image/selected rectangle.

58

4. Wanted position

These values define the position (mm) of the lower left corner of
the image.

5. Use entire image

Click on this button to select the entire image for loading, without
cropping it.

6. Crop image

Click on this button to enable cropping of the image.

7.0K

Click on this button to load the image and close this dialog box.
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The View Scan tab - Loading images with 4-point alignment

The 4-point alignment will allow you to pick four points with the mouse cursor on the image and four points with the probe on the
physical object. These eight points are then used to stretch and distort the image so that it aligns with the physical object. This will, for
example, help correcting a photo that was taken at an angle. The aligned image will automatically be saved with the extension .AJPG
(aligned-JPG). The AJPG file can later be loaded directly without alignment.

9 - 12 are sample points that correspond with the values in (3) and (4) for the Raspberry.jpg file.

Since version 3.2 there is an option automatic way of doing this. See page 64.
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Load Image x: 0, y: 0

nmem gzalngnmenl
Tlanslovmlmage Crop Image
Image pos. 1 h Scanner pos. 1

% [288 px % [50 m
v |34 px Y50 mm
Image pos. 2 u Scanner pos. 2
% [213 g %50 | mm
Y28 px Y10 mm
Image pos. 3 u Scannev er pos. 3
X481 mm
v 287 PR "~ m
Image pos. 4 u Scarner pos. 4

X: 484 pr X [140 mm
Y392 px Y50 mm

Hestore Image || Transform Image |
n Cancel Luad Image

Detectus

SCN-500 EMC Scanner

A

@ Position Scanner manually

1. Transform Image tab

This is where you transform the image from a distorted shape into
a “flat”, aligned shape.

Position: X0,0 Y0,0 Z100,0 RO

2' Cr'O p |mage Move Scanner to position Sle_phy step pnsmnn\r’\LI o

% 00 mm FEm [« [=z]

Click on this tab and then click and draw a square around the part v[60 mm x| w|

of the image that you want to use. ;r FDUU'U m | Go (Rt | [«] (2]
S B

3. Image positions

Select one of the position boxes by marking the circle above it.
Then click on the preferred position on the image.

| Store cunent posiion as Pos. 1 | Mave Scanner to Pos. 1

| Store cunent positon as Pos. 2 | Move Scanner to Pos. 2

Mowe Scanner ta Pos. 3

TS-TL-PDL-009

The position coordinated will be filled into the position boxes.

4. Scanner positions

Select one of the position boxes by
marking the circle above it.

Doing so will show this dialog

59

— We measure, we calibrate, we validate.
KOLAS = N[3Ql iy

|2t - 1ISO/IEC 17025

| Store cunent positon as Pos. 3 |

| Store cunent posiion as Pos. 4 | Move Scanner to Pos. 4

Close

This dialog box will help you move the probe to the preferred
position. Use the “Step by step positioning” or “Move Scanner to
position” features to move the probe.

When the probe is at the preferred position, use the Store buttons
to store the coordinate in one of the Scanner position boxes on
the 4-point alignment form.
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5. Restore Image
Click here to reload the image from file

6. Transform image

Click here to transform the image
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7. Cancel

Click here to cancel and close the Image loading form
8. Load Image

Click here to load the image

This button is activated after transforming

pendulum
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Technical Library

TheView Scan tab - Viewing MultiScan measurements

(2 Detectus Scanner Software Version: 3.3.0

PR NN Y

AL 0P O O P LA P A PR
1T LT KO T (TR b

[ [ * TP R TR TR QT AT A P

500.0MHz 600.0MHz

| &pply to all measurements

@ Config [ Meas. points = Meas. EMC ’-3‘® Meas. EMC/Time &P View Pre-Scan | {ED View Scan Calculate  =_ Batch g Information

B @ [‘2) b 1{» /O () ] /© ) (@ [0 Paete [standard (soft)

urnulated tiace

Wiew Limit Line  Adjust limit fine level |0

- Object: | Dema PCE 300-B00MHz 2mm.ms ~ @
1ace at pos. 42000 Y 76.000 28 000 =€ Ba4E,

[T
PRI P
[T T

550

T 1Y Y29 OO PO LY Y
[ T AT
VHz 716.66

nformation
Demo PCB 300-B00MHz 2mm. ms2d
#: 11,854 24,798 Amplitude: 22,73 dBul

1. Field plot

The field plot is generated from the highest peak within the
selected span in each measuring position.

Right-click and select “View wide band spectra from ..." to change
the “Trace at position”-graph (6).

2. Accumulated trace

This is a Max-Hold calculation of all the wide band spectra (Pre-
Scans) of all measuring positions. So, this graph shows the same
information as a Pre-Scan measurement would.

3. “Trace at position”-graph

This is the wide band spectra (Pre-Scan) measured at the indicated
position. The position is also shown graphically with a marker (7)

Right-click on the field plot and select “View wide band spectra
from ..."” to change the “Trace at position”-graph

4. Selected Span
This is a numerical representation of (4) and (5).

Right-click and drag the cursor to change the selected frequency
and span.

— We measure, we calibrate, we validate.

5. Frequency

This is the selected center frequency from which the field plot is
generated. Type in a new center frequency and hit <enter> to
change the field plot.

6. Span

This is the selected span from which the field plot is generated.
Type in a new frequency span and hit <enter> to change the field
plot.

7. Marker

This marker shows the position at which the position trace (6) is
measured.

8. Slide bars

These bars can be moved with the cursor to change the size and
shape of the three graph windows.
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The View Pre-Scan tab

(E) Detectus Scanner Software Version: 33.0

anﬂnas Z Meas EMC | T Meas EMC/Time A= View Pre-Scan | {E
ek oo

160.393443MHz -0.93dBuY

Load / Unload active layer

g

Unioad all layers

Active Layer
+){Demo-5at30-1000MHz.p

Layer 3 n

Layer 6

View peaks
View Limit Line
Adjust imit ine level

(1]

[P

4.0dBuV

1. Report

Click on this button to create the report and open it. The report will
open in your default HTML browser or in Word or WordPad
depending your settings on the Config tab. For mor details see page
36.

BA = | slask.docx - WordPad - o X
[ - PR e
= Fx
Unkipp
2 10 g [R5 18
pendulum PasiN
e i e e @ Detectus

Measurement report

C:\Users\Public\Documents\De tectus\Demo_files\Demo Pre-Scan
\Demo- Sat30- 1000MHz.pre
Date and time: 2002-02-15 11:13:53

File name:

Measured area:

Start : 70 mm End : 0 mm
Start : 0mm End : 0 mm

Step size: 0 mm

Base level : 0 mm

Start angle: 0

Stop angle: 0

Angle step: 0

Min and Max:

Min amplitude: -0,16 dBuv 28,75 dBuV

Max
amplitude:

Settings:
Spectrum analyzer HP_4 v

wee W ®

2. Save

Click on this button to save the currentimage to a *.BMP or *.JPG
file.

— We measure, we calibrate, we validate.

3. Information mode
Click on this button to activate Information mode.

When Information mode is activated, the label above the graphics
will show the frequency and amplitude corresponding to the
position of the pointer.

4. Zoom mode
Click here to activate Zoom mode.

When Zoom mode is activated, you can zoom in by clicking and
drawing a rectangle around the area that you wish to study more
closely.

5. Unzoom
Click on this button to unzoom and show the entire graph.

6. Load

Click on this button to load a previously saved Pre-Scan
measurement. The measurements are named *.PRE.

7. Unload

Click on this button to unload the measurement from the active
layer.

8. Unload all layers

Click on this button to unload all measurements.

9. Active Layer

Select one of the available layers. The layer you choose will be the
destination when you load a previously saved measurement. The
color of the buttons Load and Unload will correspond to the color
of the selected layer.

10. View peaks

Check this box to view the peaks in the spectra graph as vertical
red lines.

11. View limit lines

Check this box to view the limit line that is selected on the
Configuration tab.

12. Adjust limit line level

The value entered here will work as an offset to the amplitude
values of the limit line.

pendulum
Tre s 0"

EElZ - www.tessol.com TS-TL-PDL-009 64 /77


https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-PDL-009

>
Z
(1]
2
Q
-
©
g
=
15
[¢]
(]
st
-
o
0
n
w
=

TS-TL-PDL-009

TESSOL

Y2 Pendulum SCN A|2| = ALSHHM - H[ZAL

Technical Library

Pendulum

The Camera window (HR series with IC option)

The Camera window provides a high resolution (2048x1536) view of the test object and the tip of the probe.

The purpose is to allow the user to, very accurately, calibrate to position of the probe and to view and document the position of the

probe.

Camera: UK1175c (Snr: 00437) selected

-
e
-
-
.
.
Rl
.-
-
-
.

L BX

@-ag ntrol @

Dark Bright

®

Image size: 626 » 470

1. Activate video

Click here to activate the video after it has been paused.

2. Freeze video

Click here to freeze the video. Doing so will activate the “Save to
file” button.

3. Save to file

Click here to save the frozen video image to file. The size of the
saved image will be according to the Image size label (6).

4. Settings

Click here to open the Camera settings dialog.

5. Brightness
Adjust the lever to desired brightness.

40

|

K
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6. Image size

This label shows image size. Resizing the Camera window will
change the image size.

This is also the size of the image when saved.

The Camera window can be opened from the “Position Scanner
manually” dialog and from the View Scan tab.

1| Cateutote | View Pre Scan View Scan | Help |

X:0 Y:0 Z:0 ] <% o
Move Scannas o posiion S0 by step potioning
R & m | 2
3 S ) K| '_XJ e
z[o ™ Reost | «

Stoeo cumont posten a2 S 1481 |

|
eno | 10 END |
|

Make cunent porin cagn of coosdinater
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DUT Camera option (SCN series)

The DUT Camera option makes it easy to take a photo of the DUT and to automatically align the photo with real world coordinates
so that it can be used as an overlay when viewing measurement results or when setting up the measuring points.

The DUT Camera option consists of a camera, a camera holder, a key code that will enable the feature in the DSS software and a set
of circular markers that are to be place on the corners of the grid for image recognition.

Existing SCN series scanners can also be upgraded with the DUT Camera option.

The DUT Camera functions require DSS version 3.2 or later.
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Setting up the DUT Camera

1. Mount the camera onto the holder

AT ALATS
> Wy ]
S RREIARLR

22
{2 '0.
(LR ERILR
r"’%o“ R v
5 0“ '

2. Hook the camera and holder onto the ZR module and push it down so that it snaps in place. Take care that the camera is
reasonably aligned with the X axis.

Connect the USB cable from the camera to the PC and go through with driver installation if required by your Windows.

4. If the DUT Camera is setup on a scanner where there are no circles on the grid corners, then these markers need to be
mounted very accurately.
To help mount the markers there is a special function in the software that zooms in on the corners to make it easier to place the
markers correctly.

a. To start this procedure, click on the camera button while holding down the shift key on the keyboard.
Manually adjust the camera so that you can see the shole grid.

—

c.  Now place the circular markers in such a way that the camera view shows that the marker is exactly centered on the
corners of the grid. If you look at the grid and the markers from above, not using the camera, it will look like the
markers are off center but don't worry. If it looks right in the camera then everything is as it should be.

5. Go to Config tab, click Show/Hide advanced settings and then click DUT Camera settings

64 pendulum
relaer

2. Pendulum SCN A|2|= AH2HEENM - HZEA HE2 K2 L|CH A2 MZAF AP Of| 2t HBE 4= ASLICH

TS-TL-PDL-009

— We measure, we calibrate, we validate. EEE - www.tessol.com TS-TL-PDL-009 66 /77
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-PDL-009

TESSOL  technical Library Pendulum

>
Y
© @ Detectus Scanner Software Version: 230
—
Q 63 _Contig | FEHH] Moas. points | 5 Meas. EMC Ty Moas. EMC/Time | (2 View Pre-Soan | (> View Sean Calculate Bach [ infomation
3 P4
— Spectium analyze e 0 EEEED
® |R&S FPLFSL.FSV.FSW.FSP.ESLESU.ESP.ESPIESCIZVLZNLETL ESRP (Visal - j Shon /Hide advanced setings |
3] Misc. | Roport | Graphics | Default filenames
= Seting: | 30MHz - TGHz S x|
c e —— Misc. settings
c Piobe: | PROBE. © EEEN Dely before measaing seck [0
g [ Commricaion setigs | I ST A
- o~ Pauise 2D soans t slow marsl 2 s acksment
|5 canner model SCN-5wx - £t Reset
- TN . PresetView Scanscale  PresetPreSian sode
o) eI Aotivae Feset Ao Prset
;) | ample-lmitine [ e | Top value: [0 Topvaue: [100_|
(2] Bottor value: [0 Bottor value: [0
w B~y ————
= | Calibote HR-Scamer tobeacon | o ENE i s
| Calirate SCN-500 Scanner o beacon | Actvale Presel
—_—— Top value: [0
Strip Line Calibration Wizard " [
Bation vakue [0
DUT Canmers setings
6. Click Set default values
DUT Camera Settings )
Camera settings Marker real coordinates
Comeratn: T Marker upper leftX: 0 Marker upper right X: [300
Camera APL 700 Marker upper left V: 200 Marker upper right V: 200
Frame Wit 1520 Morker lower lft: [0 Morker lower right : 00
Frame Height: 1080 ———
Marker lower left ¥z |0 Marker lower right Y: |0
Focus: [15
Mounting height: [320 Allmarkerz: |3
Marker recognition Marker qualification Image cropping rectangle
DP: [1 Top margin: 300 Upper left x: |100
Min dist: 25 Bottom margin: 300 Upper left v: |0
P1: |50 Left margin: 500 Lower right X: | 1800
P2 [0.95 Right margin: (500 Lower right ; | 1080
Min radius: [12
et [
Blur: 20 Set defautvalues | | Close | [ Save
7. Select your scanner model and then click OK
Select scanner model ()
Select scanner model
SCN-522 - 200 100 mm
SCN-524 - 200 100 100 mm
©/{SCN-534 - 300 200 x 100 mm:
SCN-564 - 600x 400 x 300 mm
Cancel | ook

8. Click Save and then Close

Frame Widith: 1920
Frame Height: | 1080
Foeus: [15

Mounting height: 330

Marker recognition

Marker lower left X: |0

Marker lower ekt Y: [0

AllmarkerZ: -3

Marker qualification

DUT Camera Settngs )
Camers stings Makcerreal coordinates
Cameraip: [1 Marker upper left X: (0 Marker upper right X: [3%°
Comeraph [0 Marker upper et Y: 200 Marker upper ight V: [200

Marker lower right X: 300
Markerlower ight Vs 0

Image cropping rectangle

DP: |1 Top margin; 300 Upper left X: [100
Min dist: |25 Bottom margin: 300 Upper leftV: |0
pl: 50 Left margin: 500 Lower right X: 1800
p2: [035 Right margin: |500 Lowerright Y |1080
Min radius: |12

Max radius: |23 \{
Blur (20 Set defaultvalues | Close ] Save ]

9. Now the DUT camera should be setup and ready to use.
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&
(1] .
I Using the DUT Camera
=
o The DUT Camera function can be found on the View Scan tab and on Meas. Points - General tab
c
5 (3 Detectus Scanner Software Version: 3.3.0
L A 5 = — . . - - .
- @ Config  FE| Meas. points | = Meas. EMC T Meas. EMC/Tine P View ProScan &P View Scan Calculate  Z_ Batch E Information
4 —_— —
8 X DO |b‘«-}> O @ 2 B W [ et standad (ol 4 Object: | Demo PCE 300-800MHz 2mm.i ~ |®| (7]
0
w
= @ Detectus Scanner Software Version: 3.3.0
@ Config | [ Meas. points | =" Meas. EMC T Meas. EMC/Tine &P View PreScan () View Scan Calculate  Z_ Batch g Information
General ED)
B ® Ouine |Baselevel Levell Level? Leveld Leweld LevelS Levels Lewsl7 GO Cesrtovs  unio €3 (> Reodo (@ Cinktorkop

2. When clicking the Camera button, the Scanner will move to photo position and a consol window will show briefly.

Camera 1 started.
Analyzing image

3. Nextis a dialog asking for the height of alignment. This is important information that allows the software to compensate for the
perspective view of the camera. Enter the height of the DUT in millimeters.

(Compensation for perspective view x

Please enter height for photo alignment (mm}: [}

0K Cancel

4. Next, the 4-point alignment dialog will show. All the coordinates are filled in and the image is automatically transformed, aligned
and loaded.

5. After a few seconds a Save As dialog will open, giving you the opportunity to save the image.
If you choose not to save the image and click cancel instead, the image will be automatically saved in the temporary folder.

6. Next, the aligned image is loaded

@ et o S s 120 b2 &0

B ot B b s B % Moo | @ Vo ot | @ VeS| [B] comton | T, b D o

BoOREG B L0 20 B O raiuwon - [ ope-Rew "B 0

g pendulum
(=] Tre . @"
4
[a]
a
P 212 Pendulum SCN A2|= AFZAHAM - XZAL 912 XEZQILICH AL R ZAF APF Ol w2t HZHE 4 UALICh
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Camera settings

DUT Camera Settings .'*‘.

Camera settings

Mounting height: |330

Marker recognition

DP: |1

Marker real coordinates

Marker upper right X: |3DD
Marker upper right ¥: |200

Marker upper left X: |D

Camera ID: |1|
Marker upper left ¥: |200

Camera API: |-7DD
Frame Width: |1920
Frame Height: |1030

Focus: |15

Marker lower left X: |D Marker lower right X: |3DD

Marker lower left ¥: |D Marker lower right ¥: |D

All marker Z: |-3

Image cropping rectangle

Upper left X: |1DD

Marker qualification

Top margin: |3DD

Min dist: |23 Bottom margin: |300 Upper left v: |0
P1: |5D Left margin: |5DD Lower right X: |1300
p2: |F Right margin: |5C’D— Lower right Y: |W
Min radius: |'|2

Max radius: |23
Blur: |20

Set default values

Close Save

Y2 Pendulum SCN A|Z[= AFSHEHA

— We measure, we calibrate, we validate.

Camera settings
a. Camera ID is the identification number of the camera. Try changing this is if the wrong camera is used.
b. Focus can be changed for a clearer image. Normal values are 5 to 35.
c. Don't change any of the other camera setting unless you really must.

Marker real coordinates
The real coordinates of the red circular markers in relation to the grid on the scanner table.
Because the grid is printed on the back of the transparent tabletop, the Z value should normally be -3 and not O.

Marker recognition

Don’t change any of these values manually unless you really must.

If there is a problem recognizing the markers then there is a better way. Hold down the Ctrl key when clicking the camera
button. That will open a user interface better suited for adjusted these values.

Marker qualification
The camera should be mounted and pointed so that all four markers can be seen near the corners of the image. The values
here make up the corner squares where the markers need to be found.

Image cropping rectangle
After the image is transformed and aligned it is cropped. Change these values if you want to crop more or less.
Please note that for images, the origin of coordinates is in the upper left corner.

Set default values
You can always go back to default settings should you have mess up the settings.

Pendulum
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Maintenance (DS and Rx series)

1. Clean regularly all outside surfaces of the scanner using a damp cloth with a gentle cleaning agent.

2. Do a review of all the screws on the scanner and if there are some loose screws, just tighten them.

TESSOL Technical Library

3. Use some oil on the rails if necessary. Use oil with good adhesion.

Maintenance (HR series)

1. Clean regularly all outside surfaces of the scanner using a damp 3.5. Unscrew the base plate and remove it. Use an Allen key.
cloth with a gentle cleaning agent. - =

2. Do a review of all the screws on the scanner and if there are
some loose screws, just tighten them.

3. The shaft guides and drive shafts should be lubricated every
1500 to 3000 operating hours. Use ordinary ball bearing grease
and ordinary oil.

3.6. Remove any foreign object and dust from the sealing lips
using a damp cloth.

3.7. Remove the plastic plug.

3.1. With the power on, open the hood.
3.2. Turn the mains switch on the back off.

3.3. Push/pull the plate with the coordinate grid towards the
front of the Scanner.

3.4. Unscrew the two screws to the top plate and remove

the plate. 3.8. Lubricate the nipple found under the plastic plug. Use a

grease gun.
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3.9. Lubricate the shaft guides through the sealing lips. Use oil. 3.14. Remove the now visible plastic plug.

3.15. Push the Z-axis sledge down.

3.16. Lubricate the now visible nipple using a grease gun.

3.17. Remove the plastic plugs on both sides of the Z-axis
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3.10. In order to lubricate the X-axis, push the sledge to the
left and remove the plastic plug on the left side of the
Scanner.

AN B | |
3.18. Lubricate the Z-axis guide shafts using oil.

3.19. Lubrication is done. Now put all plastic plugs, parts and
screws back.

4. Don't forget to turn on the mains switch on the back of the
Scanner.

3.11. Lubricate through the now visible nipple using a grease
gun.

3.12. Lubricate the X-axis shaft guides through the sealing
lips using oil.

3.13. In order to lubricate the Z-axis. Remove the holder for
the pre-amplifier using an Allen key.
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Appendix 1
Installing R&S FS300 USB driver

Follow the steps below to install the USB driver for R&S FS300..

1. Download the “FS300: VXIplug&play driver for Spectrum Analyzer FS300” from http://www.rohde-schwarz.com.
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2. Run the downloaded installation program.
3. Connect and power on the FS300 spectrum analyzer.

4. Start the program SiScan by clicking: Start - Program - Rohde & Schwarz - SiTools - SiScan.

4 SiScan o ] |

Logical Mame  Instrument Resource Descriptor Connected
; F3300 Spectrum Analyzer | USE:;;0x0AAD::0x0006;:100191  YES i

5. Double click on the line “FS300 Spectrum analyzer”

Instrumient settings 1[
Lagical Mame Tvpe Resource String
| Fs300] |F5300 Spec | USE:0x0AAD::0x0006:: 100191

(04 I Cancel

6. Type in “FS300” as Logical Name and click ok.
7. Close SiScan by clicking on the “X" button.
8. Finished.
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Appendix 2

How to connect to an instrument via LAN

Some spectrum analyzer drivers in DSS and all drivers for signal 4. Double click on “Connection to local network”

generators and EDDs are done using National Instruments Visa. ;

Therefore it is required to install the NI Visa driver first. The driver

and instructions how to install it can be downloaded at www. s

ni.com. Click Support and then NI Visa... o /h(m:wn K
- |

Below is step-by-step instructions how to connect Detectus DSS 4 ot i
running on a Windows 7 PC to an instrument via LAN in a simple
network using fixed IP-addresses.
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S Frinkopplad
2 Warele:

For example, a PC connected to an instrument via just a LAN cable
or a PC connected to several instruments using cables and a hub
or switch.

This method is not recommended in networks where there is a
server with DHCP functionality.

1. Open control panel and click “Network”

mﬁ @ » Kontrollpencien »
it dos S - -

Justera datorns instéliningar Visa efter: Kategon ¥

5. Click on “Properties”

9 Status f6r Anslutning till lokalt natverk
? System och sdkerhet Anvandarkonton ==
R vt tiome % & Andis koriotyp Allant

Utseende och anpassning

e e |
Medictitstind: ad
Iupp ouh delningsaternativ Varaktighet: 00:25:15
’ P X :
/ irvars och ljud q Klocka, sprék och nationella Hastighet: 10,0 MBIt
‘ﬁ‘ Vite enheter ceh srivare LYW insuilin.. shating: PR
Byt tangentbard eler sndra indstametod
ey tangentbard eler sndra indstametoder i A S

et il em projltor o

Justera vanigs mobiltetinstainingar @ B eiiiron i

Program Optimera visningen finformaten...
-

progtam

Y Ha
Aktivite!

2. Click “Network and sharing center” Gungovera
Stang

5 ‘ontr. L 4
. « »
Komompsesin =AHs || 6. Doubleclickon “TCP/IPv4
o ks och delningscenter
CNER o Niea sstatus och-ftgarder | Anslut tll e natverk
Visa dstorer och enheter i natverket | Ligg til en trdcios enbet | nityerket
* Nitverk och Internet |
Hemgrupp
Progrsm = ——
P o @, Internetalternativ & Egenskaper f6r Anslutning till lokalt natverk
iy (7] dcra stacsitan | Mapterawebbiasaniiagg | Ta bost webibbistonk och coskies - )
Utseende och anpaszning Natverk | Delning
Klocks, sprik o<h nationella PN MobileMe
installiningar - Ak ]
Hjslpmedel - _ - >
¥ Intci(R) 825/ /LM Gigabit Network Connection

Den har anektringen anvander fojands cbjekt:

3. Click “Change settings for network adapter”

Kontrolipanelen startsida

Visa nétverksir ion och ig \q |
Hanter bl 8 * i3 x ‘ b Visa hullstindsg harte
mpahea JANNE-DATOR Ordentfierat nitvesk Internet
(Den har datom) l
Ao rmcende ok ow akakis vk Ansltelle koppls frin Transmission Cortrol Protocol/Intemet Protocol.
3 2 5o WAN e s il
for Gver a
& Oldentifierat natverk Atkomattyp: Internetitkomst seknay natverk.
o § Anshutning tilllokalt natverk

Andra nitverksinstalinngama % | 0K | [ vt

g. Skaps en ny enshutning eller et nytt natverk
U Sdios anshutn d hoc-anshutning
eller g Hackan du

Anghut 6l eft natverk
Anshut eler teransiut till en natverksansiutning (tridles, tridburen, VPN eller

Se v fisrronslutning). |

Hemgrupp

Vil hemgrupp och delningsahematv
Internetsiermativ o Visheny 4

T4 Stkomst till filer och skrivare som finns pé sndra datorer i natverket, eller sndrs
Mobilehte delningsinstliningsr

Windows-brandvaggen

[ Felsok problem
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7. Activate “Use this IP-address”. This is where you need to
change back when returning to your office and want to
connect to your normal DHCP network.

Egenskaper t5¢ Intemet Protocol Version 4 (1CP/IPvd) ]

dutomatiskt om natverket stoder dennd
funhtion. Armars mdefe do 1y natverbsadnristrtiren om ratt

i 1P-advess sutomatiskt

: & avand folande 1P adress:|

\ Padyess: 192.168. 0 . 98

L Natmask: 255,255,255, 0
Stendardgatewsy:

© Anvand fitjende DNS-serveradresser:

Qnckad DNS -erver:
Alfermaty DNS-server:
Verfera natalangar wd avast reseeesm)|

[ [ aet

IS

8. TypeinIP-address and netmask. The netmask and the three
first digit groups of the IP-address should be the same as for
the instrument. The last digit group of the IP- address must
not be the same as for the instrument.

Example:
Instrument netmask: 255.255.255.0
Instrument IP-address: 192.168.0.99
PC netmask: 255.255.255.0
PC IP-address: 192.168.0.98

Egenskaper ¢ Intemet Protocol Version 4 (TCP/IPvd) R

Almant

1P-rstalinngar kan tidelas automatiskt om natverket stoder demna
funktion. Arners mste du frdge natverksadmistrstiren om ratt
P instalnngar,

i Crhdl en [P-adress sutomataskt

|| @ Eviond fonde > adress]

l Podess: 192.168. 0 .98

" Ntmask: 255,255,255, 0
Standardgatewey:

Qnekad DNS server:
Alfernativ DNS-server:
Verffiera mstalnngar wd avshit [Camenmatees)
Coe ) e ]
e - _ —

9. Click OK and close all previously opened dialog boxes.

10. Set up the network settings for the instrument according to
(8).

11. Make sure that the instrument doesn’t have DHCP activated.

J FUjItsU Uispiay vianayer
J iTunes
. LifeBook Application Panel
. Microsoft Office
J Microsoft Office Live Meeting 2007 F
. Microsoft Silverlight
. National Instru
9 Measuremént & A l
@ NI License Manager |
{3+ NIRegistration Wizard
™ Nspy
| NI-488.2
L) VISA
. Nero
. Nuance PDF Create 5 E
. OneClick Internet

Dawer Qavina | ltilihe
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12. Next we need to make sure that NI-VISA knows about our
LAN instrument.
13. Open National Instruments Measurement & Automation

14. Click on “Network Devices”, then “Add network device” and
then “VISA TCP/IP Recource...”

= = e
D <
| File Edt View Tools Help
o 7| (B Az voce ]
i
stem VISA TCP/IP Resource...
1 1! ? ;y ;’mm o faces Hostname 1P Address Serial Number
WGP ressCard-GPI
\ 4 Network Devices
| PX1 PXI System (Unidentified)
F Serisl & Paraliel
' 5 Seftware

|+ ) Remate Systems

| ‘ m » Netwosk Devices
|Adds » static VISA TCP/IP resource to the system.

15. Select “Auto-detect of LAN Instruments” and then click
“Next”

Create New VISA TCP/IP Resource...

NATIONAL
3 2’1‘:; y INSTRUMENTS

tywe of TCPAP resouce you wish W odd.
©' Auto-datact of LAN Instrument
LIse this nption to sedert from A st of VA1 LANA
instuments detected on your local subnet.
) Marnual Enliy of LAN Irstiumest
Use this opbon it your VX111 LAN/LX] instrument 1 on

another network.
<N .
, *) Manual Fniry of Raw Socket
Use this option to communicate with an Ethenet device:
over a specific port number.

L

Create New VISA TCP/IP Resource...

NATIONAL
INSTRUMENTS

= Manually speciy address nformation of LAN instrumenk
© Sslect instrument(s) detected on local subnet

Status: Some VidI-11 LANAX) instruments weee found Selert one
o mode resouees and click Nest' or Finish

ICAPLFSLB 10U st NS TR |

[ Includs legacy non-188.2 devicas when searching
| Refishist | [ Seewal | [ Deseluaal |

[¢Back](New> ] [ bt | [ Coneet |
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21. Make sure you have selected a spectrum analyzer driver
that has (Visa) in the name and then click “Communication
settings”

17. If your instrument doesn’t popup we have to find it manually.
Select “Manually specify...” and then click next.

>
<
@
=
Q
-
© —
L Create New VISA TCP/IP Resource... —
c = | 4 Dctectus Scanner 5o Version: 21 T—_— SRRRER— = =
< NATIONAL | Gonliy | Mear. points | Meos. EMC | Mear. EMC/Time | 5con | View Scan | Meas. Heat | Meas. Heol/Time | Calculote | Dotch | 1413
‘5)) INSTRUZZENTS Genesal |
et Spectium anslyzer

: - - — P Show / Hide advanced setings
1 @ [iswiol speciy o0oss wiomadhion of LA ihenert [RUS ESLESU ESPIESCIZVL (Visa) o | [l
@) Select inctument(s) datected on local cubnet soneg [0 10w <] Sfem
2 = R N N . I Probe: |FROBE 8 E&
] Status: NoVXi-11 LAN/IXI instruments were found on the local
w labnat Commrmoatin soliegs
=

Scomner

e R o L)

Limit i

[ armgie- it v =l (£
Calibeate HR-Scannm to beacon

7T Includs legacy non-188.2 devices when ssarching ‘
\
‘
\
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22. Click “Search for instruments”. (If your dialog doesn’t look like
this, you have not selected a Visa driver. Go back to 21)

r N
B Communication settings @Eu

Instrument 1D I Sﬁmsllumenls

Timeout [s]: [10 hd

18. Enter the IP-address of your instrument and then click
“Validate”

Create New VISA TCP/IP Resource...

NATIONAL
INSTRUMENTS

Entes the TCPAP addiess of your VISA retwaik resource in the
fonm of 00 00 ¢ 0, e hustname of the device, o o
dumain. The LAN devi s uften “inst0"

o "gpib0,1".

Hostname o IPV Close Save

192168089 -
LAN Device Name
| TS 23. Click “Search”

T Search for instruments i »

[cBock || Newt> | [ brah. | [ Concel |

L 4

veachio AN wtanerts +| [ Beach Chosse soectegintnamertand cose | Cse |

19. Hopefully you will see a dialog like this one. If you don’t you

have to start checking connections and IP-addresses and - —_—
then try again. 24. Hopefully you instrument pops up. Select your instrument in
'Meaweme@w ; 'én? . — | the list and then click "C/hoose selected instrument and close”.
) Search for instruments i EM

(0\ Successfully opened a VISA session to "TCPIP0::192.168.0.99::INSTR"
=

E TV P—— sewch | rmmmm.KM oo |

20. Assuming that the above procedure worked out, you are now
ready to start the DSS software. — —

25. Now you should see the address of the instrument filled in.
Click “Save” and then “Close”.

- A
i Communication settings @M

Instiument 1D ITEF’IFU..T 92168.0.9%:instD:INSTR

Timeout (5] |10 'I /
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Appendix 3

Pendulum

How to configure Tektronix SignalVU and TekVisa so that
Detectus Scanner Software can use any Tektronix spectrum

analyzer

The procedure is different depending on if it is a clean installation
with no other Visa's than TekVisa installed on the PC or if National
Instruments Visa is also installed.

1. In case of a clean installation with no other Visa’s on the PC.

a. Install Tektronix SignalVU and TekVisa. TekVisa is included
in SignalVU. There should be a checkbox for TekVisa during
the installation.

b. Restart the PC if the installation requires it.
c. Connect the spectrum analyzer.

d. Start SignalVU and verify that SignalVU can connect to the
spectrum analyzer. For example by clicking Preset.

e. Start Detectus Scanner Software.

f. Select the spectrum analyzer driver “Tektronix RSA SA (Visa)".

Comenunication settings

g. Click “Communication settings”.
B! Communication settings - o X

Instrument ID: [GPIBE-1-INSTR

Timeout (s} |10 ']

h. Make sure the Instrument ID is set to “GPIB8::1::INSTR".
The Search button will not work in this case.

i. Click Save and then Close.

j. Now Detectus Scanner Software should be able to

g. Check the box to start the VXI-11 server with windows.

h. Click OK to close the dialog.

i. Connect the spectrum analyzer.

j. Start SignalVU and verify that SignalVU can connect to the
spectrum analyzer.

k. Start NI MAX (Measurement and Automation Explorer)

I. Select “Devices and Interfaces” and then “Network Devices”.

v B My System % Add Network Device ¥
v & Devices and Interfaces

@ ASRL3:INSTR"COM3" || Product
4 Network Devices
» &1 Software
B8 Remote Systems

m. Click "Add Network Device” and then “VISA TCP/IP

Spectium snalyres Recource...”.
|Tektronx RSA SA [Visa) -
vea ;7 System % Add Network Device v
v Devices and Interfaces
Setting | 30MHz - 1GHz ~l Edt & ASRL3-INSTR"COM3* || 54 VISA TCP/IP Resource... me
Probe: |PROBE_08 ~l Edt 8 4 Network Devices M Add GPIB Ethernet Device
Software

B3 Remote Systems

n. Select "Auto-detect of LAN Instrument” and then click Next.

Choose the type of TCP/IP resource you wish to add.

(@ Auto-detect of LAN Instrument

Use this option to select from a list of VXI-11 LAN/LX instruments
detected on your local subnet

0. Select the instrument at address 127.0.0.1 and then click Finish.
TCPIP0:127.0.0.1-inst0:INSTR

p. Close NI MAX.
g. Start Detectus Scanner Software.

r. Select the spectrum analyzer driver “Tektronix RSA SA (Visa)”
and then click “Communlcatlon settings”..

N A Spectium analyzer
communicate with the spectrum analyzer. [Tektronx RSA SA (Visa] j <]
k. Remember! SignalVU must be running in the background.
¢ & & Setiryg | 30MH:z - 1GHz ~] LJ
Probe: |FROBE_08 !

2. In case of a mixed installation with both NI Visa and TekVisa
installed.

a. Install Tektronix SignalVU and TekVisa. TekVisa is included in
SignalVU. There should be a checkbox for TekVisa during the
installation.

b. Restart the PC if the installation requires it.

c. Install National Instruments GPIB. NI Visa is included in the
installation.

d. Restart the PC if the installation requires it.

e. Go to the notification area of the taskbar (lower right corner)
and find the item “Tek VISA LAN Server Control”.

Right-click it and select “Start VXI-11 Server”.

f. Right-click again on “Tek VISA LAN Server Control” and select
“Server Properties...".

Commncawnwmo/ |

s. Click “Search for instruments”.

t. Select “Search for LAN instruments” and click Search.
[Sesch ol N mvinmerts #] ([ Semch ]

u. Select SignalVU at address 127.0.0.1

sonalVu-PL 848a7d3d, FV:310.0030.0 [TCPIPO:127.0.0.1:nat0 INSTR]

v. Click “Choose selected instrument and close”.

w. Make sure the Instrument ID is set to
“TCPIP::127.0.0.1::INSTR”". Searching will not work in this case.

x. Click Save and then Close.

y. Now Detectus Scanner Software should be able to
communicate with the spectrum analyzer.

z. Remember! SignalVU must be running in the background.
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CONTACT DETECTUS / PENDULUM INSTRUMENTS

SWEDEN

Gronlandsvagen 35, 782 31 Malung
Phone: +46 280 41122
info@pendulum-instruments.com

UNITED STATES
phone: +1(866) 644-1230
us-office@pendulum-instruments.com

POLAND

phone: +48 (58) 681 8901 © Pendulum Instruments 2025
info@pendulum-instruments.com 20.11.2025
CHINA Scanner SCN-500
phone: +86 135 012 215 50 Specifications subject to change
china-office@pendulum-instruments.com or improvements without notice
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