
Measurement, monitoring and metrology

Technical features

The calibration bench enables simultaneous calibration of up to 96 JRI digital probes. It optimizes 
the number of probes processed per cycle and communicates directly with JRI-MySirius without 
requiring a Link module. The bench displays the real-time status of each channel and also allows 
connection of a Green Digital Sensor Reference. 

JRI-MySirius calculates and transfers the calibration coe�icients (x1 or x2 modeling) directly into 
the digital probes. The calibration certificate or verification report, along with all associated data, is 
automatically uploaded to MySirius for all relevant channels.
The bench is compatible with JRI Digital Sensors: Evolution, X², and Green.
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ROBUST, COMPACT & SIMPLIFIED METROLOGY

Simultaneously calibrate and/or adjust up to 96 JRI digital 

probes. Simplified configuration via USB, with WiFi or Ethernet 

communication to the JRI-MySirius platform.

Benefits

Time saving
Combined with the modeling features 
of MySirius Calibration, the bench 
allows simultaneous calibration of 
up to 96 probes to fully optimise the 
capacity of calibration baths and ovens

Clear and localized status
LED indicators on each channel provide 
easy visualisation of probe status

User friendly
Simple setup via the Calib’Bench tool 
and identification by serial number in 
MySirius

Responsive
Quickly and automatically adapts to 
detects any probe change 

Interface
Power on/o� button

24 connectors for JRI digital probes

Operating temperature Ambient temperature

Communication WiFi, Ethernet

Configuration USB

Number of channels 96 T or TH digital probes

Protection IP40

Bench dimensions
Weight (excluding case)

367×250×143 mm
3.3 kg

Power supply Mains power connection, 5V / 2A

Included 5V DC power supply , 1m USB-C cable,

Compliance CE, ROHS, FCC

Calibration Module MySirius 5.1 – Calibration Module Level 1 & 2

Traçabilité,  surveil lance et métrologie

Banc d’Etalonnage 96 voies
Beyond
the measure

96 CHANNELS CALIBRATION BENCH

Non contractual document

https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-JRI-055


Remote unit (Optional)Remote unit (Optional)

Remote channels for JRI 

digital probes

RJ45 Ethernet port for 

connection to calibration 

The calibration bench cannot be placed inside a climatic chamber used for calibrating JRI digital probes 

in ambient temperature or humidity conditions. It is recommended to use the remote unit by placing it 

inside the climatic chamber and connecting it to the calibration bench located outside via an Ethernet 

cable. Operation remains unchanged.

Using the remote unit disables the use of the front-panel channels on the calibration bench. 

Up to 4 remote units can be connected when using the 96-channel model.
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