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For differential pressure monitoring in clean rooms ﬁ, g:
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Presentation

Especially developed sensors for each pressure range ensure accurate and long-term stable
measurement.

The transmitter is compatible with the LoRa® SPY U.

A NANO SPY U can also be connected directly to the transmitter’s analogue output or via a universal
cable using an IP67 Binder connector.

Technical features
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<20ms
4-20mA

Power supply [:REEh'/ole
\WeTd Ual-RelalellilelaI N O to 70°C
Protection Index [IZZS

90g

Power supply to added @GS

Universel adaptor to be RS
added

EINEIC AW (1N Manual guide
CE according EN 61326-2-3

JUSWIN>0p [en}d>eljuod UoN

JRI, Société par actions simplifidée au capital de 4 000 000 €

Péle logistique / 2 Rue de la Voivre / PA Technoland / BP 21 / 25490 FESCHES LE CHATEL / France T = m
SIRET 380 332 858 00030 - Tél: +33 (0)3 8130 8 04 f Fax : +33 (0)3 81 30 60 99 / sales@group-mms.com ww w'] ri ms.com

Sigge Social : 14 rue Louis Rameau / C5 90050 / 95872 BEZONS Cedex / France / APE 24518 / TVA FR 02 380 332 858

{2 JRI Differential Pressure Transmitter (AP) Differential Pressure Transmitter (AP) - H|Z=AF 212 XtZ QILICH AFZE2

MIZ=AF APYof 2t HAE 5 ASLICH

o~
0
o
x
™
-1
e
(7]
-

— We measure, we calibrate, we validate. EE - www.tessol.com TS-TL-JRI-067 1/2
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-JRI-067

Tfssal Technical Library JRI

2
E .
8 Connection
— . . .
= Case 1: Connection diagram with a LoRa® SPY U
0 - Blue wire: Connect one extremity to connector 3 of the LoRa® SPY U. The other extremity is to be connected to thesnalog connector ( ) of
© the Delta P transmitter’s domino.
g - Grey wire: Connect one extremity to connector 5 of the LoRa® SPY U. Connect the other extremity with a domino to the - wire of the 24V
g supply (black wire).
- The + wire of the 24V power supply (black and grey) is to be cogn%ctehd tg tP}e +1terminal of the Delta P transmitter
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Complete wiring of a LoRa® SPY U

Case 2: Connection diagram with a Nano SPY U

- Blue wire: Connect to the analogue connectcd( ) of the Delta P transmitter domino.

- Brown wire: Connect to the - wire of the 24V power supply (black wire) by means of a domino.

- The + wire of the 24V power supply (black and grey) is to be connected to the + terminal of the Delta P transmitter.

Black and grey wire
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0 O Blue wire (signal)

Brown wire (ground)

n +

Complete wiring of a Nano SPY U

‘ Al
/e
@/@
Pa P
JRI, Société par actions simplifidée au capital de 4 000 000 €

Péle logistique / 2 Rue de la Voivre / PA Technoland / BP 21 / 25490 FESCHES LE CHATEL / France 1rl— m
SIRET 380 332 858 00030 - Tél: +33 (0)3 8130 48 04 f Fax : +33 (0)3 81 30 &0 99 / sales@group-mms.com wWww 'j ri ms.com

Sigge Social : 14 rue Louis Rameau / C5 70050 / 95872 BEZONS Cedex / France / APE 24518 f TVA FR 02 380 332 858

{2 JRI Differential Pressure Transmitter (AP) Differential Pressure Transmitter (AP) - H|Z=AF 212 XtZ QILICH AFZE2
HMZ=AE APl et HAE 2 ASLCH

o~
0
o
x
™
-1
e
(7]
-

— We measure, we calibrate, we validate. EHZE - www.tessol.com TS-TL-JRI-067 2/2
KOLAS ZX| 32l mH 7|2 - 1ISO/IEC 17025



https://www.tessol.com/?utm_source=datasheet&utm_medium=pdf&utm_campaign=technical_library&utm_content=TS-TL-JRI-067

